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Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 7e
Hydrologic Soil Group: B

Q = 0 at 0.33 Inches of Precipitation (from Table 10-1, National Engineering Handbook Hydrology Chapter 10)
Lower Terrace = ± 30,000 ft²
Access Road = ± 14000 ft²
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Newly graded areas (pervious areas only, no vegetation) - 
USDA TR-55 Table 2-2a Runoff Curve Numbers for Urban 

Areas

Curve Numbers = CN

USDA NRCS Soil Class for Site: CaE3 - Chaix coarse sandy loam, 30 to 50 percent slopes, severely eroded

S = 1.6279069767 Ia  = 0.3255813953

2/9/2014
2/26/2014
3/3/2014
3/5/2014

3/28/2014

1.88"
0.88"
1.44"

Q=(P-0.2S)²/(P+0.8S)     
Runoff in inches

0.0915
0.1779
0.1071
0.3289
0.7593

24 hour Precip         (OGO 
DWR Station)

0.76"
0.96"
0.8"
1.24"

0.1408
0.4529

1898.15
352.12

1132.19

Discharge (ft³) 
Access Road

106.76
207.56
124.90
383.71
885.81
164.32
528.35

Discharge (ft³) 
Lower Terrace

228.77
444.77
267.65
822.24

Discharge (Gallons) 
Lower Terrace

Discharge (Gallons) 
Access Road

1711
3327
2002
6151

14199
2634
8469

799
1553
934

2870
6626
1229
3952

38494 17964Discharge Sums:
56,458Total Discharge Volume:



upstream downsteam
Crossing 1       

(Way Point 1) 32 20 0 12 3840 28725
Crossing 2       

(Way Point 2) 78 12 0 10 4680 35009
Sum: 8520 63734

Volume  
(gallons)

Un-armored Un-culverted Watercourse Crossings - APN: 041-300-035-000

Depth (feet)Length  
(feet)

Width  (feet)
Volume  

(cubic feet)
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