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Farhad, Mohammad@Waterboards

From: Mullins, Daniel@CDCR <Daniel.Mullins@cdcr.ca.gov>
Sent: Friday, June 19, 2015 9:33 AM
To: Farhad, Mohammad@Waterboards
Subject: Coliform violation
Attachments: EFF-001 limitations.pdf

I am determining how many violations we have for the Coliform for the month of June 2015, I’ve never had so many hits 
in one month, we did a quarterly clean in place on MBR filter tank #3 and I’m sure the high coliforms are due to the 
cleaning of tank #3, the cleaning will open up the damaged filter media and it will take a while to recover. 
Does this look correct for the violations according to the permit limitations? 
Instantaneous Maximum 
5/8/15‐would be no violation, since shall not exceed 22 more than once in a 30 day period 
5/12/15‐violation, exceeded 240 
5/22/15‐no violation, less than 22 
5/26/15‐violation, exceeded 22 more than once in a 30 day period  
 
7‐day median 
5/29/15‐violation, greater than 2.2 
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Daniel G Mullins 
Water & Wastewater Treatment Plant Supervisor 
Deuel Vocational Institution 
23500 kasson Rd Tracy CA 95376 
Office-(209) 835-4141  x5897 
Fax‐(209) 830‐3941 
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LIMITATIONS AND DISCHARGE REQUIREMENTS 5 

Parameter Units 

Effluent Limitations 

Average 
Monthly 

Average 
Weekly 

Maximum 
Daily 

Instantaneous 
Minimum 

Instantaneous 
Maximum 

pH standard units -- -- -- 6.5 8.5 

Total Suspended 
Solids 

mg/L 10 15 20 -- -- 

lbs/day
1
 52 78 103 -- -- 

Priority Pollutants 

Copper, Total 
Recoverable 

µg/L 25 -- 10 -- -- 

Cyanide, Total 
(as CN) 

µg/L 4.3 -- 8.5 -- -- 

Non-Conventional Pollutants 

Ammonia 
Nitrogen, Total 
(as N) 

mg/L 0.7 -- 2.2 -- -- 

lbs/day
1
 3.6 -- 11.4 -- -- 

Nitrite Nitrogen, 
Total (as N) 

mg/L 1.0 -- -- -- -- 

Nitrate plus Nitrite 
(as N) 

mg/L 10 -- -- -- -- 

1
 Based on an average dry weather flow of 0.62 MGD. 

 

b. Percent Removal: The average monthly percent removal of 5-day biochemical 
oxygen demand (BOD5) and total suspended solids (TSS) shall not be less than 
85 percent. 

c. Acute Whole Effluent Toxicity. Survival of aquatic organisms in 96-hour bioassays 
of undiluted waste shall be no less than: 

i. 70%, minimum for any one bioassay; and 

ii. 90%, median for any three consecutive bioassays. 

d. Temperature. The maximum temperature of the discharge shall not exceed the 
natural receiving water temperature by more than 20°F. 

e. Chronic Whole Effluent Toxicity.  There shall be no chronic toxicity in the effluent 
discharge. 

f. Total Coliform Organisms. Effluent total coliform organisms shall not exceed: 

i. 2.2 most probable number (MPN) per 100 mL, as a 7-day median; 
ii. 23 MPN/100 mL, more than once in any 30-day period; and 
iii. 240 MPN/100 mL, at any time. 


