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LOS ANGELES REGIONAL WATER QUALITY CONTROL BOARD

ADMINISTRATIVE RECORD INDEX 
FOR

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT AND WASTE DISCHARGE 
REQUIREMENTS FOR MUNICIPAL SEPARATE STORM SEWER SYSTEM (MS4) DISCHARGES FROM THE CITY OF 

LONG BEACH

The following is the preliminary administrative record for draft Order No. R4-2014-xxxx.  The Los Angeles Water Board is not 
including copies of certain documents that are part of the administrative record because they are published material that is readily 
available. These documents, which are incorporated by this reference, include State Water Board orders (including water quality 
orders and permits), State Water Board plans/policies/regulations, and U.S. Environmental Protection Agency's Environmental 
Appeals Board decisions. The documents incorporated by reference are specifically cited by the Los Angeles Water Board in other 
documents contained in the record, such as the draft Order (including attachments).

In addition, for ease of reference, please be advised that the “Technical and Legal References” starting at Section 8 of the index 
have been organized topically to largely coincide with the organizational structure of the Permit. Please note, however, that a 
document’s inclusion in a certain topical section does not mean or imply that the document was only relied upon by the Los 
Angeles Water Board for that section of the Permit. Many of the technical and legal references were used throughout the Permit.

(ORDER NO. R4-2014-xxxx, NPDES PERMIT NO. CAS004003)

As of 11/22/2013
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Date Section Document Beginning Bates Page
1 Reports of Waste Discharge and Documents Concerning Permit Structure

12/26/2003 Report of Waste Discharge from the City of Long Beach
2 Board Workshop

(forthcoming)
3 Staff/Stakeholder Meetings/Field Trips

2/21/2013 Long Beach MS4 Discussion with Port of Long Beach and City of Long Beach
4/23/2013 Long Beach MS4 Discussion with NRDC, LA Waterkeeper, and Heal The Bay
4/26/2013 Monitoring Meeting with City of Long Beach 
5/17/2013 Monitoring Teleconference with City of Long Beach 
5/22/2013 Staff Reconaissance of Long Beach Major Outfalls
7/18/2013 Meeting with City of Long Beach (multiple City Departments)

Sign In Sheet
4 Documents Regarding Draft Tentative Order dated November 22, 2013

Draft Tentative Order

11/22/2013
Notice of Opportunity for Public Comment, Notice of Workshop, and Notice of Public 
Hearing

11/22/2013 Lyris List
11/22/2013 Draft Tentative Order with Attachments A-I

Administrative Record Indexes
2013 City of Long Beach MS4 Preliminary Administrative Record Index
2012 Los Angeles County MS4 Administrative Record Index
2001 Los Angeles County MS4 Administrative Record Index
2009 Los Angeles River Trash TMDL Los Angeles County MS4 Reopener 
Administrative Record Index

Lastly, please note that the administrative record for Order No. R4-2014-xxxx also includes the administrative records for previous 
Los Angeles Water Board actions. These actions are the adoption of the 2012 Los Angeles County MS4 Permit (Order No. R4-
2012-0175), the 2001 Los Angeles County MS4 Permit (Order No. 01-182), the 2009 Los Angeles County MS4 Permit Reopener 
to Incorporate the Los Angeles River Trash TMDL (Order No. R4-2009-0130), and the 2010 Ventura County MS4 Permit (Order 
No. R4-2010-0108). 
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2010 Ventura County MS4 Administrative Record Index

5 Orders and Agenda for Board Hearing on February 6, 2014
(forthcoming)

6 Board Agenda Package for February 6, 2014 Board Hearing, Item X
(forthcoming)

7 Materials from February 6, 2014 Hearing
(forthcoming)

8 Technical and Legal References
I.         Facility Information
State of the Watershed Reports:

Dominguez Channel and Los Angeles/ Long Beach Harbors Watershed Management 
Area, October 2008.

Watershed Management Initiative Chapter, December 2007.
Chapter 3.0 Watershed Activities, Sections 3.1, 3.7, 3.8

Los Angeles Regional Water Quality Control Board. Waste Discharge Requirements 
Stormwater/Urban Runoff Discharge for Los Angeles County and Co-Permittees. Order 
No. 90-079 (NPDES No. CA0061654)
US EPA. Results of the Nationwide Urban Runoff Program, Volume I - Final Report. Dec. 
1983.
US EPA. The Quality of Our Nation's Water. 1992.
US EPA. The Quality of Our Nation's Water. 1994. Section I: National Summary of Water 
Quality Conditions.
US EPA. The Quality of Our Nation's Water. 1996. Section I: National Summary of Water 
Quality Conditions.
US EPA. The Quality of Our Nation's Water. 1996. California.
US EPA. National Water Quality Inventory: Report to Congress. 2004 Reporting Cycle. 
January 2009. EPA 841-R-08-001
NRDC. Stormwater Strategies: Community Responses to Runoff Pollution. 1999. Chapter 
2 - The Causes of Urban Stormwater Pollution.
USGS. Selected Findings and Current Perspectives on Urban and Agricultural Water 
Quality by the National Water-Quality Assessment Program. FS-047-01. April 2001.
II.         Findings and Legal Decisions
In re Los Angeles County Municipal Storm Water Permit Litigation  (L.A. Super. Ct., No. BS 
080548, Mar. 23, 2005)
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Date Section Document Beginning Bates Page
     Notice of Entry of Statements of Decision, March 23, 2005
     Exhibit A: Statement of Decision from Phase I Trial on Petitions for Writ of Mandate, 
March 23, 2005
     Exhibit B: Statement of Decision from Phase II Trial on Petitions for Writ of Mandate, 
March 23, 2005
County of Los Angeles et al. v. California State Water Resources Control Board et al.  (Cal. 
Ct. of Appeal, 2nd App. Dist., Case No. B184034)
    Opinion filed 10/5/2006 (Certified for Partial Publication)
    Order Modifying Opinion filed 11/6/2006 (Certified for Partial Publication)
County of Los Angeles et al. v. State Water Resources Control Board et al.  (L.A. Super. Ct., 
No. BS122724)
    Transcript of Los Angeles Regional Board meeting on September 14, 2006
    Minute Order, June 2, 2010
    Judgment Granting Peremptory Writ of Mandate, July 16, 2010
    Peremptory Writ of Mandate, July 23, 2010
    Regional Board’s Supplemental Return to the Peremptory Writ of Mandate, April 27, 
2011 (without Exhibit A)
    Order Discharging Writ as to Respondent Regional Water Quality Control Board, Los 
Angeles, May 10, 2011
State of Cal. Dept. of Finance et al. v. County of Los Angeles  (Super. Ct. Los Angeles 
County, Case No. BS130730)
    Judgment, Sept. 6, 2011
    Court’s Ruling on Petition for Writ of Mandate, Aug. 15, 2011.
State of Cal. Dept. of Finance et al. v. Comm. on State Mandates  (Super. Ct. Sacramento 
County, 2011, No. 34-2010-80000604) (Writ of Mandate).
Preamble to Phase I Stormwater Regulations, 40 CFR Parts 122, 123, and 124, National 
Pollutant Discharge Elimination System Permit Application Regulations for Storm Water 
Discharges, Final Rule, 55 Fed. Reg. 47990 (Nov. 16, 1990).
Preamble to Phase II Stormwater Regulations, 40 CFR Parts 9, 122, 123, and 124, 
National Pollutant Discharge Elimination System—Regulations for Revision of the Water 
Pollution Control Program Addressing Storm Water Discharges, Final Rule, 64 Fed. Reg. 
68722 (Dec. 8, 1999). 
Senate Bill No. 790, Chapter 620. Approved by Governor October 11, 2009. Filed with 
Secretary of State October 11, 2009.  
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United States Environmental Protection Agency. Establishing total maximum daily load 
(TMDL) wasteload allocations (WLAs) for storm water sources and NPDES permit 
requirements based on those WLAs. Office of Water. Memorandum to Water Division 
Directors Regions 1-10, November 22, 2002.
United State Environmental Protection Agency. Revisions to the November 22, 2002 
Memorandum "Establishing Total Maximum Daily Load (TMDL) Waste Load Allocations 
(WLAs) for Storm Water Sources and NPDES Permit Requirements Based on Those 
WLAs" Office of Water. Memorandum to Water Management Division Directors Regions 
1-10, November 12, 2010.
III.         Discharge Prohibitions
American Water Works Association – California - Nevada Section. Guidelines for the 
Development of Your Best Management Practices (BMP) Manual for Drinking Water 
System Releases, 2005.
Awwa Research Foundation and USEPA. Environmental Impacts of Non-Treatment 
Discharges from Drinking Water Utilities, 2007.
CalFire – California State Fire Marshal. Water-Based Fire Protection Systems Discharge 
Best management Practices Manual, September 2011.
CASQA. California Stormwater BMP Handbook – Municipal Non-Stormwater Discharges 
(SC-10), Jan. 2003.
City of Corona Fire Department et al. Best Management Practices Plan for Urban Runoff 
Management, May 1, 2004. 
USEPA. 2011. Municipal Separate Storm Sewer System (MS4) Compliance Inspection: 
City of El Segundo. Inspection Report, November 22, 2011.
USEPA. 2011. Municipal Separate Storm Sewer System (MS4) Compliance Inspection: 
Culver City. Inspection Report, November 22, 2011.
IDDE - Comparison of Culver City to El Segundo . 
City of Los Angeles. Best Management Practices – Swimming Pool, Spa, and Fountain 
Maintenance . 
City of Los Angeles Department of Water and Power. Pollution Prevention Plan for 
Water System Discharges. Wastewater Quality Compliance Group, 2008.
Golden State Water Company. Water Pollution Control Program- Potable Water 
Distribution System Releases for Unincorporated Areas of Los Angeles County, June 
2007.
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Hagan, Catherine. Tentative Order No. R9-2010-0016, Regulation of Non-Storm Water 
Discharges, Consideration of Economics and Unfunded State Mandates. October 26, 
2010.
Hagan, Catherine. Regulatory Authority for Imposing Numeric Effluent Limits on Dry 
Weather, Non-Storm Water Discharges, in Municipal Storm Water Permits.  November 5, 
2009.
Los Angeles Regional Water Board. Resolution No. 98-08. Approving Best Management 
Practices for Municipal Storm Water and Urban Runoff Management Programs in Los 
Angeles County  (NPDES NO. CAS6144001).
LWA. Proposed Conditions to Allow for the Continued Exemption of Landscape Irrigation 
Discharges, January 30, 2012.

PA Department of Health. Fact Sheet on Cyanuric Acid and Stabilized Chlorine Products .
Pirarat, N. et al. The Pathological Effects of Melamine and Cyanuric Acid in the Diet of 
Walking Catfish (Clarius batrachus). J Comp Pathol. Feb. 6, 2012.
Preliminary Evaluation of Los Angeles County MS4 Dry Weather Monitoring Data. 
November 30, 2011. 
Attachment B - Special Protections for ASBSs, Governing Point Source Discharges of 
Storm Water…, Mar. 16, 2012

USEPA. Model Ordinances to Protect Local Resources – Illicit Discharges. 
http://www.epa.gov/owow/NPS/ordinance/mo15.htm (accessed on 5/8/2012).
USEPA. Storm Water Management Fact Sheet – Non-Storm Water Discharges to Storm 
Sewers. EPA 832-F-99-022. September 1999.
Email from John Dettle, Torrance re. fire sprinkler system discharge, Jul. 12, 2012
Los Angeles Regional Water Quality Control Board, Order No. R4-2003-0108, General 
NPDES Permit No. CAG994005. Waste Discharge Requirements for Discharges of 
Groundwater from Potable Water Supply Wells to Surface Waters in Coastal Watersheds 
of Los Angeles and Ventura Counties including Appendices and Attachments.  August 7, 
2003.  
Los Angeles Regional Water Quality Control Board, Order No. R4-2004-0109, General 
NPDES Permit No. CAG674001. Waste Discharge Requirements for Discharges of Low 
Threat Hydrostatic Test Water to Surface Waters In Coastal Watersheds of Los Angeles 
and Ventura Counties including Appendices and Attachments.  July 1, 2004. 
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Los Angeles Regional Water Quality Control Board, Order No. R4-2007-0021, General 
NPDES Permit No. CAG834001. Waste Discharge Requirements for Treated Groundwater 
and Other Wastewaters from Investigation and/or Cleanup of Petroleum Fuel-
Contaminated Sites to Surface Waters in Coastal Watersheds of Los Angeles and Ventura 
Counties including Attachments.  April 5, 2007. 
Los Angeles Regional Water Quality Control Board, Order No. R4-2007-0022, General 
NPDES Permit No. CAG914001. Waste Discharge Requirements for Discharges of Treated 
Groundwater from Investigation and/or cleanup of Volatile Organic Compounds 
Contaminated-Sites to Surface Waters in Coastal Watersheds of Los Angeles and Ventura 
Counties including Attachments.  April 5, 2007.  

Los Angeles Regional Water Quality Control Board, Order No. R4-2008-0032, General 
NPDES Permit No. CAG994004. Waste Discharge Requirements for Discharges of 
Groundwater from Construction and Project Dewatering to Surface Waters in Coastal 
Watersheds of Los Angeles and Ventura Counties including Attachments.  June 5, 2008. 
Los Angeles Regional Water Quality Control Board, Order No. R4-2009-0047, General 
NPDES Permit No. CAG994003. Waste Discharge Requirements for Discharges of 
Nonprocess Wastewater to Surface in Coastal Watersheds of Los Angeles and Ventura 
Counties including Attachments. April 2, 2009
US EPA letter to County of Los Angeles Re San Gabriel Valley Area 2 Superfund Site, 
Baldwin Park OU; Temporary Discharge. Jul. 29, 2010.
IV.         Effluent Limitations and Discharge Specifications
Interpretive Policy Memorandum on Reapplication Requirements for Municipal Separate 
Storm Sewer Systems, 61 Fed. Reg. 41698 (Aug. 9, 1996). 
Perciasepe, Robert, United States Environmental Protection Agency. Transmittal of the 
Final Interim Permitting Approach for Water Quality-Based Effluent Limitations in Storm 
Water Permits .
US EPA, NPDES Permit Writers’ Manual, Chapter 5, Technology-Based Effluent Limits 
(Sept. 2010).
US EPA, NPDES Permit Writers’ Manual, Chapter 6, Water Quality-Based Effluent Limits 
(Sept. 2010). 
US EPA, NPDES Permit Writers’ Manual, Appendix A, Acronyms, Abbreviations and 
Glossary (Sept. 2010).
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Memorandum from Elizabeth Jennings, State Water Resources Control Bd, "Definition of 
MEP," Feb 11, 1993

Memorandum from Elizabeth Jennings, State Water Resources Control Bd, "Municipal 
Storm Water permits: Compliance with Water Quality Objectives," Oct 3, 1995
V.         Receiving Water Limitations
Letter from US EPA, Region IX to State Water Resources Control Bd, re SWRCB/OCC File 
A-1041, January 21, 1998
City of Los Angeles. Proposed Approaches to Receiving Water Limitations Provisions of 
the MS4. Feb. 15, 2012.
California Stormwater Quality Association. Receiving Water Limitation Provision to 
Stormwater NPDES Permits, February 21, 2012.  
VI.         Provisions
A.    Standard Provisions
No Documents
B.     Monitoring and Reporting Program (MRP) Requirements
Alteration of streamflow magnitudes and potential ecological consequences: a 
multiregional assessment. 2010. Carlisle D.M., Wolock, D.M. and Meador, M.R.
Chapman, G.A., D.L. Denton, and J.M. Lazorchak, eds., Short-Term Methods for 
Estimating the Chronic Toxicity of Effluents and Receiving Waters to West Coast Marine 
and Estuarine Organisms. 1st ed., 1995.  EPA/600/R-95-136. National Health and 
Ecological Effect Research Laboratory, Newport, Oregon, EPA Region IX, San Francisco, 
CA, National Exposure Research Laboratory, Cincinnati, Ohio.
Gray, et al., Comparability of Suspended-Sediment Concentration and Total Suspended 
Solids Data, Gray et al., USGS, Aug. 2000.
Denton DL, Miller JM, Stuber RA. 2007. EPA Regions 8, 9 and 10 toxicity training tool 
(TTT). January 2010. San Francisco, CA. 
Guidance Manual for the Preparation of Part 2 of the NPDES Permit Applications for 
Discharges from Municipal Separate Storm Sewer Systems, EPA 833-B-92-002, 
(November 1992).

Short-term Methods for Estimating the Chronic Toxicity of Effluents and Receiving 
Waters to Freshwater Organisms. 4th ed. Oct. 2002. EPA 821-R-02-013. U.S. 
Environmental Protection Agency, Office of Water (4303T), Washington, D.C .
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USEPA Multi-Sector General Permit for Storm Water Discharges Associated With 
Industrial Activity (MSGP ). May 27, 2009.
NPDES Storm Water Sampling Guidance Document, EPA 833-B-92-001. U.S. 
Environmental Protection Agency, Office of Water (EN 336), July 1992. 
Rapid Evaluation of Sediment Budgets. 2004. Stream Systems Technology Center. Stream 
Notes. April 2004.
USEPA, Short-term Methods for Estimating the Chronic Toxicity of Effluents and 
Receiving Waters to Marine and Estuarine Organisms. 3rd ed. EPA-821-R-02-014, 
October 2002.
Ventura County MS4 Monitoring Program, Los Angeles Regional Water Quality Control 
Board. Monitoring Program CI-7388, Jul. 8, 2010.
Stormwater Monitoring Coalition. Model Monitoring Program for Municipal Separate 
Storm Sewer Systems in Southern California. Aug. 2004.
Gossett, Richard, Renfrew D., Schiff, K.  Stormwater Monitoring Coalition Laboratory 
Guidance Document.  Technical Report #420, August 2004. 
Gossett, Richard, Renfrew D., Schiff, K.  Stormwater Monitoring Coalition Laboratory 
Guidance Document, Second Edition.  Technical Report #521, September 2007
SCCWRP. Sources, Patterns and Mechanisms of Storm Water Pollutant Loading from 
Watersheds and Land Uses of The Greater los Angeles Area, California, USA. Technical 
Report 510.  March 20, 2007.
Watson, Richard, Richard Watson & Associates. Response to DPR Acts to Curb Water 
Pollution from Pyrethroid Insecticides.
National Pollutant Discharge Elimination System Test of Significant Toxicity Technical 
Document (U.S. Environmental Protection Agency, Office of Wastewater Management, 
Washington, D.C. EPA 833-R-10-004, June 2010).
National Pollutant Discharge Elimination System Test of Significant Toxicity 
Implementation Document (U.S. Environmental Protection Agency, Office of Wastewater 
Management, Washington, D.C. EPA 833-R-10-003, 2010).
Toxicity Identification Evaluation: Characterization of Chronically Toxic Effluents, Phase I 
(EPA/600/6-91/005F, 1992)

Methods for Aquatic Toxicity Identification Evaluations, Phase II Toxicity Identification 
Procedures for Samples Exhibiting Acute and Chronic Toxicity (EPA/600/R-92/080, 1993)
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Methods for Aquatic Toxicity Identification Evaluations, Phase III Toxicity Confirmation 
Procedures for Samples Exhibiting Acute and Chronic Toxicity (EPA/600/R-92/081, 1993)
Marine Toxicity Identification Evaluation (TIE): Phase I Guidance Document (EPA/600/R-
96-054, 1996)
US EPA. “Understanding and Accounting for Method Variability in Whole Effluent 
Toxicity Applications Under the National Pollutant Discharge Elimination System 
Program” (2000).
Burton, G. Allen and Robert E. Pitt. 2002. Stormwater Effects Handbook.
Kuivila, K. and Foe, C. 1995. Concentrations, Transport and Biological Effects of Dormant 
Spray Pesticides in the San Francisco Estuary, California. Env. Tox. Chem. 14(7), pp. 1141-
1150.
Werner, I. et al. 2000. Insecticide-caused toxicity to Ceriodaphnia dubia in the 
Sacramento-San Joaquin River delta, California, USA. Env. Tox. Chem. 19(1), pp. 215-227. 
Abstract.
LARWQCB. Amendment to the Water Quality Control Plan for the Los Angeles Region to 
Update the Bacteria Objectives for Freshwaters Designated for Water Contact 
Recreation by Removing the Fecal Coliform Objective. Resolution No. R10-005. June 8, 
2010.
LARWQCB. Amendment to the Water Quality Control Plan for the Los Angeles Region to 
Update the Bacteria Objectives for Water Bodies Designated for Water Contact 
Recreation. Resolution No. 01-018. October 25, 2001.
C.    Watershed Management Programs
Assembly Bill No. 2554, Chapter 602, An act to amend Sections 2 and 16 of the Los 
Angeles County Flood Control Act (Chapter 755 of the Statutes of 1915), relating to the 
Los Angeles County Flood Control District. Sept. 30, 2010.
Community Conservancy International. The Green Solution Project: Identification and 
Quantification of Urban Runoff Water Quality Improvement Projects in Los Angeles 
County. Technical Report, Analysis and Mapping by Geosyntec Consultants and 
GreenInfo Network, March 2008.

Conference call regarding WMMS and design storm among Los Angeles County 
Department of Public Works, City of Los Angeles, Heal the Bay, LA Waterkeeper Lawyers 
for Clean Water, Dr. Richard Horner and the Regional Board, October 17, 2012. 
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The Council for Watershed Health, Geosyntec Consultants, and Santa Monica Bay 
Restoration Commission. Stormwater Recharge Feasibility and Pilot Project 
Development Study: Final Report. Prepared for the Water Replenishment District of 
Southern California, August 20, 2012. 
Design Storm.  Presentation to SCCWRP Commission Technical Advisory Group. 17 pp. 
[undated].

Dreher, Jim Sullivan, and Scott Taylor, Presentation from California Department of 
Transportation, Design Storm for Water Quality.  Design Storm Meeting, March 20, 2006. 
Los Angeles County-Department of Public Works, Los Angeles County-wide Structural 
BMP Prioritization Methodology, 2006.
Los Angeles Regional Water Quality Control Board, Concept Development: Design Storm 
for Water Quality in the Los Angeles Region. Staff presentation for Agenda Item 14, 
December 6, 2007.
Los Angeles Regional Water Quality Control Board, Status report on the Design Storm 
Project. Agenda Item 14, December 6, 2007.
Mehan, G. Tracy, USEPA to Water Division Directors, Region I-X transmitting the Final 
Watershed-Based NPDES Permitting Policy Statement,  January 7, 2003.
National Research Council.  Urban Stormwater Management in the United States. 
Prepublication Copy. Oct. 15, 2008.
SCCWRP, Evaluation of Exceedance Frequencies and Load Reductions as a Function of 
BMP Size. Presentation to Project Steering Committee, June 12, 2007.
SCCWRP, Exceedance Frequency and Load Reduction Simulation: Evaluation of Three 
BMP Types as a Function of BMP Size and Cost. Presentation to Project Steering 
Committee, July 18, 2007.
SCCWRP Technical Report 520, Concept Development: Design Storm for Water Quality in 
the Los Angeles Region, October 2007.
Schueler, Tom. Center for Watershed Protection, Urban Subwatershed Restoration 
Manual No. 3 Urban Stormwater Retrofit Practices, Version 1.0, July 2007
Schueler, Tom Center for Watershed Protection, Urban Subwatershed Restoration 
Manual No. 3 Urban Stormwater Retrofit Practices Appendices, August 2007

Sim, Youn Dr. P.E., Los Angeles County Department of Public Works, Presentation: 
Watershed Management Modeling System: An Integrated Watershed-based Approach 
for Urban runoff and Stormwater Quality, Regional Board Meeting, May 6, 2010. 
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Strecker, Eric P.E., GeoSyntec Consultants. Design Standards and Addressing 
Pollutants/Parameters of Concern. Design Storm Meeting, March 20, 2006. 
Susilo, Ken, (Geosyntec Consultants). The Strategic BMP Prioritization Analysis Tool: 
Implementation of the Los Angeles County-Wide Structural BMP Prioritization 
Methodology, October 2007.
Tetra Tech, Inc. submitted to the County of Los Angeles Department of Public Works Los 
Angeles County Watershed Model Configuration and Calibration – Part I: Hydrology, 
including Appendices A - F., August 6, 2010.
Tetra Tech, Inc. submitted to the County of Los Angeles Department of Public Works Los 
Angeles County Watershed Model Configuration and Calibration – Part I: Hydrology, 
including Appendices G - H., August 6, 2010. 
Tetra Tech submitted to County of Los Angeles Department of Public Works, Los Angeles 
County Watershed Model Configuration and Calibration – Part II: Water Quality, August 
6, 2010.
Tetra Tech submitted to County of Los Angeles Department of Public Works, Los Angeles 
County Watershed Model Configuration and Calibration – Part II: Water Quality, 
including Appendices A – E, August 6, 2010. 
Tetra Tech submitted to the County of Los Angeles Department of Public Works, 
Evaluation of Water Quality Design Storms, June 20, 2011.
Tetra Tech submitted to the County of Los Angeles Department of Public Works, Phase II 
Report: Development of the Framework for Watershed-Scale Optimization Modeling, 
June 30, 2011.
USEPA, Watershed-Based National Pollutant Discharge Elimination System (NPDES) 
Permitting Implementation Guidance. EPA 833-B-03-004, December 2003.
USEPA-Washington, D.C. Achieving Water Quality Through Integrated Municipal 
Stormwater and Wastewater Plans, October 27, 2011. 
USEPA-Washington D.C.  Integrated Municipal Stormwater and Wastewater Planning 
Approach Framework, June 5, 2012.
Sun Valley Watershed Management Plan, Los Angeles County Flood Control District 
SCWC Stormwater Capture Opportunities Paper. Presentation to LARWQCB by Richard 
Atwater. July 12, 2012.
LASGRWC. Water Augmentation Study: Research, Strategy, and Implementation Report. 
Jan. 30, 2010.
LASGRWC. Water Augmentation Study: Phase II Final Report. Aug. 2005.
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LASGRWC. Storm Water: Asset not Liability. [n.d.]
D.    Storm Water Management Program Minimum Control Measures (MCMs)

Becker, Melinda, PG Environmental. Memo of Draft L.A. County MS4 Permit with 
Attachments including Land Development, Copy of WQO, with LA example, Ventura Land 
Development Excerpt, and CA Lid Ordinance Summary.  
California Department of Public Health, Checklist for Minimizing Vector Production in 
Stormwater Management Structures, September 2010.

California Department of Public Health and the Mosquito and Vector Control Association 
of California, Best Management Practices for Mosquito Control in California, July 2012.
City of Los Angeles LID Ordinance amending Sections 64.70.01 and 64.72 of Article 4.4. 
of Chapter VI of the LA Municipal Code to expand the applicability of the existing SUSMP 
requirements. August 5, 2011. 
City of Los Angeles, Sanitation Department of Public Works, Development Best 
Management Practices Handbook, Working Draft of LID Manual, June 2011. 
Coastal Conservancy, Bay Restoration Commission, The Green Solution Project, 
Executive Summary and Maps, March 2008. 
Contra Costa County Clean Water Program, Stormwater C.3 Guidebook, Stormwater 
Quality Requirements for Development Application, Municipal Regional Permit Edition, 
Fifth Edition, October 20, 2010.
Cost Data contained in 2007 Release of BMP Database (Microsoft Excel)
County of Los Angeles Department of Public Works, Analysis of 85th Percentile 24-hour 
Rainfall Depth Analysis Within the County of Los Angeles, February 2004. 
Stakeholder Input; Stormwater Management Including Discharges from New 
Development and Redevelopment, 74, Fed. Reg. 68617 (Dec. 28, 2009).

Ganter, Wesley, PG Environmental.  Transmission Memo and Attachments including 
Core Permit Requirements Summary Table and Draft Language. October 6, 2011.  
Hawley, Robert J., Dissertation-Effects of Urbanization on the Hydrologic Regimes and 
Geomorphic Stability of Small Streams in Southern California, Fall 2009. 
Hydromodification Effects on Flow Peaks and Durations in Southern California Urbanizing 
Watersheds; Robert J. Hawley, Brian P. Bledsoe, and Eric D. Stein. 
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International Stormwater BMP Database 2010. Bacteria Data Set, Prepared by Wright 
Water Engineers and Geosyntec Consultant (BMP Performance Data Summary Table), 
November 2011.
International Stormwater BMP Database-International Stormwater BMP Database 
Summary of BMP Categories by State as of November 2011.
International Stormwater BMP Database 2010 Bacteria Data Set, Prepared by Wright 
Water Engineers and Geosyntec Consultant, (Attachment 1) July 19, 2010.
Investigation of the Feasibility and Benefits of Low-Impact Site Design Practices ("LID") 
for Ventura County. Richard R. Horner .
LID Credit Calculator spreadsheet .
Los Angeles City, Green Street Guidelines, Sections 4-7 . 
Los Angeles County Department of Public Works, Construction Site Best Management 
Practices (BMPs) Manual, August 2010.
Los Angeles County Department of Public Works, Hydrology Manual, January 2006.
Los Angeles County Department of Public Works, Attachment and Acknowledgement 
Best Management Practices (BMP ). 
Los Angeles Regional Water Quality Control Board, Letter Addressed to Mark Pestrella, 
Directors of Public Works and Directors of Planning and Municipal Permittees within 
County of Los Angeles regarding Clarification to Part 4.D. Development Planning 
Program, The Los Angeles County Municipal Storm Water Permit, Order No. 01-182, 
NPDES Permit No. CA004001, December 15, 2006.
Low Impact Development Center, Inc, Low Impact Development Manual for Southern 
California: Technical Guidance and Site Planning Strategies, April 2010. 
Maestre, Alexander, Pitt, R., Identification of Significant Factors Affecting Stormwater 
Quality Using the NSQD (draft monograph, 2005).
Memorandum from Dan Cloak to Tom Dalziel: Design of Integrated Management 
Practices Vertical Position of Underdrains in Bioretention Facilities Review and Interim 
Guidance (Feb 22, 2011).
Municipal Regional Stormwater NPDES Permit, Order No. R2-2011-0083, NPDES Permit 
No. CAS612008, Amendment Revising Order No. R2-2009-0074; California Regional 
Water Quality Control Board, San Francisco Bay Region.
NRDC Technical Report, A Clear Blue Future-How Greening California Cities Can Address 
Water Resources and Climate Challenges in the 21st Century, August 2009.
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Riparian Buffer Guidebook, Protecting Streams and River Corridors, Creating Effective 
Local Riparian Buffer Ordinances. Seth J. Wenger and Laurie Fowler. Public Policy 
Research Series, Carl Vinson Institute of Government. The University of Georgia. 2000.

Robert Pitt, National Stormwater Quality Database Version 3 
(http://unix.eng.ua.edu/~rpitt/Research/ms4/mainms4.shtml, last visited May 15, 2012.)
Smart Growth/Smart Energy Toolkit, Low Impact Development (LID ).
Soil Quality--Urban Technical Note No. 2. Urban Soil Compaction.  United States 
Department of Agriculture, Natural Resources Conservation Service, March 2000.
South Orange County Hydromodification Management Plan, December 2011.

Stormwater C.3 Guidebook, Stormwater Quality Requirements for Development 
Applications First Edition; Contra Costa County Clean Water Program .
Stream fish occurrence in response to impervious cover, historic land use, and 
hydrogeomorphic factors. Wenger S.J., J.T. Peterson, M.C. Freeman, B.J. Freeman, and 
D.D. Homans .
Technical Guidance on Implementing the Stormwater Runoff Requirements for Federal 
Projects under Section 438 of the Energy Independence and Security Act, USEPA Office 
of Water. 2009.
UCLA Urban Planning, Executive Summary of Green Roof Project, Spring 2008.
Letter from Alexis Strauss (USEPA) dated April 10, 2008.

Ventura County Technical Guidance Manual for Stormwater Quality Control Measures 
Manual Update 2011; Prepared by Larry Walker Associates and Geosyntec Consultants.
Retrofit Reconnaissance Investigation (RRI) Form 
Managing Wet Weather with Green Infrastructure Municipal Handbook: Green Streets 
(December 2008, EPA-833-F-08-009), 
http://water.epa.gov/infrastructure/greeninfrastructure/index.cfm
Storm Water Phase II Final Rule - Public Education and Outreach Minimum Control 
Measure. USEPA Fact Sheet 2.3, January 2000
USEPA, Tailoring Outreach Programs to Minority and Disadvantaged Communities and 
Children Fact Sheet
LA County One Hour Maximum Rainfall Isohyetal Map
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County of Los Angeles Low Impact Development Manual (2009)
Hydromodification Assessment and Management in California, Technical Report 667 - 
April 2012
Experience from Morphological Research on Canadian Streams
Los Angeles Regional Board Resolution 98-08 BMP Approval 
General Permit for Storm Water Associated with Construction and Land Disturbance 
Activities Order No. 2009-0009-DWQ w/ Attachments
Los Angeles County Interim Peak Flow Criteria 
International Stormwater BMP Database BMP Summary by State
McRae Alternate Design Approach to Control Instream Erosion
The Green Solution Project Upper LA River Watershed
The Green Solution Project Santa Monica Bay Watershed Executive Summary
E.     Total Maximum Daily Load Provisions
1998 Clean Water Act section 303(d) List, May 12, 1999
2010 Clean Water Act section 303(d) List, October 11, 2011
Water Quality Control Plan for the Coastal Watersheds of Los Angeles and Ventura 
Counties (Basin Plan), June 13, 1994, as amended.
RWQCB, Los Angeles Region, Staff Report on TMDLs for Nitrogen Compounds and 
Related Effects in Los Angeles River and Tributaries. July 10, 2003.
USEPA, Region IX, Total Maximum Daily Loads for Metals and Selenium, San Gabriel 
River and Impaired Tributaries.  March 26, 2007.
RWQCB, Los Angeles Region, Staff Report on Trash TMDLs for the Los Angeles River 
Watershed.  August 9, 2007.
USEPA, Region IX, Los Cerritos Channel Total Maximum Daily Loads for Metals.  March 
17, 2010
RWQCB, Los Angeles Region, TMDL for Toxic Pollutants in Dominguez Channel and 
Greater Los Angeles and Long Beach Harbor Waters.  May 5, 2011.
RWQCB, Los Angeles Region, Los Angeles River Watershed Bacteria TMDL. March 23, 
2012.
USEPA, Region IX, Long Beach City Beaches and Los Angeles River Estuary TMDLs for 
Indicator Bacteria. March 26, 2012.
USEPA, Region IX, Los Angeles Area Lakes TMDLs for Nitrogen, Phosphorus, Mercury, 
Trash, Organochlorine Pesticides and PCBs. March 26, 2012.
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Yang, Michael, P.E., RWQCB, Los Angeles Region, Procedures and Requirements for 
Certification of a Best Management Practice for Trash Control as a Full Capture System.  
August 3, 2004.
Ohio Environmental Protection Agency. Total Maximum Daily Loads for the Grand River 
(lower) Watershed. October 12, 2011.
City of Los Angeles, Draft Memorandum regarding Approaches to Incorporating TMDL 
WLAs into NPDES Stormwater Permits.  October 31, 2011.
City of Los Angeles, Modified Permit Language regarding Incorporation of TMDLs into 
the MS4 Permit.  February 15, 2012
County of Los Angeles Department of Public Works, Monitoring Work Plan to Assess 
Nutrients Loading from the Municipal Separate Storm Sewer System in Los Angeles River 
Watershed.  March 23, 2012.
Los Angeles River Metals TMDL Technical Committee, Los Angeles River Metals TMDL 
Coordinated Monitoring Plan.  March 25, 2008.
Colorado Lagoon TMDL Monitoring Plan, Colorado Lagoon Organochlorine Pesticides, 
PCBs, Sediment Toxicity, PAHs, and Metals TMDL.  June 15, 2012.
Dwight, R. H. et al., Estimating the Economic Burden from Illnesses Associated with 
Recreational Coastal Water Pollution – A Case Study in Orange County, California, 
Journal of Environmental Management, 76(2): 95-103 (2005).
Given, S., L. H. Pendleton, and A. B. Boehm, Regional Public Health Cost Estimates of 
Contaminated Coastal Waters: A Case Study of Gastroenteritis at Southern California 
Beaches, Env. Sci. Technol. (2006).

Gold, M., M. Bartlett, J. Dorsey, and C. McGee, An assessment of inputs of fecal indicator 
organisms and human enteric viruses from two Santa Monica Bay storm drains. A 
technical report prepared for the Santa Monica Bay Restoration Project. 1990.
Gold, M., M. Bartlett, J. Dorsey, and C. McGee. Storm drains as a source of indicators to 
the nearshore waters of Santa Monica Bay. A technical report prepared for the Santa 
Monica Bay Restoration Project. 1991.
Gold, M., M. Bartlett, C. McGee, and G. Deets. Pathogens and indicators in storm drains 
within the Santa Monica Bay watershed. A technical report prepared for the Santa 
Monica Bay Restoration Project. 1992.
Pendleton, L. and Kildow, J., The Non-Market Value of Beach Recreation, Shore and 
Beach 74 (2): 34-37 (2006)



Page 18 of 23

Date Section Document Beginning Bates Page

State Water Panel Recommendations to the California State Water Resources Control 
Board.  The Feasibility of Numeric Effluent limits Applicable to Discharges of Storm 
Water Associated with Municipal, Industrial and Construction Activities, June 19, 2006.  

USC Sea Grant, Huntington Beach Closure Investigation: Technical Review (2000).
Gold, Mark Andrew. What are the health risks of swimming in Santa Monica Bay?: An 
examination of the issues surrounding the public health debate. Dissertation, University 
of California, Los Angeles. 1994
Haile, Robert W., John S. Witte, Mark Gold, Ron Cressey, Charles McGee, Robert C. 
Millikan, Alice Glasser, Nina Harawa, Carolyn Ervin, Patricia Harmon, Janice Harper, John 
Dermand, James Alamillo, Kevin Barrett, Mitchell Nides, and Guang-yu Wang. The health 
effects of swimming in ocean water contaminated by storm drain runoff. Epidemiology 
10(4):355-363. 1999.

Taggart, Mitzy. Factors affecting shoreline fecal bacteria densities around freshwater 
outlets at two marine beaches. Dissertation, University of California, Los Angeles. 2002.
County of Los Angeles. Dry weather discharge treatment feasibility study. Department of 
Public Works, Watershed Management Division. July 1, 2003.
United States Environmental Protection Agency. Establishing TMDL “Daily” Loads in Light 
of the Decision by the U.S. Court of Appeals for the D.C. Circuit in Friends of the Earth, 
Inc. v. EPA et al., No. 05-5015, (April 25, 2006) and Implications for NPDES Permits. 
November 15, 2006.
United States Environmental Protection Agency. Interim permitting approach for water 
quality-based effluent limitations in storm water permits. EPA 833-D-96-001. Office of 
Water. 1996.
Wang, Guang-yu. E-mail correspondence to Mark Gold, Heal the Bay, re: Low flow 
diversion treatment projects sum_1.xls. September 12, 2006.

Hanemann, M., L. Pendleton, C. Mohn, J. Hilger, K. Kurisawa, D. Layton, C. Busch, and F. 
Vasquez. Using revealed preference models to estimate the effect of coastal water 
quality on beach choice in Southern California. September 17, 2004
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Morton, J. and L. Pendleton. Los Angeles County Beach Attendance Data, State Water 
Resources Control Board. 2001.
State Water Resources Control Board. 2006. Summary of AB411 Postings 2000-2005. 
Beach Watch Database.
VII.         General References
40 CFR Ch. 1 (7-1-02 Edition).

Cuffney, Thomas F., Brightbill, RA., May, JT., Waite, IR., Responses of Benthic 
Macroinvertebrates to Environmental Changes Associated With Urbanization in Nine 
Metropolitan Areas, Ecological Applications, 20(5), 2010, pp.1384-1401. 2010.

Currier, Brian K., Joseph M. Jones, Glenn L. Moeller. “NPDES Stormwater Cost Survey, 
Final Report”, Prepared for California State Water Resources Control Board, California 
State University Sacramento, Office of Water Programs, January, 2005.
Data from the U.S. Census Bureau, 2000, People Quick Facts Data from the U.S. Census 
Bureau, 2010.
Data for Population for Storm Water Entities as Defined by the 2000 Census, California.  
No Date

Haile, R.W., et al, 1996. “An Epidemiological Study of Possible Adverse Health Effects of 
Swimming in Santa Monica Bay. Santa Monica Bay Restoration Project”.  May 7, 1996
Horner, Gerald, PH.D.  Economic Considerations of the Proposed Order. February 25, 
2008.
City of Long Beach Stormwater Monitoring Reports 2000 – 2012. 
Los Angeles County, Department of Public Works, “County of Los Angeles County. BMP 
Effectiveness Study,” August 2005.
Los Angeles County Department of Regional Planning, Draft General Plan, Planning 
Tomorrows Great Places, 2008.
Los Angeles & San Gabriel River Watershed Council. The Los Angeles Basin Water 
Augmentation Study.  No Date
Los Angeles Times, May 3, 2005. “Here’s What Ocean Germs Cost You: A UC Irvine Study 
Tallies the Cost of Treatment and Lost Wages for Beachgoers Who Get Sick”. May 3, 
2005.
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Los Angeles Regional Water Quality Control Board, 2004. “Alternative Approaches to 
Stormwater Quality Control”. Included as Appendix H to Currier, Brian K., Joseph M. 
Jones, Glenn L. Moeller. “NPDES Stormwater Cost Survey, Final Report”, Prepared for 
California State Water Resources Control Board, California State University Sacramento, 
Office of Water Programs. 2004  

Los Angeles Regional Water Quality Control Board, Resolution No. 90-08, Requesting the 
State Water Resources Control Board to Accept Grant Funds for the U.S. Environmental 
Protection Agency(EPA) for the Santa Monica Restoration Project as Part of a Continuing 
Cooperative Agreement, May 21, 1990. 

Los Angeles Regional Water Quality Control Board. Order No 01-182 as amended by 
Writ. Municipal Storm Water and Urban Runoff Discharges within the County of Los  
Angeles, and the Incorporated Cities therein, Except the City of Long Beach.  December 
13, 2001 (Amended on 9/14/2006 by Order R4-2006-0074; 8/9/07 by Order -R4-2007-
0042; 12/10/09 by Order R4-2009-0130; and 10/19/10 and 4/14/11 pursuant to the 
peremptory writ of mandate in L.A. Superior Court Cas No BS122724).
National Academies Press-Urban Stormwater Management in the United States.  
Prepublication Copy, Not for Public Release Before: October 15, 2005. 

San Diego Regional Water Quality Control Board. Order No. R9-2007-0001, NPDES No. 
CAS0108758, Waste Discharge Requirements for Discharges of Urban Runoff from The 
Municipal Separate Storm Sewer Systems (MS4s) Draining the Watersheds of the County 
of San Diego, The Incorporated Cities of San Diego County, The San Diego Unified Port 
District, and The San Diego County Regional Airport Authority,  January 24, 2007 . 

San Diego Regional Water Quality Control Board. Fact Sheet/Technical Report for Order 
No. R9-2007-0001, NPDES No. CAS0108758, Waste Discharge Requirements for 
Discharges of Urban Runoff from The Municipal Separate Storm Sewer Systems (MS4s) 
Draining the Watersheds of the County of San Diego, The Incorporated Cities of San 
Diego County, The San Diego Unified Port District, and The San Diego County Regional 
Airport Authority,  January 24, 2007 . 
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San Diego Regional Water Quality Control Board. Order No. R9-2009-0002, NPDES No. 
CAS0108740, Waste Discharge Requirements for Discharges of Runoff from the 
Municipal Separate Storm Sewer Systems (MS4s) Draining the Watershed of the County 
of Orange, The Incorporated Cities of Orange County, and The Orange County Flood 
Control District Within the San Diego Region, December 16, 2009. 
San Diego Regional Water Quality Control Board. Fact Sheet/Technical Report for Order 
No. R9-2009-0002, NPDES No. CAS0108740, Waste Discharge Requirements for 
Discharges of Runoff from the Municipal Separate Storm Sewer Systems (MS4s) Draining 
the Watershed of the County of Orange, The Incorporated Cities of Orange County, and 
The Orange County Flood Control District Within the San Diego Region, December 16, 
2009. 

San Diego Regional Water Quality Control Board. Order No. R9-2010-0016, NPDES No. 
CAS0108766, Waste Discharge Requirements for Discharges from the Municipal 
Separate Storm Sewer Systems (MS4s) Draining the County of Riverside, the 
Incorporated Cities of Riverside County, and the Riverside County Flood Control and 
Water Conservation District within the San Diego Region, November 10, 2010.
San Diego Regional Water Quality Control Board. Fact Sheet/Technical Report for Order 
No. R9-2010-0016, NPDES No. CAS0108766 Waste Discharge Requirements for 
Discharges from the Municipal Separate Storm Sewer Systems (MS4s) Draining the 
County of Riverside, the Incorporated Cities of Riverside County, and the Riverside 
County Flood Control and Water Conservation District within the San Diego Region, 
November 10, 2010. 
San Francisco Bay Regional Water Quality Control Board. Order No. R2-2009-0074, 
Amendment Revising the Municipal Regional Stormwater NPDES Permit-Municipalities 
and Flood Management Agencies in Alameda County, Contra Costa County, San Mateo 
County, Santa Clara County, and the Cities of Fairfield, Suisun City, and Vallejo in Solano 
County. November 20, 2011.
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Santa Ana Regional Water Quality Control Board, Order No. R8-2010-0033, NPDES NO. 
CAS 618033, NPDES Permit and Waste Discharge Requirements for the Riverside County 
Flood Control and Water Conservation District, The County of Riverside, and the 
Incorporated cities of Riverside County Within the Santa Ana Region, Area-Wide Urban 
Runoff Management Program with Fact Sheet included as Appendix 6.  January 29, 
2010 . 
Santa Monica Urban Runoff Recycling Facility. SMURRF-A Unique Collaboration Among 
Artists, Engineers and City Public Works.  No Date
Southern California Association of Governments. The State of the Region 2007, 
Measuring Regional Progress. December 2007. 
State of Washington, Department of Ecology, Phase I Municipal Stormwater Permit, 
NPDES and State Waste Discharge General Permit for Discharges from Large and 
Medium Municipal Separate Storm Sewer Systems, Last Modification Date: September 1, 
2010 
State of Washington, Department of Ecology, Fact Sheet for Phase I Municipal 
Stormwater Permit, NPDES and State Waste Discharge General Permit for Discharges 
from Large and Medium Municipal Separate Storm Sewer Systems, Last Modification 
Date: September 1, 2010 
Sun Valley Watershed Management Plan Executive Summary.  No Date.

UC CEQA Handbook: Chapter 3-Content Requirements for CEQA Compliance .  No Date
United States Environmental Protection Agency. The Economic Benefits of Protecting 
Healthy Watersheds. EPA 841-N-12-004, April 2012.

United States Environmental Protection Agency. NPDES Permit Number DC0000221 for 
the District of Columbia, Municipal Separate Storm Sewer System. September 30, 2011. 
United States Environmental Protection Agency. NPDES Permit Number DC0000221 Fact 
Sheet for the District of Columbia, Municipal Separate Storm Sewer System. September 
30, 2011. 
United States Environmental Protection Agency. Letter on Unfunded Mandates. April 10, 
2008. 
United States Environmental Protection Agency.  MS4 Permit Improvement Guide. EPA 
833-R-10-001.  April 2010.
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United States Environmental Protection Agency. The Economic Benefits of Protecting 
Healthy Watersheds. EPA 841-N-12-004. April 2012.
VIII.      Administrative Records for Previous Regional Board Actions
Administrative Record for the 2012 Los Angeles County MS4 Permit, Regional Board 
Orders R4-2012-0175
Administrative Record for the 2010 Ventura County MS4 Permit, Regional Board Orders 
R4-09-0057 and R4-2010-0108

Administrative Record for the 2009 Los Angeles County MS4 Permit Reopener to 
Incorporate the Los Angeles River Trash TMDL, Regional Board Order No. R4-2009-0130
Administrative Record for the 2001 Los Angeles County MS4 Permit, Regional Board 
Order No. 01-182



10 Technical and Legal References Beginning Bates Page
I.         Facility Information
State of the Watershed Reports:

Dominguez Channel and Los Angeles/ Long Beach Harbors Watershed Management Area, October 2008.
Watershed Management Initiative Chapter, December 2007.

Chapter 3.0 Watershed Activities, Sections 3.1, 3.7, 3.8
Los Angeles Regional Water Quality Control Board. Waste Discharge Requirements Stormwater/Urban Runoff Discharge for 
Los Angeles County and Co-Permittees. Order No. 90-079 (NPDES No. CA0061654)
US EPA. Results of the Nationwide Urban Runoff Program, Volume I - Final Report. Dec. 1983.
US EPA. The Quality of Our Nation's Water. 1992.
US EPA. The Quality of Our Nation's Water. 1994. Section I: National Summary of Water Quality Conditions.
US EPA. The Quality of Our Nation's Water. 1996. Section I: National Summary of Water Quality Conditions.
US EPA. The Quality of Our Nation's Water. 1996. California.

US EPA. National Water Quality Inventory: Report to Congress. 2004 Reporting Cycle. January 2009. EPA 841-R-08-001
NRDC. Stormwater Strategies: Community Responses to Runoff Pollution. 1999. Chapter 2 - The Causes of Urban Stormwater 
Pollution.
USGS. Selected Findings and Current Perspectives on Urban and Agricultural Water Quality by the National Water-Quality 
Assessment Program. FS-047-01. April 2001.
II.         Findings and Legal Decisions
In re Los Angeles County Municipal Storm Water Permit Litigation  (L.A. Super. Ct., No. BS 080548, Mar. 23, 2005)
     Notice of Entry of Statements of Decision, March 23, 2005
     Exhibit A: Statement of Decision from Phase I Trial on Petitions for Writ of Mandate, March 23, 2005
     Exhibit B: Statement of Decision from Phase II Trial on Petitions for Writ of Mandate, March 23, 2005
County of Los Angeles et al. v. California State Water Resources Control Board et al.  (Cal. Ct. of Appeal, 2nd App. Dist., Case 
No. B184034)
    Opinion filed 10/5/2006 (Certified for Partial Publication)
    Order Modifying Opinion filed 11/6/2006 (Certified for Partial Publication)
County of Los Angeles et al. v. State Water Resources Control Board et al.  (L.A. Super. Ct., No. BS122724)
    Transcript of Los Angeles Regional Board meeting on September 14, 2006
    Minute Order, June 2, 2010
    Judgment Granting Peremptory Writ of Mandate, July 16, 2010
    Peremptory Writ of Mandate, July 23, 2010
    Regional Board’s Supplemental Return to the Peremptory Writ of Mandate, April 27, 2011 (without Exhibit A)
    Order Discharging Writ as to Respondent Regional Water Quality Control Board, Los Angeles, May 10, 2011
State of Cal. Dept. of Finance et al. v. County of Los Angeles  (Super. Ct. Los Angeles County, Case No. BS130730)
    Judgment, Sept. 6, 2011
    Court’s Ruling on Petition for Writ of Mandate, Aug. 15, 2011.
State of Cal. Dept. of Finance et al. v. Comm. on State Mandates  (Super. Ct. Sacramento County, 2011, No. 34-2010-
80000604) (Writ of Mandate).



Preamble to Phase I Stormwater Regulations, 40 CFR Parts 122, 123, and 124, National Pollutant Discharge Elimination System 
Permit Application Regulations for Storm Water Discharges, Final Rule, 55 Fed. Reg. 47990 (Nov. 16, 1990).
Preamble to Phase II Stormwater Regulations, 40 CFR Parts 9, 122, 123, and 124, National Pollutant Discharge Elimination 
System—Regulations for Revision of the Water Pollution Control Program Addressing Storm Water Discharges, Final Rule, 64 
Fed. Reg. 68722 (Dec. 8, 1999). 

Senate Bill No. 790, Chapter 620. Approved by Governor October 11, 2009. Filed with Secretary of State October 11, 2009.  

United States Environmental Protection Agency. Establishing total maximum daily load (TMDL) wasteload allocations (WLAs) 
for storm water sources and NPDES permit requirements based on those WLAs. Office of Water. Memorandum to Water 
Division Directors Regions 1-10, November 22, 2002.

United State Environmental Protection Agency. Revisions to the November 22, 2002 Memorandum "Establishing Total 
Maximum Daily Load (TMDL) Waste Load Allocations (WLAs) for Storm Water Sources and NPDES Permit Requirements Based 
on Those WLAs" Office of Water. Memorandum to Water Management Division Directors Regions 1-10, November 12, 2010.
III.         Discharge Prohibitions
American Water Works Association – California - Nevada Section. Guidelines for the Development of Your Best Management 
Practices (BMP) Manual for Drinking Water System Releases, 2005.
Awwa Research Foundation and USEPA. Environmental Impacts of Non-Treatment Discharges from Drinking Water Utilities, 
2007.
CalFire – California State Fire Marshal. Water-Based Fire Protection Systems Discharge Best management Practices Manual, 
September 2011.
CASQA. California Stormwater BMP Handbook – Municipal Non-Stormwater Discharges (SC-10), Jan. 2003.

City of Corona Fire Department et al. Best Management Practices Plan for Urban Runoff Management, May 1, 2004. 
USEPA. 2011. Municipal Separate Storm Sewer System (MS4) Compliance Inspection: City of El Segundo. Inspection Report, 
November 22, 2011.
USEPA. 2011. Municipal Separate Storm Sewer System (MS4) Compliance Inspection: Culver City. Inspection Report, 
November 22, 2011.
IDDE - Comparison of Culver City to El Segundo . 
City of Los Angeles. Best Management Practices – Swimming Pool, Spa, and Fountain Maintenance . 
City of Los Angeles Department of Water and Power. Pollution Prevention Plan for Water System Discharges. Wastewater 
Quality Compliance Group, 2008.
Golden State Water Company. Water Pollution Control Program- Potable Water Distribution System Releases for 
Unincorporated Areas of Los Angeles County, June 2007.
Hagan, Catherine. Tentative Order No. R9-2010-0016, Regulation of Non-Storm Water Discharges, Consideration of Economics 
and Unfunded State Mandates. October 26, 2010.
Hagan, Catherine. Regulatory Authority for Imposing Numeric Effluent Limits on Dry Weather, Non-Storm Water Discharges, 
in Municipal Storm Water Permits.  November 5, 2009.
Los Angeles Regional Water Board. Resolution No. 98-08. Approving Best Management Practices for Municipal Storm Water 
and Urban Runoff Management Programs in Los Angeles County  (NPDES NO. CAS6144001).



LWA. Proposed Conditions to Allow for the Continued Exemption of Landscape Irrigation Discharges, January 30, 2012.
PA Department of Health. Fact Sheet on Cyanuric Acid and Stabilized Chlorine Products .
Pirarat, N. et al. The Pathological Effects of Melamine and Cyanuric Acid in the Diet of Walking Catfish (Clarius batrachus). J 
Comp Pathol. Feb. 6, 2012.
Preliminary Evaluation of Los Angeles County MS4 Dry Weather Monitoring Data. November 30, 2011. 

Attachment B - Special Protections for ASBSs, Governing Point Source Discharges of Storm Water…, Mar. 16, 2012
USEPA. Model Ordinances to Protect Local Resources – Illicit Discharges. 
http://www.epa.gov/owow/NPS/ordinance/mo15.htm (accessed on 5/8/2012).
USEPA. Storm Water Management Fact Sheet – Non-Storm Water Discharges to Storm Sewers. EPA 832-F-99-022. September 
1999.
Email from John Dettle, Torrance re. fire sprinkler system discharge, Jul. 12, 2012

Los Angeles Regional Water Quality Control Board, Order No. R4-2003-0108, General NPDES Permit No. CAG994005. Waste 
Discharge Requirements for Discharges of Groundwater from Potable Water Supply Wells to Surface Waters in Coastal 
Watersheds of Los Angeles and Ventura Counties including Appendices and Attachments.  August 7, 2003.  
Los Angeles Regional Water Quality Control Board, Order No. R4-2004-0109, General NPDES Permit No. CAG674001. Waste 
Discharge Requirements for Discharges of Low Threat Hydrostatic Test Water to Surface Waters In Coastal Watersheds of Los 
Angeles and Ventura Counties including Appendices and Attachments.  July 1, 2004. 
Los Angeles Regional Water Quality Control Board, Order No. R4-2007-0021, General NPDES Permit No. CAG834001. Waste 
Discharge Requirements for Treated Groundwater and Other Wastewaters from Investigation and/or Cleanup of Petroleum 
Fuel-Contaminated Sites to Surface Waters in Coastal Watersheds of Los Angeles and Ventura Counties including 
Attachments.  April 5, 2007. 
Los Angeles Regional Water Quality Control Board, Order No. R4-2007-0022, General NPDES Permit No. CAG914001. Waste 
Discharge Requirements for Discharges of Treated Groundwater from Investigation and/or cleanup of Volatile Organic 
Compounds Contaminated-Sites to Surface Waters in Coastal Watersheds of Los Angeles and Ventura Counties including 
Attachments.  April 5, 2007.  

Los Angeles Regional Water Quality Control Board, Order No. R4-2008-0032, General NPDES Permit No. CAG994004. Waste 
Discharge Requirements for Discharges of Groundwater from Construction and Project Dewatering to Surface Waters in 
Coastal Watersheds of Los Angeles and Ventura Counties including Attachments.  June 5, 2008. 
Los Angeles Regional Water Quality Control Board, Order No. R4-2009-0047, General NPDES Permit No. CAG994003. Waste 
Discharge Requirements for Discharges of Nonprocess Wastewater to Surface in Coastal Watersheds of Los Angeles and 
Ventura Counties including Attachments. April 2, 2009
US EPA letter to County of Los Angeles Re San Gabriel Valley Area 2 Superfund Site, Baldwin Park OU; Temporary Discharge. 
Jul. 29, 2010.
IV.         Effluent Limitations and Discharge Specifications
Interpretive Policy Memorandum on Reapplication Requirements for Municipal Separate Storm Sewer Systems, 61 Fed. Reg. 
41698 (Aug. 9, 1996). 



Perciasepe, Robert, United States Environmental Protection Agency. Transmittal of the Final Interim Permitting Approach for 
Water Quality-Based Effluent Limitations in Storm Water Permits .
US EPA, NPDES Permit Writers’ Manual, Chapter 5, Technology-Based Effluent Limits (Sept. 2010).
US EPA, NPDES Permit Writers’ Manual, Chapter 6, Water Quality-Based Effluent Limits (Sept. 2010). 
US EPA, NPDES Permit Writers’ Manual, Appendix A, Acronyms, Abbreviations and Glossary (Sept. 2010).

Memorandum from Elizabeth Jennings, State Water Resources Control Bd, "Definition of MEP," Feb 11, 1993
Memorandum from Elizabeth Jennings, State Water Resources Control Bd, "Municipal Storm Water permits: Compliance with 
Water Quality Objectives," Oct 3, 1995
V.         Receiving Water Limitations
Letter from US EPA, Region IX to State Water Resources Control Bd, re SWRCB/OCC File A-1041, January 21, 1998
City of Los Angeles. Proposed Approaches to Receiving Water Limitations Provisions of the MS4. Feb. 15, 2012.
California Stormwater Quality Association. Receiving Water Limitation Provision to Stormwater NPDES Permits, February 21, 
2012.  
VI.         Provisions
A.    Standard Provisions
No Documents
B.     Monitoring and Reporting Program (MRP) Requirements
Alteration of streamflow magnitudes and potential ecological consequences: a multiregional assessment. 2010. Carlisle D.M., 
Wolock, D.M. and Meador, M.R.
Chapman, G.A., D.L. Denton, and J.M. Lazorchak, eds., Short-Term Methods for Estimating the Chronic Toxicity of Effluents 
and Receiving Waters to West Coast Marine and Estuarine Organisms. 1st ed., 1995.  EPA/600/R-95-136. National Health and 
Ecological Effect Research Laboratory, Newport, Oregon, EPA Region IX, San Francisco, CA, National Exposure Research 
Laboratory, Cincinnati, Ohio.
Gray, et al., Comparability of Suspended-Sediment Concentration and Total Suspended Solids Data, Gray et al., USGS, Aug. 
2000.

Denton DL, Miller JM, Stuber RA. 2007. EPA Regions 8, 9 and 10 toxicity training tool (TTT). January 2010. San Francisco, CA. 
Guidance Manual for the Preparation of Part 2 of the NPDES Permit Applications for Discharges from Municipal Separate 
Storm Sewer Systems, EPA 833-B-92-002, (November 1992).

Short-term Methods for Estimating the Chronic Toxicity of Effluents and Receiving Waters to Freshwater Organisms. 4th ed. 
Oct. 2002. EPA 821-R-02-013. U.S. Environmental Protection Agency, Office of Water (4303T), Washington, D.C .

USEPA Multi-Sector General Permit for Storm Water Discharges Associated With Industrial Activity (MSGP ). May 27, 2009.
NPDES Storm Water Sampling Guidance Document, EPA 833-B-92-001. U.S. Environmental Protection Agency, Office of Water 
(EN 336), July 1992. 
Rapid Evaluation of Sediment Budgets. 2004. Stream Systems Technology Center. Stream Notes. April 2004.
USEPA, Short-term Methods for Estimating the Chronic Toxicity of Effluents and Receiving Waters to Marine and Estuarine 
Organisms. 3rd ed. EPA-821-R-02-014, October 2002.



Ventura County MS4 Monitoring Program, Los Angeles Regional Water Quality Control Board. Monitoring Program CI-7388, 
Jul. 8, 2010.
Stormwater Monitoring Coalition. Model Monitoring Program for Municipal Separate Storm Sewer Systems in Southern 
California. Aug. 2004.
Gossett, Richard, Renfrew D., Schiff, K.  Stormwater Monitoring Coalition Laboratory Guidance Document.  Technical Report 
#420, August 2004. 
Gossett, Richard, Renfrew D., Schiff, K.  Stormwater Monitoring Coalition Laboratory Guidance Document, Second Edition.  
Technical Report #521, September 2007
SCCWRP. Sources, Patterns and Mechanisms of Storm Water Pollutant Loading from Watersheds and Land Uses of The 
Greater los Angeles Area, California, USA. Technical Report 510.  March 20, 2007.

Watson, Richard, Richard Watson & Associates. Response to DPR Acts to Curb Water Pollution from Pyrethroid Insecticides.

National Pollutant Discharge Elimination System Test of Significant Toxicity Technical Document (U.S. Environmental 
Protection Agency, Office of Wastewater Management, Washington, D.C. EPA 833-R-10-004, June 2010).
National Pollutant Discharge Elimination System Test of Significant Toxicity Implementation Document (U.S. Environmental 
Protection Agency, Office of Wastewater Management, Washington, D.C. EPA 833-R-10-003, 2010).

Toxicity Identification Evaluation: Characterization of Chronically Toxic Effluents, Phase I (EPA/600/6-91/005F, 1992)
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