Attachment F - STANDARD STORM WATER PROVISIONS

1.
The SWPPP Plan shall be designed in accordance with good engineering practices and shall address the following objectives:


a.
to identify pollutant sources that may affect the quality of storm water discharges; and


b.
to identify, assign, and implement control measures and management practices to reduce pollutants in storm water discharges.

The SWPP Plan may be combined with the existing spill prevention plan as required in accordance with Provision 8 of Standard Provisions and Reporting Requirements.  The SWPP Plan shall be retained onsite and made available upon request of a representative of the Regional Board.

2.
Source Identification:  The SWPP Plan shall provide a description of potential sources which may be expected to add significant quantities of pollutants to storm water discharges, or which may result in non-storm water discharges from the facility.  The SWPP Plan shall include, at a minimum, the following items:


a.
A topographic map (or other acceptable map if a topographic map is unavailable), extending one-quarter mile beyond the property boundaries of the facility showing:  the wastewater treatment facility process areas, surface water bodies (including springs and wells), and the discharge point(s) where the facility’s storm water discharges to a municipal storm drain system or other water body.  The requirements of this paragraph may be included in the site amp required under the following paragraph if appropriate.


b.
A site amp showing:



i.
Storm water conveyance, drainage, and discharge structures;



ii.
An outline of the storm water drainage areas for each storm water discharge point;



iii.
Paved areas and buildings;



iv.
Areas of pollutant contact with storm water or release to storm water, actual or potential,



v.
Location of existing storm water structural control measures (i.e., berms, coverings, etc.);



vi.
Surface water locations, including springs and wetlands;



vii.
Vehicle service areas;


c.
A narrative description of the following:



i.
Wastewater treatment process activity areas.



ii.
Materials, equipment, and vehicle management practices employed to minimize contact of significant materials with storm water discharge;



iii.
Material storage, loading, unloading, and access areas;



iv.
Existing structural and non-structural control measures (if any) to reduce pollutants in storm water discharge;



v.
Methods of onsite storage and disposal of significant materials;


d.
A list of pollutants that have a reasonable potential to be present in storm water discharge in significant quantities.

3.
Storm water management Controls.  The SWPP Plan shall describe the storm water management controls appropriate for the facility and a time schedule for fully implementing such controls.  The appropriateness and priorities of controls n the SWPP Plan shall reflect identified potential sources of pollutants.  The description of storm water management controls shall include, as appropriate:


a.
Storm Water Pollution Prevention Personnel.  Identify specific individuals (and job titles) who are responsible for developing, implementing, and revising the SWPP Plan.


b.
Good Housekeeping.  Good housekeeping requires the maintenance of clean, orderly facility areas that discharge storm water.  Material handling areas shall be inspected and cleaned to reduce the potential for pollutants to enter the storm water conveyance system.


c.
Spill Prevention and Response.  Identification of areas where significant materials can spill into or otherwise enter the storm water conveyance system and their accompanying drainage points.  Specific material handling procedures, storage requirements, clean up equipment and procedures should be identified, as appropriate.  The necessary equipment to implement a clean up shall be available and personnel trained in proper response, containment and cleanup of spills.  Internal reporting procedures for spills of significant materials shall be established.


d.
Source Control.  Source controls, such as elimination or reduction of the use of toxic pollutants, covering of pollutant areas, sweeping of paved areas, containment of potential pollutants, labeling all storm drain inlets with “No Dumping signs”, isolation/separation of industrial from non-industrial pollutant sources so that runoff from these areas does not mix, etc.;


e.
Storm Water Management Practices.  Strom water management practices are practices other than those which control the source of pollutants.  They include treatment/conveyance structures such as drop inlets, channels, retention/detention basins, treatment vaults, infiltration galleries, filters, oil/water separators etc.  Based on assessment of the potential of various sources to contribute pollutants to storm waer discharges in significant quantities, additional storm water management practices to remove pollutants from storm watetr discharge shall be implemented and design criteria shall be described.


f.
Sediment and Erosion Prevention.  Measures to limit erosion around the storm water drainage and discharge points such as riprap, re-vegetation, slope stabilization, etc. shall be described and implemented;


g.
Employee Training.  Employee training programs shall inform all personnel responsible fro implementing the SWPP Plan.  Training should address spill response, good housekeeping, and material management practices.  Periodic dates for training shall be identified.


j.
Inspections.  All inspections shall be done by trained personnel.  Material handling areas shall be inspected for evidence of or the potential for, pollutants entering storm water discharges.  A tracking or following up procedure shall be used to ensure appropriate response has been taken in response to an inspection.  Inspections and maintenance activities shall be documented and recorded.  Inspection records shall be retained for five years. 


k.
Records.  A tracking and follow up procedure shall be described to ensure that adequate response and corrective action have been taken in response to inspections.  Records of inspections shall be maintained.  Establishment of internal record keeping and internal reporting procedures of inspections and spill incidents.

4.
An annual facility inspection shall be conducted to verify that all elements of the SWPP Plan (i.e., iste map, potential pollutant sources, structural and non-structural controls to reduce pollutants in industrial storm water discharge, etc.) are accurate.  A report of the annual inspection and observations that require a response (and the appropriate response to the observation) shall be retained as part of the SWPP Plan.

