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A Stormwater Pollution Prevention Plan (SWPPP) must be developed and implemented for construction 
projects and industrial operations in accordance with the following: 

• State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant 
Discharge Elimination System (NPDES) Permit No. CAS000002, Waste Discharge Requirements 
(WDRs) for Discharges of Stormwater Runoff Associated with Construction Activity (General 
Permit); 

• State Water Resources Control Board Resolution No. 2001- 046, Modification of Water Quality 
Order 99-08-DWQ State Water Resources Control Board (SWRCB) National Pollutant Discharge 
Elimination System (NPDES) General Permit for Stormwater Discharges Associated with 
Construction Activity (General Permit); and 

• State Water Resources Control Board Resolution No. 2001-155, Modification of Water Quality 
Order 99-08-DWQ State Water Resources Control Board (SWRCB) National Pollutant Discharge 
Elimination System (NPDES) General Permit for Stormwater Discharges Associated with 
Construction Activity (General Permit) to include Small Construction Activity (One to Five 
Acres) 

• State Water Resources Control Board (State Water Board) Water Quality Order No. 97-03-DWQ 
National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000001 
(General Permit)  Waste Discharge Requirements (WDRs) for Discharges of Stormwater 
Associated with Industrial Activities Excluding Construction Activities 

The purpose of the SWPPP is to identify potential pollutant sources that may affect the quality of 
discharges associated with construction and industrial activities, to identify non-stormwater discharges, 
and to design the use and placement of Best Management Practices (BMPs) to effectively prohibit the 
entry of pollutants from the construction and industrial site into the storm drain system during 
construction and operation.  Erosion and sediment source control BMPs must be considered for both 
active and inactive (previously disturbed) construction areas.  BMPs for wind erosion and dust control are 
also included.   

This SWPPP document was prepared for permitting purposes only based upon information and 
conceptual plans provided in the Project Environmental Impact Report (EIR) and Joint Technical 
Document (JTD). This SWPPP contains the minimum BMPs and monitoring plans that should be 
implemented during the construction phase and initial operation phase.  The SWPPP should be updated 
to reflect final grading and improvement plans and detailed long-term operational information. The 
SWPPP will require modification and amendment as the project progresses and as conditions warrant, 
and will require annual certification by the owner of compliance with the SWRCB NPDES permits. 







SECTIONONE SWPPP CERTIFICATIONS AND APPROVAL 

Gregory Canyon Landfill SWPPP 03/10/2008      1-3 

1.3 ANNUAL COMPLIANCE CERTIFICATION 

By July 1 of each year, the Owner shall complete an Annual Certification of Compliance stating 
compliance with the terms and conditions of the Permit and the SWPPP.  The blank Annual Certification 
of Compliance Form is included in Attachment M.  Completed Annual Certifications of Compliance and 
Approvals can be found in the following pages. 
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SECTION 2 SWPPP AMENDMENTS 

2.1 SWPPP AMENDMENT CERTIFICATION AND APPROVAL 

This SWPPP shall be amended: 

• Whenever there is a change in construction or operations which may affect the discharge of 
pollutants to surface waters, groundwater(s), or a municipal separate storm sewer system (MS4); 
or 

• If any condition of the Permits is violated or the general objective of reducing or eliminating 
pollutants in stormwater discharges has not been achieved.  If the RWQCB determines that a 
Permit violation has occurred, the SWPPP shall be amended and implemented within 14-calendar 
days after notification by the RWQCB; 

• Annually, prior to the defined rainy season; and 

• When deemed necessary by the Owner. 

 
The following items will be included in each amendment: 

• Who requested the amendment. 

• The location of proposed change. 

• The reason for change. 

• The original BMP proposed, if any. 

• The new BMP proposed. 

The amendments for this SWPPP, along with the Owner’s Certification and the Owner approval, can be 
found in the following pages.  Amendments are listed in the Amendment Log in section 2.2. 
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SWPPP Amendment No.  

Project Name: Gregory Canyon Landfill 

 

Project Number:  

 

Preparer Certification of the 
Stormwater Pollution Prevention Plan Amendment 

 
"I certify under a penalty of law that this document and all attachments were prepared under my direction 
or supervision in accordance with a system designed to ensure that qualified personnel properly gather 
and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the 
system or those persons directly responsible for gathering the information, to the best of my knowledge 
and belief, the information submitted is true, accurate, and complete.  I am aware that there are significant 
penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations." 

 
  

Preparer’s Signature Date 

  
Preparer’s Name and Title 

 

Telephone Number 
 

Owner (or Owner’s Authorized Representative) Approval of the 
Stormwater Pollution Prevention Plan Amendment 

 
"I certify under a penalty of law that this document and all attachments were prepared under my direction 
or supervision in accordance with a system designed to ensure that qualified personnel properly gather 
and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the 
system or those persons directly responsible for gathering the information, to the best of my knowledge 
and belief, the information submitted is true, accurate, and complete.  I am aware that there are significant 
penalties for submitting false information, including the possibility of fine and imprisonment for knowing 
violations." 

 
  

Owner (or Authorized Representative) Signature Date 

  
Name and Title 

 

Telephone Number 
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2.2 AMENDMENT LOG 

Project Name: Gregory Canyon Landfill 
 

Project Number:  
 
 

Amendment No. Date Brief Description of Amendment Prepared By 
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SECTION 3 PROJECT DESCRIPTION 

3.1 PROJECT DESCRIPTION 

The proposed Gregory Canyon Landfill (GCLF) site is located in northern San Diego County 
approximately three miles east of Interstate 15 (I-15) and two miles southwest of the community of Pala 
(Exhibit 3-1). SR 76 and the San Luis Rey River run east-west through the project site. The majority of 
the project site lies to the south of SR 76 but part of the western portion of the site lies to the north of SR 
76. The eastern portion of the project site makes up the western slope of Gregory Mountain. The Canyon 
itself is located approximately in the center of the project site. The site comprises portions of Sections 4 
and 5 of Township 10 South and Sections 32 and 33 of Township 9 South, Range 2 West of USGS 7.5’ 
Pala Quadrangle. 

Elevations on the project site within the canyon range from approximately 1,200 feet above mean sea 
level (amsl) at the head of the canyon at the south, to 300 feet amsl at the mouth of the canyon in the San 
Luis Rey River drainage (Exhibit 3-2). Much of the canyon is steep, rugged terrain containing numerous 
boulder outcrops on the eastern side with only a few isolated boulders on the west canyon wall. The 
canyon flattens somewhat at the mouth where it meets the alluvial deposits of the San Luis Rey River 
drainage. A prominent knoll extends into the drainage channel on the west side of the canyon mouth. 

The GCLF project includes the construction, operation, and closure of a lined landfill, as well as an access 
road and bridge from SR 76 to the landfill; a scale area; a recyclable goods collection center; a facilities 
and operation area; two borrow/stockpile areas; a leachate collection and removal system including 
storage tanks; a visitors’ center; an administration building; a maintenance office; a shop and yard; a 
fueling station/storage area; surface water control facilities, including desilting basins; a water treatment 
plant; a recycled water tank; a leachate tank; groundwater monitoring wells; a landfill gas collection and 
recovery system; and a groundwater subdrain collection system. In addition to construction, operation, 
and closure of the landfill, the project includes widening of SR 76 at the proposed access road and 
relocation of the existing SDG&E power lines and easement.  

Approximately 308 acres of the 1,770-acre site, or 17 percent, will be used for landfill activities. Table 1-
1 provides an approximate breakdown of project element acreages. 
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Table 1-1. Project Element Acreages 

Project Element  Approximate Size (acres) 

Landfill Footprint 196.3 a 

Site Facilities Area 11.9 
Access Road and Bridge 4.1 

Borrow/Stockpile Area—A 22.4 
Borrow/Stockpile Area—B 64.5 b 

Borrow/Stockpile Area Haul Road 3.1 
Desilting Basin—East 1.8 
Desilting Basin—West 3.7 

         TOTAL 307.8 
a Includes 13.1 acres for the three SDG&E transmission pads 
b Includes approximately 10 acres to the east of the SDCWA easement 
Source: Bryan A. Stirrat & Assoc., 2000 
 

3.1.1 Landfill Construction 

Construction of the refuse area containment system will require the mass excavation and removal of 
native material to generate a northerly sloping bottom area with interior side slopes on the west, south and 
east. The waste containment system will be constructed in three gross fill phases, as needed to provide 
continuous refuse disposal capacity through the landfill’s projected service life. Initial excavation 
activities within the refuse footprint will involve the removal of approximately 3.7 million cubic yards 
(mcy) including all of the alluvial and colluvium so that the landfill will be constructed directly on 
unyielding bedrock. About 7.9 mcy of material will be excavated within the refuse footprint over the life 
of the landfill. During the mass excavation of the landfill refuse area, it is anticipated that some of the 
coarse material will not be usable as “soil” for cover and fill during the project.  Part of this material, 
broadly classified as “rock”, will be used as a base for internal roadways, drainage structures, etc. with the 
remainder stored within the southwestern portion of the landfill footprint area. The stored rock material 
will be processed using a crusher and screens while building the pads for relocation of the SDG&E poles. 
The bottom area of the footprint will be graded to drain northerly at a minimum gradient of three percent. 
The interior side slopes will be cut at a gradient no steeper than 1:1 (horizontal to vertical). The elevations 
of the finished bottom subgrade or floor area for the refuse footprint range between approximately 370 
feet amsl at the northwestern corner to about 440 amsl at the southern portion. From the existing contours 
to the finished bottom contours, the depth of excavation ranges from near zero to a maximum of about 
160 feet deep at the southern end of the canyon. 

3.1.2 Borrow/Stockpile Areas 

Approximately 87 acres of borrow/stockpile area will be provided in two locations to the west of the 
proposed landfill footprint. Borrow/Stockpile Area A, which is about 22 acres in size, will be located west 
of the landfill footprint adjacent to the western property boundary. The maximum elevation of 
Borrow/Stockpile Area A will be 500 feet, which will be about 100 to 180 feet above the existing grade 
depending on the location. For example, Borrow/Stockpile Area A will rise about 100 feet above the 
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existing topography to the north and south, about 50 feet above the existing grade to the east and about 
180 feet above the lowest point to the west. Borrow/Stockpile Area B, which is about 65 acres in size, will 
be located immediately to the west of the southern portion of the landfill footprint. Borrow/Stockpile Area 
B will have two decks, with a maximum elevation of 1,020 feet. Borrow/Stockpile Area B ranges from 60 
to 120 feet above existing grades to the north, 160 feet above existing grades to the west, 100 feet above 
existing grades to the east and from 60 to 100 feet above existing grades to the south.   

The borrow/stockpile areas will be used to store or excavate material that will be needed in the daily 
operation or closure of the landfill. For borrow purposes, excavation in the designated areas will be a 
maximum of 150 feet to maintain positive drainage. During the initial excavation of Phase I of the refuse 
footprint, a portion of the excavated material will be used for engineered fill necessary to construct the 
site facilities area and a toe buttress, with the remainder of the material being stockpiled in the landfill 
footprint or Borrow/Stockpile Area A. Borrow/Stockpile Area A will be used for stockpiling during the 
initial construction after which the area will be revegetated with native plant species. Stockpile area A 
will not be used again until the last few years of GCLF’s operating life at which time material will be 
used from Stockpile area A for daily cover. Soil will also be obtained from Borrow Area A during years 
23 and 24 for construction of final cover at the landfill. In subsequent excavation phases, material will be 
used directly at the active face of the landfill or stockpiled within the footprint or in Borrow/Stockpile 
Area B. 

The borrow/stockpile haul road, connecting Borrow/Stockpile Area A with the landfill footprint, will be 
20 feet wide and will run along the base of the adjacent hillside with turn-out locations for heavy 
equipment at three points along the route. Most of the alignment of the haul road follows an existing dirt 
road on the site. Access to the larger Borrow/Stockpile Area B will be within the defined limits of the 
landfill footprint. The maximum slope of the borrow/stockpile haul roads will be 15 percent. Proper 
drainage control will be maintained in the borrow/stockpile areas. Surface water control features will 
include grading of the flatter deck areas to promote lateral runoff of precipitation into drainage control 
facilities such as downdrains and bench drains on the slopes. Surface waters will be conveyed from the 
borrow/stockpile areas and discharged into the existing natural drainage courses. Discharge rates will be 
equal to or less than natural flow conditions. 

Borrow/Stockpile Area B will drain to the southwest into a natural drainage course. The drainage course 
for Borrow/Stockpile Area A runs northwesterly. The drainage control facilities will direct the surface 
runoff into the existing streams. At the western end of the Borrow/Stockpile Area B, a desilting basin will 
be constructed to minimize the flow of silt from the borrow/stockpile area. These desilting basins will be 
designed to accommodate the soil loss from the borrow/stockpile areas. The pre-developed drainage 
condition of the proposed borrow/stockpile areas will be maintained as closely as possible once 
operations are discontinued. As discussed above, exposed areas will be revegetated with native plant 
species to prevent erosion. Erosion and sediment control measures for the stockpile areas are described in 
Section 5. 

3.1.3 Access Road and Bridge 

The project includes modifications to SR 76 at the access road entrance to improve sight distance and to 
facilitate truck movements. The improvements, which are approximately 1,700 linear feet, will realign SR 
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76 to the south of the existing alignment. In addition, the improvements will widen the roadway to 
provide for an eastbound deceleration lane and a westbound left turn lane. 

The proposed access road from SR 76, which will extend through the abandoned Lucio dairy to the site 
facilities area, will include a bridge over the San Luis Rey River. The access road from SR 76 to the 
bridge will be about 910 linear feet, with two travel lanes and a shoulder on each side. The access road 
from the bridge into the site facilities area will be about 985 linear feet. The access road will be paved 
with asphalt curbs. 

A bridge will be constructed across the San Luis Rey River. The side slopes at the end buttresses (or 
abutments) will be at a 3:1 slope and stabilized with rip rap to prevent erosion of the bridge abutments.  

3.1.4 Site Facilities 

Upon entering the site facilities area, vehicles will pass through the fee booth and scales. The 
administrative office building will be located adjacent to the booths. The site facilities area will also 
include a maintenance building. A diesel storage tank within a concrete containment wall will be located 
on the south side of the building for refueling of equipment. A portable emergency showerhead 
designated to contain rinse water will also be provided outside the maintenance building. 

A recyclable drop-off area is proposed on the east side of the maintenance building. The recyclable area 
will have bins for drop-off of source separated recyclable material, such as newsprint, white paper, tin, 
aluminum, and glass. Hazardous materials will be prohibited at GCLF. However, a hazardous materials 
storage area, located in the southeastern portion of the site facilities area, will be maintained for use if 
such materials are found in loads coming to the landfill. A full time spotter, trained to identify potential 
hazardous waste, will observe unloading activities during all refuse hours of operation.  

Two leachate holding tanks and one subdrain water tank will be located in the southwestern corner of the 
site facilities area. A water tank will be located just north of the paved area. The water tank will be 
supplied from on-site groundwater wells. Within the site facilities area the project will implement dry 
management controls of sediment (i.e., sweeping and/or chemical stabilization) as well as the use of 
absorbents for oil and gas releases.  

A portable chemical toilet will be located at the northern end of the site facilities area.  The applicant will 
contract with a sewage disposal service to remove effluent from the chemical toilet for off-site treatment 
and disposal. The project will also include storm drain swales and a structural stormwater treatment 
device to protect surface water quality. 

3.1.5 Other Project Components 

The project will dedicate a minimum of 1,313 acres of the project site as permanent open space for long-
term preservation of sensitive habitat and species. The project includes the relocation of a portion of the 
existing SDG&E transmission lines and easement because two towers are located within the proposed 
landfill footprint. 
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3.2 SITE DRAINAGE 

The primary function of the surface water drainage control system will be to divert and convey 
stormwater flows in a controlled manner, to minimize erosion, and to inhibit the potential infiltration of 
surface water run-on or precipitation into the refuse disposal areas. The drainage control system for the 
GCLF will consist of perimeter drainage channels, buried perimeter drainage pipes, drainage berms, 
downdrains, energy dissipaters, desilting basins, and infiltration areas. The proposed surface water 
drainage control system for the GCLF will be designed to accommodate a 100-year, 24-hour storm event.  

3.2.1 Landfill Drainage 

On-site drainage features will be designed to separately control/divert stormwater run-on from 
surrounding areas and those portions of the landfill which are or will be undisturbed for some time and 
runoff from the disturbed/developed areas of the landfill including the site support facilities. Stormwater 
on the landfill deck will sheet flow until it is intercepted by berms located along the edges of the deck. 
The deck berms will direct flows to downdrains. Exterior benches will collect stormwater from the 
upgradient slope and divert flows to the bench downdrain inlets. The downdrains will be perpendicular to 
slope contours and located atop, and anchored into, the landfill surface. Downdrains will be extended up 
completed side slopes of the landfill as the filling progresses and also accommodate inlets at each bench. 
The gradient of these downdrains will follow the surface of the refuse slope and will maintain a minimum 
three percent grade across the benches. The downdrains will outlet into a buried perimeter drainage pipe 
system which will discharge into the desilting basins. The desilting basins will reduce the amount of silt 
ultimately discharged from the landfill site. The desilting basins are intended to control the amount of silt 
ultimately discharged from the disturbed portions of the landfill site as well as the rate of discharge.  

As discussed above, stormwater run-on from the surrounding areas and those undisturbed portions of the 
refuse footprint will be directed into the open perimeter storm drain (PSD) channels. The PSD system will 
discharge downstream of the desilting basins into energy dissipation devices and then flow into 
infiltration areas for percolation. The PSD system will consist of reinforced concrete trapezoidal drainage 
channels placed around the landfill footprint perimeter. A portion of the eastern channel will be 
constructed during the initial construction phase to accommodate flows from the upper eastern slopes of 
the canyon. Construction of the final western perimeter channel will begin during the Phase II excavation. 
The western channel will be four feet wide at the base and 5.5 feet deep with a one to one side slope. The 
perimeter channels will handle flows from the off-site surrounding areas and the undisturbed areas within 
the refuse footprint. The perimeter channels will discharge at a location near the discharge outfall of the 
desilting basins, utilize the same infiltration areas. Discharge velocities will be maintained at less than or 
equal to predevelopment conditions through the use of energy dissipaters. The remainder of the PSD 
channels will be completed as the landfill is developed moving up canyon. The PSD is intended to control 
run-on (from areas adjacent to the landfill) that might otherwise flow onto the landfill as well as serving 
as a conveyance for runoff from the undisturbed areas within the refuse footprint downstream of the 
desilting basins. All collected stormwater flows from the PSD will be discharged at a location near the 
discharge outfall of the desilting basins.  
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Stormwater run-on will be diverted around the Site Facilities Area. Runoff within the Site Facilities area 
will ultimately drain into two swales in the northwest corner and then to a structural treatment device 
prior to discharge off the Site Facilities Area. 

Interim drainage control features will consist of compacted earth berms constructed around the perimeter 
of the deck and the working face area, to divert water around the refuse fill and into the downdrains and 
buried perimeter drainage pipes. Silt fences and gravel bags may also be used to dissipate energy and 
remove silt upstream of the basins. 

3.2.2 Borrow/Stockpile Area Drainage 

Surface water control features within the borrow/stockpile areas will include grading of the flatter deck 
areas to promote lateral runoff of precipitation into such proposed drainage control facilities as 
downdrains and bench drains on the slopes. Surface waters will be conveyed from the borrow/stockpile 
areas and discharged into the existing natural drainage courses. Erosion control measures such as 
vegetation, desilting basins, sand bags, straw matting and/or rip-rap will be utilized to reduce downstream 
siltation potential. Discharge rates will be equal to or less than natural flow conditions. 

Borrow/Stockpile Area B will drain to the southwest into a natural drainage course. The drainage course 
for Borrow/Stockpile Area A runs northwesterly. The drainage control facilities will direct the surface 
runoff into the existing streams. At the west end of the Borrow/Stockpile Area B, a desilting basin will 
constructed to minimize the flow of silt from the borrow/stockpile areas. These desilting basins will be 
designed to accommodate the soil loss from the borrow/stockpile areas. Interim drainage and erosion 
control features (e.g., silt fences) will be constructed for all borrow/stockpile areas, as necessary. The pre-
developed drainage conditions of the area will be maintained as closely as possible once operations are 
discontinued in each of the borrow/stockpile areas.  

3.3 CONSTRUCTION SITE HYDROLOGIC ESTIMATES 

The following are estimates of the construction site hydrologic parameters: 
 

Total site area 308 acres 

Percentage impervious area before construction <1 % 

Runoff coefficient before construction (1) 0.353  

Percentage impervious area after construction 4 % 

Runoff coefficient after construction (1) 0.373  

Anticipated stormwater flow on to the construction site (2) ~ 270 cfs 
 

 (1) Calculations are shown in Attachment D 
 (2) 10-year, 6-hour Rational Method runoff to Perimeter Drains (conservative calculation for 
 design purposes). Calculations are provided in Attachment E 

The impervious areas of the project will total approximately 13 acres and include: 
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• Leachate and subdrain storage tanks 

• Site facilities area 

– Scales/Fee Booths 

– Recyclable goods center 

– Groundwater treatment facility 

– Administration/Visitor Center 

– Maintenance building 

– Household hazardous waste storage area 

• Main access and haul roads 

• Equipment and storage area 

3.4 PROJECT CONSTRUCTION & WATER POLLUTION CONTROL 
IMPLEMENTATION SEQUENCING AND SCHEDULE 

3.4.1 Initial Construction 

The initial construction period for Phase I will be approximately eighteen months in duration and will 
include the following: 

• Removal of the existing dairy buildings and residences on the site 

• Removal of the manure to minimize or eliminate odors and/or potential impacts to water quality 

• Construction of the access road and bridge 

• Improvements to SR 76 at the access road 

• Construction of the site facilities, including the scalehouses, maintenance building, water tank, 
and desilting basins 

• Installation of the leachate and subdrain water storage tanks and the reverse osmosis system 

• Excavation of approximately 25 acres of Phase I of the landfill footprint 

• Installation of the subdrain system, leachate collection and removal system (LCRS) and 
composite liner within the excavated area 

• Preparation of the Borrow/Stockpile Area A 

• Clearance and grading of turnouts along the internal haul road between Borrow/Stockpile Area A 
and the landfill footprint 

• Installation of additional monitoring wells (if required by RWQCB) or repair of existing 
monitoring wells 
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3.4.2 Generalized Water Pollution Control Implementation Sequence 

The final SWPPP shall provide a written and graphical project schedule.  The schedule shall clearly show 
how the rainy season relates to soil-disturbing and re-stabilization activities.  The schedule shall contain 
an adequate level of detail to show major activities sequenced with implementation of construction site 
BMPs, including: 

• Project start and finish dates 

• Rainy season dates 

• Annual certifications 

• Mobilization dates 

• Mass clearing and grubbing/roadside clearing dates 

• Major grading/excavation dates 

• Special dates named in other permits such as Fish and Game and Army Corps of Engineers 
Permits 

• Dates for submittal of SWPPP Amendments required by the contract documents 

• Annual submittal of rainy season implementation schedule if required by the Owner or Permittee 

• Dates for implementation of pre-rainy season temporary soil stabilization and temporary sediment 
control BMPs, if required by the contract documents 

• Rainy season implementation schedule 

• Deployment of temporary soil stabilization BMPs 

• Deployment of temporary sediment control BMPs 

• Deployment of wind erosion control BMPs 

• Deployment of tracking control BMPs 

• Deployment of non-stormwater BMPs 

• Deployment of waste management and materials pollution control BMPs 

• Non-rainy season implementation schedule 

• Deployment of temporary soil stabilization BMPs 

• Deployment of temporary sediment control BMPs 

• Deployment of wind erosion control BMPs 

• Deployment of tracking control BMPs 

• Deployment of non-stormwater BMPs 

• Deployment of waste management and materials pollution control BMPs 
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• Paving, saw-cutting, and any other pavement related operations 

• Major planned stockpiling operations 

• Dates for other significant long-term operations or activities that may plan non-stormwater 
discharges such as dewatering, grinding, etc. 

• Final stabilization activities staged over time for each area of the project 

3.4.3 Operation Phases 

GCLF will be a canyon fill to be developed in consecutive phases over the site’s life. The conceptual 
engineering design proposes four excavation and fill phases or sequences. The development sequence is 
based on the master excavation plan, phasing plans, final grading plan, and established design criteria. 
Within each excavation, landfilling will occur in smaller stages depending on site conditions and capital 
expenditure scheduling. The phased waste placement necessitates that the operator maintain minimum 
deck and sideslope gradients and construct temporary deck access roads.  

The stormwater drainage control facilities and the infrastructure for the ultimate configuration will be 
progressively constructed as waste filling is completed. Interim drainage and sediment control structures 
along with the erosion prevention measures will be constructed/implemented and periodically relocated as 
waste filling progresses. This will provide continuous stormwater collection and conveyance in a 
controlled manner and minimizing erosion, enhancing sediment control, limiting ponding, and the 
potential for leachate generation and/or surface water contamination. 

3.5 CONTACT INFORMATION AND LIST OF RESPONSIBLE PARTIES 

The Contractor is required to show the Name, Address and Telephone number(s) of the person(s) 
responsible for SWPPP management/implementation, water pollution control and Permit compliance 
during construction.  This person shall be called the Stormwater Pollution Prevention Manager 
(SWPPM). 

Construction and Operation phase contact information and list of responsible parties will be provided in 
the SWPPP once construction and operation contractors have been selected. 

The SWPPM assigned to the project shall have primary responsibility and significant authority for the 
implementation, maintenance, inspection and amendments to the approved SWPPP.  The SWPPM will be 
available at all times throughout the duration of the project.  Duties of the SWPPM include but are not 
limited to: 

• Ensuring full compliance with the SWPPP and the Permit 

• Implementing all elements of the SWPPP, including but not limited to: 

– Implementation of prompt and effective erosion and sediment control measures 

– Implementing all non-stormwater management, and materials and waste management 
activities such as: monitoring discharges (dewatering, diversion devices); general site clean-
up; vehicle and equipment cleaning, fueling and maintenance; spill control; ensuring that no 
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materials other than stormwater are discharged in quantities which will have an adverse effect 
on receiving waters or storm drain systems; etc. 

• Pre-storm inspections 

• Storm event inspections 

• Post-storm inspections 

• Routine inspections as specified in the project’s specifications or described in the SWPPP 

• Updates/Amendments to the SWPPP, as needed 

• Preparing annual compliance certification for owner’s, or owner’s authorized representative, 
signature 

• Ensuring elimination of all unauthorized discharges 

• The SWPPM shall be assigned authority by the Contractor to mobilize crews in order to make 
immediate repairs to the control measures 

• Coordinate with the Contractor to assure all of the necessary corrections/repairs are made 
immediately, and that the project complies with the SWPPP, the Permit and approved plans at all 
times 

• Submitting Notices of Discharge and reports of Illicit Connections or Illegal Discharges 
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SECTION 4 REFERENCES, PLANS, AND PERMITS 

The following documents are made a part of this SWPPP by reference: 

• State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant 
Discharge Elimination System (NPDES) Permit No. CAS000002, Waste Discharge Requirements 
(WDRs) for Discharges of Stormwater Runoff Associated with Construction Activity (General 
Permit); 

• State Water Resources Control Board Resolution No. 2001- 046, Modification of Water Quality 
Order 99-08-DWQ State Water Resources Control Board (SWRCB) National Pollutant Discharge 
Elimination System (NPDES) General Permit for Stormwater Discharges Associated with 
Construction Activity (General Permit); and 

• State Water Resources Control Board Resolution No. 2001-155, Modification of Water Quality 
Order 99-08-DWQ State Water Resources Control Board (SWRCB) National Pollutant Discharge 
Elimination System (NPDES) General Permit for Stormwater Discharges Associated with 
Construction Activity (General Permit) to include Small Construction Activity (One to Five 
Acres) 

• State Water Resources Control Board (State Water Board) Water Quality Order No. 97-03-DWQ 
National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000001 
(General Permit)  Waste Discharge Requirements (WDRs) for Discharges of Stormwater 
Associated with Industrial Activities Excluding Construction Activities 

• California Stormwater BMP Handbook – Construction, January 2003 

 

Attachment N contains a list of project permits. Attachment N also includes copies of local, state, and 
federal plans and permits related to water quality.  Following is a list of the plans and permits that are or 
will be included (when issued) in Attachment N: 

• State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant 
Discharge Elimination System (NPDES) Permit No. CAS000002, Waste Discharge Requirements 
(WDRs) for Discharges of Stormwater Runoff Associated with Construction Activity (General 
Permit); 

• State Water Resources Control Board (State Water Board) Water Quality Order No. 97-03-DWQ 
National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000001 
(General Permit)  Waste Discharge Requirements (WDRs) for Discharges of Stormwater 
Associated with Industrial Activities Excluding Construction Activities 

• San Diego Regional Water Quality Control Board Waste Discharge Requirements for GCLF 
(pending)  

• San Diego Regional Water Quality Control Board Clean Water Act Section 401 Water Quality 
Certification (pending) 

• US Army Corps of Engineers, Clean Water Act Section 404 Permit (pending) 
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• US Fish and Wildlife Service Section 7 Consultation (pending) 

• California Department of Fish and Game Streambed Alteration Agreement (pending) 

• San Diego County Public Works Department Bridge Permit (future) 

• San Diego County Public Works Department Water Course Alteration Permit (future) 

• San Diego County Public Works Department Grading Permit (future) 

• San Diego County Public Works Department Building Permit (future) 

 

 



SECTIONFIVE BMP Selection and Implementation 

Gregory Canyon Landfill SWPPP 03/10/2008      5-1 

SECTION 5 BMP SELECTION AND IMPLEMENTATION 

5.1 OBJECTIVES 

This Stormwater Pollution Prevention Plan (SWPPP) has six main construction phase objectives (note 
that none of the following objectives relate to the post-construction periods or activities): 

• Identify all pollutant sources, including sources of sediment that may affect the quality of 
stormwater discharges associated with construction activity (stormwater discharges) from the 
construction site, and 

• Identify non-stormwater discharges, and 

• Identify, construct, implement in accordance with a time schedule, and maintain Best 
Management Practices (BMPs) to reduce or eliminate pollutants in stormwater discharges and 
authorized non-stormwater discharges from the construction site during construction, and  

• Develop a maintenance schedule for BMPs installed during construction designed to reduce or 
eliminate pollutants after construction is completed (post-construction BMPs). 

• Identify a sampling and analysis strategy and sampling schedule for discharges from construction 
activity which discharge directly into water bodies listed on Attachment 3 of the Permit (Clean 
Water Act Section 303(d) [303(d)] Water Bodies listed for Sedimentation). 

• For all construction activity, identify a sampling and analysis strategy and sampling schedule for 
discharges that have been discovered through visual monitoring to be potentially contaminated by 
pollutants not visually detectable in the runoff. 

This SWPPP conforms to the required elements of the General Permit No. CAS000002 issued by the 
State of California, State Water Resources Control Board (SWRCB).  This SWPPP will be modified and 
amended to reflect any amendments to the Permit or any changes in construction or operations that may 
affect the discharge of pollutants from the construction site to surface waters, groundwaters, or the 
municipal separate storm sewer system (MS4).  The SWPPP will also be amended if it is in violation of 
any condition of the Permit or has not achieved the general objective of reducing pollutants in stormwater 
discharges.  The SWPPP shall be readily available on-site for the duration of the project. 

5.2 VICINITY MAP 

The construction project vicinity map and site map showing the project location, surface water 
boundaries, geographic features, construction site perimeter, and general topography, is located in 
Attachment A. 

5.3 POLLUTANT SOURCE IDENTIFICATION AND BMP SELECTION 

A solid waste landfill is unique from other types of developments in that the construction of additional 
lined areas is phased throughout much of its operating life.  Therefore, it is difficult to make a clear 
distinction between construction BMPs and post-construction (industrial) BMPs.  For purposes of the 
following discussion, landfill activities are divided into two periods, initial construction and the operating 
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period.  Because construction would occur during the operating period, some of the initial construction 
BMPs would remain applicable but to a more limited extent, since this construction would be limited to 
the landfill footprint area. 

5.3.1 Inventory of Materials and Activities that May Pollute Stormwater 

The following is a list of construction materials that will be used and activities that will be performed that 
will have the potential to contribute pollutants, other than sediment, to stormwater runoff (control 
practices for each activity are identified in the Water Pollution Control Drawings (WPCDs) and/or in 
Sections 5.3.4 through 5.3.9: 

• Vehicle fluids, including oil, grease, petroleum, and coolants  

• Asphaltic emulsions associated with asphalt-concrete paving operations  

• Cement materials associated with PCC concrete paving operations, drainage structures, median 
barriers, and bridge construction  

• Base and subbase material 

• Joint and curing compounds 

• Concrete curing compounds 

• Paints  

• Solvents, thinners, acids 

• Sandblasting materials 

• Mortar mix 

• Raw landscaping materials and wastes (topsoil, plant materials, herbicides, fertilizers, mulch, 
pesticides) 

• BMP materials (sandbags, liquid copolymer) 

• Treated lumber (materials and waste) 

• PCC rubble 

• Masonry block rubble 

• General litter 

Construction activities that have the potential to contribute sediment to stormwater discharges include: 

• Clear and grub operations 

• Grading operations 

• Soil transport operations 

• Utility excavation operations 

• Landscaping operations 
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Attachment C lists all Best Management Practices (BMPs) that have been selected for implementation in 
this project.  Implementation and location of BMPs are shown on the WPCDs in Attachment B.  Narrative 
descriptions of BMPs to be used during the project are listed by category in each of the following SWPPP 
sections.  Attachment Q includes a list, and/or copies of the fact sheets of all the BMPs selected for this 
project. 

5.3.2 Existing (pre-construction) Control Measures 

There are no significant existing (pre-construction) control measures encountered within the project site. 

5.3.3 Nature of Fill Material and Existing Data Describing the Soil 

The following soils and geology information was taken from the GCLF EIR. Various geologic units occur 
within the project site. In the lower portions of Gregory Canyon, a thin veneer of unconsolidated residual 
soils, colluvial, and alluvial deposits mantles a substrate of weathered tonalite. 

Surficial soils 

The topsoil units encountered in the area vary in thickness from about six inches to three feet, and are 
composed of silty sand, silty sand with clay, and silty sand with cobbles and boulders. In general, the 
steeper, upper slope areas of the canyon are expected to have slightly thinner soil accumulations than the 
intermediate or lower slope areas. Underlying the topsoil are residual soil horizons or weathered rocks. 

Colluvium 

Colluvium forms a veneer over most of the surface of the project site. In most instances it is formed by 
silty sand with rock fragments that range in size from gravel to very large boulders. Finer-grained 
deposits, largely devoid of rock fragments, were encountered in test pits located at the southern end of the 
canyon. In this area, older colluvium, consisting of clayey sand to sandy clay with varying contents of 
rock fragments and slight to moderate cementation was encountered. 

Rock fragments exposed at the surface of the colluvial veneer vary from gravel- to boulder-size material. 
Boulders of leucogranodiorite, some in excess of 20 feet in maximum dimension, are present along much 
of the eastern sideslopes. The thickness of the colluvial deposits in the proposed project area is highly 
variable with interpretations indicating thicknesses from 2 to 50 feet. In general, the upper slope areas are 
likely to be underlain by thin (less than 10 foot thick) colluvial deposits and surficial soils formed on 
highly weathered crystalline rock. Debris chutes and drainage channels are expected to be locally 
backfilled with colluvium of moderate thickness (10 to 20 feet). Colluvial deposits are expected to be 
thickest near the lower portion of the slopes. 

Alluvium 

Two alluvial units have been mapped at lower elevations near the mouth of Gregory Canyon. The 
younger subunit (Qal-1) consists of overbank deposits from the active San Luis Rey River channel, 
interbedded with channel deposits from the Gregory Canyon drainage. These deposits are relatively thin 
and contain gravels, cobbles and boulders, supported by a sandy silt matrix. The older alluvial subunit 
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(Qal-2) is a terrace remnant of older alluvium in the Gregory Canyon drainage. The alluvial wedge 
pinches out to the south. The wedge thickens to the north until it eventually merges with the channel 
deposits of the San Luis Rey River. Well GMW-2, near the mouth of the canyon, traversed through a 50-
foot section of alluvial deposits before reaching the underlying bedrock. 

Groundwater 

Because groundwater recharge is inconsistent and seasonal, historical depth-to-water measurements from 
the period 1965 to 1990 for the alluvial aquifer indicate that groundwater levels for a particular well may 
fluctuate from the ground surface to approximately 25 feet below ground surface (bgs) in the center of the 
river valley. Groundwater dewatering maybe required during construction if high groundwater table exists 
at the time of excavation for footings or abutments. 

 
Existing land uses on the site include open space, agricultural uses (dairy), residential development, a San 
Diego Gas & Electric (SDG&E) high voltage electrical transmission line on the east side of the site, and 
buried pipelines of the San Diego Aqueduct through the central portion of the site. Existing site features 
that, as a result of past usage, may contribute pollutants to stormwater (e.g., toxic materials that are 
known to have been treated, stored, disposed, spilled, or leaked onto the construction site) include: 
agricultural uses (dairy), residential development, and the SDG&E transmission line.  Sampling of 
groundwater and surface water has occurred over many years and is ongoing.  These data are submitted 
annually to the RWQCB. 

5.3.4 Guidance for Selection of Erosion and Sediment Control BMPs 

The following guidance in Sections 5.3.4 and 5.3.5 is taken from the Caltrans Construction Stormwater 
Pollution Prevention Plan and Water Pollution Control Program Preparation Manual, 2007. 

5.3.4.1 Disturbed Soil Area (DSA) 

Disturbed soil areas (DSAs) are areas of exposed, erodible soil that are within the construction limits and 
that result from construction activities. The following are not considered DSAs: 

• Areas where temporary soil stabilization, erosion control, or slope protection have been applied 
and associated drainage facilities are in place and functional. 

• Roadways, construction roads, access roads or contractor's yards that have been stabilized by the 
placement of compacted sub-base or base material or paved surfacing. 

• Areas where construction has been completed in conformance with the contract plans and 
permanent erosion control is in place and functional. 

Soil stabilization is considered functional when a uniform vegetative cover equivalent to 70 percent of the 
native background vegetation coverage has been established or equivalent stabilization measures have 
been employed. 
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5.3.4.2 Active Areas and Non-Active Areas 

Active Areas are construction areas where soil-disturbing activities have already occurred and continue to 
occur or will occur during the ensuing 21 days. 

Non-Active Areas are construction areas (formerly active areas) that will be idle for at least 21 days. 

5.3.4.3 Slope Length and Benches 

Slope length is measured or calculated along the continuous inclined surface. Each discrete slope is 
between one of the following: top to toe, top to bench, bench to bench, and bench to toe. 

Benches are drainage facilities that intercept surface flow and convey the resulting concentrated flow 
away from a slope. For the purpose of determining slope lengths, fiber rolls or other appropriate BMPs 
can be considered equivalent to a bench. 

5.3.4.4 Rainy Season 

The rainy season begins October 1st and ends May 31st. 

5.3.4.5 Temporary Soil Stabilization and Sediment Control Implementation Guidance 

Stormwater pollution control measures are required to be implemented on a year-round basis at an 
appropriate level. The requirements must be implemented in a proactive manner during all seasons while 
construction is ongoing. The temporary soil stabilization and sediment controls BMPs specified in this 
section are based on rainfall patterns (time frames, intensities, and amounts), general soil types, the 
seasons, slope inclinations and slope lengths. Appropriate water pollution control includes the 
implementation of an effective combination of both soil stabilization and sediment control BMPs. 

The following subsections describe both general principles and specific guidance for selecting and 
implementing temporary soil stabilization and sediment control BMPs.  

5.3.4.6 Scheduling 

Construction scheduling shall consider the amount and duration of soil exposed to erosion by wind, 
rainfall, runoff, and vehicle tracking and seek to minimize disturbed soil area during the rainy season. A 
schedule shall be prepared that shows the sequencing of construction activities with the installation and 
maintenance of soil stabilization and sediment control BMPs.  

5.3.4.7 Preservation of Existing Vegetation 

Preserving existing vegetation to the maximum extent possible and for as long as possible on a 
construction site reduces or eliminates erosion in those areas. To facilitate this practice, on a year-round 
basis temporary fencing shall be provided prior to commencement of clearing and grubbing operations or 
other soil-disturbing activities in areas where no construction activity is planned or construction will 
occur at a later date.  
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5.3.4.8 Stormwater Run-on and Concentrated Flows 

The diversion of stormwater run-on and conveyance of concentrated flows must be considered in 
determining the appropriateness of the BMPs chosen. BMPs to divert or manage concentrated flows in a 
non-erodible fashion may be required on a project-by-project basis to divert off-site drainage through or 
around the construction site or to properly manage construction site stormwater runoff.  

5.3.4.9 Disturbed Soil Area Management 

The DSA management guidelines are based on rainfall patterns (time frames, intensities, and amounts), 
general soil types, the seasons, slope inclinations, and slope lengths. All of these factors must be 
considered in order to develop the appropriate levels of soil stabilization and sediment control measures. 

5.3.4.10 DSA Protection by Temporary Soil Stabilization and Temporary Sediment Controls 

The specific temporary soil stabilization and sediment control practices for DSA protection in each area 
are determined from Tables 5-3.1 and 5-3.2 (for non-active disturbed soil areas and active disturbed soil 
areas, respectively). Based on consultation with experts, the slope length and slope inclination are seen as 
the most important criteria for soil stabilization and sediment control requirements, as these factors have 
the largest potential impact on the erosion rate. As indicated in these tables, the temporary soil 
stabilization and sediment controls at a construction site will increase with increasing slope length and 
slope inclination combination.  

DSAs shall be protected as follows: 

• Temporary control practices for non-active DSAs shall be implemented in accordance with Table 
5.3-1.  

• Temporary control practices for active DSAs shall be implemented in accordance with Table 5.3-
2. 

• For non-active DSAs, limit the erosive effects of stormwater flow on slopes by implementing 
BMPs such as fiber rolls to break up the slope lengths as follows: 

– Slope inclination 1:4 (V:H) and flatter:  BMPs shall be placed on slopes at intervals no 
greater than 20 ft. 

– Slope inclination between 1:4 (V:H) and 1:2 (V:H):  BMPs shall be placed on slopes at 
intervals no greater than 15 ft. 

– Slope inclination 1:2 (V:H) or greater: BMPs shall be placed on slopes at intervals no greater 
than 10 ft. 

 

• For non-active DSAs, permanent erosion control shall be applied to areas deemed complete 
during the project's defined seeding window. 

• Provide construction site BMPs in addition to those specified in Tables 5.3-1 and 5.3-2 to convey 
concentrated flows in a non-erodible fashion. 
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• Do not use fiber rolls on slopes where soil conditions do not warrant (slopes prone to surface 
failure). 

5.3.4.11 Soil Stockpiles 

Temporary soil stockpiles shall be protected with temporary soil stabilization and/or sediment controls 
when required. 

5.3.4.12 Sediment/Desilting Basins 

The nature of linear projects and constrained construction areas may prohibit the use of sediment/desilting 
basins at some locations. The required sediment/desilting basin shall be constructed in accordance with 
the project plans and in conjunction with other soil stabilization and sediment control measures. 

Table 5-1. Non-Active Disturbed Soil Area Erosion and Sediment Control BMP Implementation 

REQUIRED COMBINATION OF TEMPORARY SOIL STABILIZATION AND 
TEMPORARY SEDIMENT CONTROLS AND BARRIERS (1) 

NNOONN--AACCTTIIVVEE DISTURBED SOIL AREAS (2) 

Slope (V:H)(4) Season Temporary BMP 

= 1:20 
> 1:20 

= 1:4 

> 1:4 

= 1:2 
> 1:2 

Soil Stabilization (5) X X X X 

Sediment Barrier (5)  X X X 

Rainy (3) 

Desilting Basin (6)     

      

Soil Stabilization (5)     

Sediment Barrier (5)    X (7) 

Non-Rainy 

Desilting Basin (6)     

(1) Sediment controls and barriers include all temporary sediment control construction BMPs identified in the CASQA 
Construction BMP Handbook. Linear barrier systems are equivalent to what are referred to in the General 
Construction Permit as perimeter controls.  The intent is to prevent the transport of sediment at the downslope edge 
of disturbed soil areas. 
(2) Unless otherwise noted, implementation of controls should be applied within 14 days of cessation of soil disturbing 
activities or one day prior to all predicted rain events, whichever occurs first. 
(3) The maximum slope length is 100 ft for slope inclinations between 1:20 (V:H) and 1:2 (V:H) and 50 ft for steeper 
slopes, otherwise slope benching or other techniques shall be employed. 
(4) Unless otherwise noted, the temporary BMP is required for the slope inclinations indicated on slope lengths 
greater than 10 ft.  
(5) The indicated temporary BMP is required on all slope lengths. 
(6) Required in addition to the temporary sediment barrier, where feasible. Feasibility will depend on site-specific 
factors such as available right-of-way within the project limits, topography, soil type, disturbed soil area within 
watershed, and climate conditions. 
(7) Implementation of controls not required except at least 24 hours prior to all predicted rain events. 
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Table 5-2. Active Disturbed Soil Area Erosion and Sediment Control BMP Implementation 

REQUIRED COMBINATION OF TEMPORARY SOIL STABILIZATION AND 
TEMPORARY SEDIMENT CONTROLS AND BARRIERS (1) 

AACCTTIIVVEE DISTURBED SOIL AREAS (2) 

Slope (V:H)(3) Season Temporary BMP 

= 1:20 
> 1:20 

= 1:2 
> 1:2 

Soil Stabilization    

Sediment Barrier  X X 

Rainy  

Desilting Basin (4)   X 

     

Soil Stabilization     

Sediment Barrier     

Non-Rainy 

Desilting Basin     

(1) Sediment controls and barriers include all temporary sediment control construction BMPs identified in the CASQA 
Construction BMP Handbook. Linear barrier systems are equivalent to what are referred to in the General 
Construction Permit as perimeter controls.  The intent is prevent the transport of sediment at the downslope edge of 
disturbed soil areas. 
(2) Implementation of soil stabilization controls are not required except prior to predicted rain. 
(3) Unless otherwise noted, the temporary BMP is required for the slope inclinations indicated on slope lengths 
greater than 10 ft.  
(4) Required in addition to the temporary sediment barrier, where feasible. Feasibility will depend on site-specific 
factors such as available right-of-way within the project limits, topography, soil type, disturbed soil area within 
watershed, and climate conditions. 

 

5.3.5 Guidance for Implementation of Other BMPs 

5.3.5.1 Mobile Operations 

Mobile operations common to the construction of a project include asphalt recycling, concrete mixing, 
crushing and the storage of materials. BMPs shall be implemented year-round, as appropriate, to control 
the individual situations these mobile operations can create. 

5.3.5.2 Wind Erosion Controls 

Wind erosion controls shall be considered year-round for all disturbed soils on the project site that are 
subject to wind erosion and when significant wind and dry conditions are anticipated during construction 
of the project.  
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5.3.5.3 Tracking Controls 

Tracking controls shall be implemented year-round, as needed, to reduce the tracking of sediment and 
debris from the construction site. At a minimum, entrances and exits shall be inspected daily, and controls 
implemented as needed.  

5.3.5.4 Construction Site Management (Non-Stormwater and Waste Management and Materials 
Pollution Controls) 

The objective of the construction site management (non-stormwater and waste management and materials 
pollution controls) is to reduce the discharge of materials other than stormwater to the stormwater 
drainage system or to receiving waters. These controls shall be implemented year-round for all applicable 
activities, material usage, and site conditions.  

5.3.6 Erosion Control 

Erosion control, also referred to as soil stabilization, consists of source control measures that are designed 
to prevent soil particles from detaching and becoming transported in stormwater runoff.  Erosion control 
BMPs to protect the soil surface by covering and/or binding soil particles.  This project will incorporate 
erosion control measures required by the contract documents, and other measures selected by the 
Contractor, SWPPP Manager, or Owner.  This project will implement the following practices for effective 
temporary and final erosion control during construction: 

1) Preserve existing vegetation where required and when feasible. 

2) Apply temporary erosion control to remaining active and non-active areas as required by the 
California Stormwater BMPs Handbook – Construction, and the contract documents.  Reapply as 
necessary to maintain effectiveness. 

3) Implement temporary erosion control measures at regular intervals throughout the defined 
rainy season to achieve and maintain the contract’s disturbed soil area requirements.  Implement 
erosion control prior to the defined rainy season. 

4) Stabilize non-active areas as soon as feasible after the cessation of construction activities. 

5) Control erosion in concentrated flow paths by applying erosion control blankets, erosion 
control seeding, and lining swales as required in the contract documents. 

6) Apply seed to areas deemed substantially complete by the Owner during the defined rainy 
season. 

7) At completion of construction, apply permanent erosion control to all remaining disturbed soil 
areas. 
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Sufficient erosion control materials will be maintained on-site to allow implementation in conformance 
with Permit requirements and described in this SWPPP.  This includes implementation requirements for 
active areas and non-active areas that require deployment before the onset of rain. 

Implementation and locations of temporary erosion control BMPs are shown on the Water Pollution 
Control Drawings (WPCDs) in Attachment B and/or described in this section.  The BMP Consideration 
Checklist in Attachment C indicates the BMPs that will be implemented to control erosion on the 
construction site; these are: 

Initial Phase I Construction (Access Road, Bridge, and Site Facilities area) 

• EC-1, Scheduling 

• EC-2, Preservation of Existing Vegetation 

• EC-3 or EC-4, Hydraulic Mulch or Hydroseeding (on cut and fill slopes outside the active landfill 
footprint 

• EC-6 Straw Mulch (for stockpile area erosion control coverage) 

• EC-9, Earth Dikes and Drainage Swales (along toe of roadway and at Site Facilities area) 

• EC-10, Velocity Dissipation Devices (at proposed downdrain or culvert outlets) 

• EC-12, Streambank Stabilization (rock riprap at bridge abutments) 

Note that additional erosion control BMPs may be required or used in place of those recommended 
above such as EC-5 Soil Binders (for stockpile areas or short term disturbed soil area erosion control), 
and EC-7 Geotextiles and Mats 

Operation Phase 

• EC-1, Scheduling 

• EC-2, Preservation of Existing Vegetation 

• EC-3 or EC-4, Hydraulic Mulch or Hydroseeding (on final slopes) 

• EC-6 Straw Mulch (for Borrow/Stockpile Areas A and B) 

• EC-9, Earth Dikes and Drainage Swales (drainage swales/channels along landfill perimeter and 
terrace/bench drains on final fill face) 

• EC-10, Velocity Dissipation Devices (at proposed downdrain or pipe outlets) 

• EC-11, Slope Drains (on exterior landfill slopes) 

Note that additional erosion control BMPs may be required or used in place of those recommended 
above such as EC-5 Soil Binders (for stockpile areas or short term disturbed soil area erosion control), 
EC-6 Straw Mulch, EC-7 Geotextiles and Mats. 
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5.3.7 Sediment Control 

Sediment controls are structural measures that are intended to complement and enhance the selected 
erosion control measures and reduce sediment discharges from active construction areas.  Sediment 
controls are designed to intercept and settle out soil particles that have been detached and transported by 
the force of water.  This project will incorporate sediment control measures required by the contract 
documents, and other measures selected by the Contractor, SWPPP Manager, or Owner. 

Sufficient quantities of temporary sediment control materials will be maintained on-site throughout the 
duration of the project, to allow implementation of temporary sediment controls in the event of predicted 
rain, and for rapid response to failures or emergencies, in conformance with other Permit requirements 
and as described in this SWPPP.  This includes implementation requirements for active areas and non-
active areas before the onset of rain. 

Implementation and locations of temporary sediment control BMPs are shown on the Water Pollution 
Control Drawings (WPCDs) in Attachment B.  The BMP Consideration Checklist in Attachment C 
indicates all the BMPs that will be implemented to control sediment on the construction site; these are: 

Initial Phase I Construction (Access Road, Bridge, and Site Facilities area) 

• SE-1, Silt Fence (along toes of slope along access road and at bridge abutments and Site Facility 
Area) 

• SE-2, Sediment Basin (East and West desilting basins will act as temporary sediment basins 
during contruction.  Additional sediment basins will be located within the initial landfill 
excavation area.) 

• SE-4, Check Dams (Check dams will be used within drainage and bioswales until vegetation is 
established) 

• SE-5, Fiber Rolls (Fiber rolls will be used along the toe of slope along the access road, as well as 
on cut/fill slopes over 10 feet in height) 

• SE-6, Gravel Bag Berm (gravel bag berms will be used along the access road until such time as 
the road is paved and the AC curb is installed. Gravel bag berms can be used for SE-4 Check 
Dams and SE-10 Storm Drain Inlet Protection)  

• SE-7, Street Sweeping and Vacuuming (Street sweeping will occur once the access road and site 
facility area has been paved) 

• SE-10, Storm Drain Inlet Protection (Storm drain inlet protection will be provided during 
construction for the proposed access road and site facility area storm drain inlets). 

Operations Phase 

• SE-2, Sediment Basin (Temporary sediment basins will be located within the interior of the 
landfill as applicable during the operation phase) 

• SE-4, Check Dams (Check dams will be used within the extension of the perimeter drains until 
they are lined with concrete) 
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• SE-7, Street Sweeping and Vacuuming (Street sweeping will occur once the access road and site 
facility area has been paved) 

• Other BMPs maybe required during the final stabilization of portions of the landfill prior to the 
establishment of permanent vegetation. BMPs that may be required during this phase include silt 
fence, fiber rolls, gravel bags, and storm drain inlet protection. 

Landfill Area 

Site operations will rely on erosion control BMPs to minimize transport of sediment offsite. Pipe and 
channel downdrains are proposed at an average of 600-foot intervals to intercept and convey runoff from 
the deck and benches before their flow velocities become erosive. All run-on from the surrounding areas 
and the undisturbed areas of the site will be captured by the perimeter drainage channels and discharge at 
a location near the discharge outfall of the desilting basins. These stormwater flows will be discharged 
utilizing energy dissipaters to match pre-development velocities. In addition the site will be operated with 
an effective combination of erosion and sediment control to minimize erosion and sediment transport 
through the use of hydroseeding, mulching, erosion control mats, fiber rolls, silt fences, and other devices.  

Once an area has been graded to the final level, establishment of native vegetation on the final fill area 
will be implemented. Once an area reaches a state of 70-percent coverage of pre-development conditions, 
stormwater flows from that area will be diverted to the perimeter drainage channel, which discharge 
downstream of the desilting basin.  

A Notice of Termination can be filed for areas when the following conditions are met: 

• All soil disturbing activities are completed. 

• A uniform cover with 70% coverage has been established or: 

• Equivalent stabilization measures have been employed including the use of geoblankets, channel 
liners, soil cement, fiber matrices, or other erosion resistant soil coverings or treatments. 

Stockpile Areas 

The primary erosion and sediment control measures that will be implemented within the borrow/stockpile 
areas include track walking of all disturbed surfaces in conjunction with straw mulching, include the use 
of silt fences, gravel bags, and fiber rolls. The erosion control measures which will be conducted 
concurrent with sediment control will include track walking of all disturbed surfaces in conjunction with 
straw mulching and seeding of native plant species continued until native vegetation establishment 
reaches 70 percent of the predevelopment state. Secondary sediment control will consist of desilting 
basins. Energy dissipating measures such as rip-rap will be utilized to reduce downstream siltation 
potential as well as discharge velocities to the natural drainage courses. The dirt loaded trucks traveling to 
the stockpile areas will be watered down by water trucks. 

5.3.8 Tracking Control 

The following BMPs have been selected to reduce sediment tracking from the construction site onto 
private or public roads: 

• SE-7, Street Sweeping and Vacuuming 
• TR-1, Stabilized Construction Entrance/Exit 
• TR-2, Stabilized Construction Roadway 
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5.3.9 Wind Erosion Control 

The following BMPs have been selected to control dust from the construction site: 

• WE-1, Wind Erosion Control 

• WM-3, Stockpile Management 

The onsite roads leading to and from the entrance facilities to the unloading area will be paved, and/or 
chemically stabilized tightly compacted dirt roads. 

Operations Phase 

The mass excavation of the GCLF refuse area will also require the removal of rock. The rock will be used 
to build drainage features, as a base for internal haul roads, etc.  Some of the rock material will be 
processed further using a crusher and screens before they can be reused. Rock crushing will occur within 
the southern portion of the landfill footprint.  Dust control operations will be employed to reduce the 
amount of dust. Water trucks will be used to spray water on soil cover and rock processing areas when 
conditions exist which may result in the formation of fugitive dust.  

5.3.10 Non-Stormwater Control 

An inventory of construction activities and potential non-stormwater discharges is provided in Section 
5.3.1.  The BMP Consideration Checklist in Attachment C and the following list indicates the BMPs that 
have been selected to control non-stormwater pollution.  Implementation and locations of some non-
stormwater control BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment 
B.   

• NS-1, Water Conservation Practices 

• NS-2, Dewatering Operations (Dewatering maybe required for construction of the bridge and 
excavation within the landfill footprint). 

• NS-3, Paving and Grinding Operations 

• NS-4, Temporary Stream Crossing (a temporary crossing will be used across San Luis Rey River 
until such time as the bridge is completed). 

• NS-5, Clear Water Diversion (San Luis Rey River bridge construction may require a temporary 
clear water diversion) 

• NS-6, Illicit Connection/Illegal Discharge Detection and Reporting 

• NS-8, Vehicle and Equipment Cleaning 

• NS-9, Vehicle and Equipment Fueling 

• NS-10, Vehicle and Equipment Maintenance 

• NS-11, Pile Driving Operations 

• NS-12, Concrete Curing 
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• NS-13, Concrete Finishing 

• NS-14, Material Over Water 

During construction and operations GCLF will have a variety of heavy equipment stored on-site. During 
operations (and potentially during construction), all minor service, such as oil changes, lubrication, and 
fueling will be handled on site. Maintenance fueling areas will be operated in compliance with all State 
and County requirements for hazardous material storage and handling. 

5.3.11 Waste Management and Materials Pollution Control 

An inventory of construction activities, materials, and wastes is provided in Section 5.3.1.  The BMP 
Consideration Checklist in Attachment C and the following list indicates the BMPs that have been 
selected to handle materials and control construction site wastes.   

• WM-1, Material Delivery and Storage 

• WM-2, Material Use 

• WM-3, Stockpile Management 

• WM-4, Spill Prevention and Control 

• WM-5, Solid Waste Management 

• WM-6, Hazardous Waste Management 

• WM-8, Concrete Waste Management 

• WM-9, Sanitary/Septic Waste Management 

• WM-10, Liquid Waste Management 

Operations phase landfill customers will be processed through the entrance area on the site facilities area 
and then directed by landfill personnel to the active unloading area using onsite access roads. The refuse 
will be unloaded as directed by equipment operations and/or load checkers. There will be no site specific 
industrial stormwater treatment control facilities onsite other than those post construction stormwater 
treatment facilities identified in Section 5.6. 

GCLF will operate as a Class III non-hazardous solid waste facility and acceptance of hazardous wastes 
will be prohibited. An extensive program will be in-place to exclude hazardous waste from entering the 
site. However, any hazardous waste found at the site will be temporarily stored in a secured, designated 
hazardous waste storage area. This storage area will be located in the southeast corner of the site facilities 
area. The area will be specifically designed for the handling and storage of hazardous wastes, including 
secondary containment and approved storage containers which are safe and convenient for storing 
identified wastes.  

Onsite hazardous waste storage will be limited to 90 days or as required by applicable State laws and 
regulations prior to being transported to a permitted treatment, storage and disposal facility (TSDF). The 
"Accumulation Start Date" on the California hazardous waste label of each overpack drum containing 
hazardous waste will be monitored on a regular basis. Prior to shipment off site, all materials will be 
overpacked and manifested with a licensed hazardous waste hauler/disposer. 
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5.3.12 Operation Specific BMPs 

The following BMPs address operation specific BMPs (those BMPs specific to the operation of the 
landfill and not the initial construction phase which consists of the construction of the access road, bridge, 
and site facilities area). 

5.3.12.1 Preventive Maintenance 

Operations will include preventive maintenance practices which provide environmental protection. At a 
minimum, preventive maintenance involves the periodic inspection and maintenance of facility berms, 
slope storm drains, other drainage structures, desilting basins, the hazardous waste storage area, and other 
working areas. The desiltation basins will be cleaned out annually before the rainy season and inspected 
monthly for excessive debris build-up and/or damage requiring repair. The goal of the inspections shall be 
to identify conditions which could lead to polluted stormwater discharges and erosion/sedimentation 
problems at GCLF. In addition, any equipment being used at the facility will be properly maintained to 
reduce the possibility of oil and/or fuel leaks. 

5.3.12.2 Good Housekeeping 

Goodhousekeeping practices are designed to maintain, to the greatest extent practicable, a clean and 
orderly environment. Well-maintained working areas and equipment storage areas will reduce the 
possibility of pollutants mixing with stormwater. 

5.3.12.3 Operational Practices 

GCLF operating procedures focus on minimizing the possibility of a polluted stormwater discharge. At a 
minimum the following non-structural BMPs will be implemented: 

• Load checking program  to check for unauthorized loads and hazardous waste. 

• Daily inspection and removal of trash from access roads and perimeter fences. 

• Daily inspection of onsite equipment for leaks and improperly functioning equipment 

• To the greatest extent practicable, the working face of the landfill will be built up in such a way 
as to reduce polluted stormwater discharge in a storm event period prior to placing the daily 
cover. 

•  The operator will maintain a stockpile of cover soil immediately adjacent to the working face at 
all times to quickly cover the area should a storm event occur. 

• The operator will conduct continuous inspections of the integrity of the cover material over the 
refuse disposal areas. Any defective conditions will be repaired thoroughly. 

5.3.12.4 Equipment and Material Storage Practices 

Proper equipment and material storage practices will be employed at GCLF to reduce or eliminate the 
potential for polluted stormwater discharge. The following practices will be employed as a routine 
practice: 
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• Any hazardous materials found in the refuse fill area will be transferred to the hazardous waste 
storage area. 

• The hazardous waste storage area, at a minimum, shall be inspected weekly to check on its 
structural integrity. 

• Any container stored onsite, either temporarily or permanently, shall be stored in accordance with 
the manufacturer's instructions to avoid damaging the containers from improper weight 
distribution. 

• Where possible, containers will be stored on pallets to prevent rust or corrosion. 

• Open containers will be stored in enclosed areas or covered to eliminate the potential for 
stormwater contact. 

• All containers, drums and bags will be stored away from the active disposal areas and direct 
traffic routes to reduce the possibility for accidental spills. 

• Maintenance and fueling areas will be maintained in compliance with all Sate and County 
requirements for hazardous material storage and handling.  

• Operational equipment stored onsite will be located in an area where the possibility of polluting 
the stormwater is minimized. 

• The exposed paved portions of the site facilities area will be dry swept for soil /sediment removal 
and laborers sill be utilized to pick up loose litter. 

• Equipment maintenance will be conducted under a structure or within a paved, bermed area to 
contain any spills. 

• Spills will be controlled with berms and adsorbents. 

5.3.12.5 Spill Prevention and Response 

GCLF will have an Emergency Notification Plan and a Post-Closure Emergency Response Plan. Under 
the Emergency Notification Plan, the following agencies will be notified in the event of a spill: Fire 
Department/Ambulance/Medical; Gregory Canyon Landfill, LLC.; County of San Diego Department of 
Environmental Health, Hazardous Materials Divisions, State of California Office of Emergency Services 
Hazardous Materials Unit, National Response Center.  Although specific emergency response actions will 
depend on the actual hazard conditions, the general actions undertaken will include the following: 

• Removal of unauthorized persons from the spill/leak area. 

• Notification of response coordinator by use of radio or pager. 

• Immediate response by trained personnel properly equipped with protective devices. 

• Mitigation of the hazard. 

• Containment and removal of the waste from the area. 

• Documentation of the incident.         
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5.3.13 Cost Breakdown for Temporary Construction Water Pollution Control 

A blank cost breakdown form is provided in Attachment O. This form may be used by the construction 
contractor to itemize the water pollution control items that have been developed for the initial 
construction phase of the project.   

5.4 WATER POLLUTION CONTROL DRAWINGS (WPCDS) 

The Water Pollution Control Drawings can be found in Attachment B of the SWPPP. 

5.5 CONSTRUCTION BMP MAINTENANCE, INSPECTION, AND REPAIR 

Inspections will be conducted as follows: 

• Prior to a forecast storm 

• After a rain event that causes runoff from the construction site 

• At 24-hour intervals during extended rain events 

• At any other time(s) or intervals of time specified in the contract documents 

Completed inspection checklists will be kept with the SWPPP. 

A tracking or follow-up procedure shall follow any inspection that identifies deficiencies in BMPs.  A 
program for Maintenance, Inspection and Repair of BMPs is shown in Attachment G. 

5.6 POST-CONSTRUCTION STORMWATER MANAGEMENT 

5.6.1 Post-Construction Control Practices 

The post-construction BMPs for the project are identified in the Stormwater Management Plan for the 
project. A post-construction BMP site map is provided in Attachment B. The following are the post-
construction BMPs that are to be used at this construction site after all construction is complete: 

• Landfill 

– Outfall 1 - East Desilting Basin: This outfall is the existing main canyon outlet point. Runoff 
from the eastside landfill operating area will be directed to a desilting basin which will 
provide both silt removal and some peak flowrate attenuation benefits. Runoff from the upper 
east canyon will be directed to the outlet in a perimeter drainage channel. To mitigate for the 
potential for increased flowrates and volumes, runoff from the landfill and upper canyon will 
be directed with energy dissipation to an existing natural depression/infiltration area 
immediately east of the main canyon thalweg.  The existing area has the required volume and 
infiltration rates to infiltrate proposed flow volumes to mimic natural conditions. 

– Outfall 2 - West Desilting Basin: There is currently no existing defined outfall at the outlet 
from this desilting basin. Runoff from the west side of the landfill will be directed to a 
desilting basin that will provide both silt removal and peak flowrate attenuation benefits. 
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Runoff from the upper southwest canyon will be directed with energy dissipation to the outlet 
in a perimeter drainage channel. Flows discharging the basin and from the perimeter drainage 
channel will be directed to the upland areas downstream of the desilting basin.  Flows from 
the desilting basin would be directed to level spreaders/energy dissipators prior to discharge 
to the flat, highly permeable upland area. This design will allow for infiltration of all surface 
runoff from the west side of the landfill prior to reaching the San Luis Rey River. The 
required infiltration area is approximately 4.2 acres. 

• Site Facilities Area: Within the site facilities area vehicular activities associated with routine 
operation and the receipt of refuse for disposal could result in trace petroleum hydrocarbons and 
tracking of sediments onto the paved surfaces of the site facilities area including the queuing area 
for the fee booths and scales, main haul road, landfill equipment maintenance and re-fueling 
areas. The source control BMPs to be implemented specific to the site facilities areas would 
include dry measures such as cleaning the paved surfaces of sediment with a street sweeper and 
the use of absorbents for leaks and spills from vehicular activities. The equipment maintenance 
area has been designed to eliminate contact with stormwater by conducting operations in a 
covered area and diverting flows around the entire site facilities area. In addition, the hazardous 
waste storage facility, which is located in the site facilities area, would be enclosed with 
secondary containment. Treatment control BMPs will consist of bio-filters around the draining 
perimeter of the facility as the primary LID BMP, supplemented by a structural media filtration 
device (Stormfilter Vault or equivalent device) at the downstream end of the swales to provide an 
additional level of water quality treatment prior to discharge off the site facilities area: 

• Access Road and Bridge:  

– Outfall 4 - Bridge (South): Runoff from the access road and bridge will be directed to 
roadway curb inlets. One of the inlets will contain media filtration cartridges (6'x12' Curb 
Inlet Stormfilter device or equivalent) to filter the stormwater from both sides of the access 
road prior to discharge to the 36-inch cross culvert and finally to an energy 
dissipation/infiltration area. Flows in excess of the water quality design flow will sheet flow 
out into the relatively flat floodplain terrace area where infiltration will occur. 

– Outfall 5 - Bridge (North): Runoff from the access road and bridge will be directed to a 
curbside structural pre-infiltration filter device (Kristar SwaleGard Culvert Pre-Filter or 
equivalent device) prior to discharge to small energy dissipation/infiltration areas. Flows in 
excess of the water quality design flow will sheet flow out into the relatively flat floodplain 
terrace area where infiltration will occur. 

5.6.2 Operation/Maintenance after Project Completion 

The post-construction BMPs that are described above will be funded and maintained by Gregory Canyon 
Landfill, Ltd. 
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5.7 TRAINING 

Section 3.5 will include the name of the Contractor’s Stormwater Pollution Prevention Manager 
(SWPPM) once selected.  The training for the SWPPPM will be included in this section in future 
amendments to this SWPPP. The minimum training requirements include (Source: CASQA Construction 
Handbook): 
 

• SWPPP organization, content and use; 

• Pollution control objectives and manager responsibilities; 

• BMP locations and inspection procedures;  

• Monitoring procedures; and 

• Good housekeeping practices. 

The training log showing formal and informal training of various Contractor personnel is provided in 
Attachment I for future use. 

This initial SWPPP was prepared by URS Corporation, under the direction of Matt Moore, PE, CPESC. 

5.8 LIST OF SUBCONTRACTORS 

All contractors and subcontractors will be notified of the requirement for stormwater management 
measures during the project.  A list of contractors will be maintained and included in the SWPPP.  If 
subcontractors change during the project, the list will be updated accordingly.  The subcontractor 
notification letter and log is included in the SWPPP as Attachment J. 
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SECTION 6 INITIAL CONSTRUCTION MONITORING PROGRAM AND 
REPORTS 

6.1 SITE INSPECTIONS 

The SWPPM will inspect the site prior to a forecast storm, after a rain event that causes runoff from the 
construction site, at 24-hour intervals during extended rain events, and as specified in the contract 
documents.  The results of all inspections and assessments will be documented. Copies of the completed 
inspection checklists will be maintained with the SWPPP.  Site inspections conducted for monitoring 
purposes will be performed using the inspection checklist shown in Attachment H. 

The name(s) and contact number(s) of the assigned inspection personnel will be listed in this section 
when determined prior to construction. 

6.2 NON COMPLIANCE REPORTING 

If a discharge occurs or if the project receives a written notice of non-compliance, the Contractor will 
immediately notify the Owner and will file a written report to the Owner within 7 days of the discharge or 
notice. The Owner is responsible for filing a written report to the Regional Water Quality Control Board 
(RWQCB) within 30 days or identification of non-compliance.  Corrective measures will be implemented 
immediately following the discharge, notice or order.  A sample Notice of Non-Compliance (NONC) 
form is provided in Attachment K.  All discharges will be documented on a Discharge Reporting Log 
using the example form in Attachment T. 

The report to the Owner and to the RWQCB will contain the following items: 

• The date, time, location, nature of operation, and type of unauthorized discharge, including the 
cause or nature of the notice or order, 

• The control measures (BMPs) deployed before the discharge event, or prior to receiving notice or 
order, 

• The date of deployment and type of control measures (BMPs) deployed after the discharge event, 
or after receiving the notice or order, including additional measures installed or planned to reduce 
or prevent re-occurrence, and 

• An implementation and maintenance schedule for any affected BMPs 

6.3 RECORD KEEPING AND REPORTS 

Records shall be retained for a minimum of three (3) years for the following items: 

• Site inspections 

• Compliance certifications 
• Discharge reports 
• Approved SWPPP document and amendments 
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6.4 SAMPLING AND ANALYSIS FOR SEDIMENT 

This project does not have the potential to discharge directly to a water body listed as impaired due to 
Sedimentation/Siltation and/or Turbidity pursuant to Clean Water Act, Section 303(d). The project 
discharges to infiltration areas and does not discharge directly to the San Luis Rey River, and therefore, is 
not required to implement a sampling and analysis plan for sediment. 
 
6.5 SAMPLING AND ANALYSIS PLAN FOR NON-VISIBLE POLLUTANTS 

This Sampling and Analysis Plan (SAP) for Non-Visible Pollutants describes the sampling and analysis 
strategy and schedule for monitoring non-visible pollutants in stormwater discharges from the project site 
and off-site activities directly related to the project, in accordance with the requirements of Section B of 
the General Permit, including SWRCB Resolution 2001-046. 

6.5.1 Scope of Monitoring Activities 

The following construction materials, wastes or activities, as identified in Section 5.3.1, are potential 
sources of non-visible pollutants to stormwater discharges from the project. Storage, use, and operational 
locations are shown on the WPCDs in Attachment B. 

• Vehicle fluids, including oil, grease, petroleum, and coolants  

• Asphaltic emulsions associated with asphalt-concrete paving operations  

• Cement materials associated with PCC concrete paving operations, drainage structures, median 
barriers, and bridge construction  

• Base and subbase material 

• Joint and curing compounds 

• Concrete curing compounds 

• Paints  

• Solvents, thinners, acids 

• Sandblasting materials 

• Mortar mix 

• Raw landscaping materials and wastes (topsoil, plant materials, herbicides, fertilizers, mulch, 
pesticides) 

• BMP materials (sandbags, liquid copolymer) 

• Treated lumber (materials and waste) 

• PCC rubble 

• Masonry block rubble 

• General litter 
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There are no known existing site features that are contaminated with non-visible pollutants. 

The project does not have the potential to receive stormwater run-on with the potential to contribute 
existing condition non-visible pollutants to stormwater discharges from the project.   

The site has ongoing sampling of groundwater and surface water. The data is submitted to the RWQCB 
annually. 

Sampling for non-visible pollutants will be conducted when (1) a breach, leakage, malfunction, or spill is 
observed; and (2) the leak or spill has not been cleaned up prior to the rain event; and (3) there is the 
potential for discharge of non-visible pollutants to surface waters or drainage system. 

6.5.2 Monitoring Strategy 

Sampling Schedule 

Samples for the applicable non-visible pollutant(s) and a sufficiently large uncontaminated background 
sample shall be collected during the first two hours of discharge from rain events that result in a sufficient 
discharge for sample collection.  Samples shall be collected during daylight hours (sunrise to sunset) and 
shall be collected regardless of the time of year, status of the construction site, or day of the week. 

In conformance with the U.S. Environmental Protection Agency definition, a minimum of 72 hours of dry 
weather will be used to distinguish between separate rain events.   

Collection of discharge samples for non-visible pollutant monitoring will be triggered when any of the 
following conditions are observed during the required inspections conducted before or during rain events: 

• Materials or wastes containing potential non-visible pollutants are not stored under watertight 
conditions.  Watertight conditions are defined as (1) storage in a watertight container, (2) storage 
under a watertight roof or within a building, or (3) protected by temporary cover and containment 
that prevents stormwater contact and runoff from the storage area. 

• Materials or wastes containing potential non-visible pollutants are stored under watertight 
conditions, but (1) a breach, malfunction, leakage, or spill is observed, (2) the leak or spill is not 
cleaned up prior to the rain event, and (3) there is the potential for discharge of non-visible 
pollutants to surface waters or a storm sewer system. 

• An operational activity, including but not limited to those in Section 6.5.1, with the potential to 
contribute non-visible pollutants (1) was occurring during or within 24 hours prior to the rain 
event, (2) applicable BMPs were observed to be breached, malfunctioning, or improperly 
implemented, and (3) there is the potential for discharge of non-visible pollutants to surface 
waters or a storm sewer system. 

• Soil amendments that have the potential to change the chemical properties, engineering 
properties, or erosion resistance of the soil have been applied, and there is the potential for 
discharge of non-visible pollutants to surface waters or a storm sewer system.  
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• Stormwater runoff from an area contaminated by historical usage of the site has been observed to 
combine with stormwater runoff from the site, and there is the potential for discharge of non-
visible pollutants to surface waters or a storm sewer system. 

Sampling Locations 

Sampling locations are based on proximity to planned non-visible pollutant storage, occurrence or use; 
accessibility for sampling, personnel safety; and other factors in accordance with the applicable 
requirements in the Permit.  Planned sampling locations are shown on the WPCDs in Attachment B and 
include the following: 

• Within the San Luis Rey River at the upstream property boundary 

• At each of the outfalls shown on the post-construction BMP map in Attachment B (Outfalls 1 
through 5). 

• At the upstream end of the perimeter drainage channel (before flows from the active landfill area 
enter the PSD) 

6.5.3 Monitoring Preparation 

If samples on the project site will be collected by Contractor sampling personnel the following contact 
information will be provided for the sampling personnel: 

Name/Telephone Number:  

Name/Telephone Number:  

Alternate(s)/Telephone Number:  

Alternate(s)/Telephone Number:  
 

Prior to the rainy season, all sampling personnel and alternates will review the SAP.  Qualifications of 
designated Contractor personnel describing environmental sampling training and experience will be 
provided in Attachment I. 

An adequate stock of monitoring supplies and equipment for monitoring non-visible pollutants will be 
available on the project site prior to a sampling event.  Monitoring supplies and equipment will be stored 
in a cool-temperature environment that will not come into contact with rain or direct sunlight.  Sampling 
personnel will be available to collect samples in accordance with the sampling schedule.   

Supplies maintained at the project site will include, but are not limited to, surgical gloves, sample 
collection equipment, coolers, appropriate number and volume of sample bottles, identification labels, re-
sealable storage bags, paper towels, personal rain gear, ice, Sampling Activity Log forms, and Chain of 
Custody (COC) forms.  The Contractor will obtain and maintain the field-testing instruments, as 
identified in Section 6.5.6, for analyzing samples in the field by Contractor sampling personnel.   
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Safety practices for sample collection will be in accordance with the Health and Safety Plan that will be 
prepared for the project prior to construction. 

If samples on the project site will be collected by an environmental consultant the following contact 
information will be provided: 

Company Name:  

Address:  

  

Telephone Number:  

Point of Contact:  
 
Qualifications of designated Contractor personnel describing environmental sampling training and 
experience will be provided in Attachment I. 
 
SWPPM will contact the environmental consultant at least 24 hours prior to a predicted rain event and if 
one of the triggering conditions is identified during an inspection before, during, or after a storm event to 
ensure that adequate sample collection personnel, supplies and field test equipment for monitoring non-
visible pollutants are available and will be mobilized to collect samples on the project site in accordance 
with the sampling schedule. 
 
The environmental consultant will obtain and maintain the field-testing instruments, as identified in 
Section 6.5.6, for analyzing samples in the field by their sampling personnel. 
 
6.5.4 Analytical Constituents 

Identification of Non-Visible Pollutants 

Table 6-1 lists the specific sources and types of potential non-visible pollutants on the project site and the 
applicable water quality indicator constituent(s) for that pollutant.  
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Table 6-1. Potential Non-Visible Pollutants and Water Quality Indicator Constituents 

Pollutant Source Pollutant Water Quality Indicator Constituent 

Example:  Vehicle batteries Lead, Sulfate or pH Lead, sulfate or pH 

Portable toilets Bacteria Total fecal coliform 

Concrete & Masonry, including acid wash, 
curing compounds and/or concrete rinse 
water pH Alkalinity, pH or VOC 

Painting, including resins, thinners, paint 
strippers, solvents, adhesives and/or 
sealants Phenols or VOCs SVOCs or VOCs 

Cleaning detergents, bleaches, and/or 
solvents 

Phosphates, residual 
chlorine or VOCs VOCs 

Landscaping activities including pesticides, 
herbicides, fertilizers, lime and gypsum, 
aluminum sulfate and/or sulfur 

Acidity/alkalinity, nitrates or 
phosphates TDS or pH 

Treated wood Copper, arsenic or selenium Metals 

Soil amendments& dust control 

Lime, gypsum, magnesium 
chloride, calcium chloride or 
natural brines pH, BOD, or TDS 

*Hazardous waste Heavy metals Metals 
Source: Construction Stormwater Sampling and Analysis Guidance Document, October 2001, California Stormwater 
Quality Task Force 
*Note: Even though the landfill will take all measures possible to avoid accepting hazardous waste, it is still possible 
that some hazardous waste could be included with typical household trash. 
 

6.5.5 Sample Collection and Handling 

Sample Collection Procedures 

Samples of discharge will be collected at the designated sampling locations shown on the WPCDs for 
observed breaches, malfunctions, leakages, spills, operational areas, soil amendment application areas, 
and historical site usage areas that triggered the sampling event.  

Grab samples will be collected and preserved in accordance with the methods identified in the Table 6-2, 
“Sample Collection, Preservation and Analysis for Monitoring Non-Visible Pollutants,” provided in 
Section 6.5.6.  Only personnel trained in proper water quality sampling will collect samples. 

Samples will be collected by placing a separate lab-provided sample container directly into a stream of 
water downgradient and within close proximity to the potential non-visible pollutant discharge location.  
This separate lab-provided sample container will be used to collect water, which will be transferred to 
sample bottles for laboratory analysis.  The upgradient and uncontaminated background samples shall be 
collected first prior to collecting the downgradient to minimize cross-contamination.  The sampling 
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personnel will collect the water upgradient of where they are standing.  Once the separate lab-provided 
sample container is filled, the water sample will be poured directly into sample bottles provided by the 
laboratory for the constituent(s) being monitored.   

To maintain sample integrity and prevent cross-contamination, sampling collection personnel will: 

• Wear a clean pair of surgical gloves prior to the collection and handling of each sample at each 
location. 

• Not contaminate the inside of the sample bottle, by not allowing it to come into contact with any 
material other than the water sample. 

• Discard sample bottles or sample lids that have been dropped onto the ground prior to sample 
collection. 

• Not leave the cooler lid open for an extended period of time once samples are placed inside.  

• Not sample near a running vehicle where exhaust fumes may impact the sample. 

• Not touch the exposed end of a sampling tube, if applicable. 

• Avoid allowing rainwater to drip from rain gear or other surfaces into sample bottles. 

• Not eat, smoke, or drink during sample collection. 

• Not sneeze or cough in the direction of an open sample bottle. 

• Minimize the exposure of the samples to direct sunlight, as sunlight may cause biochemical 
transformation of the sample to take place. 

• Decontaminate sampling equipment prior to sample collection using a TSP-soapy water wash, 
distilled water rinse, and final rinse with distilled water. 

• Dispose of decontamination water/soaps appropriately; i.e., not discharge to the storm drain 
system or receiving water. 

Sample Handling Procedures 

Immediately following collection, sample bottles for laboratory analytical testing will be capped, labeled, 
documented on a Chain of Custody form provided by the analytical laboratory, sealed in a re-sealable 
storage bag, placed in an ice-chilled cooler, at as near to 4 degrees Celsius as practicable, and delivered 
within 24 hours to the following California state-certified laboratory: 

Laboratory Name:  

Address:  

  

Telephone Number:  

Point of Contact:  
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If samples will be analyzed in the field, immediately following collection, samples for field analysis will 
be tested in accordance with the field instrument manufacturer’s instructions and results recorded on the 
Sampling Activity Log. 

Sample Documentation Procedures 

All original data documented on sample bottle identification labels, Chain of Custody forms, Sampling 
Activity Logs, and Inspection Checklists will be recorded using waterproof ink.  These will be considered 
accountable documents. If an error is made on an accountable document, the individual will make 
corrections by lining through the error and entering the correct information.  The erroneous information 
will not be obliterated. All corrections will be initialed and dated.  Copies of the Sampling Activity Log 
and Chain of Custody form are provided in Attachment R. 

Sampling and field analysis activities will be documented using the following:  

• Sample Bottle Identification Labels: Sampling personnel will attach an identification label to each 
sample bottle. At a minimum, the following information will be recorded on the label, as 
appropriate: 

– Project name 
– Project number  
– Unique sample identification number and location. 
– [Project Number]-[Six digit sample collection date]-[Location] 
– (Example: 0G5304-081801-Inlet472). 
– Quality assurance/quality control (QA/QC) samples shall be identified similarly using a 

unique sample number or designation  
– (Example: 0G5304-081801-DUP1). 
– Collection date/time (No time applied to QA/QC samples 
– Analysis constituent 

 
• Sampling Activity Logs: A log of sampling events will identify:  

– Sampling date 
– Separate times for collected samples and QA/QC samples recorded to the nearest minute 
– Unique sample identification number and location 
– Analysis constituent 
– Names of sampling personnel 
– Weather conditions (including precipitation amount) 
– Field analysis results 
– Other pertinent data 
 

• Chain of Custody (COC) forms:  All samples to be analyzed by a laboratory will be accompanied 
by a COC form provided by the laboratory.  Only the sample collectors will sign the COC form 
over to the lab.  COC procedures will be strictly adhered to for QA/QC purposes.  
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• Stormwater Quality Construction Inspection Checklists:  When applicable, the Contractor’s 
stormwater inspector will document on the checklist that samples for non-visible pollutants were 
taken during a rain event. 

6.5.6 Sample Analysis 

Samples will be analyzed for the applicable constituents using the analytical methods identified in Table 
6-2, “Sample Collection, Preservation and Analysis for Monitoring Non-Visible Pollutants” in this 
section. 
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Table 6-2. Sample Collection, Preservation and Analysis for Monitoring Non-Visible Pollutants 

Constituent Analytical Method 
Minimum 
Sample 
Volume 

Sample Bottle Sample Preservation 
Reporting 

Limit 

Maximum 
Holding 

Time 

VOCs-Solvents EPA 8260B 3 x 40 mL VOA-glass Store at 4° C, HCl to pH<2 1 µg/L 14 days 

SVOCs EPA 8270C 1 x 1 L Glass-Amber Store at 4° C 10 µg/L 7 days 

Pesticides/PCBs EPA 8081A/8082 1 x 1 L Glass-Amber Store at 4° C 0.1? µg/L 7 days 

Herbicides EPA 8151A 1 x 1 L Glass-Amber Store at 4° C Check Lab 7 days 

BOD EPA 405.1 1 x 500 mL Polypropylene Store at 4° C 1 mg/L 48 hours 

COD EPA 410.4 1 x 250 mL Glass-Amber Store at 4° C, H2SO4 to pH<2 5 mg/L 28 days 

DO SM 4500-O G 1 x 250 mL Glass-Amber Store at 4° C Check Lab 8 hours 

pH EPA 150.1 1 x 100 mL Polypropylene None Unitless Immediate 

Alkalinity SM 2320B 1 x 250 mL Polypropylene Store at 4° C 1 mg/L 14 days 

Metals (Al, Sb, As, Ba, Be, Cd, Ca, Cr, 
Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, Se, 
Na, Th, Va, Zn) 

EPA 6010B/7470A 1 x 250 mL Polypropylene Store at 4° C, HNO3 to pH<2 0.1 mg/L 6 months 

Metals (Chromium VI) EPA 7199 1 x 500 mL Polypropylene Store at 4° C 1 ?µg/L 24 hours 

Notes: °C  – Degrees Celsius   µg/L – Micrograms per Liter 
BOD – Biological Oxygen Demand   mL –  Milliliter 
COD – Chemical Oxygen Demand   PCB – Polychlorinated Biphenyl 
DO – Dissolved Oxygen    SVOC – Semi-Volatile Organic Compound 
EPA  – Environmental Protection Agency  SM – Standard Method 
HCl – Hydrogen Chloride    TPH – Total Petroleum Hydrocarbons 
H2SO4 – Hydrogen Sulfide    TRPH – Total Recoverable Petroleum Hydrocarbons 
HNO3 – Nitric Acid    VOA – Volatile Organic Analysis 
L – Liter     VOC – Volatile Organic Compound 
mg/L – Milligrams per Liter 
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For samples collected for field analysis, collection, analysis and equipment calibration will be in 
accordance with the field instrument manufacturer’s specifications. 

The following table will be completed to indicate the field instrument(s) to be used to analyze the 
corresponding constituents:  

Field Instrument Constituent 

  

  

  

• The instrument(s) will be maintained in accordance with manufacturer’s instructions.  

• The instrument(s) will be calibrated before each sampling and analysis event. 

• Maintenance and calibration records will be maintained with the SWPPP.  

6.5.7 Quality Assurance and Quality Control 

For an initial verification of laboratory or field analysis, duplicate samples will be collected at a rate of 10 
percent or 1 duplicate per sampling event.  The duplicate sample will be collected, handled, and analyzed 
using the same protocols as primary samples.  A duplicate sample will be collected at each location 
immediately after the primary sample has been collected.  Duplicates will be collected where 
contamination is likely, not on the background sample.  Duplicate samples will not influence any 
evaluations or conclusions; however, they will be used as a check on laboratory quality assurance. 

6.5.8 Data Management and Reporting 

A copy of all water quality analytical results and QA/QC data will be included in the on-site SWPPP 
within 5 days of sampling (for field analyses) and within 30 days (for laboratory analyses).  

Lab reports and COCs will be reviewed for consistency between lab methods, sample identifications, 
dates, and times for both primary samples and QA/QC samples.  All data, including COC forms and 
Sampling Activity Logs, shall be kept with the SWPPP.   

6.5.9 Data Evaluation 

An evaluation of the water quality sample analytical results, including figures with sample locations, the 
water quality analytical results, and the QA/QC data, will be included in the on-site SWPPP. 

Should the runoff/downgradient sample show an increased level of the tested constituent relative to the 
background sample, the BMPs, site conditions, and surrounding influences will be assessed to determine 
the probable cause for the increase.  As determined by the site and data evaluation, appropriate BMPs will 
be repaired or modified to mitigate discharges of non-visual pollutant concentrations.  Any revisions to 
the BMPs will be recorded as an amendment to the SWPPP. 
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6.5.10 Change of Conditions 

Whenever SWPPP monitoring, pursuant to Section B of the General Permit, indicates a change in site 
conditions that might affect the appropriateness of sampling locations or introduce additional non-visible 
pollutants of concern, testing protocols will be revised accordingly.  All such revisions will be recorded as 
amendments to the SWPPP. 
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SECTION 7 OPERATIONS PHASE MONITORING PROGRAM AND 
REPORTING REQUIREMENTS PLAN (MPRR) 

7.1 BACKGROUND 

This operations phase Monitoring Program and Reporting Requirements Plan (MPRR) will be 
implemented for GCLF by Gregory Canyon Landfill, LLC as a component in compliance with State 
Water Resources Control Board (State Water Board) Water Quality Order No. 97-03-DWQ National 
Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000001 (General Permit) 
Waste Discharge Requirements (WDRs) for Discharges of Stormwater Associated with Industrial 
Activities Excluding Construction Activities. The MPRR will be implemented after the initial 
construction phase of the project (Access Road, Bridge, and Site Facilities Area construction).  

7.1.1 Objectives 

The objectives of the MPRR are: 

• To monitor the quality of stormwater discharge relative to effluent limitations (if any), discharge 
prohibitions, and receiving water limitations; 

• To evaluate and make recommendations for revising the SWPPP for this facility; and, 

• To evaluate through stormwater monitoring, the BMPs used at this facility to control pollutant 
discharges in stormwater run-off; 

• To comply with all other requirements of the Industrial General Permit. 

7.1.2 MPRR Review and Revisions 

As the MPRR is implemented, a report documenting the results of monitoring will be prepared annually. 
These results will serve as the basis for revising the SWPPP and in-turn this MPRR to meet the objectives 
above. Any future changes required by the regulatory agency or changes in regulations will be made 
within 60 days of the request unless the extension is request by GCLF and approved by the RWQCB. A 
MPRR Revision Form will be completed.  A copy of this form is provided in Attachment U. 

7.1.3 MPRR Location and Public Access  

The MPRR will be maintained on-site at GCLF's administration office. A coy of the MPRR will also be 
maintained at the landfill operator's office at the site. The RWQCB may also request a copy of the MPRR. 

7.1.4 Monitoring Requirements 

Quantitative monitoring will be conducted for individual monitoring. GCLF will conduct its own 
quantitative sampling and testing. In addition to quantitative monitoring, the operator will conduct a 
visual monitoring program of the site. 
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GCLF will estimate the volume of stormwater discharge from the facility during the selected significant 
storm event. A significant storm event is defined as a storm that causes a discharge of stormwater and is 
preceded by a minimum of three (3) working days of dry weather. 

Quantitative monitoring and visual observations will be performed only if a significant storm event occurs 
during the scheduled operating hours of the facility. If visual observations are not performed because the 
significant storm event occurs outside this time period, it will be documented in the annual monitoring 
report. 

7.2 FACILITY DESCRIPTION AND SAMPLING LOCATIONS 

Section 3 of this SWPPP provides a description of the facility, and Attachment A provides a site map.  
Attachment B provides an exhibit showing proposed monitoring locations. 

7.3 QUANTITATIVE MONITORING REQUIREMENTS 

The Industrial General Permit requires site operators to monitor two significant storm events each year 
during the west season (October 1 to May 31). This section sets forth the requirements for quantitative 
sampling and testing at GCLF. 

7.3.1 Individual Monitoring Program 

In the event that individual monitoring is required in the future, and individual MPRR will be prepared. 
However, it is not proposed at this time. 

7.3.2 Analytical Requirements 

GCLF is not subject to stormwater effluent limitations as mandated in 40 Code of Federal Regulations 
(CFR), Subchapter N. In addition, GCLF will be a new facility, and therefore has not had any known or 
recorded releases of hazardous chemicals. Subsequently, initial stormwater analyses will be limited to the 
water quality parameters listed in the Industrial General Permit and additional toxic chemicals and other 
pollutants likely to be present in significant quantities in the stormwater discharge as follows: 

Water Quality Parameters 

• Oil and Grease or Total Organic;  

• pH; 

• Total Suspended Solids (TSS); 

• Specific Conductance (SC); and  

• Iron 

Additional Parameters  

• Heavy Metals; 
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• Petroleum Hydrocarbons; 

• Pesticides; and 

• Herbicides 

The additional parameters are to be monitored to check for certain pollutants expected to be present in an 
active landfill. If significant quantities of a pollutant within the "additional parameters" are not detected in 
samples from two consecutive storm events, subsequent analyses of that pollutant will be eliminated until 
the pollutant is likely to be present again. 

An insignificant quantity of a pollutant is defined as one which will not cause or threaten to cause 
pollution, contamination, nuisance; will not adversely impact human health or the environment; and will 
not cause or contribute to a violation of  and applicable water quality standard for a receiving water body. 

7.3.3 Rationale for Quantitative Sampling 

The analytical requirements discussed in Section 7.3.2 are outlined in the Industrial General Permit and 
will be used as screening tools to identify pollutants that could potentially impact waters of the U.S. and 
State. These analyses check for chemicals which may occur in residential, commercial, and construction 
waste deposited at the facility. 

Table 7.3-1 lists the required sample preservation and sample analysis procedures. All samples taken will 
be grab samples. Table 7.3-2 includes the grab sample bottle requirements. Composite samples are not 
required by the General Permit and therefore will not be taken. 

Analyses will be conducted according to test procedures specified in 40CFR, Part 136. Sampling will be 
conducted in accordance with the current edition of "Standard Methods for the Examination of Water and 
Wastewater." Analyses will be conducted at a laboratory certified by the State Department of Health 
Services. 

7.4 VISUAL MONITORING REQUIREMENTS 

A visual monitoring program will be implemented for this facility to observe stormwater run-off from the 
site. This program will be conducted even if this facility is not required to conduct quantitative sampling 
and testing. Visual observations will be conducted during both wet and dry seasons. 

7.4.1 Dry Season Observations 

During the dry season (June 1 to September 30), visual observations will be conducted at least twice for 
the presence of non-stormwater discharges at all stormwater discharge locations at the facility. The 
observations will be used to determine the presence of stains, sludges, odors, and other abnormal 
conditions. The date, location, and description of each visual observation will be documented and 
submitted to the RWQCB with  the annual monitoring report. 
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7.4.2 Wet Season Observations 

During the wet season, visual observations will be conducted monthly whether or not there is a significant 
storm event. The presence of floating and suspended materials, oil and grease, discoloration, turbidity, 
and odor will be documented. If visual observations are not able to be made because of adverse climatic 
conditions, the reason for not conducting the visual observations will be stated in the annual monitoring 
report to the SWRCB. 

Visual observations will only be performed if a significant storm event occurs during the scheduled 
operation hours and ends two hours prior to the scheduled closure of the facility. If visual observations are 
not performed because the significant storm event occurs outside this time period, this will be 
documented in the annual monitoring report. Visual observations will also be performed for stored or 
contained stormwater at the time of discharge. 

7.5 ESTIMATING VOLUME OF STORMWATER RUNOFF 

Stormwater runoff flowrates and volumes will be estimated by using the total rainfall amount for the 
storm event and estimated runoff coefficients for the facility. Runoff coefficients represent the percentage 
of total rainfall that will be considered runoff from the facility. As such, the coefficients reflect the ground 
surface or cover material. To estimate runoff volume and rates, it will be assumed that paved areas and 
other impervious structures such as roofs have a runoff coefficient of 0.90. Therefore, 90 percent of 
rainfall is conveyed from these areas as runoff. For pervious surfaces, it can be assumed that the runoff 
coefficient of 0.5 will be used. The total volume of discharge for the event is then estimated by: 

 Total runoff volume (cubic-feet) = total rainfall (ft) x [facility pervious area x 0.5] 

The total volume of runoff will be estimated for each outfall where sampling occurs. An estimated 
average flow rate will then be calculated during the period of measurable runoff.  

 Average flow rate = total runoff volume / duration of storm event. 

7.6 PRE-SAMPLING ACTIVITIES 

The following tasks will be conducted during the wet season to ensure that personnel, equipment, 
services, and procedures are in place to collect quantitative stormwater samples at GCLF during a 
significant storm event. 

• The National Weather Service will be contacted or the weather broadcasts will be monitored to 
determine when a significant storm event is forecast to occur.  

• Install a rain gauge on-site for rainfall measurements. 

• Designate trained personnel to implement the MPRR during a significant storm event. 

• The analytical laboratory will be consulted regarding quality assurance requirements (other than 
those discussed in this section) and the containers, preservatives, and sample volumes necessary 
for the analyses. 
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• Obtain a sufficient number of containers with preservatives from the laboratory to collect grab 
samples for each sampling location. Section 7.9.2 discusses the implementation of Quality 
Assurance/Quality Control (QA/QC) procedures for additional sample collection. Tables 7-1 and 
7-2 show the Sample Preservation and Analysis Procedures and Grab Sample Bottle 
Requirements, respectively.  

• On the day prior to the arrival of a significant storm event, transportation of the samples to the 
laboratory and notification of the laboratory when the samples will arrive will be arranged. 

• Clarify personnel roles and responsibilities, assemble the necessary equipment (Section 7.7.1) and 
ensure that sampling logistics are understood by all sampling personnel. 

7.7 SAMPLING PROCEDURES AND EQUIPMENT 

7.7.1 Equipment and Supplies 

The minimum equipment and supplies required for stormwater sampling are listed below: 

• A set of grab sample storage bottles and preservatives, as listed in Table 7-2. 

•  QA/QC duplicate sets of sample bottles if needed (See Section 7.9.2) 

• Coolers, ice packs, tape, and vermiculite for transporting filled sample storage bottles to the 
certified analytical laboratory. At least one 48-quart cooler will be required for the grab samples. 
An additional cooler may be needed for shipment of QA/QC duplicate grab samples. 

• Portable pH meter. 

• Thermometer in degrees Centigrade. 

• Sample collection device (e.g., breaker with handle0 if it is not possible to collect samples 
directly into storage bottles. 

• Squirt bottle of deionized rinse water to rinse pH probe and other equipment. 

• Surgical rubber gloves. 

• Field notebooks with waterproof pages, and pen with waterproof ink. 

• Stopwatch or watch for Volatile Organic Compounds 9VOC0 sample timing. 

• Grease pencil or other marking device. 

• Flashlight for sampling at dawn or dusk. 

• Chain-of-custody forms to log and document sample transport from the site to the certified 
analytical laboratory. 

Sampling equipment used to collect or transfer samples (e.g., beaker with arm, or graduated cylinder) will 
be decontaminated before and after each use, and rinsed with run-off prior to sample collection. A sample 
Chain-of Custody/Sampling Analysis Request Form is included in Attachment V. 
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Table 7-1. Sample Collection, Preservation and Analysis Procedures for Industrial MPPR 

Constituent Analytical Method 
Minimum 
Sample 
Volume 

Sample Bottle Sample Preservation 
Number of 

Grab 
Bottles 

Maximum 
Holding 

Time 

Oil and Grease(3) EPA 413.1 1 x 1 L Glass Store at 4° C, HCl to pH<2 1 28 days 

Total Organic Carbon, TOC (3) EPA 415.1 100 mL 
Glass-Amber (with Teflon 

Lined Cap) 
Store at 4° C, HCl to pH<2 

 
28 days 

Total Suspended Solids, TSS EPA 160.2 300 mL Plastic or Glass Store at 4° C 1 7 days 

Specific Conductance EPA 120.1 500 ML Plastic or Glass Store at 4° C 0 28 days 

pH EPA 150.1 100 mL Polypropylene None 1 Immediate 

Metals (Al, Sb, As, Ba, Be, Cd, Ca, Cr, 
Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, Se, 

Na, Th, Va, Zn) 
EPA 6010B/7470A 1 x 1L Polypropylene or Glass Store at 4° C, HNO3 to pH<2 

1 
6 months 

Metals (Chromium VI) EPA 7199 1 x 1 L Polypropylene or Glass Store at 4° C  24 hours 

Petroleum Hydrocarbons EPA 418.1 1 x 1 L Glass Store at 4° C 1 28 days 

Pesticides/PCBs EPA 8081A/8082 1 x 1 L 
Glass-Amber with Teflon 

lined Cap 
Store at 4° C 

1 
7 days 

Herbicides EPA 8151A 1 x 1 L Glass-Amber Store at 4° C 1 7 days 
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7.7.2  Field Measurements 

PH and temperature will be recorded at the time the samples are collected. To ensure accurate readings, 
the pH meter will be calibrated using buffer solutions of known pH. Following calibration a sufficient 
volume of stormwater runoff will be collected in a clean, empty container (not one of the sample storage 
bottles) and the temperature of the discharge will be obtained with a thermometer. The pH meter will be 
adjusted to this temperature before the pH of the sample is obtained. The temperature and the pH reading 
will be recorded in a field notebook, and both the pH and temperature probes will be rinsed with 
deionized water before and after each use. 

7.7.3 Grab Sampling Procedures 

Grab samples shall be collected within the first 30 minutes of stormwater discharge. If this is impractical, 
the samples will be taken within the next 30 minutes, and the reason for not collecting a sample during the 
first 30-minute period will be provided in the annual monitoring report. After sampling, sample storage 
bottles will be labeled wit the information specified in Section 7.8.2. If grab samples cannot be taken 
within the first hour, the sampling event will be terminated and documented for the annual monitoring 
report. 

7.8 COMPLETION OF SAMPLING 

Additional steps required to complete sampling and sample shipment will be coordinated with the 
laboratory. These steps are outlined below. 

7.8.1 Sample Control 

Procedures for identifying, preserving, packaging, handling, shipping, and storing of samples obtained in 
the field are described in the following sections. The objectives of the procedures are to ensure that all 
samples can be readily identified and preserve their original condition at the time of sampling. 

7.8.2 Identification 

Samples will be identified at the time of collection by marking the tag or label attached to the sample 
container (e.g., jar, bottle, bag). Sample identification will include the following: 

• Facility name and location; 

• Unique sample number; 

• Sampling location; 

• Sample date; 

• Individual performing the sampling; 

• Preservation or conditioning employed; 

• Time of sampling; and 

• Sample temperature. 
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7.8.3 Preparation, Packing, and Shipping 

Samples will be properly preserved in containers compatible with the intended analysis. Polyethylene or 
glass containers are usually required, and samples must be cooled to about 4 degrees Centigrade. Samples 
will be placed in ice chests containing adequate amounts of ice, and the chests will be sealed, addressed, 
and identified as appropriate. 

If the samples have been consigned to a commercial carrier, field personnel will notify the laboratory of 
the shipment by telephone. If the samples are transported by field personnel, the laboratory will be 
notified of the estimate time or arrival. A sample Chain-of-Custody/Sampling Analysis Request Form 
(see Attachment V) will show the information that will be provided to the laboratory. The form will be 
completed at the site by field personnel and shipped with the samples to the laboratory. The Sampling 
Analysis portion of the form is used to define analytical requirements and to help ensure that sample 
holding times are not exceeded. The Chain-of-Custody portion of the form is discussed below. 

7.8.4 Chain-of-Custody Procedures 

An essential consideration in obtaining accurate chemical analyses is the ability to demonstrate that the 
samples were obtained from the locations stated and that they reached the laboratory without alteration. 
Therefore, evidence of collection, shipment, laboratory receipt, and laboratory custody until disposal must 
be documented. Chain-of-custody procedures will be used to document each sample and the individuals 
responsible for sample collection, shipment, and receipt. 

The following procedures will be followed for all samples subject to chemical analysis: 

• The sample container will be sealed in the field. The custody of samples that do not arrive at the 
laboratory with seals intact will be considered invalid. 

• A chain-of-custody record will be initiated in the field for each container and will accompany the 
sample container to the laboratory. 

• Each time custody of the sample changes, the new custodian will sign and date the Chain-of-
Custody form (see Attachment 3). Sample transfer will be carried out by person-to-person 
exchange of custody documents and samples. 

• Upon sample destruction or disposal, the custodian responsible for disposal will complete the 
chain-of-custody form (see Attachment 3), file a copy, and send a copy to the facility or to the 
designated representative for recordkeeping purposes. 

• The custody of individual sample containers will be documented by indicating appropriate chain-
of-custody information on each sample tag or label. 

7.9 QUALITY ASSURANCE AND QUALITY CONTROL (QA/QC) 

The goal of the QA/QC component of this monitoring program is to assure that all elements of the 
program are implemented and that all monitoring is conducted by trained personnel. Thus, this QA/QC 
will be divided into two parts: personnel and procedures. 
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7.9.1 Personnel 

The Stormwater Pollution Prevention Leader (SPPL) or his/her designee will be in charge of managing 
the MPRR. The SPPL will be adequately trained to obtain a thorough understanding of the objectives, 
requirements, and procedures of this MPRR. 

At least one person will conduct the following tasks: 

• Conduct visual observations; 

• Prepare for a sampling event; 

• Procure the necessary supplies; 

• Coordinate sampling activities with laboratory personnel for sample analyses; 

• Collect samples and conduct field measurements; 

• Package and ship samples to laboratory; 

• Organize and document all records; and, 

• Prepare the annual report. 

 
GCLF will be responsible for training and documenting this training. This documentation will be retained 
by GCLF and will include: 

• Name of the trained person; 

• Assigned responsibilities to this person; 

• Qualifications of this person to complete the assignments; 

• Time and place of training; and, 

• Duration and subjects of training. 

7.9.2 Procedures 

In order to provide for the successful implementation of this monitoring program, certain measures and 
procedures are built into this program and must be followed. GCLF will be responsible for the 
implementation of the following QA/QC procedures: 

 
• Any instruments, such as a pH meter, will be calibrated prior to each sampling event according to 

the procedures recommended by the manufacturer. The time and place of calibration, the person 
conducting the calibration, and the calibration results will be recorded in a field notebook. 

• A duplicate set of samples will be taken for pollutant analyses to evaluate the reliability of 
laboratory tests. These samples will be collected, analyzed, and documented the same way as the 
other samples. This will be done for one significant storm event every other year. 
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• Within two weeks after the results of laboratory analyses are received, the SPPL will review the 
documentation of all pertinent records, and ensure that they conform to the record keeping 
provisions in this MPRR. 

• On October 1 of each subsequent year, the SPPL will arrange for sampling any storm event that is 
reasonably expected to produce a significant discharge to ensure that two storm events of the wet 
season are sampled and analyzed. 

• Within 24 hours after each sampling event, the SPPL will determine if the storm event that has 
been sampled was indeed a significant storm event. Sampling of a non-significant storm event 
will not constitute compliance with the General Permit. 

7.10 EFFECTIVENESS OF MONITORING PROGRAM 

The results of the MPRR will be evaluated continually to see if the BMPs being implemented at the 
facility are achieving significant reductions in polluted stormwater discharge. If reductions are not 
materializing, then it may be necessary to implement additional BMPs and modify the SWPPP with a 
time schedule for implementation. 

7.11 RETENTION OF RECORDS AND ANNUAL REPORT 

7.11.1 Retention of Records 

Records of all stormwater monitoring information and copies of all reports required by the General Permit 
will be retained for a period of at least five years from the date of the sample, visual observation, 
measurement, or report. These records shall include: 
 

• The date, exact place, and time of quantitative sampling, visual observation, and/or flow 
measurements. 

• The name of individual(s) who performed the above tasks. 

• Flow measurement or estimates and standard visual observations. 

• The date(s) analyses were performed and the time analyses were initiated. 

• The analytical techniques or methods used and the results of such analyses 

• QA/QC control results. 

• Records of non-stormwater discharge, if any. 

• All calibration and maintenance records of instruments used. 

• All original strip chart recordings for continuous monitoring instruments, if used. 

7.11.2 Annual Report 

All stormwater monitoring results will be reported by July 1 of each year to the Executive Officer of the 
RWQCB and to the appropriate municipal stormwater management agency if requested. The report will 
include copies or summaries of all the retained documents except for original strip charts, calibration and 
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maintenance records of instruments used. The report will be signed and certified in accordance with 
Standard Provisions 9 and 10 of Section C of the General Permit. The certification will state that the 
SWPPP and MPRR for the facility have been implemented and are in compliance with the requirements 
of the General Permit. 

7.12 ANNUAL SITE INSPECTION 

An annual site inspection will be conducted at GCLF as required under the SWPPP. The purpose of the 
site inspection is to identify those areas contributing to the discharge of stormwater and to evaluate 
whether the BMPs implemented under the SWPPP are effective. The record of the inspection will include 
the date of inspection, the individual(s) performing the inspection, and the record of observations. 

Upon completion of the annual inspection, the certification and inspection records must be signed and 
certified in accordance with Standard Provisions 9 and 10 of Section C of the General Permit. Any non-
compliance will be reported in accordance with the General Permit. 
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Water Pollution Control Drawings (WPCDs) 
 
 Initial Construction Phase WPCDs 
 Treatment Control BMP Location Map and Details 
 Project Drainage, Hydrology, and Floodplain Maps 
 Project Grading Plans 
  
  



 
 
 
 
 
 
 
 
 
 
 

Initial Construction Water Pollution Control Drawings (WPCDs) 
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Treatment Control BMP Location Map and Details 
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Attachment C 
BMP Consideration Checklist 
 
 

CONSTRUCTION SITE BMPs 
CONSIDERATION CHECKLIST 

The BMPs listed here should be considered for every project.  Those BMPs that are not included in the SWPPP 
must be checked as ”Not Used” with a brief statement describing why it is not being used. 

EROSION CONTROL BMPs 

BMP 
No. BMP CONSIDERED 

FOR PROJECT 
CHECK IF 

USED 

CHECK IF 
NOT 

USED 
IF NOT USED, STATE REASON 

EC-1 Scheduling  X   

EC-2 Preservation of 
Existing Vegetation  X   

EC-3 Hydraulic Mulch  X   

EC-4 Hydroseeding  X   

EC-5 Soil Binders  X   

EC-6 Straw Mulch  X   

EC-7 Geotextiles & Mats  X   

EC-8 Wood Mulching   X Currently proposing other effective erosion 
control methods (EC-3 through EC-7) 

EC-9 Earth Dikes & 
Drainage Swales  X   

EC-10 Velocity Dissipation 
Devices   X   

EC-11 Slope Drains  X   

EC-12 Streambank 
Stabilization  X   

EC-13 Polyacrylamide   X Currently proposing other effective erosion 
control methods (EC-3 through EC-7) 
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CONSTRUCTION SITE BMPs 
CONSIDERATION CHECKLIST 

The BMPs listed here should be considered for every project.  Those BMPs that are not included in the SWPPP 
must be checked as ”Not Used” with a brief statement describing why it is not being used. 

SEDIMENT CONTROL BMPs 

BMP 
No. BMP CONSIDERED 

FOR PROJECT 
CHECK IF 

USED 

CHECK IF 
NOT 

USED 
IF NOT USED, STATE REASON 

SE-1 Silt Fence  X   

SE-2 Sediment Basin  X   

SE-3 Sediment Trap   X Sediment Basins will be used instead of 
sediment traps 

SE-4 Check Dam  X   

SE-5 Fiber Rolls  X   

SE-6 Gravel Bag Berm  X   

SE-7 Street Sweeping and 
Vacuuming  X   

SE-8 Sand Bag Barrier   X Gravel bags will be used instead of Sand 
Bag Barriers 

SE-9 Straw Bale Barrier   X Silt Fence, Fiber Rolls, and Gravel Bags will 
be used instead of Straw Bale Barriers 

SE-10 Storm Drain Inlet 
Protection  X   

SE-11 Chemical Treatment   X 
Chemical treatment is not considered within 
the sediment basin due to the anticipated 

relatively coarse sediment sizes 

WIND EROSION CONTROL BMPs 

WE-1 Wind Erosion Control  X   

TRACKING CONTROL BMPs 

TR-1 Stabilized Construction 
Entrance/Exit  X   

TR-2 Stabilized Construction 
Roadway  X   

TR-3 Entrance/Outlet Tire 
Wash X   BMP maybe used depending on soil 

conditions 
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CONSTRUCTION SITE BMPs 
CONSIDERATION CHECKLIST 

The BMPs listed here should be considered for every project.  Those BMPs that are not included in the SWPPP 
must be checked as “Not Used” with a brief statement describing why it is not being used. 

NON-STORM WATER MANAGEMENT BMPs 

BMP 
No. BMP CONSIDERED 

FOR PROJECT 
CHECK IF 

USED 

CHECK IF 
NOT 

USED 
IF NOT USED, STATE REASON 

NS-1 Water Conservation 
Practices  X   

NS-2 Dewatering Operations  X   

NS-3 Paving and Grinding 
Operations  X   

NS-4 Temporary Stream 
Crossing  X   

NS-5 Clear Water Diversion  X   

NS-6 Illicit Connection/ 
Discharge  X   

NS-7 Potable 
Water/Irrigation   X  

NS-8 Vehicle and Equipment 
Cleaning  X   

NS-9 Vehicle and Equipment 
Fueling  X   

NS-10 Vehicle and Equipment 
Maintenance  X   

NS-11 Pile Driving Operations  X   

NS-12 Concrete Curing  X   

NS-13 Concrete Finishing  X   

NS-14 
Material and 
Equipment Use Over 
Water 

 X   

NS-15 Demolition Adjacent to 
Water   X Demolition adjacent to water is not 

anticipated 

NS-16 Temporary Batch 
Plants   X Temporary batch plants are not anticipated 

to be used during construction 
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CONSTRUCTION SITE BMPs 
CONSIDERATION CHECKLIST 

The BMPs listed here should be considered for every project.  Those BMPs that are not included in the SWPPP 
must be checked as ”Not Used” with a brief statement describing why it is not being used. 

WASTE MANAGEMENT AND MATERIALS POLLUTION CONTROL BMPs 

BMP 
No. BMP CONSIDERED 

FOR PROJECT 
CHECK IF 

USED 

CHECK IF 
NOT 

USED 

IF NOT USED, 
STATE REASON 

WM-1 Material Delivery and 
Storage  X   

WM-2 Material Use  X   

WM-3 Stockpile 
Management  X   

WM-4 Spill Prevention and 
Control  X   

WM-5 Solid Waste 
Management  X   

WM-6 Hazardous Waste 
Management  X   

WM-7 Contaminated Soil 
Management   X Contaminated soil is not expected to be 

encountered during construction 

WM-8 Concrete Waste 
Management  X   

WM-9 Sanitary/Septic Waste 
Management  X   

WM-10 Liquid Waste 
Management  X   
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Computation Sheet for Determining Runoff Coefficients 

 
  

Total Landfill Site Area =  308 Acres  (A) 
 
 
Existing Site Conditions 

Impervious Site Area 1 = 2 Acres  (B) 
     

Impervious Site Area Runoff Coefficient 2, 4 = 0.9  (C) 
     

Pervious Site Area 3 = 306 Acres  (D) 
     

Pervious Site Area Runoff Coefficient 4 = 0.35  (E) 
     

Existing Site Area Runoff Coefficient 
( ) ( )

(A)
EDCB ×+×  = 0.353  (F) 

 
 
 
Proposed Site Conditions (after construction) 

Impervious Site Area 1 = 13 Acres  (G) 
     

Impervious Site Area Runoff Coefficient 2, 4 = 0.90  (H) 
     

Pervious Site Area 3 = 295 Acres  (I) 
     

Pervious Site Area Runoff Coefficient 4 = 0.35  (J) 
     

Proposed Site Area Runoff Coefficient 
( ) ( )

(A)
JIHG ×+×  = 0.373  (K) 

 
 

1. Includes paved areas, areas covered by buildings, and other impervious surfaces. 
2. Use 0.95 unless lower or higher runoff coefficient can be verified. 
3. Includes areas of vegetation, most unpaved or uncovered soil surfaces, and other pervious areas. 
4. Refer to local Hydrology Manual for typical C values. 
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Computation Sheet for Determining Runoff Coefficients 

Attachment E 
Computational Sheet for Determining Run-on Discharges 

 
Run-on to East Perimeter Drainage Ditch (PSD) 

Area Runoff Coefficient = 0.35  (A) 

     

Area Rainfall Intensity = 3 in/hr  (B) 

     

Drainage Area  = 162 Acres  (C) 

     
Site Area Run-on Discharge (A) x (B) x (C) = 170 ft3/sec  (D) 

 
 

Run-on to West Perimeter Drainage Ditch (PSD) 

Area Runoff Coefficient = 0.35  (A) 

     

Area Rainfall Intensity = 3 in/hr  (B) 

     

Drainage Area  = 97 Acres  (C) 

     
Site Area Run-on Discharge (A) x (B) x (C) = 102 ft3/sec  (D) 

 
 



 

 

Attachment F 
Notice of Intent (NOI) 
 
 



Sequence WDID Region StatusText PermitType RegionPhone BillingMonth
Operator_OwnerN

ame

Operator_
OwnerAd

dress

Operator_
OwnerCity

_State

Operator_
OwnerCon

tact

Operator_
OwnerPho
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Facility_Si
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Facility_Si
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Facility_Si
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City_State

Facility_Si
teContact

Facility_Si
tePhone

Facility_Si
teSize

Facility_SiteS
izeUnit

Disturbed_Acre
ages

Developer_N
ame

Developer_Ad
dress

C310923 9 37C310923 9 Active C
(858) 467-
2952 April

Gregory Canyon 
Ltd 

3 
Embarcad
ero Ctr 
Ste 2360 

San 
Francisco, 
CA 94111

Jerry 
Riessen

415-391-
2833

GREGOR
Y 
CANYON 
LANDFILL

 Sections 
4 and 
5,T10S; 
and 
Sections 
32 and 33, 
T9

Pala, CA 
92059 308.00 Acres 100

Gregory 
Canyon Ltd 

3 
Embarcadero 
Ctr Ste 2360 
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_City_Stat
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_Phone
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al Industrial
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ction
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ation Utility
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n
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ription
CountyTe
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San 
Francisco, 
CA 94111 Jerry Riessen

415-391-
2833

Gregory 
Canyon 
Ltd 

3 
Embarcader
o Ctr Ste 
2360 

San 
Francisco, CA 
94111 Jerry Riessen 415-391-2833 FALSE FALSE FALSE FALSE TRUE FALSE San Diego 5/4/1999 9/30/1999 12/31/2028 227953 216058













Attachment G 
The contractor shall use the following guidelines for maintenance, inspection, and repair  

of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

TEMPORARY EROSION CONTROL BMPs 

EC-1 Scheduling Daily during construction 

- Verify that work is progressing in 
accordance with the schedule. If progress 
deviates, take corrective actions. 
-  Amend the schedule when changes are 
warranted. 
- Amend the schedule prior to the rainy 
season to show updated information on the 
deployment and implementation of 
construction site BMPs. 

EC-2 Preservation of Existing 
Vegetation 

Daily during construction 

-  Fill trenches and tunnels as soon as 
possible. Careful filling and tamping will 
eliminate air spaces in the soil, which can 
damage roots. 
- Retain protective measures until all other 
construction activity is complete to avoid 
damage during site cleanup and stabilization. 
 

EC-3 Hydraulic Mulch 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season, and 
at two-week intervals during the 
non-rainy season. 
 

- Areas where erosion is evident shall be 
repaired and BMPs re-applied as soon as 
possible. Care should be exercised to 
minimize the damage to protected areas 
while making repairs, as any area damaged 
will require re-application of BMPs.  
 
- Maintain an unbroken, temporary mulched 
ground cover throughout the period of 
construction when the soils are not being 
reworked.  

EC-4 Hydroseeding 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season, and 
at two-week intervals during the 
non-rainy season. 
 

- Areas where erosion is evident shall be 
repaired and BMPs re-applied as soon as 
possible. Care should be exercised to 
minimize the damage to protected areas 
while making repairs, as any area damaged 
will require re-application of BMPs.  
- Where seeds fail to germinate, or they 
germinate and die, the area must be re-
seeded, fertilized, and mulched within the 
planting season, using not less than half the 
original application rates.  
- Irrigation systems, if applicable, should be 
inspected daily while in use to identify system 
malfunctions and line breaks. When line 
breaks are detected, the system must be shut 
down immediately and breaks repaired before 
the system is put back into operation.  
- Irrigation systems shall be inspected for 
complete coverage and adjusted as needed 
to maintain complete coverage.  



Attachment G 
Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

EC-5 Soil Binders 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season, and 
at two-week intervals during the 
non-rainy season. 
 

- Areas where erosion is evident shall be 
repaired and BMPs re-applied as soon as 
possible. Care should be exercised to 
minimize the damage to protected areas 
while making repairs, as any area damaged 
will require re-application of BMPs.  
 
- Reapply the selected soil binder as needed 
to maintain effectiveness.  

EC-6 Straw Mulch 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season, and 
at two-week intervals during the 
non-rainy season. 
 

- Areas where erosion is evident should be 
repaired and BMPs re-applied as soon as 
possible. Care should be exercised to 
minimize the damage to protected areas 
while making repairs, as any area damaged 
will require re-application of BMPs.  
 
- The key consideration in inspection and 
maintenance is that the straw needs to last 
long enough to achieve erosion control 
objectives.  
 
- Maintain an unbroken, temporary mulched 
ground cover while disturbed soil areas are 
inactive. Repair any damaged ground cover 
and re-mulch exposed areas.  
 
- Reapplication of straw mulch and tackifier 
may be required to maintain effective soil 
stabilization over disturbed areas and slopes.  
 

EC-7 Geotextiles & Mats 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season, and 
at two-week intervals during the 
non-rainy season. 
 

- Areas where erosion is evident shall be 
repaired and BMPs reapplied as soon as 
possible. 
- Care should be exercised to minimize the 
damage to protected areas while making 
repairs, as any area damaged will require 
reapplication of BMPs. 
- If washout or breakage occurs, re-install the 
material after repairing the damage to the 
slope or channel. 
- Make sure matting is uniformly in contact 
with the soil. 
- Check that all the lap joints are secure. 
- Check that staples are flush with the 
ground. 
- Check that disturbed areas are seeded. 
 



Attachment G 
Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

EC-9 Earth Dikes & Drainage 
Swales 

- Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
- Inspect BMPs subject to non-
stormwater discharges daily 
while non-stormwater discharges 
occur. 
 

- Inspect ditches and berms for washouts. 
Replace lost riprap, damaged linings or soil 
stabilizers as needed. 
- Inspect channel linings, embankments, and 
beds of ditches and berms for erosion and 
accumulation of debris and sediment. 
Remove debris and sediment and repair 
linings and embankments as needed. 
- Temporary conveyances should be 
completely removed as soon as the 
surrounding drainage area has been 
stabilized or at the completion of construction 
 

EC-10 Velocity Dissipation 
Devices 

- Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 - Inspect BMPs subjected to 
non-stormwater discharges daily 
while non-stormwater 
discharges occur. 
 

- Inspect apron for displacement of the riprap 
and damage to the underlying fabric. Repair 
fabric and replace riprap that has washed 
away. If riprap continues to wash away, 
consider using larger material. 
- Inspect for scour beneath the riprap and 
around the outlet. Repair damage to slopes 
or underlying filter fabric immediately. 
-Temporary devices should be completely 
removed as soon as the surrounding 
drainage area has been stabilized or at the 
completion of construction. 
 

EC-11 Slope Drains 

- Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 - Inspect BMPs subjected to 
non-stormwater discharges daily 
while non-stormwater 
discharges occur. 
 
 

-  Inspect outlet for erosion and downstream 
scour. If eroded, repair damage and install 
additional energy dissipation measures. If 
downstream scour is occurring, it may be 
necessary to reduce flows being discharged 
into the channel unless other preventative 
measures are implemented.  
- Insert inlet for clogging or undercutting. 
Remove debris from inlet to maintain flows. 
Repair undercutting at inlet and if needed, 
install flared section or rip rap around the inlet 
to prevent further undercutting.  
- Inspect pipes for leakage. Repair leaks and 
restore damaged slopes.  
- Inspect slope drainage for accumulations of 
debris and sediment.  
- Remove built up sediment from entrances 
and outlets as required. Flush drains if 
necessary; capture and settle out sediment 
from discharge.  
- Make sure water is not ponding onto 
inappropriate areas (e.g., active traffic lanes, 
material storage areas, etc.).  
- Pipe anchors must be checked to ensure 
that the pipe remains anchored to the slope. 
Install additional anchors if pipe movement is 
detected.  
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Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

EC-12 Streambank Stabilization 

- Inspect and verify that activity-
based BMPs are in place prior to 
the commencement of 
associated activities. While 
activities associated with the 
BMP are under way, inspect 
weekly during the rainy season 
and at two-week intervals in the 
non-rainy season to verify 
continued BMP implementation.  
 
- Inspect BMPs subject to non-
stormwater discharges daily 
while non-stormwater discharges 
occur.  

- Reshape berms as needed and replace lost 
or dislodged rock, and filter fabric.  
 
- Sediment that accumulates in the BMP must 
be periodically removed in order to maintain 
BMP effectiveness. Sediment should be 
removed when the sediment accumulation 
reaches one third of the barrier height. 
Sediment removed during maintenance may 
be incorporated into earthwork on the site or 
disposed at an appropriate location.  
 
 

TEMPORARY SEDIMENT CONTROL BMPs 

SE-1 Silt Fence 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 

- Repair undercut silt fences.  
- Repair or replace split, torn, slumping, or 
weathered fabric. The lifespan of silt fence 
fabric is generally 5 to 8 months.  
- Silt fences that are damaged and become 
unsuitable for the intended purpose should be 
removed from the site of work, disposed of, 
and replaced with new silt fence barriers.  
- Sediment that accumulates in the BMP must 
be periodically removed in order to maintain 
BMP effectiveness. Sediment should be 
removed when the sediment accumulation 
reaches one-third of the barrier height. 
Sediment removed during maintenance may 
be incorporated into earthwork on the site or 
disposed at an appropriate location.  
- Silt fences should be left in place until the 
upstream area is permanently stabilized. Until 
then, the silt fence must be inspected and 
maintained.  
- Holes, depressions, or other ground 
disturbance caused by the removal of the silt 
fences should be backfilled and repaired.  



Attachment G 
Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

SE-2 Sediment Basin 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 

- Examine basin banks for seepage and 
structural soundness. 
-Check inlet and outlet structures and 
spillway for any damage or obstructions. -- 
Repair damage and remove obstructions as 
needed. 
 -Check inlet and outlet area for erosion and 
stabilize if required. 
 -Check fencing for damage and repair as 
needed. 
 -Sediment that accumulates in the BMP must 
be periodically removed in order to maintain 
BMP effectiveness. Sediment should be 
removed when sediment accumulation 
reaches one-half the designated sediment 
storage volume. Sediment removed during 
maintenance may be incorporated into 
earthwork on the site or disposed of at 
appropriate locations. 
- Remove standing water from basin within 72 
hours after accumulation. 
 -To minimize vector production: 
remove accumulation of live and dead 
floating vegetation in basins during every 
inspection. 
- Remove excessive emergent and perimeter 
vegetation as needed or as advised by local 
or state vector control agencies.  
 

SE-4 Check Dam 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 

- Replace missing rock, bags, bales, etc. 
Replace bags or bales that have degraded or 
have become damaged. 
 - If the check dam is used as a sediment 
capture device, sediment that accumulates in 
the BMP must be periodically removed in 
order to maintain BMP effectiveness. - 
Sediment should be removed when the 
sediment accumulation reaches one-third of 
the barrier height. 
- Sediment removed during maintenance may 
be incorporated into earthwork on the site or 
disposed at an appropriate location. 
 - If the check dam is used as a grade control 
structure, sediment removal is not required as 
long as the system continues to control the 
grade. 
 -Remove accumulated sediment prior to 
permanent seeding or soil stabilization. 
 -Remove check dam and accumulated 
sediment when check dams are no longer 
needed. 
 



Attachment G 
Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

SE-5 Fiber Rolls 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 

- Repair or replace split, torn, unraveling, or 
slumping fiber rolls. 
 -If the fiber roll is used as a sediment capture 
device, or as an erosion control device to 
maintain sheet flows, sediment that 
accumulates in the BMP must be periodically 
removed in order to maintain BMP 
effectiveness. Sediment should be removed 
when sediment accumulation reaches one-
half the designated sediment storage depth, 
usually one-half the distance between the top 
of the fiber roll and the adjacent ground 
surface. Sediment removed during 
maintenance may be incorporated into 
earthwork on the site of disposed at 
an appropriate location. 
-  If fiber rolls are used for erosion control, 
such as in a mini check dam, sediment 
removal should not be required as long as the 
system continues to control the grade. 
Sediment control BMPs will likely be required 
in conjunction with this type of application. 

SE-6 Gravel Bag Berm 

Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
 

- Gravel bags exposed to sunlight will need to 
be replaced every two to three months due to 
degrading of the bags. 
- Reshape or replace gravel bags as needed. 
- Repair washouts or other damage as 
needed. 
- Sediment that accumulates in the BMP must 
be periodically removed in order to maintain 
BMP effectiveness. Sediment should be 
removed when the sediment accumulation 
reaches one-third of the barrier height. 
Sediment removed during maintenance may 
be incorporated into earthwork on the site or 
disposed at an appropriate location. 
- Remove gravel bag berms when no longer 
needed. Remove sediment accumulation and 
clean, re-grade, and stabilize the area. 
Removed sediment should be incorporated in 
the project or disposed of. 
 

SE-7  Street Sweeping and 
Vacuuming 

-Inspect BMPs prior to forecast 
rain, daily during extended rain 
events, after rain events, 
weekly during the rainy season, 
and at two-week intervals during 
the non-rainy season. 
-  When actively in use, points of 
ingress and egress must be 
inspected daily. 
 

- When tracked or spilled sediment is 
observed outside the construction limits, it 
must be removed at least daily. More 
frequent removal, even continuous removal, 
may be required in some jurisdictions. 
 - Be careful not to sweep up any unknown 
substance or any object that may be 
potentially hazardous. 
 - Adjust brooms frequently; maximize 
efficiency of sweeping operations. 
 - After sweeping is finished, properly dispose 
of sweeper wastes at an approved dumpsite. 



Attachment G 
Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

SE-10 Storm Drain Inlet 
Protection 

  

WIND EROSION CONTROL BMPs 

WE-1 Wind Erosion Control 

-  Inspect and verify that activity-
based BMPs are in place prior to 
the commencement of 
associated activities.  
- While activities associated with 
the BMP are under way, inspect 
weekly during the rainy season 
and at two-week intervals in the 
non-rainy season to verify 
continued BMP implementation. 
 

Check areas protected to ensure coverage. 
Most dust control measures require frequent, 
often daily, or multiple times per day 
attention. 
 

TRACKING CONTROL BMPs 

TR-1 Stabilized Construction 
Entrance/Exit 

-  Inspect and verify that activity–
based BMPs are in place prior to 
the commencement of 
associated activities.  
-  While activities associated with 
the BMPs are under way, inspect 
weekly during the rainy season 
and of two-week intervals in the 
non-rainy season to verify 
continued BMP implementation. 
-  Inspect local roads adjacent to 
the site daily. Sweep or vacuum 
to remove visible accumulated 
sediment. 
 

 - Remove aggregate, separate and dispose 
of sediment if construction entrance/exit is 
clogged with sediment. 
-  Keep all temporary roadway ditches clear. 
-  Check for damage and repair as needed. 
-  Replace gravel material when surface voids 
are visible. 
-  Remove all sediment deposited on paved 
roadways within 24 hours. 
-  Remove gravel and filter fabric at 
completion of construction 
 

TR-2 Stabilized Construction 
Roadway 

 - Inspect and verify that activity–
based BMPs are in place prior to 
the commencement of 
associated activities.  
- While activities associated with 
the BMP are under way, impact 
weekly during the rainy season 
and of two-week intervals in the 
non-rainy season to verify 
continued BMP implementation. 
 

 - Keep all temporary roadway ditches clear. 
  When no longer required, remove stabilized 
construction roadway and re-grade and repair 
slopes. 
 - Periodically apply additional aggregate on 
gravel roads. 
 - Active dirt construction roads are commonly 
watered three or more times per day during 
the dry season. 
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Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

NON-STORM WATER MANAGEMENT BMPs 
NS-1 Water Conservation 

Practices 
NS-2 Dewatering Operations 
NS-3 Paving and Grinding 

Operations 
NS-4 Temporary Stream Crossing 
NS-5 Clear Water Diversion 
NS-6 Illicit Connection/Discharge 
NS-7 Potable Water/Irrigation 
NS-8 Vehicle and Equipment 

Maintenance 
NS-9 Vehicle and Equipment 

Fueling 
NS-10 Vehicle and Equipment 

Maintenance 
NS-11 Pile Driving Operations 
NS-12 Concrete Curing 
NS-13 Concrete Finishing 
NS-14 Material and Equipment 

Use Over Water 
 

- Inspect and verify that activity 
based BMPs are in place prior to 
the commencement of 
authorized non-stormwater 
discharges. 
- Inspect BMPs subject to non-
stormwater discharges daily 
while non-stormwater discharges 
are occurring. 
- Vehicles and equipment should 
be inspected each day of use for 
leaks. 
 
 

- Repair water equipment as needed to 
prevent unintended discharges. 
- Keep ample supplies of drip pans or 
absorbent materials onsite. 
- Inspect and maintain machinery regularly to 
minimize leaks and drips. 
- Inspect the site regularly to check for any 
illegal dumping or discharge. 
 -Prohibit employees and subcontractors from 
disposing of non-job related debris or 
materials at the construction site. 
 - Notify the owner of any illicit connections 
and illegal dumping or discharge incidents at 
the time of discovery. 
- Monitor employees and subcontractors 
throughout the duration of the construction 
project to ensure appropriate practices are 
being implemented. 
- Prohibit employees and subcontractors from 
washing personal vehicles and equipment on 
the construction site. 
- Keep ample supplies of spill cleanup 
materials onsite. 
- Immediately clean up spills and properly 
dispose of contaminated soil and cleanup 
materials. 
- Ensure that employees and subcontractors 
implement appropriate measures for storage, 
handling, and use of curing compounds. 
- Inspect cure containers and spraying 
equipment for leaks. 
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Sample Maintenance, Inspection and Repair Program 

The contractor shall use the following guidelines for maintenance, inspection, and repair  
of BMPs identified in the SWPPP 

BEST MANAGEMENT 
PRACTICES (BMPs) 

INSPECTION FREQUENCY 
(all controls) 

MAINTENANCE/REPAIR PROGRAM 

WASTE MANAGEMENT AND MATERIALS POLLUTION CONTROL BMPs 
WM-1 Material Delivery and 

Storage 
WM-2 Material Use 
WM-3 Stockpile Management 
WM-4 Spill Prevention and 

Control 
WM-5 Solid Waste Management 
WM-6 Hazardous Waste 

Management 
WM-8 Concrete Waste 

Management 
WM-9 Sanitary/Septic Waste 

Management 
WM-10 Liquid Waste 

Management 

-  Inspect and verify that activity–
based BMPs are in place prior to 
the commencement of 
associated activities.  
- While activities associated with 
the BMP are under way, inspect 
weekly during the rainy season 
and of two-week intervals in the 
non-rainy season to verify 
continued BMP implementation. 
 

-  Keep an ample supply of spill cleanup 
materials near the storage area. 
-  Keep storage areas clean, well organized, 
and equipped with ample cleanup supplies as 
appropriate for the materials being stored. 
-  Repair or replace perimeter controls, 
containment structures, covers, and liners as 
needed to maintain proper function. 
- Spot check employees and subcontractors 
throughout the job to ensure appropriate 
practices are being employed. 
- Arrange for regular waste collection. 
Hazardous waste should be regularly 
collected. 
 - A foreman or construction supervisor 
should monitor onsite hazardous waste 
storage and disposal procedures. 
- A copy of the hazardous waste manifests 
should be provided. 
-  Temporary concrete washout facilities 
should be maintained to provide adequate 
holding capacity with a minimum freeboard of 
4 in. for above grade facilities and 12 in. for 
below grade facilities. Maintaining temporary 
concrete washout facilities should include 
removing and disposing of hardened concrete 
and returning the facilities to a functional 
condition. 
- Hardened concrete materials should be 
removed and disposed of. 
 - Washout facilities must be cleaned, or new 
facilities must be constructed and ready for 
use once the washout is 75% full. 
 - If high winds are expected, portable 
sanitary facilities must be secured with spikes 
or weighed down to prevent over turning. 
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Attachment H 
Storm Water Quality Construction Site Inspection Checklist 
 
INSTRUCTIONS 

n Use this form for inspecting BMPs as described in the SWPPP. 

n This inspection form shall be completed and signed by the Contractor’s Storm Water Pollution 
Prevention Manager (SWPPM). 

n The local agency may require the Contractor to use a different inspection form 

n The weather information shall be the best estimate of beginning of the storm event, duration 
of the event, time elapsed since the last storm, and approximate amount of rainfall. 

n List observations of all BMPs:  temporary erosion controls, temporary sediment controls, wind 
erosion controls, tracking controls, non-storm water controls and waste management and 
materials pollution controls. 

n Evaluate BMPs for adequacy and proper implementation and whether additional BMPs are 
required in accordance with the terms of the Permits. 

n Verify implementation of non-storm water discharge BMPs and evaluate their effectiveness. 

n One-time discharges of non-storm water shall be inspected when such discharges occur. 

n Describe any inadequate BMPs. 

n Note the corrective actions required, including any changes to the SWPPP, and 
implementation dates. 

n If you answer “No” to any of the questions, describe the corrective action(s) to be taken and 
when the corrective action(s) are to be completed.  Should you need more space to describe 
corrective actions, identify your response numerically and use additional sheets as necessary. 
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GENERAL INFORMATION 

Project Name Gregory Canyon Landfill 

Project No  

Contractor  

Inspector’s Name  

Inspector’s Title  

Signature  

Date of Inspection  

r  Prior to forecast rain r After a rain event 
Inspection Type 
(Check Applicable)  

r  24-hr intervals during extended rain r  Other      

Season 
(Check Applicable)  r  Rainy r  Non-Rainy 

Storm Start Date & Time:  Storm Duration (hrs):  
Storm Data 

Time elapsed since last storm 
(Circle Applicable Units) 

 
Min.     Hr.     Days 

Approximate Rainfall 
Amount (inches)  

 
 
 

PROJECT AREA SUMMARY AND  
DISTURBED SOIL AREA (DSA) SIZE 

Total Project Area  Acres 
 

Field Estimate of Active DSAs  Acres 
 

Field Estimate of Non-Active DSAs  Acres 
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

Preservation of Existing Vegetation     

Is temporary fencing provided to preserve vegetation in areas 
where no construction activity is planned?     

Location:     

Location:      

Location:     

Location:     

Erosion Control     

Does the applied temporary erosion control provide 100% 
coverage for the affected areas?     

Are any non-vegetated areas that may require temporary erosion 
control?     

Is the area where erosion controls are used required free from 
visible erosion?     

Location:     

Location:      

Location:     

Location:     

Temporary Linear Sediment Barriers (Silt Fence, Fiber Rolls, 
Sandbag Barriers, etc.)     

Are temporary linear sediment barriers properly installed, 
functional and maintained?     

Are temporary linear sediment barriers free of accumulated litter?     

Is the built-up sediment less than 1/3 the height of the barrier?     

Are cross barriers installed where necessary and properly 
spaced?     

Location:     

Location:      

Location:      

Location:     

Location:     

Storm Drain Inlet Protection     

Are storm drain inlets internal to the project properly protected?     

Are storm drain inlet protection devices in working order and 
being properly maintained?     

Location:     

Location:      

Location:      

Location:     

Location:     
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

Sediment Basins     

Are basins designed in accordance with the requirements of the 
General Permit?     

Are basins maintained to provide the required 
retention/detention?     

Are basin controls (inlets, outlets, diversions, weirs, spillways, 
and racks) in working order?     

Location:     

Location:      

Location:     

Location:     

Stockpiles     

Are all locations of temporary stockpiles, including soil, 
hazardous waste, and construction materials in approved areas?     

Are stockpiles protected from run-on, run-off from adjacent areas 
and from winds?     

Are stockpiles located at least 15 m from concentrated flows, 
downstream drainage courses and storm drain inlets?     

Are required covers and/or perimeter controls in place?     

Location:     

Location:      

Location:     

Location:     

Concentrated Flows     

Are concentrated flow paths free of visible erosion?     

Location:     

Location:      

Location:     

Location:     

Tracking Control     

Is the entrance stabilized to prevent tracking     

Is the stabilized entrance inspected daily to ensure that it is 
working properly     

Are points of ingress/egress to public/private roads inspected and 
swept and vacuumed as needed?     

Are all paved areas free of visible sediment tracking or other 
particulate matter?     

Location:     

Location:      

Location:     

Location:     
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

Wind Erosion Control     

Is dust control implemented?     

Location:     

Location:      

Location:     

Location:     

Dewatering Operations     

Are all one-time dewatering operations covered by the General 
Permit inspected before and as they occur and BMPs 
implemented as necessary during discharge? 

    

Is ground water dewatering handled in conformance with the 
dewatering permit issued by the RWQCB?     

Is required treatment provided for dewatering effluent?     

Location:     

Location:      

Location:     

Location:     

Vehicle & Equipment Fueling, Cleaning, and Maintenance     

Are vehicle and equipment fueling, cleaning and maintenance 
areas reasonably clean and free of spills, leaks, or any other 
deleterious material? 

    

Are vehicle and equipment fueling, cleaning and maintenance 
activities performed on an impermeable surface in dedicated 
areas? 

    

If no, are drip pans used?     

Are dedicated fueling, cleaning, and maintenance areas located 
at least 15 m away from downstream drainage facilities and 
watercourses and protected from run-on and runoff? 

    

Is wash water contained for infiltration/ evaporation and disposed 
of appropriately?     

Is on-site cleaning limited to washing with water (no soap, soaps 
substitutes, solvents, or steam)?     

On each day of use, are vehicles and equipment inspected for 
leaks and if necessary, repaired?     

Location:     

Location:      

Location:     

Location:     

Waste Management & Materials Pollution Control     

Are material storage areas and washout areas protected from 
run-on and runoff, and located at least 15 m from concentrated 
flows and downstream drainage facilities? 

    

Are all material handling and storage areas clean; organized; free 
of spills, leaks, or any other deleterious material; and stocked 
with appropriate clean-up supplies? 
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

Are liquid materials, hazardous materials, and hazardous wastes 
stored in temporary containment facilities?     

Are bagged and boxed materials stored on pallets?     

Are hazardous materials and wastes stored in appropriate, 
labeled containers?     

Are proper storage, clean-up, and spill-reporting procedures for 
hazardous materials and wastes posted in open, conspicuous 
and accessible locations adjacent to storage areas? 

    

Are temporary containment facilities free of spills and rainwater?     

Are temporary containment facilities and bagged/boxed materials 
covered?     

Are temporary concrete washout facilities designated and being 
used?     

Are temporary concrete washout facilities functional for receiving 
and containing concrete waste and are concrete residues 
prevented from entering the drainage system? 

    

Do temporary concrete washout facilities provide sufficient 
volume and freeboard for planned concrete operations?     

Are concrete wastes, including residues from cutting and 
grinding, contained and disposed of off-site or in concrete 
washout facilities? 

    

Are spills from mobile equipment fueling and maintenance 
properly contained and cleaned up?     

Is the site free of litter?     

Are trash receptacles provided in the yard, field trailer areas, and 
at locations where workers congregate for lunch and break 
periods? 

    

Is litter from work areas collected and placed in watertight 
dumpsters?     

Are waste management receptacles free of leaks?     

Are the contents of waste management receptacles properly 
protected from contact with storm water or from being dislodged 
by winds? 

    

Are waste management receptacles filled at or beyond capacity?     

Location:     

Location:      

Location:     

Location:     

Temporary Water Body Crossing or Encroachment     

Are temporary water body crossings and encroachments 
constructed appropriately?     

Does the project conform to the requirements of the 404 permit 
and/or 1601agreement?     

Location:     

Location:      

Location:     

Location:     
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

Illicit Connection/ Discharge     

Is there any evidence of illicit discharges or illegal dumping on 
the project site?     

If yes, has the Owner/Operator been notified?     

Location:     

Location:      

Location:     

Location:     

Discharge Points     

Are discharge points and discharge flows free from visible 
pollutants?     

Are discharge points free of any significant sediment transport?     

Location:     

Location:      

Location:     

Location:     

SWPPP Update     

Does the SWPPP and Project Schedule adequately reflect the 
current site conditions and contractor operations?     

Are all BMPs shown on the water pollution control drawings 
installed in the proper location(s) and according to the details in 
the SWPPP? 

    

Location:     

Location:      

Location:     

Location:     

General     

Are there any other potential concerns at the site?     

Location:     

Location:      

Location:     

Location:     

Storm Water Monitoring     

Does storm water discharge directly to a water body listed in the 
General Permit as impaired for sediment/sedimentation or 
turbidity? 

    

If yes, were samples for sediment/sedimentation or turbidity 
collected pursuant to the sampling and analysis plan in the 
SWPPP? 

    

Did the sampling results indicate that the discharges are causing 
or contributing to further impairment? 
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INSPECTION OF BMPs 

BMP Yes No N/A Corrective Action 

If yes, were the erosion/sediment control BMPs improved or 
maintained to reduce the discharge of sediment to the water 
body? 

    

Were there any BMPs not properly implemented or breaches, 
malfunctions, leakages or spills observed which could result in 
the discharge of pollutants to surface waters that would not be 
visually detectable in storm water? 
 

    

If yes, were samples for non-visually detectable pollutants 
collected pursuant to the sampling and analysis plan during rain 
events? 

    

If sampling indicated pollution of the storm water, were the leaks, 
breaches, spills, etc. cleaned up and the contaminated soil 
properly disposed of? 

    

Were the BMPs maintained or replaced?     

Were soil amendments (e.g., gypsum, lime) used on the project? 
     

If yes, were samples for non-visually detectable pollutants 
collected pursuant to the sampling and analysis plan in the 
SWPPP? 

    

If sampling indicated pollution of the storm water by the use of 
the soil amendments, is there a contingency plan for retention 
onsite of the polluted storm water? 

    

Did storm water contact stored materials or waste and run off the 
construction site? (Materials not in watertight containers, etc.) 
 

    

If yes, were samples for non-visually detectable pollutants 
collected pursuant to the sampling and analysis plan in the 
SWPPP? 

    

 
 



Attachment I 
Trained Contractor Personnel Log 

INSTRUCTIONS 

n Use this sheet to record individuals attending formal training programs specified in the 
SWPPP.  This form may also be used to record informal tailgate on-site meetings on storm 
water management. 

Storm Water Management Training Log 
 

Project Name: Gregory Canyon Landfill 

Project Number/Location:  
 
Storm Water Management Topic:  (check as appropriate) 
 
q Erosion Control  q Sediment Control 
     
q Wind Erosion Control  q Tracking Control 
     
q Non-storm water management  q Waste Management and Materials Pollution Control 
     
q Storm Water Sampling    

 
 

Specific Training Objective:  

 

Location:   Date:  

 

Instructor:   Telephone:  

     

Course Length (hours):     
 



Attachment I 
Trained Contractor Personnel Log 

 
 

Attendee Roster (attach additional forms if necessary) 
 

Name Company Phone 

   

   

   

   

   

   

   

   

   

   

   

 
COMMENTS:  

 

 

 

 

 
 



Attachment J 
Subcontractor Notification Letter and Notification Log 

INSTRUCTIONS 

n Use this sample to prepare the subcontractor letter and log required in the SWPPP. 

 
SWPPP Notification 

 
Company 
Address 
City, State, ZIP 
 
Dear Sir/Madam, 
 
Please be advised that the California State Water Resources Control Board has adopted the General 
Permit (General Permit) for Storm Water Discharges Associated with Construction Activity 
(CAS000002).  The goal of these permits is prevent the discharge of pollutants associated with 
construction activity from entering the storm drain system, ground and surface waters. 
 
Gregory Canyon Landfill, LTD. has developed a Storm Water Pollution Prevention Plan (SWPPP) 
in order to implement the requirements of the Permits. 
 
As a subcontractor, you are required to comply with the SWPPP and the Permits for any work that 
you perform on site.  Any person or group who violates any condition of the Permits may be 
subject to substantial penalties in accordance with state and federal law.  You are encouraged to 
advise each of your employees working on this project of the requirements of the SWPPP and the 
Permits.  A copy of the Permits and the SWPPP are available for your review at the construction 
office.  Please contact me if you have further questions. 
 
Sincerely, 
 
 
Name 
Title 
 
 



 

SUBCONTRACTOR NOTIFICATION LOG 
 
 

 

Project Name:  

Project Number/Location:  
 
 

SUBCONTRACTOR 

COMPANY NAME 

CONTACT 

NAME 
ADDRESS 

PHONE 

NUMBER 

PAGER/ 

FIELD 

PHONE 

DATE 

NOTIFICATION 

LETTER SENT 

TYPE OF 

WORK 

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

   

 

 

    

 
USE ADDITIONAL PAGES AS NECESSARY 



Attachment K 
Notice of Non-Compliance 

INSTRUCTIONS 
n This form will used to report instances of discharges.  The completed form will be submitted to 

the Owner [City or Agency Engineer] within 7 days of the assessment of non-compliance, 
discharge, written notice or orders from a regulatory agency. 

To:  Name of Owner [City/Agency Engineer]/Regional Board Staff   Date:  
Insert Date 
 
Subject:  Notice of Non-Compliance 
 
 

Project Name: Insert Project Name 

Project Number/Location: Project number 
 
 
In accordance with the NPDES Statewide Permit for Storm Water Discharges Associated with 
Construction Activity, the following instance of discharge is noted: 
 
Date, time, and location of discharge 

Insert description and date of event 
 
Nature of the operation that caused the discharge 

insert description of operation 
 
Initial assessment of any impact cause by the discharge 

insert assessment 
 
Existing BMP(s) in place prior to discharge event 

list BMPs in place 
 
Date of deployment and type of BMPs deployed after the discharge. 

BMPs deployed after the discharge (with dates) 
 
Steps taken or planned to reduce, eliminate and/or prevent recurrence of the 
discharge 

insert steps taken to prevent recurrence 



Attachment K 
Notice of Non-Compliance - Sample 

 
 
Implementation and maintenance schedule for any affected BMPs 

insert implementation and maintenance schedule 
 
 
If further information or a modification to the above schedule is required, notify the contact 
person below. 
 
 
  
Name of Contact Person Title 
  

  
Company Telephone Number 
  

  
Signature 

 

Date 
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Attachment L 
Storm Water Pollution Prevention Plan (SWPPP) and Monitoring Program 
Checklist  

CONSTRUCTION PROJECT: Gregory Canyon Landfill 
 

PREPARER: URS Corporation 
 

 
 

SECTION A:   STORM WATER POLLUTION PREVENTION PLAN (SWPPP) 
CHECK IF 

ADDRESSED 
N/A IF NOT 

APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 100 SWPPP Certification and Approval C.10  

ü 100.1 SWPPP Certification C.10  

ü 100.2 SWPPP Approval C.10  

ü 200 SWPPP Amendments A.4.a, A.16  

ü 200.1 Amendment number and date entered into 
SWPPP – Amendment Log A.4.a, A.16 Included Blank Form 

ü 200.2 Amendment Certification and Approval A.4.a, A.16 Included Blank Form 

ü 300 Introduction/Project Description   

ü 300.1 Project Description and Location (narrative) A.5.a.1  

ü 300.2 Unique Site Features (narrative) A.5.a.1  

ü 300.4 Project Schedule  (narrative and graphical) A.5.c.5 Narrative Schedule Only 

ü 400 References A.14  

ü 500.2 Vicinity Map (narrative or graphic) A.5.a.1  

ü 500.2 Site perimeter A.5.a.1  

ü 500.2 Geographic Features A.5.a.1  

ü 500.2 General topography A.5.a.1  

ü 500.4 Water Pollution Control Drawings (WPCDs) 
(graphic or narrative) A.5.a.2  

ü 500.4 Site perimeter A.5.a.2  

ü 500.4 Existing and proposed buildings, lots, and 
roadways A.5.a.2  

ü 500.4 Storm water collection and discharge points A.5.a.2 Not all phases of construction 
can be currently shown 
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SECTION A:   STORM WATER POLLUTION PREVENTION PLAN (SWPPP) 
CHECK IF 

ADDRESSED 
N/A IF NOT 

APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 500.4 General topography before and after 
construction A.5.a.2  

ü 500.4 Anticipated discharge location(s) A.5.a.2  

ü 500.4 Drainage patterns including the entire relevant 
drainage areas A.5.a.2 Not all phases of construction 

can be currently shown 

ü 500.4 Temporary on-site drainage(s) A.5.a.2 Not all phases of construction 
can be currently shown 

ü 500.3 Pollutant Source and BMP Identification 
(narrate/ or indicate on site map) A.5.b  

ü  Drainage A.5.b.1  

ü 500.4 Drainage patterns after major grading A.5.b.1 
Not all phases of construction 
can be shown at this time 

ü 500.4 Slopes after major grading A.5.b.1 
Not all phases of construction 
can be shown at this time 

ü Attach. E Calculations for storm water run-on A.5.b.1  

ü 500.4 BMPs that divert off-site drainage from 
passing through site A.5.b.1 Perimeter Drains 

ü 500.4 Storm Water Inlets A.5.b.2  

ü 500.4 Drainage patterns to storm water inlets or 
receiving water A.5.b.2  

ü 500.4 BMPs that protect storm water inlets or 
receiving water A.5.b.2  

ü  
Site History (narrative; if possible, indicate 
location(s) on the Water Pollution Control 
Drawings) 

A.5.b  

ü 500.3.3 
Nature of fill material and data describing the 
soil.  Description of toxic materials treated, 
stored, disposed, spilled or leaked on site 

A.5.b.3  

ü 500.3.8 & 
500.3.9 

BMPs that minimize contact of contaminants 
with storm water A.5.b.3  

  Location of Areas Designated for: A.5.b.4  

ü 500.3.8 & 
500.4 Vehicle storage & service A.5.b.4 

Areas identified on Construction 
BMP map may be relocated 
based upon more detailed 
construction sequencing  

ü 500.3.8 & 
500.4 Equipment storage, cleaning, maintenance  A.5.b.4 " 

ü 500.3.9 & 
500.4 Soil or waste storage A.5.b.4 " 

ü 500.3.9 & 
500.4 

Construction material loading, unloading, 
storage and access A.5.b.4 " 

ü 500.3.8 & 
500.3.9 

Areas outside of physical site (yards, borrow 
areas, etc.)  " 

ü  BMP Locations or Descriptions for: A.5.b.5  

ü 500.3.9 & 
500.4 Waste handling and disposal areas A.5.b.5 

Areas identified on Construction 
BMP map may be relocated 
based upon more detailed 
construction sequencing 
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SECTION A:   STORM WATER POLLUTION PREVENTION PLAN (SWPPP) 
CHECK IF 

ADDRESSED 
N/A IF NOT 

APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 500.3.9 & 
500.4 

On-site storage and disposal of construction 
materials and waste A.5.b.5 

Areas identified on Construction 
BMP map may be relocated 
based upon more detailed 
construction sequencing 

ü 
500.3.8, 
500.3.9 & 
500.4 

Minimum exposure of storm water to 
construction materials, equipment, vehicles, 
waste 

A.5.b.5  

ü 500.6 Post Construction BMPs A.5.b.6  

ü 500.6.1 Listing or Description of Post-construction 
BMPs A.5.b.6  

ü 500.4 Location of post-construction BMPs A.5.b.6  

ü 500.6.2 Parties responsible for long-term maintenance A.5.b.6  

ü  Additional Information A.5.c  

ü 500.3.1 Description of other pollutant sources and 
BMPs A.5.c.1  

ü 500.3.2 Pre-construction control practices A.5.c.1  

ü 500.3.1 Inventory of materials and activities that may 
pollute storm water A.5.c.2  

ü 500.3.8 & 
500.3.9 

BMPs to reduce/eliminate potential pollutants 
listed in the inventory A.5.c.2  

ü 300.4 Runoff coefficient (before & after) A.5.c.3  

ü 300.4 Percent impervious (before & after) A.5.c.3  

ü Attach. F Copy of the NOT A.5.c.4 Copy of NOI application and 
state database entry provided 

ü 300.3 Construction activity schedule A.5.c.5 
General landfill construction 
and operation schedule 
provided 

ü 300.5 Contact information A.5.c.6 Name and phone number to be 
provided prior to construction 

ü 500.4.1 SOIL STABILIZATION (EROSION 
CONTROL) A.6  

ü  The SWPPP shall include: A.6.a-c  

ü 500.4 Areas of vegetation on site A.6.a.1  

ü 500.4 Areas of soil disturbance that will be stabilized 
during rainy season A.6.a.2 

General guidance is provided 
on implementation 

ü 500.4 Areas of soil disturbance which will be 
exposed during any part of the rainy season A.6.a.3 

General guidance is provided 
on implementation 

ü 300.4 Implementation schedule for erosion control 
measures A.6.a.4 General guidance is provided 

on implementation 

ü 500.3.4 BMPs for erosion control A.6.b  

ü 500.3.7 BMPs to control wind erosion A.6.c  

ü 500.3.5 SEDIMENT CONTROL A.8  
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SECTION A:   STORM WATER POLLUTION PREVENTION PLAN (SWPPP) 
CHECK IF 

ADDRESSED 
N/A IF NOT 

APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 500.3.5 & 
500.4 

Description/Illustration of BMPs to prevent 
increase of sediment load in discharge A.8  

ü 300.4, 
500.3.5 

Implementation schedule for sediment control 
measures A.8 General guidance is provided 

on implementation 

ü 500.3.6 BMPs to control sediment tracking A.8  

ü 500.3.8 & 
500.3.9 NON-STORM WATER MANAGEMENT A.9  

ü 500.3.8 & 
500.3.9 

Description of non-storm water discharges to 
receiving waters A.9  

ü 500.3.8 & 
500.3.9 Locations of discharges A.9  

ü 500.3.8 & 
500.3.9 Description of BMPs  A.9  

ü 300.5 Name and phone number of person 
responsible for non-storm water management A.9 Name and phone number to be 

provided prior to construction 

ü 500.6 POST-CONSTRUCTION  A.10  

ü 500.6.1 Description of post-construction BMPs A.10  

ü 500.6.2 
Operation/Maintenance of BMPs after project 
completion (including short-term funding, 
long-term funding and responsible party) 

A.10  

ü 500.5 MAINTENANCE, INSPECTIONS, AND 
REPAIR A.11  

ü 300.5, 
600.1 

Name and phone number of person(s) 
responsible for inspections A.11 Name and phone number to be 

provided prior to construction 

ü 600.1, 
Attach. H 

Complete inspection checklist: date, weather, 
inadequate BMPs, visual observations of 
BMPs, corrective action, inspector’s name, 
title, signature 

A.11.a-f  

ü  OTHER REQUIREMENTS A.12-16  

ü 500.7 Documentation of all training A.12 Training information to be 
provided prior to construction 

ü 500.8 List of Contractors/Subcontractors A.13 
Subcontractor information to 
be provided prior to 
construction 

 
 

SECTION B:   MONITORING AND REPORTING REQUIREMENTS 

CHECK IF 
ADDRESSED 

N/A IF NOT 
APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 600.1 Description of Site Inspection Plans B.3  

ü 100.3 Compliance certification (annually 7/1) B.4 Blank Form Provided 

ü 600.2 Discharge reporting B.5 Blank Form Provided 

ü 600.3 
Keep records of all inspections, compliance 
certifications, and noncompliance reports on 
site for a period of at least three years 

B.6  
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SECTION B:   MONITORING AND REPORTING REQUIREMENTS 

CHECK IF 
ADDRESSED 

N/A IF NOT 
APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 600.4 Sampling and Analysis Plan for Sediment B.7  

ü 600.5 Sampling and Analysis Plan for Non-Visible 
Pollutants B.8  

 
 

SECTION C:   STANDARD PROVISIONS FOR CONSTRUCTION ACTIVITIES 

CHECK IF 
ADDRESSED 

N/A IF NOT 
APPLICABLE 

SWPPP 
Section ITEM 

GENERAL 
PERMIT 

REF. 
COMMENTS 

ü 100.1 Signed SWPPP Certification C.9,10  

 
 



     1
     

 

Items in parentheses refer to specific sections of the General Permit   Reviewer  ______________________ 

STORM WATER POLLUTION PREVENTION PLAN 
and MONITORING PROGRAM REVIEW SHEET 

 

GENERAL INDUSTRIAL ACTIVITIES STORM WATER PERMIT   
WATER QUALITY ORDER NO. 97-03-DWQ 

 
FACILITY NAME  ________________________________________________________________________ 
 
WDID#    _________________________________ REVIEW DATE  ________________________ 
 
FACILITY CONTACT   CONSULTANT CONTACT 
Name ________________________________ Name _____________________________ 
Title ________________________________ Title _____________________________ 
Company ________________________________ Company _____________________________ 
Street Address ________________________________ Street Address  _____________________________ 
City, State ________________________________ City, State _____________________________ 
Zip ________________________________ Zip _____________________________ 
 

Indication of WDID#     YES    NO  

      
STORM WATER  

POLLUTION PREVENTION PLAN 
Not 

Applicable 
 

Included 
Not 

Included 
 

Incomplete 
 

Comments 

Signed Certification                               (C.9 and C.10)      
      

Pollution Prevention Team  (A.3.a)      
      

Existing Facility Plans (A.3.b)      
      

Facility Site Map(s)      
      

Facility boundaries (A.4.a)      
Drainage areas (A.4.a)      
Direction of flow (A.4.a)      
On-site water bodies (A.4.a)      
Areas of soil erosion (A.4.a)      
Nearby water bodies (A.4.a)      
Municipal storm drain inlets (A.4.a)      
Points of discharge (A.4.b)      
Structural control measures (A.4.b)      
Impervious areas (A.4.c) 
(paved areas, buildings, covered areas, roofed areas) 

     

Location of directly exposed materials (A.4.d)      
Locations of significant spills and leaks (A.4.d)      
Storage areas / Storage tanks (A.4.e)      
Shipping and receiving areas (A.4.e)      
Fueling areas (A.4.e)      
Vehicle and equipment storage and maintenance (A.4.e)      
Material handling / Material processing (A.4.e)      
Waste treatment / Waste disposal (A.4.e)      
Dust generation / Particulate generation (A.4.e)      
Cleaning areas / Rinsing areas (A.4.e)      
Other areas of industrial activities (A.4.e)      

STORM WATER  Not  Not   
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Items in parentheses refer to specific sections of the General Permit   Reviewer  ______________________ 

POLLUTION PREVENTION PLAN Applicable Included Included Incomplete Comments 

List of Significant Materials (A.5)      
For each material listed:      
Storage location      
Receiving and shipping location      
Handling location      
Quantity      
Frequency      
      

Description of Potential Pollution Sources (A.6)      
      

Industrial processes (A.6.a.i)      
Material handling and storage areas (A.6.a.ii)      
Dust and particulate generating activities (A.6.a.iii)      
Significant spills and leaks (A.6.a.iv)      
Non-storm water discharges (A.6.a.v)      
Soil erosion (A.6.a.vi)      
      

Assessment of Potential Pollutant Sources (A.7)      
      

Areas likely to be sources of pollutants (A.7.a.i)      
Pollutants likely to be present (A.7.a.ii)      
      

Storm Water Best Management Practices (A.8)      
      

Existing BMPs      
Existing BMPs to be revised and/or implemented      
New BMPs to be implemented      
Non-structural BMPs (A.8.a)      
Good housekeeping (A.8.a.i)      
Preventative maintenance (A.8.a.ii)      
Spill response (A.8.a.iii)      
Material handling and storage (A.8.a.iv)      
Employee training (A.8.a.v)      
Waste handling / Waste recycling (A.8.a.vi)      
Recordkeeping and internal reporting (A.8.a.vii)      
Erosion control and site stabilization (A.8.a.viii)      
Inspections (A.8.a.ix)      
Quality assurance (A.8.a.x)      
Structural BMPs (A.8.b)      
Overhead coverage (A.8.b.i)      
Retention ponds (A.8.b.ii)      
Control devices (A.8.b.iii)      
Secondary containment structures (A.8.b.iv)      
Treatment (A.8.b.v)      

Annual Comprehensive Site Compliance Evaluation       
      

Review of visual observations, (A.9.a) 
inspections, and sampling analysis 

     

Visual inspection of potential pollution sources (A.9.b)      
Review and evaluation of BMPs (A.9.c)      
Evaluation report (A.9.d)      
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Items in parentheses refer to specific sections of the General Permit   Reviewer  ______________________ 

MONITORING PROGRAM Not 
Applicable 

 
Included 

Not 
Included 

 
Incomplete 

 
Comments 

Quarterly Non-Storm Water Discharge      
Visual Observations (B.3)      
Observations to be conducted (B.3.c) 
(Jan-March, April-June, July-September, October-December) 

     

All drainage areas (B.3.a)      
Look for presence of unauthorized NSWDs (B.3.a)      
Observe authorized NSWDs (B.3.b)      
Maintain observation records (B.3.d)      
      

Storm Water Discharge Visual Observations (B.4)      
      

Once per month during wet season (B.4.a) 
(October 1-May 31) 

     

Observe during first hour of discharge (B.4.a)      
All drainage areas (B.4.a)      
Observe stored or contained (B.4.a) 
storm water at time of discharge 

     

Preceded by three working days dry weather (B.4.c)      
Document discharge characteristics (B.4.c)       
      

Sampling and Analysis      
      

Samples to be collected during first hour of discharge (B.5.a)      
Sample from first storm of the wet season (B.5.a)      
Sample from one additional storm during wet season (B.5.a)      
Samples collected from all discharge locations (B.5.a)      
Sampling of contained storm water (B.5.a) 
at time of discharge 

     

Sampling preceded by at least (B.5.b) 
three working days without storm water discharges 

     

Sampling for pH, TSS, SC, TOC or O&G (B.5.c.i)      
Sampling for toxic chemicals and other pollutants 
likely present in storm water discharges in significant 
quantities (B.5.c.ii) 

     

Other analytical parameters listed in Table D (B.5.c.iii)      
Storm Water Effluent Limitation 
Guidelines parameters (B.6) 

     

Description of sampling locations (B.7)      
Description of sampling methods (B.10)      
Identification of analytical methods (B.10.b)  
and method detection limits 

     

Retention of all records for at least five years (B.13)      
Annual Report to be submitted by July 1 each year (B.14)      
      
 
General Comments:            
  
            
 
            
 
            



Attachment M 
Annual Certification of Compliance Form 

INSTRUCTIONS 
 
n By July 1 of each year, the Owner shall complete this form, as required in Section 1.3 of the 

SWPPP.  Annual certification of compliance is based on the site inspections required in the 
SWPPP. 

n Completed and signed Annual Certifications and Approvals shall be included in Section 1.3 of 
the SWPPP following the required text of the section. 

n This Annual Certification of Compliance form does not need to be completed at the initial 
approval, but it shall be completed during the first year of the initial SWPPP approval. 



Attachment M 
Annual Certification of Compliance 

 

Project Name: Gregory Canyon Landfill 
 

Project Number:  
 

Company Name:  
 

Address:  
 

Construction Start Date:   Completion Date:  
 
This project is in compliance with the General Permit and this SWPPP (check yes or no)  YES   NO 
 
Description of Work: description of work 

 
Work Now in Progress: work in progress 

 
Work Planned for Next 12 Months: work planned 

 
"I certify under penalty of law that, during the past 12 months, the construction activities 
are in compliance with the requirements of the General Permit and this SWPPP. This 
Certification is based upon the site inspections required in Section B, Item 3 of the General 
Permit. This document was prepared under my direction or supervision in accordance with 
a system designed to assure that qualified personnel properly gather and evaluate the 
information submitted.  Based on my inquiry of the person or persons who manage the 
system or those persons directly responsible for gathering the information, to the best of 
my knowledge and belief, the information submitted is, true, accurate, and complete.  I am 
aware that there are significant penalties for submitting false information, including the 
possibility of fine and imprisonment for knowing violations." 
 

  
Owner (or Authorized Representative) Signature Date 

            
Name and Title 

 

Telephone Number 
 



Attachment N 
Other Plans and Permits 
 
 
 

 

 

n Include copies of other local, state, and federal plans and permits.  List of other 
plans and permits shall be included in Section 4 of the SWPPP. 
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CHECKLIST FOR SUBMITTING A NOTICE OF INTENT 
 
In order for the State Water Resources Control Board to expeditiously process your Notice of 
Intent (NOI), the following items must be submitted to either of the addresses indicated below: 
 
1._______ NOI  (please keep a copy for your files) with all applicable sections completed and 

original signature of the landowner or signatory agent; 
 
2._______ Check made out to the “State Water Resources Control Board” 

Fee is ($200 + $20/acre) plus 18.5% surcharge.  See reverse for listing of fees by 
acre.  The fee is based on the “Total Acres to be Disturbed” for the life of the 
project. 

 
3. _______ Site Map of the facility (see NOI instructions). DO NOT SEND BLUEPRINTS 
 
 
U.S. Postal Service Address    Overnight Mailing Address  
   
State Water Resources Control Board State Water Resources Control Board 
Division of Water Quality  Division Of Water Quality 
Attn:  Storm Water Section Attn: Storm Water, 15th Floor  
P.O. Box 1977 1001 I Street    
Sacramento, CA  95812-1977 Sacramento, CA  95814 
 
NOIs are processed in the order they are received.  A NOI receipt letter will be mailed to the land 
owner within approximately two weeks. Incomplete NOI submittals will be returned to the 
landowner’s address within the same timeframe and will specify the reason(s) for return.  If you 
need a receipt letter by a specific date (for example, to provide to a local agency), we advise that 
you submit your NOI thirty (30) days prior to the date the receipt letter is needed. 
 
Please do not call us to verify your NOI status.  A copy of your NOI receipt letter will be 
available on our web page within twenty-four (24) hours of processing.  Go to: 
http://www.waterboards.ca.gov/stormwtr/databases.html to retrieve an electronic copy of your  
NOI receipt letter. If you have any questions regarding this matter, please contact us at 
(916) 341-5537.



 
 

 

Acres Fee 18.5% Surcharge Total Fee
0 $200.00 $37 $237 
1 $220.00 $41 $261 
2 $240.00 $44 $284 
3 $260.00 $48 $308 
4 $280.00 $52 $332 
5 $300.00 $56 $356 
6 $320.00 $59 $379 
7 $340.00 $63 $403 
8 $360.00 $67 $427 
9 $380.00 $70 $450 
10 $400.00 $74 $474 
11 $420.00 $78 $498 
12 $440.00 $81 $521 
13 $460.00 $85 $545 
14 $480.00 $89 $569 
15 $500.00 $93 $593 
16 $520.00 $96 $616 
17 $540.00 $100 $640 
18 $560.00 $104 $664 
19 $580.00 $107 $687 
20 $600.00 $111 $711 
21 $620.00 $115 $735 
22 $640.00 $118 $758 
23 $660.00 $122 $782 
24 $680.00 $126 $806 
25 $700.00 $130 $830 
26 $720.00 $133 $853 
27 $740.00 $137 $877 
28 $760.00 $141 $901 
29 $780.00 $144 $924 
30 $800.00 $148 $948 
31 $820.00 $152 $972 
32 $840.00 $155 $995 
33 $860.00 $159 $1,019 
34 $880.00 $163 $1,043 
35 $900.00 $167 $1,067 
36 $920.00 $170 $1,090 
37 $940.00 $174 $1,114 
38 $960.00 $178 $1,138 
39 $980.00 $181 $1,161 
40 $1,000.00 $185 $1,185 
41 $1,020.00 $189 $1,209 
42 $1,040.00 $192 $1,232 
43 $1,060.00 $196 $1,256 
44 $1,080.00 $200 $1,280 
45 $1,100.00 $204 $1,304 
46 $1,120.00 $207 $1,327 
47 $1,140.00 $211 $1,351 
48 $1,160.00 $215 $1,375 
49 $1,180.00 $218 $1,398 
50 $1,200.00 $222 $1,422 

Acres Fee 18.5% Surcharge Total Fee
51 $1,220.00 $226 $1,446 
52 $1,240.00 $229 $1,469 
53 $1,260.00 $233 $1,493 
54 $1,280.00 $237 $1,517 
55 $1,300.00 $241 $1,541 
56 $1,320.00 $244 $1,564 
57 $1,340.00 $248 $1,588 
58 $1,360.00 $252 $1,612 
59 $1,380.00 $255 $1,635 
60 $1,400.00 $259 $1,659 
61 $1,420.00 $263 $1,683 
62 $1,440.00 $266 $1,706 
63 $1,460.00 $270 $1,730 
64 $1,480.00 $274 $1,754 
65 $1,500.00 $278 $1,778 
66 $1,520.00 $281 $1,801 
67 $1,540.00 $285 $1,825 
68 $1,560.00 $289 $1,849 
69 $1,580.00 $292 $1,872 
70 $1,600.00 $296 $1,896 
71 $1,620.00 $300 $1,920 
72 $1,640.00 $303 $1,943 
73 $1,660.00 $307 $1,967 
74 $1,680.00 $311 $1,991 
75 $1,700.00 $315 $2,015 
76 $1,720.00 $318 $2,038 
77 $1,740.00 $322 $2,062 
78 $1,760.00 $326 $2,086 
79 $1,780.00 $329 $2,109 
80 $1,800.00 $333 $2,133 
81 $1,820.00 $337 $2,157 
82 $1,840.00 $340 $2,180 
83 $1,860.00 $344 $2,204 
84 $1,880.00 $348 $2,228 
85 $1,900.00 $352 $2,252 
86 $1,920.00 $355 $2,275 
87 $1,940.00 $359 $2,299 
88 $1,960.00 $363 $2,323 
89 $1,980.00 $366 $2,346 
90 $2,000.00 $370 $2,370 
91 $2,020.00 $374 $2,394 
92 $2,040.00 $377 $2,417 
93 $2,060.00 $381 $2,441 
94 $2,080.00 $385 $2,465 
95 $2,100.00 $389 $2,489 
96 $2,120.00 $392 $2,512 
97 $2,140.00 $396 $2,536 
98 $2,160.00 $400 $2,560 
99 $2,180.00 $403 $2,583 

>100 $2,200.00 $407 $2,607 
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FACT SHEET 
FOR 

WATER QUALITY ORDER 99-08-DWQ 
 

STATE WATER RESOURCES CONTROL BOARD (SWRCB) 
901 P STREET, SACRAMENTO, CALIFORNIA  95814 

 
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) 

GENERAL PERMIT FOR 
STORM WATER DISCHARGES ASSOCIATED WITH 
CONSTRUCTION ACTIVITY (GENERAL PERMIT) 

 
BACKGROUND 
 
In 1972, the Federal Water Pollution Control Act (also referred to as the Clean Water Act 
[CWA]) was amended to provide that the discharge of pollutants to waters of the  
United States from any point source is unlawful unless the discharge is in compliance with an 
NPDES permit.  The 1987 amendments to the CWA added Section 402(p) which establishes a 
framework for regulating municipal and industrial storm water discharges under the NPDES 
Program.  On November 16, 1990, the U.S. Environmental Protection Agency (USEPA) 
published final regulations that establish storm water permit application requirements for 
specified categories of industries.  The regulations provide that discharges of storm water to 
waters of the United States from construction projects that encompass five (5) or more acres of 
soil disturbance are effectively prohibited unless the discharge is in compliance with an NPDES 
Permit.  Regulations (Phase II Rule) that became final on December 8, 1999 expand the existing 
NPDES program to address storm water discharges from construction sites that disturb land 
equal to or greater than one (1) acre and less than five (5) acres (small construction activity).  
The regulations require that small construction activity, other than those regulated under an 
individual or Regional Water Quality Control Board General Permit, must be permitted no later 
than March 10, 2003. 
 
While federal regulations allow two permitting options for storm water discharges (individual 
permits and General Permits), the SWRCB has elected to adopt only one statewide General 
Permit at this time that will apply to all storm water discharges associated with construction 
activity, except from those on Tribal Lands, in the Lake Tahoe Hydrologic Unit, and those 
performed by the California Department of Transportation (Caltrans).  Construction on Tribal 
Lands is regulated by an USEPA permit, the Lahontan Regional Water Control Board adopted a 
separate NPDES permit for the Lake Tahoe Hydrologic Unit, and the SWRCB adopted a 
separate NPDES permit for Caltrans projects.  This General Permit requires all dischargers 
where construction activity disturbs one acre or more, to:  
 
1. Develop and implement a Storm Water Pollution Prevention Plan (SWPPP) which 

specifies Best Management Practices (BMPs) that will prevent all construction pollutants 
from contacting storm water and with the intent of keeping all products of erosion from 
moving off site into receiving waters.  
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2. Eliminate or reduce nonstorm water discharges to storm sewer systems and other waters 
of the nation. 

 
3.  Perform inspections of all BMPs. 

This General Permit shall be implemented and enforced by the nine California Regional Water 
Quality Control Boards (RWQCBs). 
 
The General Permit accompanying this fact sheet regulates storm water runoff from construction 
sites.  Regulating many storm water discharges under one permit will greatly reduce the 
otherwise overwhelming administrative burden associated with permitting individual storm 
water discharges.  Dischargers shall submit a Notice of Intent (NOI) to obtain coverage under 
this General Permit.  It is expected that as the storm water program develops, the RWQCBs may 
issue General Permits or individual permits containing more specific permit provisions.  When 
this occurs, those dischargers will no longer be regulated by this General Permit. 
 
On August 19, 1999, the State Water Resources Control Board (SWRCB) reissued the 
General Construction Storm Water Permit (Water Quality Order 99-08-DWQ referred to as 
“General Permit”).  The San Francisco BayKeeper, Santa Monica BayKeeper, San Diego 
BayKeeper, and Orange Coast Keeper filed a petition for writ of mandate challenging the 
General Permit in the Superior Court, County of Sacramento.  The Court issued a judgment and 
writ of mandate on September 15, 2000.  The Court directed the SWRCB to modify the 
provisions of the General Permit to require permittees to implement specific sampling and 
analytical procedures to determine whether Best Management Practices (BMPs) implemented on 
a construction site are:  (1) preventing further impairment by sediment in storm waters 
discharged directly into waters listed as impaired for sediment or silt, and (2 ) preventing other 
pollutants, that are known or should be known by permittees to occur on construction sites and 
that are not visually detectable in storm water discharges, from causing or contributing to 
exceedances of water quality  objectives.  The monitoring provisions in the General Permit have 
been modified pursuant to the court order.   
 
TYPES OF CONSTRUCTION ACTIVITY COVERED BY THIS GENERAL PERMIT 
 
Construction activity subject to this General Permit includes clearing, grading, disturbances to 
the ground such as stockpiling, or excavation that results in soil disturbances of at least one acre 
of total land area.  Construction activity that results in soil disturbances of less than one acre is 
subject to this General Permit if the construction activity is part of a larger common plan of 
development that encompasses one or more acres of soil disturbance or if there is significant 
water quality impairment resulting from the activity.  Construction activity does not include 
routine maintenance to maintain original line and grade, hydraulic capacity, or original purpose 
of the facility, nor does it include emergency construction activities required to protect public 
health and safety.  Dischargers should confirm with the local RWQCB whether or not a 
particular routine maintenance activity is subject to this General Permit. 
 
A construction project which includes a dredge and/or fill discharge to any jurisdictional surface 
water (e.g., wetland, channel, pond, or marine water) will also need a CWA Section 404 permit 
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from the U.S. Army Corps of Engineers and a CWA Section 401 Water Quality Certification 
from the RWQCB/SWRCB.  Storm water discharges from dredge spoil placement which occurs 
outside of Corps jurisdiction (upland sites) and are part of construction activity which disturbs 
one or more acres of land are covered by this general permit.  Proponents of construction 
projects which disturb one or more acres of land within the jurisdictional boundaries of a CWA 
Section 404 permit should contact the local RWQCB to determine the applicability of this permit 
to the project.   
 
NOTIFICATION REQUIREMENTS 
 
It is the responsibility of the landowner to obtain coverage under this General Permit prior to 
commencement of construction activities.  To obtain coverage, the landowner must file an NOI 
with a vicinity map and the appropriate fee with the SWRCB.  In addition, coverage under this 
permit shall not occur until the applicant develops an adequate SWPPP for the project.  Section A 
of the General Permit outlines the required contents of a SWPPP.  For proposed construction 
activity on easements or on nearby property by agreement or permission, the entity responsible 
for the construction activity shall file an NOI and filing fee and shall be responsible for 
development of the SWPPP, all of which must occur prior to commencement of construction 
activities. 
 
A separate NOI shall be submitted to the SWRCB for each construction site.  Owners of new 
construction shall file an NOI prior to the commencement of construction.  Owners of an 
ongoing construction site that is covered under the previous General Construction Permit  
(WQ Order No.92-08-DWQ) (1) shall continue to implement their existing SWPPP and 
monitoring program and (2) shall implement any necessary revisions to their SWPPP in a timely 
manner but in no case later than 90-calender days from adoption of this General Permit in 
accordance with Section A of this General Permit.  
 
The NOI requirements of the General Permit are intended to establish a mechanism which can be 
used to clearly identify the responsible parties, locations, and scope of operations of dischargers 
covered by the General Permit and to document the discharger’s knowledge of the requirements 
for a SWPPP.  
 
The NOI must be sent to the following address: 
 

State Water Resources Control Board 
Division of Water Quality 
Storm Water Permit Unit 
P.O. Box 1977 

  Sacramento, CA  95812-1977 
 
The total annual fee is the current base fee plus applicable surcharges.    
 
When construction is complete or ownership has been transferred, dischargers shall file a Notice 
of Termination with the RWQCB certifying that all State and local requirements have been met 
in accordance with Special Provisions for Construction Activity, C.7, of the General Permit. 
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Dischargers who fail to obtain coverage under this General Permit for storm water discharges to 
surface waters will be in violation of the CWA and the California Water Code. 
 
CONSTRUCTION ACTIVITY NOT COVERED BY THIS GENERAL PERMIT 
 
This General Permit does not apply to storm water discharges from (1) those areas on Tribal 
Lands; (2) the Lake Tahoe Hydrologic Unit; (3) construction under one acre, unless part of a 
larger common plan of development or sale; (4) projects covered by an individual NPDES 
Permit for storm water discharges associated with construction activity; and (5) landfill 
construction that is subject to the general industrial permit.   
 
Storm water discharges in the Lake Tahoe Hydrologic Unit are regulated by a separate permit(s) 
adopted by the California Regional Water Quality Control Board, Lahontan Region (LRWQCB).  
USEPA regulates storm water discharges on Tribal Lands.  Permit applications for storm water 
discharges that will be conducted in the Lake Tahoe Hydrologic Unit must be submitted directly 
to the LRWQCB.  
 
DESCRIPTION OF GENERAL PERMIT CONDITIONS 
 
The following is a brief description of the major provisions of the General Permit and the basis 
for the General Permit.   
 
Prohibitions 
 
This General Permit authorizes the discharge of storm water to surface waters from construction 
activities that result in the disturbance of one or more acres of land.  It prohibits the discharge of 
materials other than storm water and authorized non-storm water discharges and all discharges 
which contain a hazardous substance in excess of reportable quantities established at 40 Code of 
Federal Regulations (CFR) 117.3 or 40 CFR 302.4 unless a separate NPDES Permit has been 
issued to regulate those discharges.  In addition, this General Permit contains provisions that 
uphold discharge prohibitions contained in water quality control plans, as implemented through 
the nine RWQCBs.  
 
Effluent Limitations 
 
Permits for storm water discharges associated with construction activity shall meet all applicable 
provisions of Sections 301 and 402 of the CWA.  These provisions require controls of pollutant 
discharges that utilize best available technology economically achievable (BAT) and best 
conventional pollutant control technology (BCT) to reduce pollutants and any more stringent 
controls necessary to meet water quality standards. 
 
It is not feasible at this time for the SWRCB to establish numeric effluent limitations.  The 
reasons why it is not feasible to establish numeric effluent limitations are discussed in detail in 
SWRCB Order Nos. WQ 91-03 and WQ 91-04.  Therefore, the effluent limitations contained in 
this General Permit are narrative and include the requirement to implement appropriate BMPs.  
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The BMPs shall primarily emphasize source controls such as erosion control and pollution 
prevention methods.  The discharger shall also install structural controls, as necessary, such as 
sediment control which will constitute BAT and BCT and will achieve compliance with water 
quality standards.  The narrative effluent limitations constitute compliance with the requirements 
of the CWA.   
 
Elimination or reduction of nonstorm water discharges is a major goal of this General Permit.  
Nonstorm water discharges include a wide variety of sources, including improper dumping, 
spills, or leakage from storage tanks or transfer areas.  Nonstorm water discharges may 
contribute a significant pollutant load to receiving waters.  Measures to control spills, leakage, 
and dumping and to prevent illicit connections during construction shall be addressed through 
structural as well as non-structural BMPs.   
 
This General Permit prohibits the discharge of materials other than storm water and authorized 
nonstorm water discharges.  It is recognized that certain nonstorm water discharges may be 
necessary for the completion of construction projects.  Such discharges include, but are not 
limited to irrigation of vegetative erosion control measures, pipe flushing and testing, street 
cleaning, and dewatering.  Such discharges are allowed by this General Permit provided they are 
not relied upon to clean up failed or inadequate construction or post-construction BMPs designed 
to keep materials onsite.  These authorized nonstorm water discharges shall (1) be infeasible to 
eliminate, (2) comply with BMPs as described in the SWPPP, and (3) not cause or contribute to a 
violation of water quality standards.  Additionally, these discharges may be required to be 
permitted by the local RWQCB (e.g., some RWQCBs have adopted General Permits for 
dewatering discharges).  This General Permit is performance-based to the extent that it prohibits 
the discharge of storm water that causes or threatens to cause pollution, contamination, or 
nuisance; but it also allows the owner/developer to determine the most economical, effective, 
and possibly innovative BMPs. 
 
The requirements of this General Permit are intended to be implemented on a year-round basis, 
not just during the part of the year when there is a high probability of a precipitation event which 
results in storm water runoff.  The permit should be implemented at the appropriate level and in 
a proactive manner during all seasons while construction is ongoing. 

Weather and storm predictions or weather information concerning the 10-year, 6-hour storm 
event and mean annual rainfall can be obtained by calling the Western Regional Climate Center 
at 775-674-7010 or via the internet at www.wrcc.dri.edu/precip.html and/or 
www.wrcc.dri.edu/pcpnfreq.html.   
 
Receiving Water Limitations Language 
 
The receiving water limitations language is fundamentally different from the language adopted 
in the SWRCB General Industrial Activities Storm Water Permit on April 17, 1997.  
Construction related activities which cause or contribute to an exceedance of water quality 
standards must be corrected immediately and cannot wait for the RWQCB to approve a plan of 
action to correct.  The dynamic nature of construction activity allows the discharger the ability to 
more quickly identify and correct the source of the exceedances.  Therefore, the owner is 
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required to take immediate corrective action and to provide a report to the appropriate RWQCB 
within  
14-calendar days of the violation describing the corrective action.   
 
Storm Water Pollution Prevention Plan (SWPPP) 
 
This General Permit requires development and implementation of a SWPPP.  This document 
emphasizes the use of appropriately selected, correctly installed and maintained pollution 
reduction BMPs.  This approach provides the flexibility necessary to establish BMPs which can 
effectively address source control of pollutants during changing construction activities. 
 
All dischargers shall prepare and implement a SWPPP prior to disturbing a site.  The SWPPP 
must be implemented at the appropriate level to protect water quality at all times throughout the 
life of the project.  Nonstorm water BMPs must be implemented year round.  The SWPPP shall 
remain on the site while the site is under construction, commencing with the initial mobilization 
and ending with the termination of coverage under the permit.   
 
The SWPPP has two major objectives:  (1) to help identify the sources of sediment and other 
pollutants that affect the quality of storm water discharges and (2) to describe and ensure the 
implementation of BMPs to reduce or eliminate sediment and other pollutants in storm water as 
well as nonstorm water discharges.  The SWPPP shall include BMPs which address source 
control and, if necessary, shall also include BMPs which address pollutant control. 
 
Required elements of a SWPPP include:  (1) site description addressing the elements and 
characteristics specific to the site, (2) descriptions of BMPs for erosion and sediment controls, 
(3) BMPs for construction waste handling and disposal, (4) implementation of approved local 
plans, (5) proposed post-construction controls, including description of local post-construction 
erosion and sediment control requirements, and (6) nonstorm water management. 
 
To ensure that the preparation, implementation, and oversight of the SWPPP is sufficient for 
effective pollution prevention, individuals responsible for creating, revising, overseeing, and 
implementing the SWPPP should participate in applicable training programs and document such 
training in the SWPPP. 
 
SWPPPs are reports that are available to the public under Section 308(b) of the CWA and will be 
made available by the RWQCB upon request. 
Monitoring Program 
 
Another major feature of the General Permit is the development and implementation of a 
monitoring program.  All dischargers are required to conduct inspections of the construction site 
prior to anticipated storm events and after actual storm events.  During extended storm events, 
inspections must be made during each 24-hour period.  The goals of these inspections are (1) to 
identify areas contributing to a storm water discharge; (2) to evaluate whether measures to 
reduce pollutant loadings identified in the SWPPP are adequate and properly installed and 
functioning in accordance with the terms of the General Permit; and (3) whether additional 
control practices or corrective maintenance activities are needed.  Equipment, materials, and 
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workers must be available for rapid response to failures and emergencies.  All corrective 
maintenance to BMPs shall be performed as soon as possible, depending upon worker safety.  
 
Each discharger shall certify annually that the construction activities are in compliance with the 
requirements of this General Permit.  Dischargers who cannot certify annual compliance shall 
notify the appropriate RWQCB.  A well-developed monitoring program will provide a good 
method for checking the effectiveness of the SWPPP. 
 
Retention of Records 
 
The discharger is required to retain records of all monitoring information, copies of all reports 
required by this General Permit, and records of all data used to complete the NOI for all 
construction activities to be covered by the General Permit for a period of at least three years 
from the date generated.  This period may be extended by request of the SWRCB and/or 
RWQCB.  With the exception of reporting noncompliance to the appropriate RWQCB,  
dischargers are not required to submit the records, except upon specific request by the RWQCB. 
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1.0  Introduction 
This document is an amendment to the Fact Sheet to the State Water Resources Control Board’s 
(SWRCB) National Pollutant Discharge Elimination System (NPDES) General Permit for Storm 
Water Discharges Associated With Construction Activity (CGP).  This Permit was modified in 
2001 by Resolution No. 2001-046, “Modification of Water Quality Order 99-08-DWQ State Water 
Resources Control Board (SWRCB) National Pollutant Discharge Elimination System (NPDES) General 
Permit For Storm Water Discharges Associated With Construction Activity (CGP)”.  The modifications 
to the CGP require that a sampling and analysis strategy and sampling schedule for certain 
discharges from construction activity be developed and kept with the project’s Storm Water 
Pollution Prevention Plan (SWPPP).  The sampling and analysis requirements are found in 
Section B, paragraphs 7 and 8, of the CGP.  Paragraph 7 concerns monitoring for 
sedimentation/siltation or turbidity and Paragraph 8 concerns monitoring for pollutants that are 
not visually detectable in storm water.  Where required, a sampling and analysis strategy and 
sampling schedule must be developed regardless of the time of the year that construction occurs. 

This document only addresses the modifications and is intended to facilitate the proper 
implementation of the sampling and analysis requirements.  It provides information on when 
sampling and analysis is required, how to perform sampling and analysis, what conclusions may 
be drawn from the sampling and analysis results, and it explains the rationale for the required 
sampling.  

SWRCB staff developed this document with consideration of comments from interested persons, 
including the California Stormwater Quality Association, the Building Industry Legal Defense 
Foundation, the California Building Industry Association, the San Francisco BayKeeper, the 
Santa Monica BayKeeper, the San Diego BayKeeper, and the Orange County CoastKeeper.  It is 
based on the CGP, two orders issued by the Sacramento Superior Court in response to a 
challenge to the CGP, Clean Water Act provisions, regulations, guidance documents and permits 
issued by the federal Environmental Protection Agency, and other documents submitted by 
interested persons.  A full record has been compiled and is available for inspection or copying 
upon request.  A draft guidance document was circulated for public comment and a hearing was 
held prior to issuance of this final guidance document. 

Although sampling and analysis will be required at many construction sites, it will not be 
required at all construction sites.  It is the responsibility of dischargers to evaluate the 
construction project and, where required, to develop a site-specific sampling and analysis 
strategy in compliance with the CGP requirements.  For further guidance please contact your 
local Regional Water Quality Control Board (RWQCB). 

The sampling and analysis requirements supplement, but do not replace, the visual monitoring 
program required by Section B of the CGP.  All construction projects must continue the visual 
monitoring program including inspections before predicted rain events, during extended rain 
events, and following rain events that produce runoff. 

This document provides guidance on complying with the sampling and analysis requirements of 
the CGP.  It does not in any way change these requirements or guarantee compliance with the 
CGP.  The permit has many other requirements such as development of a SWPPP, 
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implementation of Best Management Practices (BMP) programs, and visual monitoring that are 
not addressed in this document. 

1.1 Organization  

Section 1:  general information and background on the sampling and requirements. 

Section 2:  non-visible pollutant sampling and analysis. 

Section 3:  sediment, silt and turbidity sampling and analysis. 

Section 4:  sampling and analysis procedures.   

Section 5:  definitions. 

Section 6:  contact list and additional sources of information. 

Section 7:  general explanation of and rationale for the sampling and analysis requirements;  
 citations to other documents that form the basis for the SWRCB’s conclusions. 

1.2 Background 

The SWRCB adopted the CGP on August 19, 1999.  The CGP is an NPDES permit that 
implements section 402(p)(2)(B) of the federal Clean Water Act.  The San Francisco BayKeeper, 
Santa Monica BayKeeper, San Diego BayKeeper, and Orange County CoastKeeper filed a 
petition for writ of mandate challenging numerous aspects of the CGP in the Superior Court, 
County of Sacramento. 

On September 15, 2000, the Court issued a judgment and writ of mandate that upheld most 
provisions of the CGP, but directed the SWRCB to modify the provisions of the CGP to require 
permittees to implement specific sampling and analytical procedures to determine whether 
BMPs implemented on a construction site are: 

(1) preventing further impairment by sediment in storm waters discharged directly into waters 
listed as impaired (Clean Water Act Section 303(d) List [303(d) List]) for sediment, silt, or 
turbidity; and 

(2) preventing other pollutants that are known or should be known by permittees to occur on 
construction sites and that can not be visually observed or detected in storm water discharges, 
from causing or contributing to exceedances of water quality objectives. 

The monitoring, sampling and analysis provisions in the CGP were modified pursuant to the 
court order and issued as Resolution No. 2001-046, adopted by the SWRCB on April 26, 2001. 

On December 27, 2001, the Court issued an Order Enforcing Writ of Mandate.  In that order, the 
Court acknowledged that the permit had been modified, but required further actions by the 
SWRCB.  Issuance of this fact sheet amendment is intended to respond to the Court’s further 
instructions.  In general, the Court expressed concern that certain aspects of the modifications 
might be ambiguous and might result in misinterpretation by dischargers.  This amendment is 
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intended to avoid such potential ambiguities and misinterpretations and to help explain the 
requirements and provide suggestions for compliance. 

1.2.1 Water Quality Standards or Objectives 

The Receiving Water Limitations in the CGP require the SWPPP be designed and implemented 
so that storm water discharges and authorized non-storm water discharges do not cause or 
contribute to an exceedance of any applicable water quality standard.  (CGP, Receiving Water 
Limitation B.2.)  The modifications to the monitoring program require sampling and analysis 
procedures to help determine whether BMPs installed and maintained in accordance with the 
SWPPP are preventing pollutants in discharges from the construction site from causing or 
contributing to exceedance of water quality standards.  In making these determinations, it is 
necessary to understand what are the applicable water quality standards. 

Water quality standards consist of the designation of beneficial uses of surface waters and the 
adoption of ambient criteria necessary to protect those uses.  (40 CFR §131.3(i))  When adopted 
by the SWRCB or a RWQCB, the criteria are termed “water quality objectives.”  (Water Code 
§13241; the terms are used interchangeably here.)  If storm water runoff from construction sites 
contains pollutants, there is a risk that those pollutants could enter surface waters and cause or 
contribute to exceedance of water quality standards.  For that reason, dischargers should be 
aware of the applicable water quality standards in their receiving waters. (The best method to 
ensure compliance with receiving water limitations is to implement BMPs that prevent 
pollutants from contact with storm water or from leaving the construction site in runoff).  

In California, water quality standards are published in the Basin Plans adopted by each RWQCB, 
the California Toxics Rule (CTR), the National Toxics Rule (NTR), and the Ocean Plan. One way 
to determine the applicable standards for the receiving water for your runoff is to contact staff 
from the appropriate RWQCB.  (See the contact list in Section 6 of this guidance.)  

The SWRCB intends in the future to augment its internet site to further facilitate access to water 
quality standards.  In the interim, dischargers can determine the applicable water quality 
standards by contacting RWQCB staff or from one of the following sources.  The actual plans 
that contain the water quality standards can be viewed at the site of the appropriate RWQCB for 
Basin Plans (http://www.waterboards.ca.gov/regions.html), the SWRCB site for statewide plans 
(http://www.waterboards.ca.gov/plnspols/index.html), or the US Environmental Protection Agency 
(USEPA) regulations for the NTR and CTR (40 CFR Title 131).  Basin Plans and statewide plans 
are also available by mail from the appropriate RWQCB or the SWRCB.  The USEPA regulations 
are available at http://www.epa.gov/. Additional information concerning Water Quality 
Standards can be accessed through http://www.waterboards.ca.gov/stormwtr/gen_const.html 

1.2.2 Non-Visible Pollutant Sampling 

The monitoring requirements in the CGP require sampling and analysis for pollutants that are 
not visually detectable in storm water discharges, which are or should be known to occur on the 
construction site, and which could cause or contribute to an exceedance of water quality 
objectives.  As is explained below, the situations where non-visible pollutants may occur in 
runoff from a construction site are limited.  Where such non-visible pollutants are known or 
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should be known to be present and have the potential to contact runoff and to contribute to an 
exceedence of a water quality objective, sampling and analysis is required. 

A variety of materials are used in construction or are present on construction sites.  Examples of 
such materials include soil stabilizers, paint, and fluids from vehicles.  Any of these materials can 
end up in the storm water runoff and contain pollutants that pose a threat to water quality.  
Some of these potential pollutants will leave a visible trace.  For example, sediment turns water 
brown and oil and grease leave a sheen.  Other pollutants will discolor the runoff or leave a 
residue or film.  For pollutants that are visible in runoff, the CGP requires the discharger to 
perform visual monitoring of the site and does not require sampling and analysis.  The sampling 
and analysis requirements only apply to pollutants that do not leave a visible trace or are not 
associated with a visible tracer.  Examples of such potential non-visible pollutants include 
increased pH, pesticides, and nutrients such as nitrogen or phosphorus.   

The presence or use of a material on the construction site does not always mean that dischargers 
must sample for it in runoff.  The CGP requires sampling and analysis when non-visible 
pollutants could “cause or contribute to an exceedance of water quality objectives in the 
receiving water.” The most effective way to avoid the sampling and analysis requirements, and 
to ensure permit compliance, is to avoid the exposure of construction materials to precipitation 
and storm water runoff.  Materials that are not exposed do not have the potential to enter storm 
water runoff, and therefore do not need to be sampled for in runoff.  Preventing contact between 
storm water and construction materials is one of the most important BMPs at any construction 
site. Manage any potential pollutants on the site in such a way that the exposure of the pollutant 
to rainfall or storm water is minimized or eliminated.  

Elimination of exposure of pollutants at construction sites is not always possible.  Some 
materials, such as soil amendments, are designed to be used in a manner that will result in 
exposure to storm water.  In these cases, it is important to make sure that these materials are 
applied according to the manufacturer’s instructions at a time when they are unlikely to be 
washed away.  Other materials can be exposed when storage, waste disposal or application are 
not done in a manner protective of water quality or through accidental spillage.  For these 
situations, sampling is required unless there is capture and containment of all storm water that 
has been exposed to pollutants.  In cases where construction materials may be exposed to storm 
water but the storm water is contained, and is not allowed to run off the site, then sampling only 
needs to occur when inspections show the containment failed or is breached and there is 
potential for exposure or discharge.   

Many common good housekeeping BMPs already limit exposure to most materials.  Improving 
these practices to prevent exposure is a better approach to preventing pollution of runoff and 
will limit the amount of sampling and analysis.  Improved BMPs may be less costly than an 
ongoing sampling and analysis program. 

The first step in managing potential pollutants at a construction site is the implementation of 
well thought out BMP programs that are designed to minimize the mobilization of pollutants 
such as sediment and to minimize the exposure of storm water to pollutants.  The next important 
step is an aggressive program of inspections both on a regular basis and before and after storms.  
The inspection program must also be accompanied by an equally aggressive BMP maintenance 
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program.  The receiving water is protected when appropriate BMPs are implemented, inspected 
and maintained.  The role of sampling is to support the visual inspection of the site when 
necessary. 

1.2.3 Sediment-Impaired Water Bodies 

Certain lakes, streams, rivers, creeks and other bodies of water in California have been 
determined by the SWRCB to be impaired by one or more pollutants.  (This listing is required by 
Clean Water Act section 303(d).)  One of the pollutants that can trigger a listing is sediment, 
termed variously as sedimentation, siltation, sediment, or turbidity.  The water bodies listed for 
sediment in California are included in Attachment 3 to the CGP. Additional discharges of 
sediment to a sediment-impaired water body could contribute to the exceedance of a water 
quality standard for that pollutant.  Following listing of impaired waters, RWQCBs adopt total 
maximum daily loads (TMDLs) that may include waste load allocations for the impairing 
pollutant.  Effluent limitations in NPDES permits must be consistent with the assumptions and 
requirements of waste load allocations (40 CFR section 122.44(d)(1)(vii)(B)), and adoption of 
TMDLs could result in specific requirements in the CGP or an individual or watershed-wide 
construction permit.  Pending completion of TMDLs for sediment-impaired waters, it is 
necessary to ensure that sediment discharges from construction sites do not cause or contribute 
to exceedances of water quality.  To that end, the modifications require sampling and analysis of 
discharges from construction activity that directly enters a water body listed in Attachment 3 to 
the CGP as impaired for sediment.  This requirement is generally only applicable to a handful of 
construction projects each year. 

To obtain the latest list of 303(d) water bodies, visit the SWRCB’s Web site at 
http://www.waterboards.ca.gov/. 

1.3 Purpose of Sampling and Analysis 

The primary method of determining compliance with the CGP is visual inspections.  The permit 
requires regular inspections as well as pre-storm and post-storm inspections to determine if 
there are areas where storm water can be or has been exposed to pollutants.  It is possible to see 
if there is erosion and movement of soil, or if construction materials, chemicals and waste are 
exposed.  This is the best way to determine if the site is in compliance.  In some cases, 
verification of this compliance through sampling and analysis is appropriate.  The purpose of the 
sampling and analysis requirements is to support the visual observation program and to provide 
information that can be used to help determine whether the BMPs employed on a construction 
site are effective in preventing construction site pollutants from causing or contributing to 
exceedances of water quality objectives in the receiving waters.  The modifications to the CGP 
contain two categories of sampling and analysis requirements, which are illustrated in Figures 1-
1 and 1.2.1-4: 

Monitoring for non-visible pollutants at any site where the relevant triggering conditions occur.  
This monitoring is required at any site where there is exposure and where a discharge can cause 
or contribute to exceedence of a water quality objective, not just those that discharge to water 
bodies that are listed for a particular pollutant; and  
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Monitoring for sediment in storm water discharged directly to water bodies listed as impaired 
for sediment/siltation, sediment, or turbidity on the SWRCB’s 303(d) list of water bodies.  

The sampling and analysis results are not conclusive proof of compliance or non compliance 
with the permit.  Specifically, Receiving Water Limitations in the CGP provide that the SWPPP 
must be designed and implemented so that storm water discharges shall not cause or contribute 
to exceedance of any applicable water quality standards.  These provisions also require 
implementation of corrective measures, and revision of the SWPPP and monitoring requirements 
if storm water discharges do cause or contribute to an exceedance of an applicable water quality 
standard.  USEPA has pointed out the difficulties and limitations of using sampling in storm 
water permits as a measure of compliance.  (57 Fed. Reg. 11394, 11402)  While sampling and 
analysis, as required by the CGP, may be a useful tool in pointing to areas of concern, it is of 
limited use in the storm water context and must be used as a diagnostic tool rather than as 
conclusive evidence of compliance or non-compliance with the CGP.   
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2.0 Sampling Program for Pollutants Not Visually Detectable in  
 Storm Water 

The CGP requires sampling and analysis for pollutants not visually detectable in runoff, but 
which could cause or contribute to an exceedance of water quality objectives in the receiving 
water.  Sample for a constituent if there is reason to expect that it may be in the discharge, 
regardless of whether or not it is causing or contributing to an exceedence of a water quality 
objective.  First attempt to eliminate the exposure of construction materials to prevent pollution 
of storm water and thus to limit the requirement for sampling and analysis.  Many construction 
materials, including soil amendments, fertilizers, pesticides, and even things like fencing and 
wood products, are intended for use outdoors.  For such materials, minimize pollutant discharge 
through implementation of appropriate BMPs.  If exposure to these products can contribute 
pollutants to the runoff at levels that could cause or contribute to exceedance of a water quality 
objective, then sampling is still required, even if they are used correctly. 

2.1 What the Permit Says about Sampling 

The CGP requires that a sampling and analysis program be developed and conducted for 
pollutants which: 

• Are not visually detectable in storm water discharges, 

• Are known or should be known to occur on the construction site, and 

• Could cause or contribute to an exceedance of water quality objectives in the receiving water. 

Include all pollutants identified in this way in this sampling and analysis strategy and identify 
them in the SWPPP (as required by Sections A. 5. b. and A. 5. c. of the CGP).  The CGP states that 
the SWPPP must identify a strategy for conducting the sampling and analysis, including the 
frequency and location(s) at which sampling will be conducted. 

Sample for pollutants that would not be visible in runoff if: 

• Visual inspections (required before, during and after storm events) indicate that there has 
been a breach, malfunction, leakage or spill from a BMP that could result in the discharge of 
pollutants in storm water and the pollutants would not be visually detectable; or 

• Storm water comes into contact with soil amendments, other exposed materials, or other on 
site sources of pollution. 

2.2 Deciding When to Sample 

Conduct proper inspections throughout the duration of the project to make sure that 
appropriately selected BMPs have been implemented, are being maintained, and are effective.  
Sample if non-visible pollutants that are known or should be known to occur on the construction 
site “could cause or contribute to an exceedance of water quality objectives in the receiving 
water.”  As discussed in this document, there are numerous receiving water standards found in 
different documents, including narrative water quality objectives in basin plans.  For that reason, 
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and because of the difficulties associated with linking a discharge from a construction site to 
exceedance of water quality standards in the receiving waters, conduct sampling and analysis 
whenever the above conditions are met. 

If a determination is made that sampling is needed, collect storm water runoff samples 
regardless of the time of year, status of the construction site, or day of the week.  Collect samples 
during the first two hours of runoff (during daylight hours).  Storm water inspections and 
sample collections are required even during non-working days (including weekends and 
holidays). 

2.3 Deciding What Constituents to Sample for: What are Pollutants 
Which are “Known or Should be Known ” to Occur on a 
Construction Site? 

Pollutants can be considered to be known or should be known to occur on the construction site if 
they are currently in use or are present as a result of previous land uses.  This includes materials 
that:  

• are being used in the construction activities 

• are stored on the construction site 

• were spilled during construction operations and not cleaned up 

• were stored (or used) in a manner that presented the potential for a release of the materials 
during past land use activities 

• were spilled during previous land use activities and not cleaned up 

• were applied to the soil as part of past land use activities. 

Construction material inventories and the project SWPPP should provide adequate information 
on materials currently in use or proposed for use on the construction site. 

Develop a list of potential pollutants based on a review of potential sources identified in your 
SWPPP (required by CGP sections A.5.b. and A.5.c.), which will include construction related 
materials, soil amendments, soil treatments, and historic contamination.  Review existing 
environmental and real estate documentation to determine the potential for pollutants to be 
present on the construction site as a result of past land use activities.  Good sources of 
information on previously existing pollution and past land uses include Environmental 
Assessments, Initial Studies, Environmental Impact Reports or Environmental Impact 
Statements prepared under the requirements of the National Environmental Policy Act or the 
California Environmental Quality Act, and Phase 1 Assessments prepared for property transfers.  
In some instances, the results of soil chemical analyses may be available and can provide 
additional information on potential contamination.   

Identify from this list those pollutants that would not be visible in storm water discharges.  
These are the constituents that you will likely have to sample for in runoff if the materials are 
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exposed to storm water.  Consult with your analytical laboratory or water quality chemist to 
determine if there are field tests or indicator parameters that can be used.   

2.4 Deciding Where to Sample 

Sample at all discharge locations that drain the areas from which the pollutants may have 
entered the runoff and at locations that have not come in contact with the pollutants (reference 
sampling).  This allows a comparison of reference samples with the sample(s) collected from 
storm water suspected of containing construction-related pollutants.  The collection of this 
sample is important in the interpretation of the potentially contaminated sample because it 
provides information on the characteristics of the storm water without the exposure.  For 
example, if storm water were to come in contact with hydrated lime products, the indicator 
parameter for pollution would be an elevated pH.  The storm water could also be polluted with 
other materials or minerals, but the elevated pH will provide information necessary for the 
discharger to make further determinations as to the cause.  In this case, a sample of storm water 
from the same storm event that did not come in contact with the hydrated lime would provide 
an understanding of what the pH of the uncontaminated storm water was in relation to the 
polluted storm water.   

A more accurate background sample would have also contacted the soil and vegetation of the 
area, further isolating the lime as the source of the elevated pH.  This gives the discharger the 
necessary information to take immediate steps to detain the polluted storm water or to  

minimize or eliminate the exposure.  Describe the sampling procedure, location and rationale for 
obtaining the reference sample of storm water in the SWPPP. 

Identify sampling locations that provide information on both the runoff quality that is affected 
by material storage, historic contamination or other exposed potential pollutants, and the 
background runoff quality (i.e., reference sample).  Material storage may be confined to a small 
area of the project while historic contamination or exposed materials, such as soil amendments, 
may be widespread throughout the construction site.  For this reason, the sampling locations 
identified for these two types of potential pollutants may be different. 

• Collect samples at locations identified in your SWPPP and in areas identified by visual 
observations/inspections where there has been a BMP failure or breach and which can be 
safely accessed. 

• Collect samples from a location that is not affected by material storage activities or by runoff 
as a background or reference location.   

• For a widespread potential pollutant, select sampling locations at the perimeter of your site, 
where storm water is unaffected by your activities and compare this to areas that are affected 
by your activities on the site.  Describe the sampling procedure, the location, and the 
rationale for selecting these locations in the SWPPP. 

If the “reference sample” is taken from on-site and it turns out to be carrying a high level of 
pollutants this should trigger an evaluation of this drainage area.  Are there previously 
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undetected sources of pollutants?  It may turn out that additional BMPs may be necessary on this 
portion of the site or that the discharge must be managed or contained. 

If the “reference sample” is taken from off site and it turns out to be carrying a high level of 
pollutants take a sample on site to determine if the same pollutants are on site and must be 
managed. 

2.5 Types of Test Methods? 

The CGP requires sampling of non-visible pollutants that “could cause or contribute to an 
exceedance of water quality objectives in the receiving waters”. Unlike sediment, for which there 
are a limited number of applicable water quality objectives, the applicable water quality 
standards for “non-visible” pollutants will depend on the material and its chemical makeup.  
This guidance document contains information on what pollutants may occur on construction 
sites and which water quality standards may be associated with those pollutants.  The best 
assurance of complying with the receiving water limitations is to prevent or reduce runoff of all 
polluting substances from construction sites through implementation of effective BMPs. 

The sampling and analysis language recognizes that sampling and laboratory analysis, in and of 
itself, does not protect water quality.  Rather, field identification and detection of the source of 
pollution, followed by timely action is ultimately what will protect the receiving waters.  Because 
of the short-term nature of construction, and the use of different materials during the 
construction period, laboratory sampling will not generally provide the information needed in 
an adequate time frame.  It is preferable to use field-sampling techniques that can provide 
immediate information and allow a timely solution.  

For this reason, the sampling and analysis language for non-visible pollutants contemplates field 
sampling using indicator parameters.  The correct indicator parameter can provide a quick and 
immediate indication of contamination of storm water to known materials stored or used on a 
construction site.  Field test kits and devices have been commercially available for decades and 
widely used for water quality applications.  As an example, test strips to evaluate for ammonia, 
phosphate, chlorine, copper, iron, nitrate, nitrite, and low and high range pH are readily 
commercially available.  Manufacturers and distributors provide technical support as well as 
training to their customers.  

2.6 Deciding How Often to Sample 

Determine the frequency of sampling for non-visible pollutants based on the exposure of 
pollutant sources.  Sample runoff when BMPs do not effectively prevent or reduce exposure of a 
non-visible pollutant source to storm water.  Sample runoff when inspections identify a BMP 
failure, which exposed pollutants to storm water.  If spills are thoroughly cleaned up and the 
contaminated material is isolated, eliminating exposure to storm water runoff, sampling is not 
required.  For instances when the potential for previously existing pollution is identified, 
perform laboratory screening analysis during the first one or two storm events of the season to 
determine if the potential pollutant is running off the construction site. If construction activity 
will disturb or mobilize such potential pollutant sources, take samples to determine if the 
pollutants are being mobilized by the construction activity. 
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2.7 Identification of Pollutant Sources 

Information about various construction pollutant sources can be viewed by following the 
instructions posted on the swrcb.ca.gov web site.  In addition, various discharger groups have 
also produced information that may be useful for determining pollutants sources and sampling 
parameters for runoff from construction activity.  These include a “Pollutant Testing Guidance 
Table” that lists construction materials, describes whether they would be visible in runoff, and 
lists pollutant indicators, which will be available on the swrcb.ca.gov/stormwtr/gen_const.html 
web site 

2.8 Examples of When Sampling and Analysis for Non-Visible 
Pollutants Is Not Required 

Sampling and analysis is not required under the following conditions.  However, a contingency 
sampling strategy should be prepared in the event of an accidental discharge.   

• Where construction takes place entirely during a period of time when there are no rainfall 
events.  Timing construction to occur outside of the rainy season is the most effective BMP. 

• Where a construction project is “self-contained”, meaning that the project generates no 
runoff or any potential discharges containing pollutants, including no potential for tracking 
sediment off-site from vehicle tires, and no potential for discharging products of wind 
erosion. 

• Where construction materials and compounds are kept or used so that they are not in contact 
with storm water (e.g., in water-tight containers, under a water-tight roof, inside a building, 
etc.). 

• Where for specific pollutants, the BMPs implemented at the construction site fully contain 
the exposed pollutants (e.g., bermed concrete washout area). 

• For building, landscaping and BMP materials that are in their final constructed or in-place 
form or are designed for exposure (e.g., fence materials, support structures and equipment 
that will remain exposed at the completion of the project, etc.). 

• Where pollutants may have been spilled or released on site, but have been properly cleaned- 
up and storm water exposure has been eliminated prior to a storm event. 

• For stockpiles of construction materials for which both cover and/or containment BMPs have 
been properly implemented to protect them from run-on and from contributing pollutants to 
storm water . 

2.9 Examples of When Sampling and Analysis Is Required 

Sampling and analysis is required when non-visible pollutants have the potential to contact 
storm water and run off the construction site into a storm drainage system or water body at 
levels that may cause or contribute to exceedance of water quality standards.  Some examples of 
this situation are: 



 

Page 17 

• Where construction materials and compounds are stored or applied such that they may come 
in contact with storm water runoff. 

• For construction projects that utilize soil amendments or soil treatments that can come in 
contact with storm water runoff.  (If you have independent test data available that 
demonstrates that the soil amendments cannot result in concentration levels in storm water 
discharges that will cause or contribute to exceedance of applicable water quality standards, 
sampling and analysis may not be required.  Contact the appropriate RWQCB to determine 
acceptable concentration(s) of the material(s) in question.) 

• When a leak or spill occurs that is not fully contained and cleaned prior to a storm event. 

• When a leak or spill occurs, during a storm event, and it cannot immediately be isolated 
and/or cleaned-up, and the possibility of an off-site discharge exists. 

• When, during regular inspections, it is discovered that cover and containment BMPs have 
been compromised and storm water comes in contact with materials resulting in runoff 
discharging into a storm drain system or water body. 

• When material storage BMPs have been compromised, breached, or have failed. 

2.10  Do I Sample Storm Water Flows Diverted Around My Project for 
Non-Visible Pollutants?  

Dischargers may be faced with a situation where the disturbed area of their construction site is 
adjacent to a large area that historically has drained across their site.  This happens most 
frequently in foothill situations where schools or commercial development is undertaken 
alongside an existing roadway, adjacent to a large undisturbed area.  In such a situation, 
calculate the anticipated volume of the flow in order to size a diversion structure to divert the 
(usually) clean storm water around or though the site.  (CGP section A.5.b.1.)  It is unwise to 
allow a large volume of water to wash across a disturbed area.  Not only would the run-on cause 
erosion and remove the soil from the project, but also the discharge would be turbid and violate 
the Permit requirements.  To the extent that the discharger does allow run-on of polluted water 
to flow across the site, and contaminants in the run-on are not visible, the sampling and analysis 
requirements apply.  Additionally, the CGP (section A. 5. b.) requires that the RWQCB be 
contacted in the above situation. 

The requirement to divert run-on does not authorize the creation of a new point source of 
pollutants, however.  If the run-on contains pollutants from pre-existing pollution in the 
watershed, the discharger is responsible to determine this before planning the diversion.  Should 
a discharger divert contaminated water around the site and allow it to enter surface waters, this 
permit does not authorize such discharge and the discharger should be aware that a separate 
NPDES permit may be required.  (See, Committee to Save Mokelumne River v. East Bay Municipal 
Utility District (9th Cir. 1993) 13 F.3d 305, 309.)  If you are planning on diverting flows from 
entering your site and you suspect that they contain pollutants, contact your local RWQCB for 
advice. 
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2.11 Deciding How to Sample 

• Only personnel trained in water quality sampling procedures should collect storm water 
samples. 

• Determine sampling methods and locations in advance of the runoff event in order to 
provide sufficient time to gather the supplies and equipment necessary to sample and plan 
for safe access by the sampling personnel. 

• General guidance for sampling procedures is provided in Section 4 of this document. 

2.12 How to Use Your Sampling Data 

2.12.1 How to Analyze Your Data 

Initiate corrective action where non-visible pollutant sample test results indicate presence of 
pollutants in the construction site storm water runoff.  This can be determined by comparing 
your construction site’s storm water test results with the background sample. BMPs must be 
used to control offsite discharge of any pollutant (e.g., pesticides) that is not naturally occurring, 
regardless of background levels of that pollutant. 

Where your site’s storm water test concentrations for naturally occurring substances are 
considerably above (or, in the case of pH, considerably above or below) the background 
concentrations, or where other pollutants are found, evaluate the BMPs to determine the cause.  
Initiate corrective action by repairing, replacing or suplementing the BMPs on your site.  
Conduct additional sampling during the next runoff event after corrective actions are 
implemented to demonstrate and document that the problems have been corrected. 

This permit does not contain benchmarks. However, method of data analysis for naturally 
occurring substances employs a similar concept: determining whether the results are 
“considerably above” the background levels.  The term “considerably above” is based upon 
guidance contained in USEPA’s Multi-Sector General Permit, which does use benchmarks.  
These benchmarks are not numeric storm water effluent limits, are not related or necessarily 
protective of any specific receiving water, and exceedances of these benchmarks are not 
automatically considered permit violations.  When sample results exceed one or more of the 
benchmarks, the USEPA recommends dischargers reevaluate the effectiveness of their BMPs and 
develop, when appropriate, additional BMPs.  The use of such benchmark values is a 
scientifically valid indicator of the presence of pollutants associated with construction activity in 
the runoff.  Since the non-visual pollutants that may occur on construction sites may be similar in 
type and cause to those on industrial sites, it is valid to use USEPA’s approach here.  Where a 
parameter in a sample is being evaluated, and a benchmark is available, the benchmark may be 
used for comparison purposes.  (USEPA does not require any sampling and analysis in its 
construction permits, and therefore does not have benchmarks for construction activities.) 

2.12.2 Coordinating Visual Observations with Sampling Results 
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If visual inspection of storm water BMPs used to contain or otherwise manage (i.e., filter or treat) 
non-visible pollutants at a construction site indicates that a BMP has failed or been 
compromised, then field monitoring of any impacted storm water from the site for non-visible 
pollutants is required. Of course, immediately repair or replace any BMP that has been visually 
inspected and found breached or compromised.  If feasible, contain the polluted discharge and 
prevent it from being discharged off site.  After taking steps to correct the failed BMP, conduct 
field monitoring in the vicinity of the BMP to verify that pollutants are no longer in the storm 
water. 

The intent of conducting field monitoring for non-visible pollutants is to obtain an immediate 
indication if storm water that is discharging from a site has been polluted.  An immediate 
indication of a polluted discharge requires an immediate response in the form of backtracking 
from the point of discharge to find the source and take appropriate measures to prevent a 
recurrence of a polluted discharge. 

2.12.3 What To Do If The Data Show a Potential Problem 

If your data shows a problem, follow the reporting requirements as shown in the CGP Receiving 
Water Limitations.  In addition, take the following steps as soon as possible: 

• Identify the source 

• Repair or replace any BMP that has failed 

• Maintain any BMP that is not functioning properly due to lack of maintenance 

• Evaluate whether additional or alternative BMPs should be implemented 

If sampling and analysis during subsequent storm events shows that there is still a problem, then 
repeat the steps above until the analytical results of “upstream” and “downstream” samples are 
relatively comparable. 

Where your site’s storm water results show test concentrations considerably above (or below) 
background concentrations, evaluate the BMPs to determine what is causing the difference.  
Possible solutions may include repairing the existing BMPs, evaluating alternative BMPs that 
could be implemented, and/or implementing additional BMPs (cover and/or containment) 
which further limit or eliminate contact between storm water and non-visible pollutant sources 
at your site.  Where contact cannot be reduced or eliminated, retain storm water that has come in 
contact with the non-visible pollutant source on-site and do not allow it to discharge to the storm 
drainage system or to a water body.  Contact your RWQCB to determine whether it is 
permissible to discharge the retained storm water.  Conduct additional sampling during the next 
runoff event after corrective actions are implemented to demonstrate and document that the 
problems have been corrected. 

2.13 Retention of Data 

Keep results of field measurements and laboratory analyses with the SWPPP, which is required 
to be kept on the project site until the Notice of Termination (NOT) is filed and approved by the 
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appropriate RWQCB.  Keep field training logs, Chain-Of-Custody (COC) forms and other 
documentation relating to sampling and analysis with the project’s SWPPP.  Records of all 
inspections, compliance certifications, and noncompliance reporting must be retained for a 
period of at least three years from the date generated or after project completion. 

3.0 Sampling Program for Sedimentation/Siltation 

3.1 What the Permit Says About Sampling 

Soils, sediments, and fine (suspended) particles that result from grading and earthwork activities 
and soil erosion from disturbed, un-stabilized land areas are potentially significant sources of 
storm water pollution at construction sites.  The CGP requires construction sites to develop, 
implement and maintain an effective combination of erosion control and sediment control BMPs 
to prevent soils, sediments, debris and solids fine enough to remain suspended from leaving the 
construction site and moving into receiving waters at levels above preconstruction levels. 

The CGP requires that a visual survey of the site be done before, during and after a storm.  If the 
visual survey indicates either the potential for a discharge of sediment laden water or that  
sediment is being discharged, steps must be taken to repair or augment the BMPs to prevent the 
discharge as soon as possible.  Discharge of sediment above predevelopment levels is not 
allowed. 

The CGP requires sampling and analysis for sediment/silt or turbidity when the construction 
site runoff discharges directly into a water body that is impaired by sedimentation/siltation, 
sediment, or turbidity (that is, the water body is on the 303(d) list for one or more of these 
pollutants.)  A key point is that the discharge of storm water runoff must directly enter the 
impaired water body or impaired segment of a water body.  Construction site runoff that flows 
through a tributary or storm drainage system and is commingled with other sources of flow, is 
not considered a direct discharge even if the flow eventually enters an impaired water body.  
(See the definition of direct discharge in Section 5 for further details.) 

The CGP requires that the SWPPP identify a strategy for conducting the sampling and analysis, 
including the frequency at which sampling will be conducted.  The SWPPP must also describe:  

• the location(s) of direct discharges from construction activities to a water body listed on the 
SWRCB’s 303(d) list for sedimentation/siltation, sediment and/or turbidity; 

• the designated sampling location(s) in the listed water body representing the prevailing 
conditions up-stream of the discharge; and  

• the designated sampling location(s) in the listed water body representing the prevailing 
conditions down-stream of the discharge. 

• the sampling design which describes the sampling devices used; the sample size; the number 
of samples to be taken at each location, the laboratory protocol employed; and, if applicable, 
the statistical test used to determine if the upstream/downstream samples differ to a 
statistically significant degree.  
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3.2 Deciding When to Sample 

• Dischargers must perform sampling if the storm water runoff directly discharges from the 
construction site to a 303(d) listed water body.   

• Dischargers must collect samples during the first two hours of discharge (runoff) from storm 
events which result in a direct discharge to any 303(d) listed water body.  But samples need 
only be collected during daylight hours (sunrise to sunset). 

• Dischargers must collect samples regardless of the time of year, status of the construction 
site, or day of the week. Samples should be taken during the first two hours of a storm event.  
Storm water inspections and sample collections are required even during non-working days 
(including weekends and holidays).  Samples must be taken from the same storm event for 
comparison, concentrations are not comparable across storm events. 

• Dischargers do not need to perform upstream/downstream sample collection for more than 
four (4) rain events per month. 

3.3. Deciding What Constituent(s) Require Sampling 

• If the water body is listed as impaired for sedimentation or siltation, analyze samples for 
Setteable Solids (mL/L) and Total Suspended Solids (mg/L) according to USEPA 160.2 and 
USEPA 160.5, respectively.  Samples may be analyzed for suspended sediment concentration 
(SSC) according to ASTM D3977-97 instead of or in addition to Total Suspended Solids and 
Setteable Solids. 

• If the water body is listed as impaired for turbidity, analyze samples for turbidity per USEPA 
180.1 or analyze in the field using a correctly calibrated turbidity meter. 

• It is very important that consistent sampling and analysis methods are used for all sampling 
locations.  

Table 3-1 shows general sample handling and laboratory requirements for sediment sampling.
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Table 3-1 
LABORATORY REQUIREMENTS1 FOR STORM WATER MONITORING OF SEDIMENT, SILTATION AND/OR 
TURBIDITY 
 
 

Parameters Analytical 
Method 

Target 
Method 
Detection 
Limit 

Minimum 
Sample 
Volume 2 

Container Preservative Holding Time 

Total Suspended Solids (TSS) 2 EPA 160.2 1 mg/L 100 mL 500 mL polypropylene Store in ice or refrigerator at 4°C (39.2°F) 7 days 

Setteable Solids (SS) EPA 160.5 0.1 
mL/L/hour 1 liter 1 liter mL polypropylene Store in ice or refrigerator at 4°C (39.2°F) 48 hours 

Suspended Sediment 
Concentration (SSC) 3 

ASTM D 
3977-97 

Contact 
Laboratory 200 mL Contact Laboratory Store in ice or refrigerator at 4°C (39.2°F) 7 days 

Turbidity EPA 180.1 1 NTU 100 mL 500 mL polypropylene 
or glass 

Store in ice or refrigerator at 4°C (39.2°F), 
Dark 48 hours 

 
1 The data in this table is a summary of recommended laboratory requirements.  For specific USEPA regulatory requirements, consult the 

sampling and analysis requirements found in 40 CFR 136. 
2 Minimum sample volume recommended.  Specific volume requirements will vary by laboratory; please check with your laboratory when 

setting up bottle orders. 
3 Use either TSS or SSC, or both, for suspended solids analysis.  Upstream and downstream samples should be analyzed by the same method.
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3.4 Deciding Where to Sample 

In-stream sampling is required, both upstream and downstream of the discharge.  The CGP does 
not require that the effluent be sampled.  However, effluent sampling is recommended.  Take 
both upstream and downstream samples within the actual flow of the waterbody.  Collect 
samples at the following locations: 

• Sample the 303(d) listed water body upstream of the construction site discharge in a location 
representative of the sediment load present in the water body before it is impacted by 
discharge from the construction site. 

• Sample the 303(d) listed water body at a point immediately downstream of the last point of 
discharge from the construction site.  

Additionally, for the purpose of interpreting the results of the samples collected from the 303(d) 
listed water body, collect and analyze samples of the actual discharge from the construction site 
(effluent sample) prior to it being commingled in the receiving water.  This sample can be used 
to verify whether the source of the sediment in-stream is emanating from the construction 
discharge.  Remember that samples should only be collected from safely accessible locations. 

In general, sample away from the bank in or near the main current.  Avoid collecting samples 
directly from ponded, sluggish, or stagnant water.  Be careful when collecting water upstream or 
downstream of confluences or point sources to minimize problems caused by backwater effects 
or poorly mixed flows.  Note that samples collected directly downstream from a bridge can be 
contaminated from the bridge structure or runoff from the road surface. 

Choose the upstream location in water that appears to represent the nature of the flow in the 
stream. 

Downstream samples should represent the receiving water mixed with flow from the 
construction site.  For instance if the flow from the site can be observed by either a color or a flow 
difference, collect the downstream sample from within the affected water. 

3.5 What Are the Applicable Water Quality Standards 

The CGP requires sampling of runoff from construction sites that discharge directly to 303(d) 
listed water bodies to demonstrate that discharges do not contribute to the impairment of the 
receiving water.  Each of the listed waters is subject to water quality objectives in a RWQCB 
Basin Plan for sediments and solids or for turbidity.  The applicable water quality objectives for 
each RWQCB are listed in Appendix A to this guidance document. 

3.6 Deciding How to Sample 

• Only personnel trained in water quality sampling procedures should collect storm water 
samples. 
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• Determine sampling methods and locations in advance of the runoff event in order to 
provide sufficient time to gather the supplies and equipment necessary to sample and plan 
for safe access by the sampling crew(s) and document them in the SWPPP. 

• General guidance for sampling procedures is provided in Section 4 of this document. 

3.7 How to Use Your Data 

3.7.1 How to Analyze Your Data 

While it is desirable for sediment concentrations from a site to be as low as possible, the amount 
that a site can contribute is determined by a TMDL analysis and in the absence of an 
implemented TMDL, the instream concentrations below the point of discharge cannot be 
significantly different from the upstream concentrations. 

In order to allow for meaningful analysis of the data, it is necessary to establish a statistical 
framework for it.  When sampling a body of water, it is unlikely that two samples, even taken 
next to each other, will have the same concentration of a pollutant.  This is referred to as 
variability.  Concentrations will vary from sample to sample, but the difference between them 
may not be meaningful.  In order to obtain a statistically meaningful set of samples, it is 
necessary to determine how many samples will be necessary, the greater the variability between 
samples, the larger the number of samples (N) will be required.  This may require that the water 
body be sampled before the start of construction to determine the variability.  Collect sufficient 
numbers of samples (N) during each storm event monitored to represent the prevailing 
conditions of both locations (upstream and downstream).  Depending upon which statistical test 
is used, and the variability between the samples, N will usually be more than a single sample.  
When comparing samples from a single storm event, a range of readings will be obtained.  
Almost all samples from that source will fall into that range.  The likely range of readings can be 
expressed through the use of a statistical confidence interval for the parameter being sampled.  
Confidence intervals are expressed as probabilities, such as 95% confidence or 97% confidence.  
The size of a confidence interval will be determined by the variability in the samples from the 
single source and the number of samples collected. 

Once the sampling is completed and results returned from the laboratory, compare the 
concentration of the appropriate parameter (see Section 2.3 Deciding What Constituents to 
Sample for)) derived from the upstream samples to the concentration of the same parameter 
from the downstream samples (from the same storm event). It is expected that every sample will 
be different.  (This would be true even if there were not construction activities, in light of the 
variability of stream conditions, explained above.)  Rather, compare the samples to see if there is 
a statistically significant difference between the central tendency (arithmetic mean, geometric 
mean, median, etc.) of the upstream samples and the downstream samples.   

Estimate the magnitude of the difference in the central tendency between the upstream and 
downstream concentration values.  The null hypothesis to be tested is:  The difference between 
the downstream central tendency and the upstream central tendency is less than or equal to zero.  
The minimum acceptable confidence interval shall be 90%.  Using the data, calculate a one-sided 
lower confidence limit (LCL) on the difference in central tendencies.  If the numeric value of zero 
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is contained within the confidence interval (LCL), then you cannot reject the null hypothesis, and 
you would conclude that no impairment has occurred.  If, however, the data indicates that the 
downstream central tendencies are significantly higher than the upstream, you cannot accept the 
null hypothesis.  In this case there is the presumption that the discharges are contributing to the 
existing impairment.  

If you did take samples of the effluent, and those samples are not consistent with the conclusion 
that the discharge is contributing to the existing impairment, take steps to determine what other 
source(s) is causing the increase in the downstream sampling.  If you can show that there is a 
different source than your discharge, you should contact the appropriate RWQCB. 

The hypothesis, sampling methodology, confidence interval, and statistical tests and 
assumptions must be defensible to the RWQCB.  Since construction sites that discharge directly 
into impaired water bodies are not common in California, the local RWQCB will likely ask to 
review the SWPPP and the sampling and analysis strategy prior to construction activity. 

3.7.2 Sources of sediment, silt and turbidity in a construction discharge 

Conditions or areas on a site that may be causing sediment, silt, and/or turbidity in your storm 
water runoff may include: 

• Exposed soil areas with inadequate erosion control measures 

• Active grading areas 

• Poorly stabilized slopes 

• Lack of perimeter sediment controls 

• Areas of concentrated flow on unprotected soils 

• Poorly maintained erosion and sediment control measures 

• Unprotected soil stockpiles 

• Failure of an erosion or sediment control measure 

• Unprotected Clayey soils 

3.7.3 What To Do If Your Data Shows a Statistically Significant Increase 
Downstream of the Discharge 

The CGP requires that BMPs be implemented on the construction site to prevent a net increase of 
sediment load in storm water discharges relative to pre-construction levels.  Although the 
upstream reference (background) sample may not be representative of pre-construction levels at 
your site, it will provide a basis for comparison with the sample taken downstream of the 
construction site. 
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If the statistical tests of the upstream and downstream samples indicate an increase in silt, 
sediment and/or turbidity, follow the reporting requirements as shown in the Receiving Water 
Limitations of the CGP.  If you have collected samples of the discharge from your site, use these 
results to help identify if it is your project that is discharging sediment into the receiving water.  
It is recommended that the following steps be taken as soon as possible. 

• Identify the source of the silt, sediment or turbidity 

• Review effectiveness of existing erosion control BMPs.  The sediment may be coming from 
locations at the construction site where existing erosion control BMPs have been reduced in 
effectiveness.  These BMPs should be evaluated to determine whether they are in need of 
maintenance. 

• Review effectiveness of existing sediment control BMPs.  The sediment may be coming from 
locations at the construction site where existing sediment control BMPs have been reduced in 
effectiveness.  These BMPs should be evaluated to determine whether they are in need of 
maintenance.  

• Look for evidence that there are too few sediment and erosion control BMPs.  In inspecting 
the site, sources of sediment that either do not have BMPs or for which the BMPs appear to 
be insufficient in number or type may be identified. 

• Repair or replace any BMP that has failed or is in need of maintenance 

• Evaluate whether additional or alternative BMPs should be implemented to provide an 
effective combination of erosion and sediment control measures on the site.  Do not rely 
solely on perimeter sediment controls, particularly where there are fine-grained soils (such as 
silts or clays) on the site.  Implement erosion controls (source controls) that keep the soil in 
place, even on temporary slopes and rough graded areas, wherever possible and as necessary 
to prevent sediment from leaving the site. 

If sampling and analysis during subsequent storm events shows that there is still a statistically 
significant difference, then repeat the steps above until the analytical results of the upstream 
concentration samples are within the confidence interval. 

3.8 Retention of Data 

Keep results of field measurements and laboratory analyses with the SWPPP, which is required 
to be kept on the project site until the NOT is filed and approved by the appropriate RWQCB.  
Keep training logs, Chain-Of-Custody (COC) forms and other documentation relating to 
sampling and analysis with the project’s SWPPP.  All records of all inspections, compliance 
certifications, and noncompliance reporting must be retained for a period of at least three years 
from the date generated or after project completion. 

4.0 Sampling Procedures 

The collection and handling of storm water runoff samples requires care to ensure the integrity 
and validity of the samples.  A Chain of Custody (COC) form, must follow the sample from the 
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collection through the analysis process.  Additional documentation to track other information of 
interest, e.g. field conditions, or required field measurements may also be used.  This type of 
information is recorded on a field tracking form. 

Collect all samples with care to ensure that the sample is representative of the runoff being 
tested, use the correct type of container, preserve samples in accordance with the test method’s 
specifications, and store at the appropriate temperature until delivered to an analytical 
laboratory.  Some types of samples have very short holding times and must be analyzed before 
this holding time is exceeded.  Sample handling requirements and documentation form the basis 
of your sampling quality assurance program. 

Before starting any sampling program, contact the analytical laboratory that you plan to use to 
analyze your samples.  Make sure to select a laboratory that will provide you with the support 
that you need, such as, properly cleaned and preserved sampling containers and COC forms.  
Some laboratories can assist in identifying courier services available to transport samples to the 
laboratory, or may be able to provide sampling service for you.  Work out all of these details in 
advance of sample collection.  Consult the analytical laboratory on what additional samples will 
be required for quality assurance and quality control purposes. 

Both field and/or analytical analysis methods can be used to meet the Permit requirements.  
Field techniques have the advantage of providing immediate results, however, there are only a 
limited number of analyses that can be done in the field.  Analytical laboratories can analyze for 
a wide range of parameters, but the data may take several weeks or longer to get back. 

Some constituents (e.g. pH) can be evaluated in the field with special equipment.  Field samples 
must be collected and analyzed according to the specifications of the manufacturer of the 
sampling devices employed.  Field equipment must be used by trained staff and the equipment 
must be calibrated and maintained according to the manufacturer's specifications. 

Laboratory analyses should be conducted by a laboratory that is currently accredited by the 
California Department of Health Services Environmental Laboratory Accreditation Program 
(ELAP).  Analyses must be conducted in accordance with 40 CFR Part 136. 

You may refer to the California Department of Transportation (Caltrans) Guidance Manual: 
Stormwater Monitoring Protocols (Second Edition), July 2000 to assist you in developing a sampling 
and analysis program.  This document may be downloaded from the Caltrans Website, at  

http://www.dot.ca.gov/hq/construc/stormwater/SamplingGuidanceManual.pdf 

Figure 4-1 is an outline for a typical comprehensive storm water sampling and analysis plan.  As 
some laboratories may have specific requirements for sample collection and handling, specific 
information or requirements on your samples should be checked with your laboratory. 



 

 Page 28 

Figure 4-1 Outline for a Typical Storm Water Sampling and Analysis Plan 

1 PROJECT OVERVIEW/DESCRIPTION 
1.1 Description of why the project is being conducted 
1.2 Description of who is conducting the project 
1.3 General scope of monitoring activities 
1.4 Project organization/roles and responsibilities 

 
2 MONITORING SITES 

2.1 Site location (map) 
2.2 Written driving directions 
2.3 Site access instructions (gates, locks, keys, combinations) 
2.4 Notification procedures 

 
3 ANALYTICAL CONSTITUENTS 

3.1 List of constituents for sampling and analysis (including sample collection methods, container 
type, volume required, preservation and laboratory performing analysis) 

 
4 DATA QUALITY OBJECTIVES (DQOs) 

4.1 Analytical reporting limits 
4.2 Analytical precision, accuracy and completeness 

 
5 FIELD EQUIPMENT MAINTENANCE 

5.1 Equipment calibration 
5.2 Equipment maintenance 
5.3 Equipment cleaning (bottles/lids/tubing) 

 
6 MONITORING PREPARATION AND LOGISTICS 

6.1 Weather tracking 
6.2 Storm selection criteria 
6.3 Storm action levels 
6.4 Communications/notification procedures 
6.5 Sample bottle order 
6.6 Sample bottle labeling 
6.7 Field equipment preparation 

 
7 SAMPLE COLLECTION, PRESERVATION AND DELIVERY 

7.1 Sample collection methods 
7.2 Field measurement methods 
7.3 Field equipment list 
7.4 Sample containers, preservation and handling 
7.5 QA/QC sample collection methods 
7.6 Sample labeling (site names, codes, etc.) 
7.7 Composite sample splitting 
7.8 Forms and procedures for documenting sample collection and field measurements 
7.9 Laboratory communication procedures 
7.10 Sample shipping/delivery, chain-of-custody 

 
8 QUALITY ASSURANCE/QUALITY CONTROL (QA/QC) 

8.1 Field procedures for QA/QC sample collection 
 
9 LABORATORY SAMPLE PREPARATION AND ANALYTICAL METHODS 

9.1 Laboratory sample preparation procedures 
9.2 Analytical constituent table (including analytical methods, holding times and reporting limits) 

 
10 DATA MANAGEMENT AND REPORTING PROCEDURES 

10.1 Analytical data validation 
10.2 Electronic data transfer 
10.3 Filing of electronic and hard copy data 
10.4 Reports 

 
APPENDICES 

A Clean Sampling Techniques 
B Health and Safety Plan
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5.0 Definitions 
Chain of Custody (COC) Form 
The COC Form is a form used to track sample handling as samples progress from sample 
collection to the analytical laboratory.  The COC is then used to track the resulting analytical 
data from the laboratory to the client.  COC forms can be obtained from an analytical laboratory 
upon request. 
 
Direct Discharge 
Direct discharge means storm water runoff that flows from a construction site directly into a 
303(d) water body listed for sedimentation, siltation, or turbidity.  Storm water runoff from the 
construction site is considered a direct discharge to a 303(d) listed water body unless it first 
flows through: 
 

1) A municipal separate storm sewer system (MS4) that has been formally accepted by 
and is under control and operation of a municipal entity; 

 
2) A separate storm water conveyance system where there is co-mingling of site storm 

water with off-site sources; or 
 
3) A tributary or segment of a water body that is not listed on the 303d list before 

reaching the 303d listed water body or segment. 
 
Discharger 
The discharger is the person or entity subject to the CGP. 
 
Electrical Conductivity (EC) 
EC is a measure of the ability of water to carry an electric current.  This ability depends on the 
presence of ions, their concentration, valence, mobility and temperature.  EC measurements can 
give an estimate of the variations in the dissolved mineral content of storm water in relation to 
receiving waters. 
 
Field Measurements 
Field measurements refers to water quality testing performed in the field with portable field-
testing kits or meters. 
 
Field Tracking Form (FTF) 
The FTF is a form that serves as a guide to sampling crews to obtain sampling information and 
to prescribe and document sample collection information in the field.  The FTF usually contains 
sample identifiers, sampling locations, requested analyses, Quality Control (QC) sample 
identifiers, special instructions, and field notes. 
 
Holding Time 
Holding time is specified by the analytical method and is the elapsed time between the time the 
sample is collected and the time the analysis must be initiated. 
 
pH 
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The pH is universally used to express the intensity of the acid or alkaline condition of a water 
sample.  The pH of natural waters tends to range between 6 and 9, with neutral being 7.  
Extremes of pH can have deleterious effects on aquatic systems. 
 
Reference Sample 
A sample taken from an undisturbed part of the construction site or from an undisturbed site 
immediately upstream from a construction site.  The reference sample is used for comparison 
with samples taken from the active construction site.  It is the same set of samples that is 
referred to as an uncontaminated sample in the Permit. 
 
Sampling and Analysis Plan 
A document that describes how the samples will be collected and under what conditions, where 
and when the samples will be collected, what the sample will be tested for, what test methods 
and detection limits will be used, and what methods/procedures will be maintained to ensure 
the integrity of the sample during collection, storage, shipping and testing (i.e., quality 
assurance/quality control protocols). 
 
Sediment 
Sediment is solid particulate matter, both mineral and organic, that is in suspension, is being 
transported, or has been moved from its site of origin by air, water, gravity, or ice and has come 
to rest on the earth's surface either above or below sea level. 
 
Sedimentation/Siltation 
Sedimentation/siltation is the process of sediment/silt deposition. 
 
Setteable Solids 
The setteable solids (SS) test measures the solid material that can be settled within a water 
column during a specified time frame. This typically is tested by placing a water sample into an 
Imhoff settling cone and allowing the solids to settle by gravity.  Results are reported either as a 
volume (mL/L) or a weight (mg/L). 
 
Silt 
Silt are soil particles between 0.05mm and 0.002mm in size.  (For the purposes of its use here, it 
also includes clay, which is categorized by a particle size less than 0.002mm.) 
 
Soil Amendment 
Any material that is added to the soil to change its chemical properties, engineering properties, 
or erosion resistance that could become mobilized by storm water.  Certain soil amendments 
may not be visible in site runoff.  Soil amendments likely to fall in this category include lime, 
cementitious binders, chlorides, emulsions, polymers, soil stabilizers, and tackifiers applied as a 
stand-alone treatment (i.e., without mulch).  Even some of these products may bind with the 
soil, and thus be visible.  In contrast, plant fibers (such as straw or hay), wood and recycled 
paper fibers (such as mulches and matrices), bark or wood chips, green waste or composted 
organic materials, and biodegradable or synthetic blanket fibers are soil amendments that are 
likely to be visible in storm water runoff. 
 
Suspended Sediment Concentration (SSC) 
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The suspended sediment concentration (SSC) test measures the concentration of suspended 
solid material in a water sample by measuring the dry weight of all of the solid material from a 
known volume of a collected water sample.  Results are reported in mg/L. 
 
Total Suspended Solids (TSS) 
Suspended solids in a water sample include inorganic substances, such as soil particles and 
organic substances, such as algae, aquatic plant/animal waste, particles related to 
industrial/sewage waste, etc.  The total suspended solids test (TSS) test measures the 
concentration of suspended solids in water by measuring the dry weight of a solid material 
contained in a known volume of a sub-sample of a collected water sample.  Results are reported 
in mg/L. 
 
Turbidity 
Cloudiness of water quantified by the degree to which light traveling through a water column is 
scattered by the suspended organic and inorganic particles it contains.  The scattering of light 
increases with a greater suspended load.  Turbidity is commonly measured in Nephelometric 
Turbidity Units (NTU). 
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6.0 Sources of Further Assistance 
Regional Water Quality Control Boards 

Regional Water Quality
Control Board Address 

Contact Name 
E-mail Telephone/Fax 

NORTH COAST 
REGION 

5550 Skylane Blvd., Suite A 
Santa Rosa, CA 95403 

John Short 
shorj@rb1.swrcb.ca.gov 

(707) 576-2065 
FAX: (707) 523-0135 

SAN FRANCISCO BAY 
REGION 

1515 Clay St., Suite 1400 
Oakland, CA 94612 

Mark Johnson 
stu36@rb2.swrcb.ca.gov 

(510) 622-2493 
FAX: (510) 622-2460 

CENTRAL COAST 
REGION 

895 Aerovista Place., Suite 101 
San Luis Obispo, CA 93401 

Jennifer Bitting 
jbitting@rb3.swrcb.ca.gov 

(805) 549-3334 
FAX: (805) 543-0397 

LOS ANGELES 
REGION 

320 W. 4th St., Suite 200 
Los Angeles, CA  90013 

Ejigu Soloman (Ventura County) 
esoloman@rb4.swrcb.ca.gov 

213) 576-6727 
FAX: (213) 576-6686 

CENTRAL VALLEY 
REGION 
Sacramento Office 

11020 Sun Center Drive, #200 
Rancho Cordova, CA 95670 

Sue McConnell 
mcconns@rb5s.swrcb.ca.gov 

George Day 
DayG@rb5s.swrcb.ca.gov 

Dannas Berchtold 
BerchtD@rb5s.swrcb.ca.gov 

Rich Muhl 
MuhlR@rb5s.swrcb.ca.gov 

(916) 464-4798 
FAX: (916) 464-4681 

(916) 464-6404 
FAX: (916) 464-4681 

(916) 464-4683 
FAX: (916) 464-4681 

(916) 464-4749 
FAX: (916) 464-4681 

CENTRAL VALLEY 
REGION 
Fresno Branch Office 

E. Street 
Fresno, CA 93706 

Brian Erlandsen 
ErlandsenB@rb5f.swrcb.ca.gov 

(559) 445-6046 
FAX: (559) 445-5910 

CENTRAL VALLEY 
REGION 
Redding Branch Office 

415 Knollcrest Dr. 
Redding, CA 96002 

Carole Crowe 
crowec@rb5r.swrcb.ca.gov 

(530) 224-4849 
FAX: (530) 224-4857 

LAHONTAN REGION 
South Lake Tahoe Office

2501 Lake Tahoe Blvd. 
South Lake Tahoe, CA 96150 

Jason Churchill 
Jchurchill@rb6s.swrcb.ca.gov 

(530) 542-5571 
FAX: (530) 544-2271 

LAHONTAN REGION 
Victorville Office 

15428 Civic Dr., Suite 100 
 Victorville, CA 92392 

Doug Feay 
Dfeay@rb6v.swrcb.ca.gov 

Ted Saari 
Tsaari@rb6v.swrcb.ca.gov 

(760) 241-7353 
FAX: (760) 241-7308 

(760) 241-7407 
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Regional Water Quality
Control Board Address 

Contact Name 
E-mail Telephone/Fax 

COLORADO RIVER 
BASIN REGION 

73-720 Fred Waring Dr., Suite 100 
Palm Desert, CA 92260 

Abdi Haile 
haila@rb7.swrcb.ca.gov 

Rosalyn Fleming 
flemr@rb7.swrcb.ca.gov 

(760) 776-8939 
FAX: (760) 341-6820 

(760) 776-8939 
FAX: (760) 341-6820 

SANTA ANA REGION 3737 Main St., Suite 500 
Riverside, CA 92501-3339 

Michael Roth (Riverside County) 
mroth@rb8.swrcb.ca.gov 

Aaron Buck (Orange County) 
abuck@rb8.swrcb.ca.gov 

Muhammad Bashir (San Bernardino County) 
mbashir@rb8.swrcb.ca.gov 

(909) 320-2027 
FAX: (909) 781-6288 

(909) 782-4469 
FAX: (909) 781-6288 

(909) 320-6396 
FAX: (909) 781-6288 

SAN DIEGO REGION 9174 SkyPark Court, Suite 100 
San Diego, CA 92123 

Benjamin Tobler 
Toblb@rb9.swrcb.ca.gov 

Eric Becker 
Becke@rb9.swrcb.ca.gov 

Ben Neill 
Neilb@rb9.swrcb.ca.gov 

(858) 467-3272 
 

(858) 492-1785 
 

(858) 467-2983 
FAX:  (858) 571-6972

 
State Water Resources Control Board 
Division of Water Quality 
Storm Water Permit Section 
P.O. Box 1977 
Sacramento, CA 95812-1977 
Construction Inquiry Line: (916) 341-5537  
Web Site: http://www.waterboards.ca.gov/ 
e-mail:  stormwater@waterboards.ca.gov 

How to Obtain a List of State Certified Laboratories 
http://www.dhs.ca.gov/ps/ls/elap/html/lablist_county.htm 

Other Useful Web Sites 

California Stormwater Quality Association http://www.casqa.org/ 

California Department of Transportation  
 Environmental Program http://www.dot.ca.gov/hq/env/index.htm  

 Storm Water Management Program http://www.dot.ca.gov/hq/env/stormwater/ 
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7.0 Explanation of Sampling and Analysis Requirements 

The sampling and analysis provisions were added to the CGP in response to the writ of mandate 
issued in San Francisco BayKeeper v. California State Water Resources Control Board (Sacramento 
County Superior Court, No. 99CS01929).  The SWRCB has now been directed to provide 
explanation and direction for dischargers subject to the sampling and analysis requirements.  
One issue that is at the heart of this direction is that the SWRCB must explain how dischargers 
should interpret the results of the required sampling and analysis in deciding whether they are 
in compliance with the permit’s receiving water limitations requirements.  In essence, can the 
sampling and analysis results be used to provide a reliable answer to the question whether the 
discharge is causing or contributing to exceedance of water quality standards?  As is explained 
below, the answer is a qualified “yes,” in that the results must by used in concert with other 
information and in accordance with a logical process exercising best professional judgment.  The 
results from the sampling and analysis will provide information regarding whether or not the 
BMPs are effective, and may provide some evidence of causing or contributing to exceedance of 
water quality standards.  But the sampling and analysis requirements in a storm water permit 
are ultimately a diagnostic tool, and are not a guaranteed method of determining compliance 
with the receiving water limitations. 

7.1 Requirement for Compliance With Water Quality Standards 

The SWRCB is well aware of the requirement that it must issue industrial storm water permits, 
including the CGP, with requirements that require “strict compliance” with water quality 
standards.  (CWA §402(p)(3)(A).)  It is also aware that USEPA has concluded that in general it is 
not appropriate or legally required to include numeric, water quality-based effluent limitations 
in storm water permits.  (40 CFR 122.44(k)(2).)  In addition, we note that USEPA does not require 
sampling and analysis in industrial storm water permits (40 CFR §122.44(i)(4)) and it has elected 
not to include any sampling or analysis requirements in its own recently issued general 
construction permit.  (See, http://cfpub.epa.gov/npdes/stormwater/cgp.cfm.)  USEPA has 
explained the limitations of sampling and analysis in industrial storm water permits.  (See, 57 
Fed. Reg. 11394 et seq. (1992).) 

USEPA has addressed the relationship between BMPs and water quality standards, and has 
determined that almost all storm water discharges can be adequately controlled to meet water 
quality standards through BMPs.  (NPDES Storm Water Program Questions and Answers, 
1/21/04.)  USEPA states that to evaluate effectiveness, NPDES permits may at the discretion of 
the permitting authority require visual inspections, evaluation of environmental indicators or 
measurable goals, effluent monitoring, or in-stream monitoring. (Id.)  USEPA has made clear, 
both in its regulations and its guidance documents, that monitoring requirements are not 
necessary to enforce compliance with water quality standards.  (In fact, neither EPA nor any 
state we are aware of has chosen to include monitoring requirements equivalent to, or more 
robust than, those already in place in the CGP.)  Certainly, there is no legal requirement that the 
permitting authority must “prove” that a specific monitoring result is conclusive evidence of 
exceedance of a water quality standard.  USEPA has conducted studies and modeling showing 
that existing permit programs as of 2003 were already capable of controlling approximately 80-
90% of sediment runoff from construction sides, and that more stringent rules would remove 
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only 1% more.  (USEPA Withdrawal of Proposed Effluent Limitation Guideline for Construction 
Industry, Volume 69, Federal Register 22472 et seq., April 26, 2004.)  In conducting its state 
equivalency analysis, USEPA evaluated all states’ programs, including California’s, and 
determined that these were adequate and that further requirements were not mandated for 
compliance with federal law. 

In USEPA’s analysis of monitoring for construction (EPA-821-R-02-007), it concludes that 
planning monitoring for storm water is not possible because the flows are highly variable and 
temporarily stochastic.  USEPA also notes that several of the criteria that could be used have 
special measurement problems because they are based on trapping efficiency, which is very 
difficult to measure.  The most commonly used measurements, such as TSS, also have problems 
because to measure average or peak TSS it is necessary to measure TSS in the effluent over the 
duration of the outflow hydrograph as well as the flow rate.  This requires that multiple samples 
be taken and that the samples be centered around the peak discharge.  This is time consuming 
and difficult since the timing of an event and the timing of the peak discharge are not known 
beforehand.  The average concentration is a weighted concentration, using flow rate as a 
weighting function.   

USEPA also conducted an extensive evaluation of the literature to identify pollutants present in 
storm water discharges from construction sites.  They found that while the literature contains 
extensive information on pollutants present in storm water discharges from urban areas, there 
were little data available on pollutants present in storm water discharges from construction sites 
during the active construction phase, other than for sediment, TSS and turbidity.  USEPA was 
not able to identify sufficient data in the literature to warrant development of controls specific to 
pollutants other than sediment, TSS and turbidity in storm water discharges from construction 
sites.  Some literature suggests that pollutants adhere to sediment, so that regulating TSS should 
also act as a control for other pollutants.   

USEPA also evaluated the inclusion of organics, pesticides, and bacteria as potential pollutants 
of concern, but the literature indicated that control of these pollutants through conventional 
storm water management strategies is potentially much more difficult, and that there are little 
data linking their presence in storm water discharges directly with new land development 
activities.  Source control (implementation of BMPs) may factor greatly into controlling these 
pollutant sources. 

Permit compliance is based on the degree of control that can be achieved using various levels of 
pollution control technology (BMPs), a visual inspection requirement, coupled with parameter 
sampling in the instances where exposure has been determined.  A storm water sample for non-
visible pollutants indicating contamination is not conclusive proof of either a receiving water 
violation or of compliance with the Permit.  But, it should give the discharger enough 
information to eliminate the source, detain the discharge, improve the BMPs, or take whatever 
action is necessary to abate the problem. 

In the case of a direct discharge of sediment to a water body listed as impaired by sediment, 
sampling downstream of the discharge that shows a statistically significant increase in sediment 
over the upstream monitoring is strong evidence that the discharge from the construction site is 
causing or contributing to the impairment.  We have suggested, however, that dischargers who 
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conduct such sampling should also sample the effluent.  They may use the results of such 
sampling to overcome this presumption should the effluent sampling not be consistent with the 
downstream results.  The case of a direct discharge of sediment to a water body impaired by 
sediment is a far simpler case than discharges that are indirect, that contain pollutants for which 
there may be assimilative capacity, or that contain pollutants that may be diluted in the receiving 
water.  In those cases there is no simple way to conclude from sampling and analysis whether an 
applicable water quality standard is impacted by the storm water discharge.  Instead, the data 
are most useful in alerting the discharger to the need to review BMPs and source control and 
should trigger a visual inspection. 

The final determination as to whether discharges are in compliance with water quality standards 
will be made by RWQCBs through enforcement and other compliance activities.  The sampling 
and analysis results are relevant, as is visual inspection and evaluation of BMPs.  This method of 
assessment is known as “best professional judgment” and is consistent with USEPA’s approach 
to regulating storm water discharges.  This is the appropriate and lawful method of regulation 
pending adoption of effluent limitation guidelines by USEPA.  (CWA §301.) USEPAproposed 
such guidelines for construction sites, but decided against adopting effluent limitation guidelines 
for storm water discharges associated with construction activity.  (Effluent Guidelines 
Construction and Development Fact Sheet: Final Action – Selection of Non-Regulatory Option; 
EPA 821-F-04-001; March 2004; final action is at Volume 69, Federal Register 22472 et seq., April 
26, 2004.)  In taking this Final Action, USEPA concluded that the current system that allows 
states to develop their own programs is adequate and will result in “significant improvements in 
water quality and in the control of discharges of construction site stormwater runoff.”  In 
conducting its investigation of existing programs, USEPA found that every state already has 
regulations and programs in place that incorporate most of the provisions that USEPA 
considered in its most stringent proposal.  USEPA further states that the following components 
of a construction program are: (1) Require preparation of a SWPPP; (2) Require site inspections 
by dischargers on a regular basis; (3) Require a combination of erosion and sediment controls; 
and (3) Require stabilization of soils after construction.  USEPA decided that the existing 
programs (which do not require monitoring) are adequate and that any further regulatory 
requirements imposed by USEPA would be too costly and “would provide only marginal 
environmental improvements over regulations already in place.”  USEPA further concluded that 
additional controls would make housing unaffordable.  Even when USEPA initially proposed 
adopting an effluent limitation guideline, it rejected even considering any monitoring 
requirements.  In discussing the option of requiring monitoring in construction permits, USEPA 
listed several concerns, including that a national monitoring requirement would be impractical 
and that monitoring receiving waters at most construction sites is infeasible.  (Effluent Limitation 
Guidelines and New Source Performance Standards for the Construction and Development 
Category: Proposed Rule, 67 Federal Register 42644, 42658-9 (6/24/02).)  USEPA concluded that:  
“All of these factors would add significant expense to the construction process, with little or no 
added assurance in the effectiveness of control measures or expected environmental benefits.” 
(Id.) 
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7.2 Background Contamination 

The Court asked the SWRCB to explain the need for background (reference ) sampling for non-
visual pollutants.  In essence, the Court question is why is it relevant whether the construction 
activity “increased” the level of pollutants in the runoff if pre-existing pollutants in runoff could 
also be of concern.  There are several responses to this question.  First, the CGP is intended to be 
a permit for storm water discharges associated with construction activity.  (CWA  §402(p); 
construction that disturbs greater than one acre is considered an industrial activity  
(40  CFR §122.26(b)(14)(x) and (15).)  At this time, Congress has determined that it is not 
appropriate to regulate storm water runoff in general, and that only specified types of storm 
water discharges are subject to permitting.  In fact, even at industrial sites, only the portions of 
the site that are used for industrial activities are subject to permitting.  (40 CFR §122.26(b)(14).)  
Second, the focus of the CGP is on BMPs, and assuring that they are effective in preventing 
pollutants associated with construction activity from entering receiving waters.  Where there are 
pollutants entering receiving waters, the required action is, through the iterative process in the 
Receiving Water Limitations, to evaluate and improve BMPs.  Eliminating the source of 
contamination is the most direct and desirable approach to regulating construction runoff. 

Regardless of whether a construction site owner could be held liable for historical contaminants 
running off the site, the purpose of the “reference” sample is clear: the permit does not contain 
numeric effluent limitations and is based on the BMP approach.1  The two samples compare 
whether the BMPs that have been installed to prevent the non-visible pollutants associated with 
construction activity from entering receiving waters are effective.  If “control samples” were not 
taken, the use of sampling to help determine permit compliance would be thwarted.  If BMPs, 
including good housekeeping (source control) BMPs, are properly installed and maintained, they 
will effectively control the transportation of most pollutants.  The background sampling will 
verify this fact.  It is noted that the permit does require identification of historical pollutants, 
including pollutants that are the result of past usage.  (CGP section A.5.b.3.)  Sampling for these 
pollutants is required if the construction activity (e.g., disturbance of soil impacted by prior use) 
result in the mobilization and runoff of these pollutants. 

The Court stated that USEPA documents indicate that reference sample collection and 
comparison may be unsuitable for persistent bio-accumulative pollutants.  (The court cited 
USEPA’s Water Quality Guidance for the Great Lakes System: Supplementary Information 
Document (GLSID), at p. 63.)  A California Court of Appeal recently had occasion to discuss the 
appropriate regulation of persistent bio-accumulative pollutants in NPDES permits.  In 
Communities for a Better Environment v. SWRCB (2003) 109 Cal. App. 4th 1089 (hrg. denied), the 
court upheld a permit for a refinery that did not include final numeric effluent limitations for 
dioxins, which are bio-accumulative pollutants.  The court upheld an approach relying on BMPs 
and a watershed approach to dealing with persistent bio-accumulative pollutants through other 
methods, such as a TMDL.  The GLSID adopted by USEPA describes a watershed approach to 
controlling and eliminating persistent pollutants, which will include adoption of TMDLs.  (See, 
GLSID at p. 247)  It is not limited to adoption of NPDES permits, and does not even address 

                                                 
1 The Court has upheld this approach.  See, Ruling on Submitted Matter, San Francisco BayKeeper 
v. California SWRCB, p. 5-6. 
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construction storm water permits in the region.  The reference on page 63 concerns the 
appropriate approaches for TMDLs, not for construction storm water permits.  USEPA concludes 
in the GLSID that the TMDL process is the appropriate means of effectively addressing 
persistent bio-accumulative pollutants.  

Pollutants such as the Persistent Bio-accumulative and Toxic chemicals (PBT) currently being 
addressed under USEPA’s PBT initiative 2 are not closely associated with modern day 
construction activity.  The listed pesticides could possibly be found, however, as historic 
pollutants in the soil if the construction site had been used for agriculture prior to the 1970s (the 
1990s in the case of toxaphene).  Information about PBTs can be found through 
http://www.waterboards.ca.gov/stormwtr/gen_const.html  Persistent bio-accumulative 
pollutants are strongly associated with soils and soil particles, so an aggressive erosion and 
sediment control program combined with visual inspections is the most understandable and 
cost-effective  approach to controlling the discharge of such pollutants from construction 
activity. 

If the area that the construction site is located in has prior contamination from PBTs, such issues 
should be dealt with on a watershed-based approach, such as a TMDL for the particular 
pollutant.  The Construction CGP is not intended to address such issues.  On the other hand, the 
permit does require all dischargers to control soil erosion and the movement of products of 
erosion off the site via the storm water discharge.   Mobilization of pesticide residue by 
construction activity may trigger sampling and analysis requirements.   

7.3 Parameters to Sample for to Determine the Presence of Non-Visible 
Pollutants in Runoff 

It has been suggested that construction dischargers should consult the CTR, and then design a 
sampling strategy to sample their discharge for all non-visible CTR pollutants based on the 
numerical values provided.  The CTR pollutants and numerical limits, however, have limited 
relevance to construction activity or storm water pollution from construction sites.  The CTR 
pollutants currently known to be used and commonly found on construction sites can be found 
through http://www.waterboards.ca.gov/stormwtr/gen_const.html. 

Of greater concern for construction discharges are the pollutants found in materials used in large 
quantities throughout California and exposed throughout the rainy season such as cement, fly-
ash, and other recycled materials or by-products of combustion.  (But many of these materials 
may be visible in runoff, affecting color for example.)  The water quality standards for these 
materials will depend on their composition.  Some of the more common storm water pollutants 
from construction activity such as glyphosate (herbicides), diazinon and chlopyrifos (pesticides), 
nutrients (fertilizers), and molybdenum (lubricants) are not CTR pollutants. The use of diazinon 
and chlopyrifos is a common practice among landscaping professionals and may trigger 
sampling and analysis requirements if applications come into contact with storm water.   

Other more common storm water contamination problems resulting from construction activity 
such as high pH values from cement and gypsum, high pH and TSS from wash waters and 
                                                 
2 http://www.epa.gov/opptintr/pbt/aboutpbt.htm 
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chemical and fecal contamination from portable toilets are also not CTR pollutants.  Some of 
these constituents do have numeric water quality objectives in individual Basin Plans, but many 
do not and are subject to narrative water quality standards such as not causing toxicity.  This 
Fact Sheet provides direction on how to ascertain the applicable water quality standards for the 
receiving water.  Of more use will be information the SWRCB will distribute upon completion of 
a contract with the University of California, which will list the most common pollutants, describe 
which construction materials they are associated with, and suggest parameters for sampling. At 
this time, dischargers are encouraged to discuss these issues with RWQCB staff and their own 
knowledgeable representative or Storm Water Quality Professionals.. 

7.4 The Watershed Approach to Storm Water Permitting 

USEPA has endorsed a watershed approach to storm water permitting that focuses on BMPs in 
lieu of numeric effluent limitations and visual inspection and indicator monitoring in lieu of 
sampling for individual pollutant parameters.   (Questions and Answers Regarding 
Implementation of an Interim Permitting Approach for Water Quality-Based Effluent 
Limitations in Storm Water Permits, 61 Fed. Reg. 57424 (11/6/96)).  In a memorandum dated 
November 22, 2002, USEPA issued guidance on the interaction between storm water permits and 
TMDLs.  The memorandum explains that, even in the case where a TMDL has been finalized and 
a wasteload allocation established for storm water discharges, the inclusion of numeric effluent 
limitations will be “rare.”  The memorandum therefore discusses monitoring requirements in 
BMP-based permits.  It states that the monitoring should assess the effectiveness of the BMPs 
(i.e., appropriate monitoring is visual inspection) and if monitoring for storm water is required, it 
should be consistent with the state’s watershed approach. 

7.5 References and Record for this Guidance Document 

In preparing this guidance document, the SWRCB has relied upon numerous background 
materials including federal statutes, regulations and guidance materials.  These materials include 
Clean Water Act sections 303(d) and 402(p) and federal regulations implementing section 402(p) 
including 40 CFR sections 122.26, 122.44, 122.48, and Part 131.  The SWRCB has also relied 
several guidance documents from USEPA.  These include the preambles to the various storm 
water regulatory actions: 55 Fed. Reg. 47990 et seq. (11/16/90), 57 Fed. Reg. 11394 et seq. 
(4/2/92), and 64 Fed. Reg. 68722 et seq.  The SWRCB has relied on the Porter-Cologne Water 
Quality Control Act (Water Code section 13000 et seq.), and implementing state regulations at 
Title 23, California Code of Regulations.  The SWRCB has also relied on relevant court decisions, 
including: Communities for a Better Environment v. SWRCB (2003) 109 Cal. App. 4th 1089 (hrg. 
denied) (Water Boards have broad discretion in adopting effluent limitations for impaired 
waters).  The SWRCB has also reviewed the recently-adopted USEPA general construction 
permit, published at http://cfpub.epa.gov/npdes/stormwater/cgp.cfm. and USEPA’s decision 
not to adopt effluent limitations guidelines for storm water discharges from construction 
activities (Volume 69, Federal Register 22472 et seq., April 26, 2004)  The SWRCB has also 
reviewed the USEPA multi-sector general permit for industrial activities (65 Fed. Reg. 64746 et 
seq. (10/30/00) and a general construction permit issued by USEPA Region IV (65 Fed. Reg 
25122 et seq. (4/28/00).  The record also contains submittals received by the SWRCB from 
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interested persons including the Keepers organizations, the Building Industry Legal Defense 
Foundation and the California Building Industry Association. 
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APPENDIX A 
WATER QUALITY OBJECTIVES FOR SUSPENDED 

MATERIALS, SETTEABLE MATERIALS, SEDIMENT AND 
TURBIDITY 

Below is a compilation of the water quality objectives for suspended materials, setteable 
material, sediment and turbidity as of August 2003 for each of the Regional Water Quality 
Control Boards.  The water quality objectives are found in chapter 3 (unless otherwise noted) of 
the RWQCB’s Basin Water Quality Control Plan (Basin Plan).  Some of the weblinks go directly 
to Chapter 3 and others will go to the Basin Plan.  

North Coast Regional Water Quality Control Board – Region 1 

http://www.waterboards.ca.gov/rwqcb1/down/032202basin-plan.pdf 

Suspended Material 
Waters shall not contain suspended material in concentrations that cause nuisance or adversely 
affect beneficial uses. 

Setteable Material 
Waters shall not contain substances in concentrations that result in deposition of material that 
causes nuisance or adversely affect beneficial uses. 

Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses. 

Turbidity 
Turbidity shall not be increased more than 20 percent above naturally occurring background 
levels.  Allowable zones of dilution within which higher percentages can be tolerated may be 
defined for specific discharges upon the issuance of discharge permits or waiver thereof. 

San Francisco Bay Regional Water Quality Control Board – Region 2 

http://www.waterboards.ca.gov/rwqcb2/Basin Plan/chap_3_bp.pdf 

Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses.  Controllable 
water quality factors shall not cause a detrimental increase in the concentrations of toxic 
pollutants in sediments or aquatic life. 

Setteable Material 
Waters shall not contain substances in concentrations that result in the deposition of material 
that cause nuisance or adversely affect beneficial uses. 
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Suspended Material 
Waters shall not contain suspended material in concentrations that cause nuisance or adversely 
affect beneficial uses. 

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses. Increases from normal background light penetration or turbidity relatable to waste 
discharge shall not be greater than 10 percent in areas where natural turbidity is greater than   50 
NTU. 

Central Coast Regional Water Quality Control Board – Region 3 

http://www.waterboards.ca.gov/rwqcb3/BasinPlan/BP_text%5Cchapter_3%5CChapter3.htm 

Suspended Material 
Waters shall not contain suspended material in concentrations that cause nuisance or adversely 
affect beneficial uses. 

Setteable Material 
Waters shall not contain setteable material in concentrations that result in deposition of material 
that causes nuisance or adversely affects beneficial uses.  

Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses.  

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses.   

Increase in Turbidity attributable to controllable factors shall not exceed the following limits: 

1. Where natural turbidity is between 0 and 50 Jackson Turbidity Units (JTU), increases shall 
not exceed 20 percent. 

2. Where natural turbidity is between 50 and 100 JTU, increases shall not exceed 10 JTU 
3. Where natural turbidity is greater than 100 JTU, increases shall not exceed 10 percent. 
Allowable zones of dilution within which higher concentrations will be tolerated will be defined 
for each discharge in discharge permits.  

Los Angeles Regional Water Quality Control Board -  Region 4 

http://www.waterboards.ca.gov/rwqcb4/html/meetings/tmdl/Basin_plan/el_doc/BP3 Water Quality 
Objectives.pdf 

Solid, Suspended, or Setteable Materials 
Waters shall not contain suspended or setteable material in concentrations that cause nuisance or 
adversely affect beneficial uses.  
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Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses.  Increases in natural turbidity attributable to controllable factors shall not exceed the 
following limits: 

Where natural turbidity is between 0 and 50 NTU, increases shall not exceed 20%. 

Where natural turbidity is greater than 50 NTU, increases shall not exceed 10%. 

Allowable zones of initial dilution within which higher concentrations will be tolerated may be 
defined for each discharge in specific Waste Discharge Requirements.   

Central Valley Regional Water Quality Control Board – Region 5 

Sacramento River and San Joaquin River Basins 

http://www.waterboards.ca.gov/rwqcb5/available_documents/basin_plans/bsnplnab.pdf 

Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses. 

Setteable Material 
Waters shall not contain substances in concentrations that result in the deposition of material 
that causes nuisance or adversely affects beneficial uses. 

Suspended Material 
Waters shall not contain suspended material in concentrations that cause nuisance or adversely 
affect beneficial uses. 

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses.  Increases in turbidity attributable to controllable water quality factors shall not exceed the 
following limits:  

• Where natural turbidity is between 0 and 5 Nephelometric Turbidity Units (NTUs), 
increases shall not exceed 1 NTU. 

• Where natural turbidity is between 5 and 50 NTUs, increases shall not exceed 20 percent. 
• Where natural turbidity is between 50 and 100 NTUs, increases shall not exceed 10 NTUs. 
• Where natural turbidity is greater than 100 NTUs, increases shall not exceed 10 percent.   
 
In determining compliance with the above limits, appropriate averaging periods may be applied 
provided that beneficial uses will be fully protected.   

Exceptions to the above limits will be considered when a dredging operation can cause an 
increase in turbidity.  In those cases, an allowable zone of dilution within which turbidity in 
excess of the limits may be tolerated will be defined for the operation and prescribed in a 
discharge permit. 
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For Folsom Lake (50) and American River (Folsom Dam to Sacramento River) (51), except for 
periods of storm runoff, the turbidity shall be less than or equal 10 NTUs.  To the extent of any 
conflict with the general turbidity objective, the more stringent applies. 

For Delta waters, the general objectives for turbidity apply subject to the following: except for 
periods of storm runoff, the turbidity of Delta waters shall not exceed 50 NTUs in the waters of 
the Central Delta and 150 NTUs in other Delta waters. Exceptions to the Delta specific objectives 
will be considered when a dredging operation can cause an increase in turbidity.  In this case, an 
allowable zone of dilution within which turbidity in excess of limits can be tolerated will be 
defined for the operation and prescribed in a discharge permit. 

Tulare Lake Basin 

http://www.waterboards.ca.gov/rwqcb5/available_documents/basin_plans/bsnpln5c.pdf 

Sediment 
The suspended sediment load and suspended sediment discharge rate of waters shall not be 
altered in such a manner as to cause nuisance or adversely affect beneficial uses. 

Setteable Material 
Waters shall not contain substances in concentrations that result in the deposition of material 
that causes nuisance or adversely affects beneficial uses. 

Suspended Material 
Waters shall not contain suspended material in concentrations that cause nuisance or adversely 
affect beneficial uses. 

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses.  Increases in turbidity attributable to controllable water quality factors shall not exceed the 
following limits: 

• Where natural turbidity is between 0 and 5 Nephelometric Turbidity Units (NTUs), 
increases shall not exceed 1 NTU. 

• Where natural turbidity is between 5 and 50 NTUs, increases shall not exceed 20 percent. 
• Where natural turbidity is equal to or between 50 and 100 NTUs, increases shall not exceed 

10 NTUs. 
• Where natural turbidity is greater than 100 NTUs, increases shall not exceed 10 percent.  
 
In determining compliance with the above limits, the Regional Water Board may prescribe 
appropriate averaging periods provided that beneficial uses will be fully protected.  

Lahontan Regional Water Quality Control Board -  Region 6 

http://www.waterboards.ca.gov/rwqcb6/BPlan/Bplantxt.pdf 
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Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect the water for beneficial uses. 

Setteable Materials 
Waters shall not contain substances in concentrations that result in deposition of material that 
causes nuisance or that adversely affects the water for beneficial uses.  For natural high quality 
waters, the concentration of setteable materials shall not be raised by more that 0.1 milliliter per 
liter. 

Suspended Materials 
Waters shall not contain suspended materials in concentrations that cause nuisance or that 
adversely affects the water for beneficial uses.  For natural high quality waters, the concentration 
of total suspended materials shall not be altered to the extent that such alterations are discernible 
at the 10 percent significance level. 

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect the water for 
beneficial uses. Increases in turbidity shall not exceed natural levels by more than 10 percent. 

Colorado River Basin Regional Water Quality Control Board – Region 7 

http://www.waterboards.ca.gov/rwqcb7/documents/RB7Plan.pdf 

Suspended Solids and Setteable Solids  
Discharges of wastes or wastewater shall not contain suspended or setteable solids in 
concentrations which increase the turbidity of receiving waters, unless it can be demonstrated to 
the satisfaction of the RWQCB that such alteration in turbidity does not adversely affect 
beneficial uses.  

Sediment  
The suspended sediment load and suspended sediment discharge rate to surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses.  

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses.  

Santa Ana River Regional Water Quality Control Board – Region 8 

http://www.waterboards.ca.gov/~rwqcb8/pdf/R8BPlan.pdf 

(See Chapter 4) 

Solids, Suspended and Setteable 
Enclosed bays and estuaries shall not contain suspended or setteable solids in amounts which 
cause a nuisance or adversely affect beneficial uses as a result of controllable water quality 
factors. 
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Turbidity 
Increases in turbidity which result from controllable water quality factors shall comply with the 
following: 

Natural Turbidity    Maximum Increase 
0-50 NTU      20% 
50-100 NTU      10 NTU 
Greater than 100 NTU    10%  
 

All enclosed bay and estuaries of the region shall be free of changes in turbidity which adversely 
affect beneficial uses 

San Diego Regional Water Quality Control Board – Region 9 

http://www.waterboards.ca.gov/rwqcb9/programs/Chapter 3 Water Quality Objectives.pdf 

Sediment 
The suspended sediment load and suspended sediment discharge rate of surface waters shall not 
be altered in such a manner as to cause nuisance or adversely affect beneficial uses.  

Suspended and Setteable Solids 
Water shall not contain suspended and setteable solids in concentrations of solids that cause 
nuisance or adversely affect beneficial uses.  

Turbidity 
Waters shall be free of changes in turbidity that cause nuisance or adversely affect beneficial 
uses. 

Inland surface water shall not contain turbidity in excess of the numerical objectives described in 
Table 3-2.  (This is reference to the Basin Plan; this table can be found via the weblink to the 
Region 9 Basin Plan). 

Ground waters shall not contain turbidity in excess of the numerical objectives described in 
Table 3-3.  (This is reference to the Basin Plan; this table can be found via the weblink to the 
Region 9 Basin Plan.) 

The transparency of waters in lagoons and estuaries shall not be less than 50% of the depth at 
locations where measurement is made by means of a standard Secchi disk, except where lesser 
transparency is caused by rainfall runoff from undisturbed areas and dredging projects 
conducted in conformance with waste discharge requirements of the RWQCB.  With these two 
exceptions, increases in turbidity attributable to controllable water quality factors shall not 
exceed the following limits: 

Natural Turbidity    Maximum Increase 
0- 50 NTU     20% over natural turbidity level 
50 – 100 NTU     10 NTU 
Greater than 100 NTU   10% over natural turbidity level 
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In addition, within San Diego Bay, the transparency of bay waters, insofar as it may be 
influenced by any controllable factor, either directly or through induced conditions, shall not be 
less that 8 feet in more than  

20 percent of the readings in any zone, as measured by standard Secchi disk.  Wherever the 
waster is less than 10 feet deep, the Secchi disk reading shall not be less than 80 percent of the 
depth in more than 20 percent of the readings in any zone.  
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STATE WATER RESOURCES CONTROL BOARD (SWRCB) 
ORDER NO. 99 - 08 - DWQ 

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) 
GENERAL PERMIT NO. CAS000002 

 
WASTE DISCHARGE REQUIREMENTS (WDRS) 

FOR 
  DISCHARGES OF STORM WATER RUNOFF ASSOCIATED WITH 

CONSTRUCTION ACTIVITY 
 
 
 
 
The State Water Resources Control Board finds that: 
 
1. Federal regulations for controlling pollutants in storm water runoff discharges were 

promulgated by the U.S. Environmental Protection Agency (USEPA) on November 16, 1990 
(40 Code of Federal Regulations (CFR) Parts 122, 123, and 124).  The regulations require 
discharges of storm water to surface waters associated with construction activity including 
clearing, grading, and excavation activities (except operations that result in disturbance of 
less than five acres of total land area and which are not part of a larger common plan of 
development or sale) to obtain an NPDES permit and to implement Best Available 
Technology Economically Achievable (BAT) and Best Conventional Pollutant Control 
Technology (BCT) to reduce or eliminate storm water pollution. 

 
On December 8, 1999 federal regulations promulgated by USEPA (40CFR Parts 9, 122, 123, 
and 124) expanded the NPDES storm water program to include storm water discharges from 
municipal separate storm sewer systems (MS4s) and construction sites that were smaller than 
those previously included in the program.  Federal regulation 40 CFR § 122.26(b)(15) 
defines small construction activity as including clearing, grading, and excavating that result 
in land disturbance of equal to or greater than one acre or less than five acres or is part of a 
larger common plan of development or sale.  Permit applications for small construction 
activities are due by March 10, 2003. 

 
2. This General Permit regulates pollutants in discharges of storm water associated with 

construction activity (storm water discharges) to surface waters, except from those areas 
on Tribal Lands; Lake Tahoe Hydrologic Unit; construction projects which disturb less 
than one acre, unless part of a larger common plan of development or sale; and storm 
water discharges which are determined ineligible for coverage under this General Permit 
by the California Regional Water Quality Control Boards (RWQCBs).  Attachment 1 
contains addresses and telephone numbers of each RWQCB office. 

 
3. This General Permit does not preempt or supersede the authority of local storm water 

management agencies to prohibit, restrict, or control storm water discharges to separate 
storm sewer systems or other watercourses within their jurisdiction, as allowed by State 
and Federal law.  
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4. To obtain authorization for proposed storm water discharges to surface waters, pursuant 

to this General Permit, the landowner (discharger) must submit a Notice of Intent (NOI) 
with a vicinity map and the appropriate fee to the SWRCB prior to commencement of 
construction activities. In addition, coverage under this General Permit shall not occur 
until the applicant develops a Storm Water Pollution Prevention Plan (SWPPP) in 
accordance with the requirements of Section A of this permit for the project.  For 
proposed construction activity conducted on easements or on nearby property by 
agreement or permission, or by an owner or lessee of a mineral estate (oil, gas, 
geothermal, aggregate, precious metals, and/or industrial minerals) entitled to conduct the 
activities, the entity responsible for the construction activity must submit the NOI and 
filing fee and shall be responsible for development of the SWPPP.   

 
5. If an individual NPDES Permit is issued to a discharger otherwise subject to this General 

Permit or if an alternative General Permit is subsequently adopted which covers storm 
water discharges regulated by this General Permit, the applicability of this General 
Permit to such discharges is automatically terminated on the effective date of the 
individual permit or the date of approval for coverage under the subsequent General 
Permit. 

 
6. This action to adopt an NPDES permit is exempt from the provisions of the California 

Environmental Quality Act (Public Resources Code Section 21100, et seq.) in accordance 
with section 13389 of the California Water Code. 

 
7. The SWRCB adopted the California Ocean Plan, and the RWQCBs have adopted and the 

SWRCB has approved Water Quality Control Plans (Basin Plans).  Dischargers regulated 
by this General Permit must comply with the water quality standards in these Basin Plans 
and subsequent amendments thereto.  

 
8.  The SWRCB finds storm water discharges associated with construction activity to be a 

potential significant sources of pollutants.  Furthermore, the SWRCB finds that storm 
water discharges associated with construction activities have the reasonable potential to 
cause or contribute to an excursion above water quality standards for sediment in the 
water bodies listed in Attachment 3 to this permit.  

 
9. It is not feasible at this time to establish numeric effluent limitations for pollutants in 

storm water discharges from construction activities.  Instead, the provisions of this 
General Permit require implementation of Best Management Practices (BMPs) to control 
and abate the discharge of pollutants in storm water discharges.   

  
10. Discharges of non-storm water may be necessary for the completion of certain 

construction projects.  Such discharges include, but are not limited to:  irrigation of 
vegetative erosion control measures, pipe flushing and testing, street cleaning, and 
dewatering.  Such discharges are authorized by this General Permit as long as they (a) do 
comply with Section A.9 of this General Permit, (b) do not cause or contribute to 
violation of any water quality standard, (c) do not violate any other provision of this 
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General Permit, (d) do not require a non-storm water permit as issued by some RWQCBs, 
and (e) are not prohibited by a Basin Plan.  If a non-storm water discharge is subject to a 
separate permit adopted by a RWQCB, the discharge must additionally be authorized by 
the RWQCB permit. 

 
11. Following adoption of this General Permit, the RWQCBs shall enforce the provisions 

herein including the monitoring and reporting requirements. 
 
12. Following public notice in accordance with State and Federal laws and regulations, the 

SWRCB in a public meeting on June 8, 1998, heard and considered all comments.  The 
SWRCB has prepared written responses to all significant comments. 

 
13. This Order is an NPDES permit in compliance with section 402 of the Clean Water Act 

(CWA) and shall take effect upon adoption by the SWRCB provided the Regional 
Administrator of the USEPA has no objection.  If the USEPA Regional Administrator 
objects to its issuance, the General Permit shall not become effective until such objection 
is withdrawn. 

 
14. This General Permit does not authorize discharges of fill or dredged material regulated 

by the U.S. Army Corps of Engineers under CWA section 404 and does not constitute a 
waiver of water quality certification under CWA section 401. 

 
15 The Monitoring Program and Reporting Requirements are modified in compliance with a 

judgment in the case of San Francisco BayKeeper, et al. v. State Water Resources 
Control Board.  The modifications include sampling and analysis requirements for direct 
discharges of sediment to waters impaired due to sediment and for pollutants that are not 
visually detectable in runoff that may cause or contribute to an exceedance of water 
quality objectives. 

 
16 Storm water discharges associated with industrial activity that are owned or operated by 

municipalities serving populations less than 100,000 people are no longer exempt from 
the need to apply for or obtain a storm water discharge permit.  A temporary exemption, 
which was later extended by USEPA, was provided under section 1068(c) of the 
Intermodal Surface Transportation and Efficiency Act (ISTEA) of 1991.  Federal 
regulation 40 CFR § 122.26(e)(1)(ii) requires the above municipalities to submit permit 
application by March 10, 2003. 

 
17 This permit may be reopened and modified to include different monitoring requirements 

for small construction activity than for construction activity over five (5) acres. 
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IT IS HEREBY ORDERED that all dischargers who file an NOI indicating their intention to be 
regulated under the provisions of this General Permit shall comply with the following: 
 
A. DISCHARGE PROHIBITIONS: 
 

1. Authorization pursuant to this General Permit does not constitute an exemption to 
applicable discharge prohibitions prescribed in Basin Plans, as implemented by 
the nine RWQCBs. 

 
2. Discharges of material other than storm water which are not otherwise authorized 

by an NPDES permit to a separate storm sewer system (MS4) or waters of the 
nation are prohibited, except as allowed in Special Provisions for Construction 
Activity, C.3. 

 
3. Storm water discharges shall not cause or threaten to cause pollution, 

contamination, or nuisance. 
 

4.  Storm water discharges regulated by this General Permit shall not contain a 
hazardous substance equal to or in excess of a reportable quantity listed in  

  40 CFR Part 117 and/or 40 CFR Part 302. 
 
B.    RECEIVING WATER LIMITATIONS: 
 

1. Storm water discharges and authorized nonstorm water discharges to any surface 
or ground water shall not adversely impact human health or the environment. 
 

2.  The SWPPP developed for the construction activity covered by this General 
Permit shall be designed and implemented such that storm water discharges and 
authorized nonstorm water discharges shall not cause or contribute to an 
exceedance of any applicable water quality standards contained in a Statewide 
Water Quality Control Plan and/or the applicable RWQCB’s Basin Plan. 
 

3. Should it be determined by the discharger, SWRCB, or RWQCB that storm water 
discharges and/or authorized nonstorm water discharges are causing or 
contributing to an exceedance of an applicable water quality standard, the 
discharger shall: 

 
a. Implement corrective measures immediately following discovery that 

water quality standards were exceeded, followed by notification to the 
RWQCB by telephone as soon as possible but no later than 48 hours after 
the discharge has been discovered.  This notification shall be followed by 
a report within 14-calender days to the appropriate RWQCB, unless 
otherwise directed by the RWQCB, describing (1) the nature and cause of 
the water quality standard exceedance; (2) the BMPs currently being 
implemented;  (3) any additional BMPs which will be implemented to 
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prevent or reduce pollutants that are causing or contributing to the 
exceedance of water quality standards; and (4) any maintenance or repair 
of BMPs.  This report shall include an implementation schedule for 
corrective actions and shall describe the actions taken to reduce the 
pollutants causing or contributing to the exceedance. 
 

b. The discharger shall revise its SWPPP and monitoring program 
immediately after the report to the RWQCB to incorporate the additional 
BMPs that have been and will be implemented, the implementation 
schedule, and any additional monitoring needed. 
 

c. Nothing in this section shall prevent the appropriate RWQCB from 
enforcing any provisions of this General Permit while the discharger 
prepares and implements the above report. 

 
C. SPECIAL PROVISIONS FOR CONSTRUCTION ACTIVITY: 
 

1. All dischargers shall file an NOI and pay the appropriate fee for construction 
activities conducted at each site as required by Attachment 2:  Notice of Intent--
General Instructions. 

 
2. All dischargers shall develop and implement a SWPPP in accordance with  

Section A:  Storm Water Pollution Prevention Plan.  The discharger shall 
implement controls to reduce pollutants in storm water discharges from their 
construction sites to the BAT/BCT performance standard. 

 
3. Discharges of non-storm water are authorized only where they do not cause or 

contribute to a violation of any water quality standard and are controlled through 
implementation of appropriate BMPs for elimination or reduction of pollutants.  
Implementation of appropriate BMPs is a condition for authorization of non-
storm water discharges.  Non-storm water discharges and the BMPs appropriate 
for their control must be described in the SWPPP.  Wherever feasible, alternatives 
which do not result in discharge of nonstorm water shall be implemented in 
accordance with Section A.9. of the SWPPP requirements. 

 
4. All dischargers shall develop and implement a monitoring program and reporting 

plan in accordance with Section B:  Monitoring Program and Reporting 
Requirements. 

 
5. All dischargers shall comply with the lawful requirements of municipalities, 

counties, drainage districts, and other local agencies regarding discharges of 
storm water to separate storm sewer systems or other watercourses under their 
jurisdiction, including applicable requirements in municipal storm water 
management programs developed to comply with NPDES permits issued by the 
RWQCBs to local agencies. 
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6. All dischargers shall comply with the standard provisions and reporting 
requirements contained in Section C:  Standard Provisions. 

 
7. The discharger may terminate coverage for a portion of the project under this 

General Permit when ownership of a portion of this project has been transferred 
or when a phase within this multi-phase project has been completed.  When 
ownership has transferred, the discharger must submit to its RWQCB a Change of 
Information Form (COI) Attachment 4 with revised site map and the name, 
address and telephone number of the new owner(s). Upon transfer of title, the 
discharger should notify the new owner(s) of the need to obtain coverage under 
this General Permit.  The new owner must comply with provisions of Sections A. 
2. (c) and  

 B. 2. (b) of this General Permit. To terminate coverage for a portion of the project 
when a phase has been completed, the discharger must submit to its RWQCB a 
COI with a revised map that identifies the newly delineated site. 

 
8. The discharger may terminate coverage under this General Permit for a complete 

project by submitting to its RWQCB a Notice of Termination Form (NOT), and 
the post-construction BMPs plan according to Section A.10 of this General  
Permit.  Note that a construction project is considered complete only when all 
portions of the site have been transferred to a new owner; or the following 
conditions have been met:  

 
a. There is no potential for construction related storm water pollution, 

 
b. All elements of the SWPPP have been completed, 

 
c. Construction materials and waste have been disposed of properly,  
 
d. The site is in compliance with all local storm water management 

requirements, and  
 
e. A post-construction storm water management plan is in place as described 

in the site’s SWPPP. 
 

9.  This General Permit expires five years from the date of adoption. 
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D. REGIONAL WATER QUALITY CONTROL BOARD (RWQCB) AUTHORITIES: 
 

1. RWQCBs shall: 
 

a. Implement the provisions of this General Permit.  Implementation of this 
General Permit may include, but is not limited to requesting the submittal 
of SWPPPS, reviewing SWPPPs, reviewing monitoring reports, 
conducting compliance inspections, and taking enforcement actions. 

 
b. Issue permits as they deem appropriate to individual dischargers, 

categories of dischargers, or dischargers in a geographic area.  Upon 
issuance of such permits by a RWQCB, the affected dischargers shall no 
longer be regulated by this General Permit. 

 
2. RWQCBs may require, on a case-by-case basis, the inclusion of an analysis of 

potential downstream impacts on receiving waterways due to the permitted 
construction.  

 
3. RWQCBs may provide information to dischargers on the development and 

implementation of SWPPPs and monitoring programs and may require revisions 
to SWPPPs and monitoring programs.  

 
4. RWQCBs may require dischargers to retain records for more than three years. 

 
5. RWQCBs may require additional monitoring and reporting program requirements 

including sampling and analysis of discharges to water bodies listed in 
Attachment 3 to this permit.  Additional requirements imposed by the RWQCB 
should be consistent with the overall monitoring effort in the receiving waters. 

 
6. RWQCBs may issue individual NPDES permits for those construction activities 

found to be ineligible for coverage under this permit. 
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CERTIFICATION 
 
The undersigned, Administrative Assistant to the Board, does hereby certify that the foregoing is 
a full, true, and correct copy of an order duly and regularly adopted at a meeting of the State 
Water Resources Control Board held on August 19, 1999. 
 
 
 
AYE:  James M. Stubchaer 
   Mary Jane Forster 
   John W. Brown 
   Arthur G. Baggett, Jr. 
 
NO:   None 
 
 
ABSENT: None 
 
 
ABSTAIN: None 
 
 
 
 
 
                               /s/                                       
    Maureen Marché 
    Administrative Assistant to the Board 
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SECTION A:  STORM WATER POLLUTION PREVENTION PLAN 
 
1. Objectives 
 

A Storm Water Pollution Prevention Plan (SWPPP) shall be developed and implemented 
to address the specific circumstances for each construction site covered by this General 
Permit.  The SWPPP shall be certified in accordance with the signatory requirements of 
section C, Standard Provision for Construction Activities (9).  The SWPPP shall be 
developed and amended or revised, when necessary, to meet the following objectives: 

 
a.  Identify all pollutant sources including sources of sediment that may affect the 

quality of storm water discharges associated with construction activity (storm 
water discharges) from the construction site, and 

 
b. Identify non-storm water discharges, and 

 
c. Identify, construct, implement in accordance with a time schedule, and maintain 

Best Management Practices (BMPs) to reduce or eliminate pollutants in storm 
water discharges and authorized nonstorm water discharges from the construction 
site during construction, and  

 
 d. Develop a maintenance schedule for BMPs installed during construction designed 

to reduce or eliminate pollutants after construction is completed (post-
construction BMPs). 

 
e. Identify a sampling and analysis strategy and sampling schedule for discharges 

from construction activity which discharge directly into water bodies listed on 
Attachment 3.  (Clean Water Act Section 303(d) [303(d)]  Water Bodies listed for 
Sedimentation). 

 
f. For all construction activity, identify a sampling and analysis strategy and 

sampling schedule for discharges that have been discovered through visual 
monitoring to be potentially contaminated by pollutants not visually detectable in 
the runoff. 

  
 
2. Implementation Schedule 
  

a.  For construction activity commencing on or after adoption of this General Permit, 
the SWPPP shall be developed prior to the start of soil-disturbing activity in 
accordance with this Section and shall be implemented concurrently with 
commencement of soil-disturbing activities. 

 
b. Existing permittees engaging in construction activities covered under the terms of 

the previous General Construction Permit SWPPP (WQ Order No.92-08-DWQ) 
shall continue to implement their existing SWPPP and shall implement any 
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necessary revisions to their SWPPP in accordance with this Section of the 
General Permit in a timely manner, but in no case more than 90-calender days 
from the date of adoption of this General Permit.  

 
c. For ongoing construction activity involving a change of ownership of property, 

the new owner shall review the existing SWPPP and amend if necessary, or 
develop a new SWPPP within 45-calender days. 

 
d. Existing permittees shall revise their SWPPP in accordance with the sampling and 

analysis modifications prior to August 1, 2001. For ongoing construction activity 
involving a change of ownership the new owner shall review the existing SWPPP 
and amend the sampling and analysis strategy, if required, within 45 days.  For 
construction activity commencing after the date of adoption, the SWPPP shall be 
developed in accordance with the modification language adopted. 

 
 

3. Availability 
 

The SWPPP shall remain on the construction site while the site is under construction 
during working hours, commencing with the initial construction activity and ending with 
termination of coverage under the General Permit.   

 
4. Required Changes 
 

a.  The discharger shall amend the SWPPP whenever there is a change in 
construction or operations which may affect the discharge of pollutants to surface 
waters, ground waters, or a municipal separate storm sewer system (MS4).  The 
SWPPP shall also be amended if the discharger violates any condition of this 
General Permit or has not achieved the general objective of reducing or 
eliminating pollutants in storm water discharges.  If the RWQCB determines that 
the discharger is in violation of this General Permit, the SWPPP shall be amended 
and implemented in a timely manner, but in no case more than 14-calendar days 
after notification by the RWQCB.  All amendments should be dated and directly 
attached to the SWPPP. 
 

b. The RWQCB or local agency with the concurrence of the RWQCB may require 
the discharger to amend the SWPPP. 

 
5. Source Identification 
 

The SWPPP shall include: (a) project information and (b) pollutant source identification 
combined with an itemization of those BMPs specifically chosen to control the pollutants 
listed. 

  
 a. Project Information 
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(1) The SWPPP shall include a vicinity map locating the project site with 
respect to easily identifiable major roadways, geographic features, or 
landmarks.  At a minimum, the map must show the construction site 
perimeter, the geographic features surrounding the site, and the general 
topography. 

 
(2) The SWPPP shall include a site map(s) which shows the construction 

project in detail, including the existing and planned paved areas and 
buildings.   

 
(a) At a minimum, the map must show the construction site perimeter; 

existing and proposed buildings, lots, roadways, storm water 
collection and discharge points; general topography both before 
and after construction; and the anticipated discharge location(s) 
where the storm water from the construction site discharges to a 
municipal storm sewer system or other water body.  

 
(b) The drainage patterns across the project area must clearly be 

shown on the map, and the map must extend as far outside the site 
perimeter as necessary to illustrate the relevant drainage areas.  
Where relevant drainage areas are too large to depict on the map, 
map notes or inserts illustrating the upstream drainage areas are 
sufficient.   

 
(c) Temporary on-site drainages to carry concentrated flow shall be 

selected to comply with local ordinances, to control erosion, to 
return flows to their natural drainage courses, and to prevent 
damage to downstream properties.  

 
3. Information presented in the SWPPP may be represented either by 

narrative or by graphics.  Where possible, narrative descriptions should be 
plan notes. Narrative descriptions which do not lend themselves to plan 
notes can be contained in a separate document which must be referenced 
on the plan.   

 
 b. Pollutant Source and BMP Identification 

 
The SWPPP shall include a description of potential sources which are likely to 
add pollutants to storm water discharges or which may result in nonstorm water 
discharges from the construction site.  Discharges originating from off-site which 
flow across or through areas disturbed by construction that may contain pollutants 
should be reported to the RWQCB.  
 
The SWPPP shall: 
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(1) Show drainage patterns and slopes anticipated after major grading 
activities are completed.  Runoff from off-site areas should be prevented 
from flowing through areas that have been disturbed by construction 
unless appropriate conveyance systems are in place.  The amount of 
anticipated storm water run-on must be considered to determine the 
appropriateness of the BMPs chosen.  Show all calculations for 
anticipated storm water run-on, and describe all BMPs implemented to 
divert off-site drainage described in section A. 5 a. (2) (c) around or 
through the construction project.   

 
(2) Show the drainage patterns into each on-site storm water inlet point or 

receiving water.  Show or describe the BMPs that will protect operational 
storm water inlets or receiving waters from contaminated discharges other 
than sediment discharges, such as, but not limited to:  storm water with 
elevated pH levels from contact with soil amendments such as lime or 
gypsum; slurry from sawcutting of concrete or asphalt ;washing of 
exposed aggregate concrete; concrete rinse water; building washing 
operations; equipment washing operations; minor street washing 
associated with street delineation; and/or sealing and paving activities 
occurring during rains.  

 
(3) Show existing site features that, as a result of known past usage, may 

contribute pollutants to storm water, (e.g., toxic materials that are known 
to have been treated, stored, disposed, spilled, or leaked onto the 
construction site).  Show or describe the BMPs implemented to minimize 
the exposure of storm water to contaminated soil or toxic materials. 

 
 (4)  Show areas designated for the (a) storage of soil or waste, (b) vehicle 

storage and service areas, (c) construction material loading, unloading, 
and access areas, (d) equipment storage, cleaning, and maintenance areas. 

 
(5) Describe the BMPs for control of discharges from waste handling and 

disposal areas and methods of on-site storage and disposal of construction 
materials and construction waste.  Describe the BMPs designed to 
minimize or eliminate the exposure of storm water to construction 
materials, equipment, vehicles, waste storage areas, or service areas.  The 
BMPs described shall be in compliance with Federal, State, and local 
laws, regulations, and ordinances. 

 
(6) Describe all post-construction BMPs for the project, and show the location 

of each BMP on the map.  (Post-construction BMPs consist of permanent 
features designed to minimize pollutant discharges, including sediment, 
from the site after construction has been completed.)  Also, describe the 
agency or parties to be the responsible party for long-term maintenance of 
these BMPs. 
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(7) Show the locations of direct discharge from the construction site into a 
Section 303(d) list water body.  Show the designated sampling locations in 
the receiving waters, which represent the prevailing conditions of the 
water bodies upstream of the construction site discharge and immediately 
downstream from the last point of discharge. 

(8) Show the locations designated for sampling the discharge from areas 
identified in Section A. 5. b. (2), (3), and (4) and Section A. 5. c. (1) and 
(2).  Samples shall be taken should visual monitoring indicate that there 
has been a breach, malfunction, leakage, or spill from a BMP which could 
result in the discharge in storm water of pollutants that would not be 
visually detectable, or if storm water comes into contact with soil 
amendments or other exposed materials or contamination and is allowed 
to be discharged.  Describe the sampling procedure, location, and rationale 
for obtaining the uncontaminated sample of storm water. 

 
c.  Additional Information 

 
(1) The SWPPP shall include a narrative description of pollutant sources and 

BMPs that cannot be adequately communicated or identified on the site 
map.  In addition, a narrative description of preconstruction control 
practices (if any) to reduce sediment and other pollutants in storm water 
discharges shall be included. 

 
(2) The SWPPP shall include an inventory of all materials used and activities 

performed during construction that have the potential to contribute to the 
discharge of pollutants other than sediment in storm water.  Describe the 
BMPs selected and the basis for their selection to eliminate or reduce 
these pollutants in the storm water discharges. 

 
(3) The SWPPP shall include the following information regarding the 

construction site surface area: the size (in acres or square feet), the runoff 
coefficient before and after construction, and the percentage that is 
impervious (e.g., paved, roofed, etc.) before and after construction. 

 
(4) The SWPPP shall include a copy of the NOI, and the Waste Discharge 

Identification (WDID) number.  Should a WDID number not be received 
from the SWRCB at the time construction commences, the discharger 
shall include proof of mailing of the NOI, e.g., certified mail receipt, copy 
of check, express mail receipt, etc. 

 
(5) The SWPPP shall include a construction activity schedule which describes 

all major activities such as mass grading, paving, lot or parcel 



 

 Page 14 
 

improvements at the site and the proposed time frame to conduct those 
activities.  

 
(6) The SWPPP shall list the name and telephone number of the qualified 

person(s) who have been assigned responsibility for prestorm, poststorm, 
and storm event BMP inspections; and the qualified person(s) assigned 
responsibility to ensure full compliance with the permit and 
implementation of all elements of the SWPPP, including the preparation 
of the annual compliance evaluation and the elimination of all 
unauthorized discharges. 

 
6. Erosion Control 
 

Erosion control, also referred to as “soil stabilization” is the most effective way to retain 
soil and sediment on the construction site.  The most efficient way to address erosion 
control is to preserve existing vegetation where feasible, to limit disturbance, and to 
stabilize and revegetate disturbed areas as soon as possible after grading or construction.   
Particular attention must be paid to large mass-graded sites where the potential for soil 
exposure to the erosive effects of rainfall and wind is great.  Mass graded construction 
sites may be exposed for several years while the project is being built out.  Thus, there is 
potential for significant sediment discharge from the site to surface waters.   
 
At a minimum, the discharger/operator must implement an effective combination of 
erosion and sediment control on all disturbed areas during the rainy season.  These 
disturbed areas include rough graded roadways, slopes, and building pads.  Until 
permanent vegetation is established, soil cover is the most cost-effective and expeditious 
method to protect soil particles from detachment and transport by rainfall.  Temporary 
soil stabilization can be the single-most important factor in reducing erosion at 
construction sites.  The discharger shall consider measures such as: covering with mulch, 
temporary seeding, soil stabilizers, binders, fiber rolls or blankets, temporary vegetation, 
permanent seeding, and a variety of other measures.  
 
The SWPPP shall include a description of the erosion control practices, including a time 
schedule, to be implemented during construction to minimize erosion on disturbed areas 
of a construction site.  The discharger must consider the full range of erosion control 
BMPs. The discharger must consider any additional site-specific and seasonal conditions 
when selecting and implementing appropriate BMPs.  The above listed erosion control 
measures are examples of what should be considered and are not exclusive of new or 
innovative approaches currently available or being developed. 

 
 
 
 
a.  The SWPPP shall include: 
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(1) An outline of the areas of vegetative soil cover or native vegetation onsite 
which will remain undisturbed during the construction project. 

 
(2) An outline of all areas of soil disturbance including cut or fill areas which 

will be stabilized during the rainy season by temporary or permanent 
erosion control measures, such as seeding, mulch, or blankets, etc.  

 
(3)  An outline of the areas of soil disturbance, cut, or fill which will be left 

exposed during any part of the rainy season, representing areas of 
potential soil erosion where sediment control BMPs are required to be 
used during construction. 

 
(4) A proposed schedule for the implementation of erosion control measures. 

 
b. The SWPPP shall include a description of the BMPs and control practices to be 

used for both temporary and permanent erosion control measures. 
 
c.  The SWPPP shall include a description of the BMPs to reduce wind erosion at all 

times, with particular attention paid to stock-piled materials. 
 
7. Stabilization  
 

(1) All disturbed areas of the construction site must be stabilized.  Final 
stabilization for the purposes of submitting a NOT is satisfied when: 

 
-All soil disturbing activities are completed AND EITHER OF THE 
TWO FOLLOWING CRITERIA ARE MET: 

 
-A uniform vegetative cover with 70 percent coverage has been 
established OR:  

 
-equivalent stabilization measures have been employed.  These 
measures include the use of such BMPs as blankets, reinforced 
channel liners, soil cement, fiber matrices, geotextiles, or other 
erosion resistant soil coverings or treatments. 

 
(2) Where background native vegetation covers less than 100 percent of the 

surface, such as in arid areas, the 70 percent coverage criteria is adjusted 
as follows:  If the native vegetation covers 50 percent of the ground 
surface, 70 percent of 50 percent (.70 X .50=.35) would require 35 percent 
total uniform surface coverage.   

 
 
 
 
8. Sediment Control 
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The SWPPP shall include a description or illustration of BMPs which will be 
implemented to prevent a net increase of sediment load in storm water discharge relative 
to preconstruction levels.  Sediment control BMPs are required at appropriate locations 
along the site perimeter and at all operational internal inlets to the storm drain system at 
all times during the rainy season.  Sediment control practices may include filtration 
devices and barriers (such as fiber rolls, silt fence, straw bale barriers, and gravel inlet 
filters) and/or settling devices (such as sediment traps or basins).  Effective filtration 
devices, barriers, and settling devices shall be selected, installed and maintained properly.  
A proposed schedule for deployment of sediment control BMPs shall be included in the 
SWPPP.  These are the most basic measures to prevent sediment from leaving the project 
site and moving into receiving waters.  Limited exemptions may be authorized by the 
RWQCB when work on active areas precludes the use of sediment control BMPs 
temporarily.  Under these conditions, the SWPPP must describe a plan to establish 
perimeter controls prior to the onset of rain.   
 
During the nonrainy season, the discharger is responsible for ensuring that adequate 
sediment control materials are available to control sediment discharges at the downgrade 
perimeter and operational inlets in the event of a predicted storm.  The discharger shall 
consider a full range of sediment controls, in addition to the controls listed above, such as 
straw bale dikes, earth dikes, brush barriers, drainage swales, check dams, subsurface 
drain, sandbag dikes, fiber rolls, or other controls.  At a minimum, the 
discharger/operator must implement an effective combination of erosion and sediment 
control on all disturbed areas during the rainy season.  
 
If the discharger chooses to rely on sediment basins for treatment purposes, sediment 
basins  shall, at a minimum, be designed and maintained as follows: 
 

Option 1: Pursuant to local ordinance for sediment basin design and maintenance, 
provided that the design efficiency is as protective or more protective of 
water quality than Option 3. 
 
OR 

 
Option 2: Sediment basin(s), as measured from the bottom of the basin to the 

principal outlet, shall have at least a capacity equivalent to 3,600 cubic 
feet of storage per acre draining into the sediment basin.  The length of the 
basin shall be more than twice the width of the basin.  The length is 
determined by measuring the distance between the inlet and the outlet; and 
the depth must not be less than three feet nor greater than five feet for 
safety reasons and for maximum efficiency.   
 
OR 

 
Option 3: Sediment basin(s) shall be designed using the standard equation: 
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 As=1.2Q/Vs 
 
Where:  As is the minimum surface area for trapping soil particles of a 
certain size; Vs is the settling velocity of the design particle size chosen; 
and Q=C x I x A where Q is the discharge rate measured in cubic feet per 
second; C is the runoff coefficient; I is the precipitation intensity for the 
10-year, 6-hour rain event and A is the area draining into the sediment 
basin in acres.  The design particle size shall be the smallest soil grain size 
determined by wet sieve analysis, or the fine silt sized (0.01mm) particle, 
and the Vs used shall be 100 percent of the calculated settling velocity.   
 
The length is determined by measuring the distance between the inlet and 
the outlet; the length shall be more than twice the dimension as the width; 
the depth shall not be less than three feet nor greater than five feet for 
safety reasons and for maximum efficiency (two feet of storage, two feet 
of capacity).  The basin(s) shall be located on the site where it can be 
maintained on a year-round basis and shall be maintained on a schedule to 
retain the two feet of capacity; 

 
OR 

 
Option 4: The use of an equivalent surface area design or equation, provided that the 

design efficiency is as protective or more protective of water quality than 
Option 3. 

 
A sediment basin shall have a means for dewatering within 7-calendar days following a 
storm event.  Sediment basins may be fenced if safety (worker or public) is a concern.   
 
The outflow from a sediment basin that discharges into a natural drainage shall be 
provided with outlet protection to prevent erosion and scour of the embankment and 
channel.   

 
The discharger must consider any additional site-specific and seasonal conditions when 
selecting and designing sediment control BMPs.  The above listed sediment control 
measures are examples of what should be considered and are not exclusive of new or 
innovative approaches currently available or being developed. 

 
 The SWPPP shall include a description of the BMPs to reduce the tracking of sediment 

onto public or private roads at all times.  These public and private roads shall be 
inspected and cleaned as necessary.  Road cleaning BMPs shall be discussed in the 
SWPPP and will not rely on the washing of accumulated sediment or silt into the storm 
drain system.  

 
9. Non-Storm Water Management 
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Describe all non-storm water discharges to receiving waters that are proposed for the 
construction project.  Non-storm water discharges should be eliminated or reduced to the 
extent feasible.  Include the locations of such discharges and descriptions of all BMPs 
designed for the control of pollutants in such discharges.  Onetime discharges shall be 
monitored during the time that such discharges are occurring.  A qualified person should 
be assigned the responsibility for ensuring that no materials other than storm water are 
discharged in quantities which will have an adverse effect on receiving waters or storm 
drain systems (consistent with BAT/BCT), and the name and contact number of that 
person should be included in the SWPPP document.   

 
Discharging sediment-laden water which will cause or contribute to an exceedance of the 
applicable RWQCB’s Basin Plan from a dewatering site or sediment basin into any 
receiving water or storm drain without filtration or equivalent treatment is prohibited. 

 
10. Post-Construction Storm Water Management 
 

The SWPPP shall include descriptions of the BMPs to reduce pollutants in storm water 
discharges after all construction phases have been completed at the site (Post-
Construction BMPs).  Post-Construction BMPs include the minimization of land 
disturbance, the minimization of impervious surfaces, treatment of storm water runoff 
using infiltration, detention/retention, biofilter BMPs, use of efficient irrigation systems, 
ensuring that interior drains are not connected to a storm sewer system, and appropriately 
designed and constructed energy dissipation devices.  These must be consistent with all 
local post-construction storm water management requirements, policies, and guidelines.  
The discharger must consider site-specific and seasonal conditions when designing the 
control practices.  Operation and maintenance of control practices after construction is 
completed shall be addressed, including short-and long-term funding sources and the 
responsible party.   

 
11. Maintenance, Inspection, and Repair 
 

The SWPPP shall include a discussion of the program to inspect and maintain all BMPs 
as identified in the site plan or other narrative documents throughout the entire duration 
of the project.  A qualified person will be assigned the responsibility to conduct 
inspections. The name and telephone number of that person shall be listed in the SWPPP 
document. Inspections will be performed before and after storm events and once each  
24-hour period during extended storm events to identify BMP effectiveness and 
implement repairs or design changes as soon as feasible depending upon field conditions.  
Equipment, materials, and workers must be available for rapid response to failures and 
emergencies.  All corrective maintenance to BMPs shall be performed as soon as possible 
after the conclusion of each storm depending upon worker safety. 
 
For each inspection required above, the discharger shall complete an inspection checklist. 
At a minimum, an inspection checklist shall include: 
 
a. Inspection date. 



 

 Page 19 
 

 
b. Weather information: best estimate of beginning of storm event, duration of 

event, time elapsed since last storm, and approximate amount of rainfall (inches). 
 
 c. A description of any inadequate BMPs. 

 
d. If it is possible to safely access during inclement weather, list observations of all 

BMPs:  erosion controls, sediment controls, chemical and waste controls, and 
non-storm water controls.  Otherwise, list result of visual inspection at relevant 
outfall, discharge point, or downstream location and projected required 
maintenance activities. 

 
e. Corrective actions required, including any changes to SWPPP necessary and 

implementation dates. 
 

f. Inspectors name, title, and signature. 
 
The dischargers shall prepare their inspection checklists using the inspection checklist 
form provided by the SWRCB or RWQCB or on forms that contain the equivalent 
information. 
 

12.  Training 
 

Individuals responsible for SWPPP preparation, implementation, and permit compliance 
shall be appropriately trained, and the SWPPP shall document all training.  This includes 
those personnel responsible for installation, inspection, maintenance, and repair of BMPs.  
Those responsible for overseeing, revising, and amending the SWPPP shall also 
document their training.  Training should be both formal and informal, occur on an 
ongoing basis when it is appropriate and convenient, and should include 
training/workshops offered by the SWRCB, RWQCB, or other locally recognized 
agencies or professional organizations. 

13.  List of Contractors/Subcontractors 
 
 The SWPPP shall include a list of names of all contractors, (or subcontractors) and 

individuals responsible for implementation of the SWPPP.  This list should include 
telephone numbers and addresses.  Specific areas of responsibility of each subcontractor 
and emergency contact numbers should also be included. 

 
 
 
14.  Other Plans 
 

This SWPPP may incorporate by reference the appropriate elements of other plans 
required by local, State, or Federal agencies.  A copy of any requirements incorporated 
by reference shall be kept at the construction site. 
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15. Public Access 
 
 The SWPPP shall be provided, upon request, to the RWQCB.  The SWPPP is considered 

a report that shall be available to the public by the RWQCB under section 308(b) of the 
Clean Water Act.   

 
16.  Preparer Certification 
 

The SWPPP and each amendment shall be signed by the landowner (discharger) or his 
representative and include the date of initial preparation and the date of each amendment.  

 
SECTION B:  MONITORING PROGRAM AND REPORTING REQUIREMENTS 
 
1. Required Changes 
 

The RWQCB may require the discharger to conduct additional site inspections, to submit 
reports and certifications, or perform sampling and analysis. 

 
2. Implementation 
 

a. The requirements of this Section shall be implemented at the time of 
commencement of construction activity (see also Section A. 2. Implementation 
Schedule).  The discharger is responsible for implementing these requirements 
until construction activity is complete and the site is stabilized.  

 
b. For ongoing construction activity involving a change in ownership of property 

covered by this General Permit, the new owner must complete a NOI and 
implement the requirements of this Section concurrent with the change of 
ownership.  For changes of information, the owner must follow instructions in  

  C. 7. Special Provisions for Construction Activity of the General Permit.  
 
3.  Site Inspections 

 
Qualified personnel shall conduct inspections of the construction site prior to anticipated 
storm events, during extended storm events, and after actual storm events to identify 
areas contributing to a discharge of storm water associated with construction activity.  
The name(s) and contact number(s) of the assigned inspection personnel shall be listed in 
the SWPPP.  Pre-storm inspections are to ensure that BMPs are properly installed and 
maintained; post-storm inspections are to assure that the BMPs have functioned 
adequately. During extended storm events, inspections shall be required each 24-hour 
period.  Best Management Practices (BMPs) shall be evaluated for adequacy and proper 
implementation and whether additional BMPs are required in accordance with the terms 
of the General Permit (see language in Section A. 11. Maintenance, Inspection, and 
Repair).  Implementation of nonstorm water discharge BMPs shall be verified and their 
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effectiveness evaluated.  One time discharges of non-storm water shall be inspected when 
such discharges occur. 

 
4.  Compliance Certification 
 
 Each discharger or qualified assigned personnel listed by name and contact number in the 

SWPPP must certify annually that construction activities are in compliance with the 
requirements of this General Permit and the SWPPP.  This Certification shall be based 
upon the site inspections required in Item 3 of this Section.  The certification must be 
completed by July 1 of each year. 

 
5.  Noncompliance Reporting 
 
 Dischargers who cannot certify compliance, in accordance with Item 4 of this Section 

and/or who have had other instances of noncompliance excluding exceedances of water 
quality standards as defined in section B. 3. Receiving Water Limitations Language, shall 
notify the appropriate RWQCB within 30 days.  Corrective measures should be 
implemented immediately following discovery that water quality standards were 
exceeded.  The notifications shall identify the noncompliance event, including an initial 
assessment of any impact caused by the event; describe the actions necessary to achieve 
compliance; and include a time schedule subject to the modifications by the RWQCB 
indicating when compliance will be achieved.  Noncompliance notifications must be 
submitted within 30-calendar days of identification of noncompliance. 

 
6.  Monitoring Records 
 
 Records of all inspections, compliance certifications, and noncompliance reporting must 

be retained for a period of at least three years from the date generated.  With the 
exception of noncompliance reporting, dischargers are not required to submit these 
records. 

 
7. Monitoring Program for Sedimentation/Siltation   

 
 Dischargers of storm water associated with construction activity that directly enters a 

water body listed in Attachment 3 shall conduct a sampling and analysis program for the 
pollutants (sedimentation/siltation or turbidity) causing the impairment.  The discharger 
shall monitor for the applicable parameter.  If the water body is listed for sedimentation 
or siltation, samples should be analyzed for Settleable Solids (ml/l) and Total Suspended 
Solids (mg/l ).  Alternatively or in addition, samples may be analyzed for suspended 
sediment concentration according to ASTM D3977-97.  If the water body is listed for 
turbidity, samples should be analyzed for turbidity (NTU).  Discharges that flow through 
tributaries that are not listed in Attachment 3 or that flow into Municipal Separate Storm 
Sewer Systems (MS4) are not subject to these sampling and analysis requirements.  The 
sampling and analysis parameters and procedures must be designed to determine  
whether the BMPs installed and maintained prevent discharges of sediment from 
contributing to impairment in receiving waters. 
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Samples shall be collected during the first two hours of discharge from rain events which 
result in a direct discharge to any water body listed in Attachment 3.  Samples shall be 
collected during daylight hours (sunrise to sunset).  Dischargers need not collect more 
than four (4) samples per month.  All samples shall be taken in the receiving waters and 
shall be representative of the prevailing conditions of the water bodies.  Samples shall be 
collected from safely accessible locations upstream of the construction site discharge and 
immediately downstream from the last point of discharge.  

For laboratory analysis, all sampling, sample preservation, and analyses must be 
conducted according to test procedures under 40 CFR Part 136.  Field samples shall be 
collected and analyzed according to the specifications of the manufacturer of the 
sampling devices employed.  Portable meters shall be calibrated according to 
manufacturer’s specification.  All field and/or laboratory analytical data shall be kept in 
the SWPPP document, which is to remain at the construction site at all times until a 
Notice of Termination has been submitted and approved.  

8. Monitoring Program for Pollutants Not Visually Detectable in Storm Water   
 
A sampling and analysis program shall be developed and conducted for pollutants which 
are not visually detectable in storm water discharges, which are or should be known to 
occur on the construction site, and which could cause or contribute to an exceedance of 
water quality objectives in the receiving water.  Pollutants that should be considered for 
inclusion in this sampling and analysis program are those identified in Sections A.5.b. 
and A.5.c. 
 
Construction materials and compounds that are not stored in water-tight containers under 
a water-tight roof or inside a building are examples of materials for which the discharger 
may have to implement sampling and analysis procedures.  The goal of the sampling and 
analysis is to determine whether the BMPs employed and maintained on site are effective 
in preventing the potential pollutants from coming in contact with storm water and 
causing or contributing to an exceedance of water quality objectives in the receiving 
waters.  Examples of construction sites that may require sampling and analysis include:  
sites that are known to have contaminants spilled or spread on the ground; sites where 
construction practices include the application of soil amendments, such as gypsum, which 
can increase the pH of the runoff; or sites having uncovered stockpiles of material 
exposed to storm water.  Visual observations before, during, and after storm events may 
trigger the requirement to collect samples.  Any breach, malfunction, leakage, or spill 
observed which could result in the discharge of pollutants to surface waters that would 
not be visually detectable in storm water shall trigger the collection of a sample of 
discharge.  Samples shall be collected at all discharge locations which drain the areas 
identified by the visual observations and which can be safely accessed.  For sites where 
sampling and analysis is required, personnel trained in water quality sampling procedures 
shall collect storm water samples.  A sufficiently large sample of storm water that has not 
come in contact with the disturbed soil or the materials stored or used on-site 
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(uncontaminated sample) shall be collected for comparison with the discharge sample.  
Samples shall be collected during the first two hours of discharge from rain events that 
occur during daylight hours and which generate runoff. 
 
The uncontaminated sample shall be compared to the samples of discharge using field 
analysis or through laboratory analysis.  Analyses may include, but are not limited to, 
indicator parameters such as:  pH, specific conductance, dissolved oxygen, conductivity, 
salinity, and TDS.    
 
For laboratory analysis, all sampling, sample preservation, and analyses must be 
conducted according to test procedures under 40 CFR Part 136.  Field discharge samples 
shall be collected and analyzed according to the specifications of the manufacturer of the 
sampling devices employed.  Portable meters shall be calibrated according to 
manufacturer’s specification.  All field and/or analytical data shall be kept in the SWPPP 
document, which is to remain at the construction site at all times until a Notice of 
Termination has been submitted and approved. 
 

SECTION C: STANDARD PROVISIONS FOR CONSTRUCTION ACTIVITY 
 
1.  Duty to Comply 
 
 The discharger must comply with all of the conditions of this General Permit.  Any 

permit noncompliance constitutes a violation of the Clean Water Act (CWA) and the 
Porter-Cologne Water Quality Control Act and is grounds for enforcement action and/or 
removal from General Permit coverage. 

 
 The discharger shall comply with effluent standards or prohibitions established under 

Section 307(a) of the CWA for toxic pollutants within the time provided in the 
regulations that establish these standards or prohibitions, even if this General Permit has 
not yet been modified to incorporate the requirement. 

 
2. General Permit Actions 
 
 This General Permit may be modified, revoked and reissued, or terminated for cause.  

The filing of a request by the discharger for a General Permit modification, revocation 
and reissuance, or termination, or a notification of planned changes or anticipated 
noncompliance does not annul any General Permit condition. 
 

 If any toxic effluent standard or prohibition (including any schedule of compliance 
specified in such effluent standard or prohibition) is promulgated under Section 307(a) of 
the CWA for a toxic pollutant which is present in the discharge and that standard or 
prohibition is more stringent than any limitation on the pollutant in this General Permit, 
this General Permit shall be modified or revoked and reissued to conform to the toxic 
effluent standard or prohibition and the dischargers so notified. 
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3. Need to Halt or Reduce Activity Not a Defense 
 
 It shall not be a defense for a discharger in an enforcement action that it would have been 

necessary to halt or reduce the permitted activity in order to maintain compliance with the 
conditions of this General Permit. 

 
4. Duty to Mitigate 
 
 The discharger shall take all responsible steps to minimize or prevent any discharge in 

violation of this General Permit, which has a reasonable likelihood of adversely affecting 
human health or the environment. 

 
5.  Proper Operation and Maintenance 
 
 The discharger shall at all times properly operate and maintain any facilities and systems 

of treatment and control (and related appurtenances) which are installed or used by the 
discharger to achieve compliance with the conditions of this General Permit and with the 
requirements of Storm Water Pollution Prevention Plans (SWPPP).  Proper operation and 
maintenance also includes adequate laboratory controls and appropriate quality assurance 
procedures.  Proper operation and maintenance may require the operation of backup or 
auxiliary facilities or similar systems installed by a discharger when necessary to achieve 
compliance with the conditions of this General Permit. 

 
6. Property Rights 
 
 This General Permit does not convey any property rights of any sort or any exclusive 

privileges, nor does it authorize any injury to private property or any invasion of personal 
rights, nor does it authorize any infringement of Federal, State, or local laws or 
regulations. 

 
7.  Duty to Provide Information 
 
 The discharger shall furnish the RWQCB, State Water Resources Control Board, or 

USEPA, within a reasonable time, any requested information to determine compliance 
with this General Permit.  The discharger shall also furnish, upon request, copies of 
records required to be kept by this General Permit. 

 
 
8.  Inspection and Entry 
 
 The discharger shall allow the RWQCB, SWRCB, USEPA, and/or, in the case of 

construction sites which discharge through a municipal separate storm sewer, an 
authorized representative of the municipal operator of the separate storm sewer system 
receiving the discharge, upon the presentation of credentials and other documents as may 
be required by law, to: 
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a.  Enter upon the discharger’s premises at reasonable times where a regulated 
construction activity is being conducted or where records must be kept under the 
conditions of this General Permit; 

 
b. Access and copy at reasonable times any records that must be kept under the 

conditions of this General Permit; 
 

c.  Inspect at reasonable times the complete construction site, including any off-site 
staging areas or material storage areas, and the erosion/sediment controls; and 

 
d. Sample or monitor at reasonable times for the purpose of ensuring General Permit 

compliance. 
 
9. Signatory Requirements 
 

a.  All Notice of Intents (NOIs), Notice of Terminations (NOTs),  SWPPPs, 
certifications, and reports prepared in accordance with this Order submitted to the 
SWRCB shall be signed as follows: 

 
(1) For a corporation:  by a responsible corporate officer.  For the purpose of 

this Section, a responsible corporate officer means:  (a) a president, 
secretary, treasurer, or vice president of the corporation in charge of a 
principal business function, or any other person who performs similar 
policy or decision-making functions for the corporation, or (b) the 
manager of the construction activity if authority to sign documents has 
been assigned or delegated to the manager in accordance with corporate 
procedures; 

 
(2) For a partnership or sole proprietorship:  by a general partner or the 

proprietor, respectively; or 
 

(3)  For a municipality, State, Federal, or other public agency:  by either a 
principal executive officer, ranking elected official, or duly authorized 
representative.  The principal executive officer of a Federal agency 
includes the chief executive officer of the agency or the senior executive 
officer having responsibility for the overall operations of a principal 
geographic unit of the agency (e.g., Regional Administrator of USEPA). 

 
b. All SWPPPs, reports, certifications, or other information required by the General 

Permit and/or requested by the RWQCB, SWRCB, USEPA, or the local storm 
water management agency shall be signed by a person described above or by a 
duly authorized representative.  A person is a duly authorized representative if: 

 
(1) The authorization is made in writing by a person described above and 

retained as part of the SWPPP; or 
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(2) The authorization specifies either an individual or a position having 

responsibility for the overall operation of the construction activity, such as 
the position of manager, operator, superintendent, or position of 
equivalent responsibility, or an individual or position having overall 
responsibility for environmental matters for the company.  (A duly 
authorized representative may thus be either a named individual or any 
individual occupying a named position).  

 
c.  If an authorization is no longer accurate because a different individual or position 

has responsibility for the overall operation of the construction activity, a new 
authorization must be attached to the SWPPP prior to submittal of any reports, 
information, or certifications to be signed by the authorized representative. 

 
10. Certification 
 
 Any person signing documents under Section C, Provision 9 above, shall make the 

following certification: 
 

"I certify under penalty of law that this document and all attachments were prepared 
under my direction or supervision in accordance with a system designed to assure that 
qualified personnel properly gather and evaluate the information submitted.  Based on my 
inquiry of the person or persons who manage the system or those persons directly 
responsible for gathering the information, to the best of my knowledge and belief, the 
information submitted is, true, accurate, and complete. 
 
I am aware that there are significant penalties for submitting false information, including 
the possibility of fine and imprisonment for knowing violations." 

 
11. Anticipated Noncompliance 
 
 The discharger will give advance notice to the RWQCB and local storm water 

management agency of any planned changes in the construction activity which may result 
in noncompliance with General Permit requirements. 

 
 
12. Penalties for Falsification of Reports 
 
 Section 309(c)(4) of the CWA provides that any person who knowingly makes any false 

material statement, representation, or certification in any record or other document 
submitted or required to be maintained under this General Permit, including reports of 
compliance or noncompliance shall upon conviction, be punished by a fine of not more 
than $10,000 or by imprisonment for not more than two years or by both.  
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13. Oil and Hazardous Substance Liability  
 
 Nothing in this General Permit shall be construed to preclude the institution of any legal 

action or relieve the discharger from any responsibilities, liabilities, or penalties to which 
the discharger is or may be subject to under Section 311 of the CWA. 

 
14. Severability 
 
 The provisions of this General Permit are severable; and, if any provision of this General 

Permit or the application of any provision of this General Permit to any circumstance is 
held invalid, the application of such provision to other circumstances and the remainder 
of this General Permit shall not be affected thereby. 

 
15.  Reopener Clause 
 
 This General Permit may be modified, revoked and reissued, or terminated for cause due 

to promulgation of amended regulations, receipt of USEPA guidance concerning 
regulated activities, judicial decision, or in accordance with 40 Code of Federal 
Regulations (CFR) 122.62, 122.63, 122.64, and 124.5. 

 
16. Penalties for Violations of Permit Conditions 
 

a. Section 309 of the CWA provides significant penalties for any person who 
violates a permit condition implementing Sections 301, 302, 306, 307, 308, 318, 
or 405 of the CWA or any permit condition or limitation implementing any such 
section in a permit issued under Section 402.  Any person who violates any permit 
condition of this General Permit is subject to a civil penalty not to exceed $27,500 
per calendar day of such violation, as well as any other appropriate sanction 
provided by Section 309 of the CWA. 

 
b. The Porter-Cologne Water Quality Control Act also provides for civil and 

criminal penalties which in some cases are greater than those under the CWA. 
 
 
 
17.  Availability 
 

A copy of this General Permit shall be maintained at the construction site during 
construction activity and be available to operating personnel. 

 
18.  Transfers 
 

This General Permit is not transferable.  A new owner of an ongoing construction activity 
must submit a NOI in accordance with the requirements of this General Permit to be 
authorized to discharge under this General Permit.  An owner who sells property covered 
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by this General Permit shall inform the new owner of the duty to file a NOI and shall 
provide the new owner with a copy of this General Permit. 

 
19.  Continuation of Expired Permit 

 
This General Permit continues in force and effect until a new General Permit is issued or 
the SWRCB  rescinds this General Permit.  Only those dischargers authorized to 
discharge under the expiring General Permit are covered by the continued General 
Permit.  



Attachment 1 

  

SWRCB AND RWQCB CONTACT LIST 
Division of Water Quality 

P.O. Box 1977 
Sacramento, CA  95812-1977 

(916) 341-5537 FAX: (916) 341-5543 
Web Page:  http://www.waterboards.ca.gov/stormwtr/index.html 

Email: stormwater@waterboards.ca.gov 
 

CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARDS 
 

NORTH COAST REGION (1) 
5550 Skylane Blvd, Ste. A 
Santa Rose, CA  95403 
(707) 576-2220 FAX: (707)523-0135 
http://www.waterboards.ca.gov/rwqcb1 
 

CENTRAL COAST REGION (3) 
895 Aerovista Place, Ste 101 
San Luis Obispo, CA 93401 
(805) 549-3147 FAX: (805) 543-0397 
http://www.waterboards.ca.gov/rwqcb3 
 

LAHONTAN REGION (6 SLT) 
2501 Lake Tahoe Blvd. 
South Lake Tahoe, CA  96150 
(530) 542-5400 FAX: (530) 544-2271 
http://www.waterboards.ca.gov/rwqcb6 

SAN FRANCISCO BAY REGION (2) 
1515 Clay Street, Ste. 1400 
Oakland, CA  94612 
(510) 622-2300 FAX: (510) 622-2640 
http://www.waterboards.ca.gov/rwqcb2 

LOS ANGELES REGION (4) 
320 W. 4th Street, Ste. 200 
Los Angeles, CA  90013 
(213) 576-6600 FAX: (213) 576-6640 
http://www.waterboards.ca.gov/rwqcb4 
 

VICTORVILLE OFFICE (6V) 
15428 Civic Drive, Ste. 100 
Victorville, CA  92392-2383 
(760) 241-6583 FAX: (760) 241-7308 
http://www.waterboards.ca.gov/rwqcb6 

 CENTRAL VALLEY REGION (5S) 
11020 Sun Center Dr., #200 
Rancho Cordova, CA 95670-6114 
(916) 464-3291 FAX: (916) 464-4645 
http:www.waterboards.ca.gov/rwqcb5 
 

COLORADO RIVER BASIN REGION 
(7) 
73-720 Fred Waring Dr., Ste. 100 
Palm Desert, CA  92260 
(760) 346-7491 FAX: (760) 341-6820 
http://www.waterboards.ca.gov/rwqcb7 

 FRESNO BRANCH OFFICE (5F) 
1685 E St. 
Fresno, CA  93706 
(559) 445-5116 FAX: (559) 445-5910 
http://www.waterboards.ca.gov/rwqcb5 
 

SANTA ANA REGION (8) 
California Tower 
3737 Main Street, Ste. 500 
Riverside, CA  92501-3339 
http://www.waterboards.ca.gov/rwqcb8 

 REDDING BRANCH OFFICE (5R) 
415 Knollcrest Drive, Ste. 100 
Redding, CA  96002 
(530) 224-4845 FAX: (530) 224-4857 
http://www.waterboards.ca.gov/rwqcb5 
 

SAN DIEGO REGION (9) 
9174 Sky Park Court, Ste. 100 
San Diego, CA  92123-4340 
(858) 467-2952 FAX: (858) 571-6972 
http://www.waterboards.ca.gov/rwqcb9 

   
STATE OF CALIFORNIA 
Arnold Schwarzenegger, Governor 
 
CALIFORNIA ENVIRONMENTAL 
PROTECTION AGENCY 
Terry Tamminen, Secretary 
 
STATE WATER RESOURCES  
CONTROL BOARD 
Arthur Baggett Jr., Chairman 
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NOTICE OF INTENT (NOI) TO COMPLY WITH THE TERMS 

 OF THE GENERAL PERMIT TO DISCHARGE STORM WATER 
 ASSOCIATED WITH CONSTRUCTION ACTIVITY 
 

 GENERAL INSTRUCTIONS 
 
 
 
Who Must Submit 
 
Discharges of storm water associated with construction that results in the disturbance of one acre 
or more of land must apply for coverage under the General Construction Activities Storm Water 
Permit (General Permit).  Construction activity which is a part of a larger common area of 
development or sale must also be permitted.  (For example, if 4 acres of a 20-acre subdivision is 
disturbed by construction activities, and the remaining 16 acres is to be developed at a future 
date, the property owner must obtain a General Storm Water Permit for the 4-acre project).  
Construction activity includes, but is not limited to:  clearing, grading, demolition, excavation, 
construction of new structures, and reconstruction of existing facilities involving removal and 
replacement that results in soil disturbance.  This includes construction access roads, staging 
areas, storage areas, stockpiles, and any off-site areas which receive run-off from the 
construction project such as discharge points into a receiving water.  Construction activity does 
not include routine maintenance to maintain original line and grade, hydraulic capacity, or 
original purpose of the facility. 
 
The owner of the land where the construction activity is occurring is responsible for obtaining a 
permit.  Owners may obtain coverage under the General Permit by filing a NOI in accordance 
with the following instructions.  Coverage for construction activity conducted on easements 
(e.g., pipeline construction) or on nearby properties by agreement or permission, or by an owner 
or lessee of a mineral estate (oil, gas, geothermal, aggregate, precious metals, and/or industrial 
minerals) entitled to conduct the activities, shall be obtained by the entity responsible for the 
construction activity.  Linear construction projects which will have construction activity 
occurring in one or more than one Region should contact the State Water Resources Control 
Board at the number listed below prior to submitting an NOI application for specific information 
related to the use of the NOI form. 
 
Construction Activity Not Covered By This General Permit 
 
Storm water discharges in the Lake Tahoe Hydrologic Unit will be regulated by a separate 
permit(s) adopted by the California Regional Water Quality Control Board, Lahontan Region, 
and will not be covered under the State Water Resources Control Board's (SWRCB) General 
Permit.  Storm water discharges on Indian Lands will be regulated by the U.S. Environmental 
Protection Agency. 



 

 

Where to Apply 
 
The NOI form, vicinity map, and appropriate fee must be mailed to the SWRCB at the following 
address: 
 
    State Water Resources Control Board 
    Division of Water Quality 
    Attn:  Storm Water Permit Unit 
    P.O. Box 1977 
    Sacramento, CA  95812-1977 
 
When to Apply 
 
Property owners proposing to conduct construction activities subject to this General Permit must 
file a Notice of Intent prior to the commencement of construction activity. 
 
Fees 
 
The total annual fee is the current base fee plus applicable surcharges for all construction sites 
submitting an NOI.  Checks should be made payable to:  SWRCB. 
 
Completing the Notice of Intent (NOI) 
 
The submittal to obtain coverage under the General Permit must include a completed NOI Form 
(Notice of Intent, attached), a vicinity map, and the appropriate annual fee.  The NOI must be 
completely and accurately filled out; the vicinity map and annual fee must be included with the 
NOI or the submittal is considered incomplete and will be rejected.  A construction site is 
considered to be covered by the General Permit upon filing a complete NOI submittal, and 
implementation of a defensible Storm Water Pollution Prevention Plan (SWPPP).  Upon receipt 
of a complete NOI submittal, each discharger will be sent a receipt letter containing the waste 
discharger's identification (WDID) number. 
 
Questions? 
 
If you have any questions on completing the NOI please call the SWRCB at (916) 341-5537. 



 

 

 NOI-LINE-BY-LINE INSTRUCTIONS 
 
 
Please type or print when completing the NOI Form and vicinity map. 
 
SECTION I--NOI STATUS 
 
Mark one of the two boxes at the top portion of the NOI.  Check box 1 if the NOI is being 
completed for new construction.  Check box 2 if the NOI is being submitted to report changes 
for a construction site already covered by the General Permit.  An example of a change that 
warrants a resubmittal of the NOI is a change of total area of the construction site.  The permit is 
non-transferable, a change of ownership requires a Notice of Termination (NOT) submittal and a 
new NOI.  Complete only those portions of the NOI that apply to the changes (the NOI must 
always be signed).  If box 2 is checked, the WDID number must be included. 
 
SECTION II--PROPERTY OWNER 
 
Enter the construction site owner's official or legal name and address; contact person (if other 
than owner), title, and telephone number. 
 
SECTION III--DEVELOPER / CONTRACTOR INFORMATION 
 
Enter the name of the developer’s (or general contractor’s) official or legal name, address, 
contact person, title, and telephone number.  The contact person should be someone who is 
familiar with the construction site and is responsible for compliance and oversight of the general 
permit. 
 
SECTION IV-CONSTRUCTION PROJECT INFORMATION 
 
Enter the project name, site address, county, city, (or nearest city if construction is occurring in 
an unincorporated area), zip code, and telephone number (if any) of the construction site.  
Include an emergency contact telephone or pager number.  Construction site information should 
include latitude and longitude designations, tract numbers, and/or mile post markers, if 
applicable.  The site contact person should be someone who is familiar with the project, site 
plans, SWPPP, and monitoring program.  All NOIs must be accompanied by a vicinity map. 
 
Part A:    Enter the total size in acres of all areas associated with construction activity, including 

all access roads. 
Part B:    Enter the total size in acres of the area to be disturbed by construction activity and the 

percentage of the area listed in Part A above that this represents. 
 
Part C:    Enter the percentage of the site that is impervious (areas where water cannot soak into 

the ground, such as concrete, asphalt, rooftops, etc.) before and after construction. 
 
Part D:    Include tract numbers, if available.  
 



 

 

Part E:    Enter the mile post marker number at the project site location. 
 
Part F:    Indicate whether the construction site is part of a larger common plan of development 

or sale.  For example, if the construction activity is occurring on a two-acre site which 
is within a development that is one acre or greater, answer yes.   

 
Part G:    Enter the name of the development (e.g. "Quail Ridge Subdivision", "Orange Valley 

Estates", etc.). 
 
Part H:    Indicate  when construction will begin (month, day, year).  When a NOI is being 

submitted due to a change in ownership, the commencement date should be the date  
the new ownership took effect.    

 
Part I:     Indicate the percentage of the total project area to be mass graded. 
 
Part J:     Enter the estimated completion dates for the mass grading activities and for the project 

completion. 
 
Part K:    Indicate the type(s) of construction taking place.  For example, “Transportation” should 

be checked for the construction of roads; “Utility” should be checked for installation of 
sewer, electric, or telephone systems.  Include a description of the major construction 
activities, (e.g., 20 single family homes, a supermarket, an office building, a factory, 
etc.) 

 
SECTION V--BILLING ADDRESS 
 
To continue coverage under the General Permit, the annual fee must be paid. Indicate where the 
annual fee invoice should be mailed by checking one of the following boxes: 
 
Owner: sent to the owners address as it appears in Section II. 
 
Developer/Contractor:  sent to the developer's address as it appears in Section III. 
 
Other:  sent to a different address and enter that address in the spaces provided. 
 
SECTION VI--REGULATORY STATUS 
 
Indicate whether or not the site is subject to local erosion/sediment control ordinances.  Indicate 
whether the erosion/sediment control plan designed to comply with the ordinance addresses the 
construction of infrastructure and structures in addition to grading.  Identify the name and 
telephone number of the local agency, if applicable. 
 



 

 

SECTION VII--RECEIVING WATER INFORMATION 
 
Part A:    Indicate whether the storm water runoff from the construction site discharges indirectly 

to waters of the United States, directly to waters of the United States, or to a separate 
storm drain system.   

 
Indirect discharges include discharges that may flow overland across adjacent 
properties or rights-of-way prior to discharging into waters of the United States.   

 
Enter the name of the owner/operator of the relevant storm drain system, if applicable.   
Storm water discharges directly to waters of the United States will typically have an 
outfall structure directly from the facility to a river, lake, creek, stream, bay, ocean, etc.  
Discharges to separate storm sewer systems are those that discharge to a collection 
system operated by municipalities, flood control districts, utilities, or similar entities. 

 
Part B:    Enter the name of the receiving water. Regardless of point of discharge, the owner must 

determine the receiving water for the construction site's storm water discharge.  Enter 
the name of the receiving water. 

 
SECTION VIII--IMPLEMENTATION OF NPDES PERMIT REQUIREMENTS 
 
Part A:   Indicate the status of the SWPPP, date prepared,  or availability for review.  Also 

indicate if a tentative construction schedule has been included in the SWPPP (the 
inclusion of a construction activity schedule is a mandatory SWPPP requirement).    

 
Part B:   Provide information concerning the status of the development of a monitoring program, 

a component of the SWPPP which outlines an inspection and maintenance schedule for 
the proposed Best Management Practices (BMPs).  Provide name and phone number of 
program preparer. 

 
Part C:    Provide the name and phone numbers of the responsible party or parties designated to 

insure compliance with  all elements of the General Permit and SWPPP.   
 
SECTION IX--VICINITY MAP AND FEE 
 
Provide a “to scale” or "to approximate scale" drawing of the construction site and the immediate 
surrounding area.   Whenever possible, limit the map to an 8.5” x 11’ or 11" x 17" sheet of 
paper.  At a minimum, the map must show the site perimeter, the geographic features 
surrounding the site, and general topography, and a north arrow.  The map must also include the 
location of the construction project in relation to named streets, roads, intersections, or 
landmarks.  A NOI containing a map which does not clearly indicate the location of the 
construction project will be rejected.  Do not submit blueprints unless they meet the above 
referenced size limits. 



 

 

 
SECTION X--CERTIFICATIONS 
 
This section must be completed by the owner or signatory agent of the construction site*.  The 
certification provides assurances that the NOI and vicinity map were completed in an accurate 
and complete fashion and with the knowledge that penalties exist for providing false 
information.  Certification also requires the owner to comply with the provisions in the General 
Permit. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
* For a corporation: a responsible corporate officer (or authorized individual).  For a partnership 
or sole proprietorship:  a general partner or the proprietor, respectively. For a municipality, State, 
Federal, or other public agency:  either a principal executive officer, ranking elected official, or 
duly authorized representative. 
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Attachment 2 
State Water Resources Control Board 

NOTICE OF INTENT 
TO COMPLY WITH THE TERMS OF THE 

GENERAL PERMIT TO DISCHARGE STORM WATER 
  ASSOCIATED WITH CONSTRUCTION ACTIVITY (WQ ORDER No. 99-08-DWQ) 

 
  I.  NOI STATUS (SEE INSTRUCTIONS) 

   
MARK ONLY ONE ITEM 1.         New Construction         2.      Change of Information for WDID# 

 
  III.  DEVELOPER/CONTRACTOR INFORMATION 

Developer/Contractor Contact Person 
 
 

Mailing Address Title 
 
 

City State
 
 

Zip 
 
 

Phone 
 
 

 
  IV.  CONSTRUCTION PROJECT INFORMATION 

Site/Project Name 
 
 

Site Contact Person 
 

Physical Address/Location 
 
 

Latitude 
 
_________o 

Longitude 
 
________o 

County 
 

City (or nearest City) 
 
 

Zip Site Phone Number 
 

Emergency Phone Number 
 

A.  Total size of construction site area: 
         Acres 
 
B.  Total area to be disturbed: 
         Acres  (% of total ______) 
 

C.  Percent of site imperviousness (including rooftops): 
 
 Before Construction:                       % 
 
 After Construction:                          % 

 
D.  Tract Number(s):       __________,  __________ 
 
 
E.  Mile Post Marker:      _____________ 

F.  Is the construction site part of a larger common plan of development or sale? 
   
  YES  NO 

G.  Name of plan or development: 

 
H.  Construction commencement date:   _____/_____/_____ 
 
I.   % of site to be mass graded:  ___________ 

J. Projected construction dates: 
 
Complete grading:  _____/_____/_____          Complete project: _____/_____/_____ 

K.  Type of Construction (Check all that apply): 
 

1.   Residential               2.            Commercial               3.             Industrial               4.              Reconstruction               5.            Transportation 
 
      6.           Utility Description:                                                                       7.             Other (Please List):   __________________________________________  
 

 
  V.  BILLING INFORMATION 

SEND BILL TO:      
      OWNER  
      (as in II. above) 

Name Contact Person  

      
      DEVELOPER 
      (as in III. above) 

Mailing Address                      Phone/Fax 

   
      OTHER 
      (enter information at 
right) 

City 
 
 

State Zip  

 
 

 
 

 
  II.  PROPERTY OWNER 

Name 
 

Contact Person 
 
 

Mailing Address Title 
 
 

City  State 
 

Zip 
 
 

Phone 
 

 
Owner Type (check one)  1.[   ] Private Individual 2.[   ]Business 3.[   ]Municipal 4.[   ]State  5.[   ]Federal 6.[   ]Other 
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 VI.  REGULATORY STATUS 
 
A. Has a local agency approved a required erosion/sediment control plan?.............................................................................................................................       YES  NO 
       
 Does the erosion/sediment control plan address construction activities such as infrastructure and structures?..................................................................  YES  NO 
 
      Name of local agency:       Phone:  
 
 
B.  Is this project or any part thereof, subject to conditions imposed under a CWA Section 404 permit of 401 Water Quality Certification?..............................           YES            No

 
 If yes, provide details:                                                                                                                                                                                                                         
 

 
 VII.  RECEIVING WATER INFORMATION 

A.  Does the storm water runoff from the construction site discharge to (Check all that apply): 
 
 1.  Indirectly to waters of the U.S. 
  
 2.  Storm drain system - Enter owner’s name:________________________________________________________________ 
  
 3.  Directly to waters of U.S. (e.g. , river, lake, creek, stream, bay, ocean, etc.) 
 
 
B. Name of receiving water:  (river, lake, creek, stream, bay, ocean): ____________________________________________________________  
  

 
 VIII. IMPLEMENTATION OF NPDES PERMIT REQUIREMENTS 

A.  STORM WATER POLLUTION PREVENTION PLAN (SWPPP) (check one) 
   
             A SWPPP has been prepared for this facility and is available for review:   Date Prepared: _____/_____/_____ Date Amended: _____/_____/_____    
   
             A SWPPP will be prepared and ready for review by (enter date):   _____/_____/_____ 
   
         A  tentative schedule has been included in the SWPPP for activities such as grading, street construction, home construction, etc. 
B.  MONITORING PROGRAM 
  
 A monitoring and maintenance schedule has been developed that includes inspection of the construction BMPs before  
 anticipated storm events and after actual storm events and is available for review. 
 
       If checked above:  A qualified person has been assigned responsibility for pre-storm and post-storm BMP inspections  
  to identify effectiveness and necessary repairs or design changes....................................................................................................       YES NO 
 
 Name:         Phone:   
 
C.  PERMIT COMPLIANCE RESPONSIBILITY 
  
 A qualified person has been assigned responsibility to ensure full compliance with the Permit, and to implement all elements of the Storm Water Pollution  
 Prevention Plan including:  
 
 1.  Preparing an annual compliance evaluation....................................................................................................................................        YES       NO  
    
      Name:        Phone:  
 
      2.  Eliminating all unauthorized discharges...........................................................................................................................................         YES          NO  

 
IX.  VICINITY MAP AND FEE (must show site location in relation to nearest named streets, intersections, etc.) 

Have you included a vicinity map with this submittal? .................................................................................................................................        YES          NO  
 
Have you included payment of the annual fee with this submittal?..............................................................................................................        YES          NO  
 

 
X. CERTIFICATIONS 

“I certify under penalty of law that this document and all attachments were prepared under my direction and supervision in accordance with a system designed to   
assure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system, or  
those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate, and complete.  
I am aware that there are significant penalties for submitting false information, including the possibility of fine or imprisonment. In addition,  I certify that I have read the   
entire General Permit, including all attachments, and agree to comply with and be bound by all of the provisions, requirements, and prohibitions of the permit, including   
the development and implementation of a Storm Water Pollution Prevention Plan and a Monitoring Program Plan will be complied with." 
 
Printed Name:   
 
Signature:           Date: 
 
Title: 
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ATTACHMENT 3 

 
303d Listed Water Bodies for Sedimentation 

 
REGION WATER BODY NAME CODE POLLUTANT 

1 MATTOLE RIVER 1100 Sedimentation/Siltation 
1 TRINITY RIVER, SOUTH FORK 1100 Sedimentation/Siltation 
1 REDWOOD CREEK 1100 Sedimentation/Siltation 
1 MAD RIVER 1100 Sedimentation/Siltation 
1 ELK RIVER 1100 Sedimentation/Siltation 
1 EEL RIVER, SOUTH FORK 1100 Sedimentation/Siltation 
1 EEL RIVER, NORTH FORK 1100 Sedimentation/Siltation 
1 TRINITY RIVER 1100 Sedimentation/Siltation 
1 EEL RIVER, MIDDLE FORK 1100 Sedimentation/Siltation 
1 MAD RIVER 2500 Turbidity 
1 TEN MILE RIVER 1100 Sedimentation/Siltation 
1 NOYO RIVER 1100 Sedimentation/Siltation 
1 BIG RIVER 1100 Sedimentation/Siltation 
1 ALBION RIVER 1100 Sedimentation/Siltation 
1 NAVARRO RIVER 1100 Sedimentation/Siltation 
1 GARCIA RIVER 1100 Sedimentation/Siltation 
1 GUALALA RIVER 1100 Sedimentation/Siltation 
1 RUSSIAN RIVER 1100 Sedimentation/Siltation 
1 TOMKI CREEK 1100 Sedimentation/Siltation 
1 VAN DUZEN RIVER 1100 Sedimentation/Siltation 
1 EEL RIVER DELTA 1100 Sedimentation/Siltation 
1 EEL RIVER, MIDDLE MAIN FORK 1100 Sedimentation/Siltation 
1 ESTERO AMERICANO 1100 Sedimentation/Siltation 
1 NAVARRO RIVER DELTA 1100 Sedimentation/Siltation 
1 EEL RIVER, UPPER MAIN FORK 1100 Sedimentation/Siltation 
1 FRESHWATER CREEK 1100 Sedimentation/Siltation 
1 SCOTT RIVER 1100 Sedimentation/Siltation 
2 TOMALES BAY 1100 Sedimentation/Siltation 
2 NAPA RIVER 1100 Sedimentation/Siltation 
2 SONOMA CREEK 1100 Sedimentation/Siltation 
2 PETALUMA RIVER 1100 Sedimentation/Siltation 
2 LAGUNITAS CREEK 1100 Sedimentation/Siltation 
2 WALKER CREEK 1100 Sedimentation/Siltation 
2 SAN GREGORIO CREEK 1100 Sedimentation/Siltation 
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2 SAN FRANCISQUITO CREEK 1100 Sedimentation/Siltation 
2 PESCADERO CREEK (REG 2) 1100 Sedimentation/Siltation 
2 BUTANO CREEK 1100 Sedimentation/Siltation 
3 MORRO BAY 1100 Sedimentation/Siltation 
3 SAN LORENZO RIVER ESTUARY 1100 Sedimentation/Siltation 
3 SHINGLE MILL CREEK 1100 Sedimentation/Siltation 
3 MOSS LANDING HARBOR 1100 Sedimentation/Siltation 
3 WATSONVILLE SLOUGH 1100 Sedimentation/Siltation 
3 SAN LORENZO RIVER 1100 Sedimentation/Siltation 
3 ELKHORN SLOUGH 1100 Sedimentation/Siltation 
3 SALINAS RIVER LAGOON (NORTH) 1100 Sedimentation/Siltation 
3 GOLETA SLOUGH/ESTUARY 1100 Sedimentation/Siltation 
3 CARPINTERIA MARSH (EL ESTERO 

MARSH) 
1100 Sedimentation/Siltation 

3 LOMPICO CREEK 1100 Sedimentation/Siltation 
3 MORO COJO SLOUGH 1100 Sedimentation/Siltation 
3 VALENCIA CREEK 1100 Sedimentation/Siltation 
3 PAJARO RIVER 1100 Sedimentation/Siltation 
3 RIDER GULCH CREEK 1100 Sedimentation/Siltation 
3 LLAGAS CREEK 1100 Sedimentation/Siltation 
3 SAN BENITO RIVER 1100 Sedimentation/Siltation 
3 SALINAS RIVER 1100 Sedimentation/Siltation 
3 CHORRO CREEK 1100 Sedimentation/Siltation 
3 LOS OSOS CREEK 1100 Sedimentation/Siltation 
3 SANTA YNEZ RIVER 1100 Sedimentation/Siltation 
3 SAN ANTONIO CREEK (SANTA BARBARA 

COUNTY) 
1100 Sedimentation/Siltation 

3 CARBONERA CREEK 1100 Sedimentation/Siltation 
3 SOQUEL LAGOON 1100 Sedimentation/Siltation 
3 APTOS CREEK 1100 Sedimentation/Siltation 
4 MUGU LAGOON 1100 Sedimentation/Siltation 
5 HUMBUG CREEK 1100 Sedimentation/Siltation 
5 PANOCHE CREEK 1100 Sedimentation/Siltation 
5 FALL RIVER (PIT) 1100 Sedimentation/Siltation 
6 BEAR CREEK (R6) 1100 Sedimentation/Siltation 
6 MILL CREEK (3) 1100 Sedimentation/Siltation 
6 HORSESHOE LAKE (2) 1100 Sedimentation/Siltation 
6 BRIDGEPORT RES 1100 Sedimentation/Siltation 
6 TOPAZ LAKE 1100 Sedimentation/Siltation 
6 LAKE TAHOE 1100 Sedimentation/Siltation 
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6 PINE CREEK (2) 1100 Sedimentation/Siltation 
6 TRUCKEE RIVER 1100 Sedimentation/Siltation 
6 CLEARWATER CREEK 1100 Sedimentation/Siltation 
6 GRAY CREEK (R6) 1100 Sedimentation/Siltation 
6 WARD CREEK 1100 Sedimentation/Siltation 
6 BLACKWOOD CREEK 1100 Sedimentation/Siltation 
6 GOODALE CREEK 1100 Sedimentation/Siltation 
6 EAST WALKER RIVER 1100 Sedimentation/Siltation 
6 HEAVENLY VALLEY CREEK 1100 Sedimentation/Siltation 
6 WOLF CREEK (1) 1100 Sedimentation/Siltation 
6 WEST WALKER RIVER 1100 Sedimentation/Siltation 
6 HOT SPRINGS CANYON CREEK 1100 Sedimentation/Siltation 
6 BRONCO CREEK 1100 Sedimentation/Siltation 
6 SQUAW CREEK 1100 Sedimentation/Siltation 
7 IMPERIAL VALLEY DRAINS 1100 Sedimentation/Siltation 
7 NEW RIVER (R7) 1100 Sedimentation/Siltation 
7 ALAMO RIVER 1100 Sedimentation/Siltation 
8 SAN DIEGO CREEK, REACH 1 1100 Sedimentation/Siltation 
8 RATHBONE (RATHBUN) CREEK 1100 Sedimentation/Siltation 
8 SAN DIEGO CREEK, REACH 2 1100 Sedimentation/Siltation 
8 UPPER NEWPORT BAY ECOLOGICAL 

RESERVE 
1100 Sedimentation/Siltation 

8 BIG BEAR LAKE 1100 Sedimentation/Siltation 
8 ELSINORE, LAKE 1100 Sedimentation/Siltation 
9 SAN ELIJO LAGOON 1100 Sedimentation/Siltation 
9 LOS PENASQUITOS LAGOON 1100 Sedimentation/Siltation 
9 AGUA HEDIONDA LAGOON 1100 Sedimentation/Siltation 
9 BUENA VISTA LAGOON 1100 Sedimentation/Siltation 

 



 

 Page 4 
 



Attachment 4 

Page 1 

NEW OWNER INFORMATION AND 
CHANGE OF INFORMATION (COI) FORM FOR THE  
GENERAL CONSTRUCTION PERMIT NO. CAS000002 

Owners Name: ________________________                                                                 Date: ____________________                          
WDID No.:      ________________________                                        Date of Last NOI Change: ____________________ 
Prepared By:    ________________________                                      Signature of Preparer: _________________________________________ 
 

 Area 
Transferred 

(acres)1 

 
column 1 

Area 
Remaining 

(acres)2 

 

column 2 

Lot/Tract 
Numbers 

Transferred 
 
 

Contact Person and 
Company Name of 

NewOwner(s) 

Address(es) of the New Owner(s) Phone  # 
of New Owner 
 

Is Const/Post 
Construction 

Complete? 
Yes/No 

Date of 
Ownership 
Transfer 

1 
        

2 
        

3 
        

4 
        

5 
        

6 
        

7 
        

8 
        

9 
        

10 
        

 
1Use approximate area (in acres) if no exact figure is available. 
2Calculate running total in this column as follows: 
  Enter in column 2, line 1, the area from NOI minus the area in column 1. 
  Enter in column 2, line 2, the area in column 2, line 1, minus the area in line 2, column 1. 
  Enter in column 2, line 3, the area in column 2, line 2, minus the area in line 3, column 1, and so forth. 



State Water Resources Control Board 
Division of Water Quality 

1001 I Street • Sacramento, California  95814 • (916) 341-5538 
Mailing Address:  P.O. Box 1977 • Sacramento, California • 95812-1977 

FAX (916) 341-5543 • Internet Address:  http://www.waterboards.ca.gov/stormwtr/index.html  
 

Linda S. Adams
Secretary for 

Environmental Protection
 

Arnold Schwarzengger 
Governor 

 
 
 
To:    STORM WATER DISCHARGER 
 
SUBJECT: CHECKLIST FOR SUBMITTING A NOTICE OF INTENT 
 
In order for the State Water Resources Control Board to expeditiously process your Notice of 
Intent (NOI), the following items must be submitted to either of the addresses indicated below: 
 
1._______ NOI  (please keep a copy for your files) with all applicable sections completed  

and original signature of the facility operator; 
 
2._______ Check made out to the “State Water Resources Control Board” with the 

appropriate fee. The regular fee is $830.00 ($700 plus 18.5% surcharge).   
     
3. _______     Site Map of the facility (see NOI instructions). DO NOT SEND BLUEPRINTS 
 
                                                            
U.S. Postal Service Address                                 Overnight Mailing Address  
   
State Water Resources Control Board                  State Water Resources Control Board      
Division of Water Quality                                    Division Of Water Quality 
Attn:  Storm Water Section                                  Attn: Storm Water, 15th Floor  
P.O. Box 1977                                                      1001 I Street    
Sacramento, CA  95812-1977                               Sacramento, CA  95814                
 
 
NOIs are processed in the order they are received.  A NOI receipt letter will be mailed to the 
facility operator within approximately two weeks. Incomplete NOI submittals will be returned to 
the facility operator within the same timeframe and will specify the reason(s) for return.  If you 
need a receipt letter by a specific date (for example, to provide to a local agency), we advise that 
you submit your NOI thirty (30) days prior to the date the receipt letter is needed. 
 
Please do not call us to verify your NOI status.  A copy of your NOI receipt letter will be 
available on our web page within twenty-four (24) hours of processing.  Go to: 
http://www.waterboards.ca.gov/stormwtr/databases.html           to retrieve an electronic copy of your NOI 
receipt letter. If you have any questions regarding this matter, please contact us at (916) 341-5538.
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FACT SHEET 
FOR 
 

STATE WATER RESOURCES CONTROL BOARD (STATE WATER BOARD) 
WATER QUALITY ORDER NO. 97-03-DWQ 

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) 
GENERAL PERMIT NO. CAS000001 (GENERAL PERMIT) 

 
WASTE DISCHARGE REQUIREMENTS (WDRS) 

FOR 
DISCHARGES OF STORM WATER ASSOCIATED WITH INDUSTRIAL ACTIVITIES 

EXCLUDING CONSTRUCTION ACTIVITIES 
 
 

BACKGROUND 
 
In 1972, the Federal Water Pollution Control Act (also referred 
to as the Clean Water Act [CWA]) was amended to provide that the 
discharge of pollutants to waters of the United States from any 
point source is effectively prohibited unless the discharge is in 
compliance with an NPDES permit.  The 1987 amendments to the CWA 
added Section 402(p) that establishes a framework for regulating 
municipal and industrial storm water discharges under the NPDES 
Program.  On November 16, 1990, the U.S. Environmental Protection 
Agency (U.S. EPA) published final regulations that establish 
application requirements for storm water permits.  The 
regulations require that storm water associated with industrial 
activity (storm water) that discharges either directly to surface 
waters or indirectly through municipal separate storm sewers must 
be regulated by an NPDES permit.   
 
U.S. EPA developed a four-tier permit issuance strategy for storm 
water discharges associated with industrial activity as follows: 
 
 Tier I, Baseline Permitting--One or more general permits will 

be developed to initially cover the majority of storm water 
discharges associated with industrial activity. 

 
 Tier II, Watershed Permitting--Facilities within watersheds 

shown to be adversely impacted by storm water discharges 
associated with industrial activity will be targeted for 
individual or watershed-specific general permits. 

 
 Tier III, Industry-Specific Permitting--Specific industry 

categories will be targeted for individual or 
 Industry-specific general permits. 
 
 Tier IV, Facility-Specific Permitting--A variety of factors 

will be used to target specific facilities for individual 
permits. 

 
The regulations allow authorized states to issue general permits 
or individual permits to regulate storm water discharges.   
 
 



Consistent with Tier I, Baseline Permitting, of the U.S. EPA 
permitting strategy, the State Water Board issued a statewide 
General Permit on November 19, 1991 that applied to all storm 
water discharges requiring a permit except construction activity. 
The monitoring requirements of this General Permit were amended 
September 17, 1992.  A separate statewide general permit has been 
issued for construction activity.   
 
To obtain authorization for continued and future storm water 
discharge under this General Permit, each facility operator must 
submit a Notice of Intent (NOI).  This approach is consistent 
with the four-tier permitting strategy described in Federal 
regulations, i.e., Tier 1, Baseline Permitting.  Tier 1, Baseline 
Permitting, enables the State to begin reducing pollutants in 
industrial storm water in the most efficient manner possible.   
 
This General Permit generally requires facility operators to: 
 
1. Eliminate unauthorized non-storm water discharges; 
2. Develop and implement a storm water pollution prevention plan 

(SWPPP); and 
3. Perform monitoring of storm water discharges and authorized 

non-storm water discharges. 
 
 
TYPES OF STORM WATER DISCHARGES COVERED BY THIS GENERAL PERMIT 

 
This General Permit is intended to cover all new or existing 
storm water discharges and authorized non-storm water discharges 
from facilities required by Federal regulations to obtain a 
permit including those (1) facilities previously covered by the 
San Francisco Bay Regional Water Quality Control Board Order  
No. 92-011 (as amended by Order No. 92-116), (2) facilities 
designated by the Regional Water Quality Control Boards (Regional 
Water Boards), (3) facilities whose operators seek coverage under 
this General Permit, (4) and facilities required by future    
U.S. EPA storm water regulations.  
 
The General Permit is intended to cover all facilities described 
in Attachment 1, whether the facility is primary or is auxiliary 
to the facility operator's function.  For example, although a 
school district's primary function is education, a facility that 
it operates for vehicle maintenance of school buses is a 
transportation facility that is covered by this General Permit. 
  
The definition of "storm water associated with industrial 
activity" is provided in Attachment 4, Definition 9, of this 
General Permit.  Facilities that discharge storm water associated 
with industrial activity requiring a General Permit are listed by 
category in 40 Code of Federal Regulations (CFR)           
Section 122.26(b)(14) (Federal Register, Volume 55 on         
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Pages 48065-66) and in Attachment 1 of this General Permit.  The 
facilities can be publicly or privately owned.  General 
descriptions of these categories are: 
      
 1. Facilities subject to storm water effluent limitations 

guidelines, new source performance standards, or toxic 
pollutant effluent standards (40 CFR Subchapter N); 

 
 2. Manufacturing facilities; 
 
 3. Mining/oil and gas facilities; 
 
 4. Hazardous waste treatment, storage, or disposal facilities; 
 
 5. Landfills, land application sites, and open dumps that 

receive industrial waste; 
  
 6. Recycling facilities such as metal scrap yards, battery 

reclaimers, salvage yards, automobile yards; 
  
 7. Steam electric generating facilities; 
  
 8. Transportation facilities that conduct any type of vehicle 

maintenance such as fueling, cleaning, repairing, etc.; 
  
 9. Sewage treatment plants; 
 
10. Construction activity (covered by a separate general 

permit); and 
 
11. Certain facilities (often referred to as "light industry") 

where industrial materials, equipment, or activities are 
exposed to storm water. 

 
For the most part, these facilities are identified in the Federal 
regulations by a Standard Industrial Classification (SIC).   
 
Category 1 Dischargers 
 
The following categories of facilities currently have storm water 
effluent limitation guidelines for at least one of their 
subcategories.  They are cement manufacturing (40 CFR Part 411); 
feedlots (40 CFR Part 412); fertilizer manufacturing  
(40 CFR Part 418); petroleum refining (40 CFR Part 419); 
phosphate manufacturing (40 CFR Part 422); steam electric power 
generation (40 CFR Part 423); coal mining (40 CFR Part 434); 
mineral mining and processing (40 CFR Part 436); ore mining and 
dressing (40 CFR Part 440); and asphalt emulsion  
(40 CFR Part 443).  A facility operator whose facility falls into 
one of these general categories should examine the effluent 
guidelines to determine if the facility is categorized in one of 
the subcategories that have storm water effluent guidelines.  If  
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a facility is classified as one of those subcategories, that 
facility is subject to the standards listed in the CFR for that 
category and is subject to this General Permit.  This General 
Permit contains additional requirements (see Section B.6.) for 
facilities with storm water effluent limitations guidelines. 
 
Category 5 Dischargers 
 
Inactive or closed landfills, land application sites, and open 
dumps that have received industrial wastes (Category 5) may be 
subject to this General Permit unless the storm water discharges 
from the sites are already regulated by an NPDES permit issued by 
the appropriate Regional Water Board.  Facility operators of 
closed landfills that are regulated by waste discharge 
requirements (WDRs) may be required to comply with this General 
Permit.  In some cases, it may be appropriate for closed 
landfills to be covered by the State Water Board's General Permit 
during closure activities.  The Construction Activities General 
Permit should cover new landfill construction.  Facility 
operators should contact their Regional Water Board to determine 
the appropriate permit coverage. 
 
Category 10 Dischargers 
 
Facility operators of Category 10 (light industry) facilities are 
not subject to this General Permit if they can certify that the 
following minimum conditions at their facilities are met: 
 
1. All prohibited non-storm water discharges have been 

eliminated or otherwise permitted. 
 
2. All areas of past exposure have been inspected and cleaned, 

as appropriate. 
 
3. All materials related to industrial activity (including waste 

materials) are not exposed to storm water or authorized   
non-storm water discharges. 

 
4. All industrial activities and industrial equipment are not 

exposed to storm water or authorized non-storm water 
discharges. 

 
5. There is no exposure of materials associated with industrial 

activity through other direct or indirect pathways such as 
particulates from stacks and exhaust systems. 

 
6. There is periodic re-evaluation of the facility to ensure 

Conditions 1, 3, 4, and 5 are continuously met. 
 
Currently, facility operators that can certify that the above 
conditions are met are not required to notify the State Water  
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Board or Regional Water Board.  These facility operators are 
advised to retain such certification documentation on site. 
 
The Ninth Circuit Court of Appeals invalidated the exemption 
granted by U.S. EPA for storm water discharges from facilities in 
Category 11 that do not have exposure and remanded the regulation 
to U.S. EPA for further action.  The State Water Board, at this 
time, is not requiring storm water discharges from facilities in 
Category 11 that do not have exposure to be covered by this 
General Permit.  Instead, the State Water Board will await future 
U.S. EPA or court action clarifying the types of storm water 
discharges that must be permitted.  If necessary, the State Water 
Board will reopen the General Permit to accommodate such a 
clarification. 
 
Section 1068 of the Intermodal Surface Transportation Act of 1991 
exempts municipal agencies serving populations of less than 
100,000 from Phase I permit requirements for most facilities they 
operate (uncontrolled sanitary landfills, power plants, and 
airports are still required to be permitted in Phase I).     
Phase II of the Permit Program scheduled to begin  
August 7, 2001 will cover the facilities that are exempt from 
Phase I permit requirements. 
 
 
 TYPES OF DISCHARGES NOT COVERED BY THIS GENERAL PERMIT 
 
1. CONSTRUCTION ACTIVITY:  Discharges from construction activity 

of five acres or more, including clearing, grading, and 
excavation.  A separate general permit was adopted on  

 August 20, 1992 for this industrial category. 
 
2. FACILITIES WHICH HAVE NPDES PERMITS CONTAINING STORM WATER 

PROVISIONS:  Some storm water discharges may be regulated by 
other individual or general NPDES permits issued by the State 
Water Board or the Regional Water Boards.  This General 
Permit shall not regulate these discharges.  When the 
individual or general NPDES permits for such discharges 
expire, the State Water Board or Regional Water Board may 
authorize coverage under this General Permit or another 
general NPDES permit, or may issue a new individual NPDES 
permit consistent with the Federal and State storm water 
regulations.  Interested parties may petition the State Water 
Board or appropriate Regional Water Board to issue individual 
or General NPDES Permits.  General Permits may be issued for 
a particular industrial group or watershed area. 

 
3. FACILITIES DETERMINED INELIGIBLE BY REGIONAL WATER BOARDS:  

Regional Water Boards may determine that discharges from a 
facility or groups of facilities, otherwise eligible for 
coverage under this General Permit, have potential water 
quality impacts that may not be appropriately addressed by 
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 this General Permit.  In such cases, a Regional Water Board 
may require such discharges to be covered by an individual or 
general NPDES permit.  Interested persons may petition the 
appropriate Regional Water Board to issue individual NPDES 
permits.  The applicability of this General Permit to such 
discharges will be terminated upon adoption of an individual 
NPDES permit or a different general NPDES permit. 

 
4. FACILITIES WHICH DO NOT DISCHARGE STORM WATER TO WATERS OF 

THE UNITED STATES:  The discharges from the following 
facilities are not required to be permitted: 

 
 a. FACILITIES THAT DISCHARGE STORM WATER TO MUNICIPAL 

SANITARY SEWER SYSTEMS:  Facilities that discharge storm 
water to municipal sanitary sewer systems or combined 
sewer systems are not required by Federal regulations to 
be covered by an NPDES storm water permit or to submit an 
NOI to comply with this General Permit.  (It should be 
noted that many municipalities have sewer use ordinances 
that prohibit storm drain connections to their sanitary 
sewers.) 

 
 b. FACILITIES THAT DO NOT DISCHARGE STORM WATER TO SURFACE 

WATERS OR SEPARATE STORM SEWERS:  Storm water that is 
captured and treated and/or disposed of with the 
facility's NPDES permitted process wastewater and storm 
water that is disposed of to evaporation ponds, 
percolation ponds, or combined sewer systems are not 
required to obtain a storm water permit.  To avoid 
liability, the facility operator should be certain that  
no discharge of storm water to surface waters would occur 
under any circumstances. 

 
5. MOST SILVICULTURAL ACTIVITIES:  Storm water discharges from 

most silvicultural activities such as thinning, harvesting 
operations, surface drainage, or road construction and 
maintenance are exempt from this permit.  Log sorting or log 
storage facilities that fall within SIC 2411 are required to 
be permitted. 

 
6. MINING AND OIL AND GAS FACILITIES:  Oil and gas facilities 

that have not released storm water resulting in a discharge 
of a reportable quantity (RQ) for which notification is or 
was required pursuant to 40 CFR Parts 110, 117, and 302 at 
any time after November 19, 1987 are not required to be 
permitted unless the industrial storm water discharge 
contributed to a violation of a water quality standard.  
Mining facilities that discharge storm water that does not 
come into contact with any overburden, raw materials, 
intermediate product, finished product, by-product, or waste 

 product located at the facility are not required to be 
permitted.  These facilities must be permitted if they have a 
new release of storm water resulting in a discharge of an RQ. 
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7. FACILITIES ON INDIAN LANDS:  the U.S. EPA will regulate 

Discharges from facilities on Indian lands. 
 
 NOTIFICATION REQUIREMENTS 
 
Storm water discharges from facilities described in the section 
titled "Types of Storm Water Discharges Covered by This General 
Permit" must be covered by an NPDES permit.  An NOI must be 
submitted by the facility operator for each individual facility 
to obtain coverage.  Certification of the NOI signifies that the 
facility operator intends to comply with the provisions of the 
General Permit.  Facility operators who have filed NOIs for the 
State Water Board Order No. 91-013-DWQ (as amended by Order  
No. 92-12-DWQ) or San Francisco Bay Regional Water Board Order 
No. 92-011 (as amended by Order No. 92-116) will be sent an 
abbreviated NOI soon after adopting this General Permit that must 
be completed and returned within 45 days of receipt.  Where 
operations have discontinued and significant materials remain on 
site (such as at closed landfills), the landowner may be 
responsible for filing an NOI and complying with this General 
Permit.  A landowner may also file an NOI for a facility if the 
landowner, rather than the facility operator(s), is responsible 
for compliance with this General Permit. 
 
A facility operator that does not submit an NOI for a facility 
must submit an application for an individual NPDES permit.  
U.S. EPA's regulations [40 CFR 122.21 (a)] exclude facility 
operators covered by a general permit from requirements to submit 
an individual permit application unless required by the Regional 
Water Board.  The NOI requirements of this General Permit are 
intended to establish a mechanism which can be used to establish 
a clear accounting of the number of facility operators complying 
with the General Permit, their identities, the nature of 
operations at the facilities, and location. 
 
All facility operators filing an NOI after the adoption of this 
General Permit must comply with this General Permit.  Existing 
facility operators who have filed NOIs prior to the adoption of 
this General Permit shall continue to complete the requirements 
of the previous General Permit through June 30, 1997 including 
submitting annual reports to the Regional Water Boards by  
July 1, 1997.  Group Leaders are required to submit a 1996-97 
Group Evaluation Report by August 1, 1997. 
 
 
 
 
 
 
 DESCRIPTION OF GENERAL PERMIT CONDITIONS 
 
Prohibitions 
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This General Permit authorizes storm water and authorized     
non-storm water discharges from facilities that are required to 
be covered by a storm water permit.  This General Permit 
prohibits discharges of material other than storm water (non-
storm water discharges) that are not authorized by the General 
Permit and discharges containing hazardous substances in storm 
water in excess of reportable quantities established at 40 CFR 
117.3 and 40 CFR 302.4.  Authorized non-storm water discharges 
are addressed in the Special Conditions of the General Permit. 
 
Effluent Limitations 
 
NPDES Permits for storm water discharges must meet all applicable 
provisions of Sections 301 and 402 of the CWA.  These provisions 
require control of pollutant discharges using best available 
technology economically achievable (BAT) and best conventional 
pollutant control technology (BCT) to prevent and reduce 
pollutants and any more stringent controls necessary to meet 
water quality standards. 
 
U.S. EPA regulations (40 CFR Subchapter N) establish effluent 
limitation guidelines for storm water discharges from facilities 
in ten industrial categories.  For these facilities, compliance 
with the effluent limitation guidelines constitutes compliance 
with BAT and BCT for the specified pollutants and must be met to 
comply with this General Permit. 
 
For storm water discharges from facilities not among the ten 
industrial categories listed in 40 CFR Subchapter N, it is not 
feasible at this time to establish numeric effluent limitations. 
The reasons why establishment of numeric effluent limitations is 
not feasible are discussed in detail in State Water Board Orders 
No. WQ 91-03 and WQ 91-04.  Therefore, this General Permit allows 
the facility operator to implement best management practices 
(BMPs) to comply with the requirements of this General Permit.  
This approach is consistent with the U.S. EPA's August 1, 1996 
"Interim Permitting Approach for Water Quality Based Effluent 
Limitations in Storm Water Permits". 
 
Receiving Water Limitations 
 
Storm water discharges shall not cause or contribute to a 
violation of an applicable water quality standard.  The General 
Permit requires facility operators to reduce or prevent  
pollutants in storm water discharges and authorized non-storm 
water discharges through the development and implementation of 
BMPs which constitutes compliance with BAT and BCT and, in most 
cases, compliance with water quality standards.  If receiving  
water quality standards are exceeded, facility operators are 
required to submit a written report providing additional BMPs  
that will be implemented to achieve water quality standards. 
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Storm Water Pollution Prevention Plans (SWPPPs) 
 
All facility operators must prepare, retain on site, and 
implement an SWPPP.  The SWPPP has two major objectives:  (1) to 
help identify the sources of pollution that affect the quality of 
industrial storm water discharges and authorized non-storm water 
discharges, and (2) to describe and ensure the implementation of 
BMPs to reduce or prevent pollutants in industrial storm water 
discharges and authorized non-storm water discharges. 
 
This General Permit requires development and implementation of an 
SWPPP emphasizing BMPs.  This approach provides the flexibility 
necessary to establish appropriate BMPs for different types of 
industrial activities and pollutant sources.  As this General 
Permit covers vastly different types of facilities, the State 
Water Board recognizes that there is no single best way of 
developing or organizing an SWPPP.  The SWPPP requirements 
contain the essential elements that all facility operators must 
consider and address in the SWPPP.  This General Permit's SWPPP 
requirements are more detailed than the previous general permit's 
SWPPP requirements, and the suggested order of the SWPPP elements 
have been rearranged (1) to correspond more closely with other 
storm water permits in effect throughout the country, and (2) to 
generally follow a more logical path.  Facility operators that 
have already developed and implemented SWPPPs under previous 
general permits are required to review the SWPPP's requirements 
contained in this General Permit and then review their existing 
SWPPP for adequacy.  If the existing SWPPP adequately identifies 
and assesses all potential sources of pollutants and describes 
the appropriate BMPs necessary to reduce or prevent pollutants, 
the facility operator is not required to revise the existing 
SWPPP.  
 
One of the major elements of the SWPPP is the elimination of 
unauthorized non-storm water discharges to the facility's storm 
drain system.  Unauthorized non-storm water discharges can be 
generated from a wide variety of potential pollutant sources.  
They include waters from the rinsing or washing of vehicles, 
equipment, buildings, or pavement; materials that have been 
improperly disposed of or dumped, and spilled; or leaked 
materials.  Unauthorized non-storm water discharges can 
contribute a significant pollutant load to receiving waters.  
Measures to control spills, leakage, and dumping can often be 
addressed through BMPs.  Unauthorized non-storm water discharges  
may enter the storm drain system via conveyances such as floor 
drains.  All conveyances should be evaluated to determine whether 
they convey unauthorized non-storm water discharges to the storm  
drain system.  Unauthorized non-storm water discharges (even when 
commingled with storm water) shall be eliminated or covered by a 
separate NPDES Permit. 
 
There are many non-storm water discharges that, under certain 
conditions, should not contain pollutants associated with 
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industrial activity (i.e., air conditioning condensate, potable 
water line testing, landscaping overflow, etc.).  Item D, Special 
Conditions, provides the conditions where certain listed non-
storm water discharges are authorized by this General Permit. 
 
Monitoring Program 
 
The General Permit requires development and implementation of a 
monitoring program.  The objectives of the monitoring program are 
to (1) demonstrate compliance with the General Permit, (2) aid in 
the implementation of the SWPPP, and (3) measure the 
effectiveness of the BMPs in reducing or preventing pollutants in 
storm water discharges and authorized non-storm water discharges. 
 
All facility operators (with the exception of inactive mining 
operations) are required to: 
 
1. Perform visual observations of storm water discharges and 

authorized storm water discharges. 
 
2. Collect and analyze samples of storm water discharges.  

Analysis must include pH, total suspended solids (TSS), total 
organic carbon (TOC), specific conductance, toxic chemicals, 
and other pollutants which are likely to be present in storm 
water discharges in significant quantities, and those 
parameters listed in Table D of this General Permit.  The 
Table D parameters are those listed in the U.S. EPA Multi-
Sector General Permit.  Facility operators subject to Federal 
storm water effluent limitation guidelines in 40 CFR 
Subchapter N must also sample and analyze for any pollutant 
specified in the appropriate category of 40 CFR Subchapter N. 

 
Facility operators are not required to collect samples or perform 
visual observations during adverse climatic conditions.  Sample 
collection and visual observations are required only during 
scheduled facility operating hours.  Visual observations are 
required only during daylight hours.  Facility operators that are 
unable to collect any of the required samples or visual 
observations because of the above circumstances must provide 
documentation to the Regional Water Board in their annual report. 
 
Facility operators may be exempt from performing sampling and 
analysis if they:  (1) do not have areas of industrial activity 
exposed to storm water, (2) receive an exemption from a local 
agency which has jurisdiction over the storm sewer system, or   
(3) receive an exemption from the appropriate Regional Water  
Board.  Facility operators must always perform sampling and 
analysis for any pollutant specified in storm water effluent 
limitation guidelines. 
 
This General Permit contains a new procedure where facility 
operators, if they meet certain minimum conditions, may certify  
compliance with the General Permit and reduce the number of 
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sampling events required to be sampled for the remaining term of 
the General Permit.  Each Regional Water Board may develop 
instructions, guidance, and checklists to assist facility 
operators to complete sampling reduction requests. 
 
Local agencies that wish to provide sampling and analysis 
exemptions or reductions to facility operators within their 
jurisdiction shall develop a certification program that clearly 
indicates the certification procedures and criteria used by the 
local agency.  At a minimum, these programs should include site 
inspections, a review of the facility operator's SWPPP, and a 
review of other records such as monitoring data, receiving water 
data, etc.  The certification program shall be approved by the 
local Regional Water Board before implementation. 
 
Alternative Monitoring 
 
Facility operators are required to develop a facility-specific 
monitoring program that satisfies both the minimum monitoring 
program requirements and the objectives of the monitoring 
program.  Some facility operators have indicated that cost-
effective alternative monitoring programs can be developed that 
provide equivalent or more accurate indicators of pollutants 
and/or BMP performance than a monitoring program based upon the 
minimum monitoring program requirements.  An example of such an 
alternative monitoring program would be one that identifies 
sample locations at or near pollutant sources rather than 
sampling an entire drainage area where the storm water discharge 
has been diluted with storm water from areas with little or no 
industrial activity. 
 
The State Water Board does not want to preclude facility 
operators from developing better, and perhaps more cost-
effective, monitoring programs.  This General Permit allows 
facility operators to submit alternative monitoring programs for 
approval by the Regional Water Board.  For individual facilities, 
these proposals must be facility specific and demonstrate how the 
alternative monitoring program will result in an equivalent or 
more accurate indicator of pollutants and/or BMP effectiveness.  
Facility operators with similar industrial activities may also 
propose alternative monitoring programs for approval by the 
Regional Water Boards.  These proposals must demonstrate how the 
alternative monitoring program will result in an equivalent or 
more accurate indicator of pollutants and/or BMP effectiveness 
for all of the participating facilities. 
 
Facility operators shall continue to comply with the existing 
monitoring program requirements until receiving approval by the 
Regional Water Board. 
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Group Monitoring 
 
Each facility operator may either perform sampling and analysis 
individually or participate in a group monitoring program.  A 
group monitoring program may be developed either by a group 
leader representing a group of similar facilities or by a local 
agency which holds a storm water permit for a municipal separate 
storm sewer system for industrial facilities within its 
jurisdiction.  The group leader or local agency responsible for 
the group monitoring program must schedule all participating 
facilities to sample two storm events over the life of this 
General Permit.  Facility operators subject to Federal effluent 
limitations guidelines in 40 CFR Subchapter N must individually 
sample and analyze for pollutants listed in the appropriate 
Federal regulations. 
 
Participants within a group may be located within the 
jurisdiction of more than one Regional Water Board.  Multi-
Regional Water Board groups must receive the approval of the 
State Water Board Executive Director (with the concurrence of the 
appropriate Regional Water Boards).   
 
Each group leader or local agency responsible for group sampling 
must: (1) provide guidance or training so that the monitoring is 
done correctly, (2) recommend appropriate BMPs to reduce or 
prevent pollutants in storm water discharges and authorized non-
storm water discharges from group participants, (3) evaluate and 
report the monitoring data to the State Water Board and/or the 
appropriate Regional Water Board(s), and (4) conduct two on-site 
inspections at each facility over the five year term of this 
General Permit to evaluate facility compliance and recommend BMPs 
to achieve compliance with this General Permit.  The group leader 
or local agency may designate, hire, or train inspectors to 
conduct these inspections that are or are not directly affiliated 
with the group leader or local agency.  It is the group leader's 
or local agency's responsibility to select inspectors that are 
capable of evaluating each facility's compliance with the General 
Permit and can recommend appropriate BMPs.  All group monitoring 
plans are subject to State Water Board and/or Regional Water 
Board(s) review.  Consistent with the four-tier permitting 
strategy described in the Federal regulations, the Regional Water 
Board(s) may evaluate the data and results from group monitoring 
to establish future permitting decisions.  As appropriate, the 
State Water Board and/or the Regional Water Board(s) may 
terminate or require substantial amendment to the group 
monitoring plans.  The State Water Board and/or the Regional 
Water Board(s) may terminate a facility's participation in group 
monitoring or require additional monitoring activities. 
 
Retention of Records 
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The facility operator is required to retain records of all 
monitoring information, copies of all reports required by this 
General Permit, and records of all data used to complete the NOI 
for a period of five years from the date of measurement, report, 
or monitoring activity.  This period may be extended by the State 
and/or Regional Water Boards.  All records are public documents 
and must be provided to the Regional Water Boards on request.   
 
Watershed Management 
 
The State and Regional Water Boards are undertaking a focussed 
effort in watershed management throughout the State.  In 
reissuing this General Permit, the State Water Board recognizes 
both the evolving nature of watershed management and the long-
term desirability of structuring monitoring programs to support 
the Watershed Management Initiative.  Therefore, the amended 
monitoring and reporting provisions provide flexibility for 
individual facility operators or groups of facility operators to 
propose and participate in, subject to Regional Water Board 
approval, watershed monitoring programs in lieu of some or all of 
the monitoring requirements contained in this General Permit. 
 
Facility Operator Compliance Responsibilities 
 
This General Permit has been written to encourage individual 
facility operators to develop their own SWPPP and monitoring 
programs.  Many facility operators, however, choose to obtain 
compliance assistance either by hiring a consultant on an 
individual basis or by participating in a group monitoring plan. 
Regardless of how a facility operator chooses to pursue 
compliance, it is the facility operator that is responsible for 
compliance with this General Permit.   
 
The State Water Board recognizes that industrial activities and 
operating conditions at many facilities change over time.  In 
addition, new and more effective BMPs are being developed by 
various facility operators and by industrial groups.  The SWPPP 
and monitoring program requirements include various inspections, 
reviews, and observations all of which recognize, encourage, and 
mandate an iterative self-evaluation process that is necessary to 
consistently comply with this General Permit.  In general, 
facility operators that develop and implement SWPPPs that comply 
with this General Permit should not be penalized when discovering  
minor violations through this iterative self-evaluation process. 
The General Permit provides facility operators up to 90 days to 
revise and implement the SWPPP to correct such violations.  



 
 STATE WATER RESOURCES CONTROL BOARD (STATE WATER BOARD) 
 WATER QUALITY ORDER NO. 97-03-DWQ 
 NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) 
 GENERAL PERMIT NO. CAS000001 (GENERAL PERMIT) 
 
 WASTE DISCHARGE REQUIREMENTS (WDRS) 
 FOR 
 DISCHARGES OF STORM WATER ASSOCIATED WITH INDUSTRIAL ACTIVITIES 
 EXCLUDING CONSTRUCTION ACTIVITIES 
 
The State Water Board finds that: 
 
1. Federal regulations for storm water discharges were issued 

by the U.S. Environmental Protection Agency (U.S. EPA) on  
 November 16, 1990 (40 Code of Federal Regulations [CFR] 

Parts 122, 123, and 124).  The regulations require operators 
of specific categories of facilities where discharges of 
storm water associated with industrial activity (storm 
water) occur to obtain an NPDES permit and to implement Best 
Available Technology Economically Achievable (BAT) and Best 
Conventional Pollutant Control Technology (BCT) to reduce or 
prevent pollutants associated with industrial activity in 
storm water discharges and authorized non-storm discharges. 

 
2. This General Permit shall regulate storm water discharges 

and authorized non-storm water discharges from specific 
categories of industrial facilities identified in 
Attachment 1, storm water discharges and authorized non-
storm water discharges from facilities as designated by the 
Regional Water Quality Control Boards (Regional Water 
Boards), and storm water discharges and authorized non-storm 
water discharges from other facilities seeking General 
Permit coverage.  This General Permit may also regulate 
storm water discharges and authorized non-storm water 
discharges from facilities as required by U.S. EPA 
regulations.  This General Permit shall regulate storm water 
discharges and authorized non-storm water discharges 
previously regulated by San Francisco Bay Regional Water 
Board Order, No.92-11 (as amended by Order No. 92-116).  
This General Permit excludes storm water discharges and non-
storm water discharges that are regulated by other 
individual or general NPDES permits, storm water discharges 
and non-storm water discharges from construction activities, 
and storm water discharges and non-storm water discharges 
excluded by the Regional Water Boards for coverage by this 
General Permit.  Attachment 2 contains the addresses and 
telephone numbers of each Regional Water Board office. 

 
3. To obtain coverage for storm water discharges and authorized 

non-storm water discharges pursuant to this General Permit, 
operators of facilities (facility operators) must submit a 
Notice of Intent (NOI), in accordance with the Attachment 3
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 instructions, and appropriate annual fee to the State Water 
Board.  This includes facility operators that have 
participated in U.S. EPA's group application process. 

 
4. This General Permit does not preempt or supersede the 

authority of local agencies to prohibit, restrict, or control 
storm water discharges and authorized non-storm water 
discharges to storm drain systems or other water-courses 
within their jurisdictions as allowed by State and Federal 
law. 

 
5. If an individual NPDES permit is issued to a facility 

operator otherwise subject to this General Permit or an 
alternative NPDES general permit is subsequently adopted 
which covers storm water discharges and/or authorized non-
storm water discharges regulated by this General Permit, the 
applicability of this General Permit to such discharges is 
automatically terminated on the effective date of the 
individual NPDES permit or the date of approval for coverage 
under the subsequent NPDES general permit. 

 
6. Effluent limitations and toxic and effluent standards 

established in Sections 208(b), 301, 302, 303(d), 304, 306, 
307, and 403 of the Federal Clean Water Act (CWA), as 
amended, are applicable to storm water discharges and 
authorized non-storm water discharges regulated by this 
General Permit. 

 
7. This action to adopt an NPDES general permit is exempt from 

the provisions of the California Environmental Quality Act 
(Public Resources Code Section 21100, et seq.) in accordance 
with Section 13389 of the California Water Code. 

 
8. Federal regulations (40 CFR Subchapter N) establish effluent 

limitations guidelines for storm water discharges from some 
facilities in ten industrial categories. 

 
9. For facilities which do not have established effluent 

limitation guidelines for storm water discharges in 40 CFR 
Subchapter N, it is not feasible at this time to establish 
numeric effluent limitations.  This is due to the large 
number of discharges and the complex nature of storm water 
discharges.  This is also consistent with the U.S. EPA's 
August 1, 1996 "Interim Permitting Approach for Water Quality 
Based Effluent Limitations in Storm Water Permits." 

 
10. Facility operators are required to comply with the terms and 

conditions of this General Permit.  Compliance with the terms 
and conditions of this General Permit constitutes compliance 
with BAT/BCT requirements and with requirements to achieve 
water quality standards.  This includes the development and 
implementation of an effective Storm Water Pollution 
Prevention Plan (SWPPP) to reduce or prevent  pollutants 
associated with industrial activity in storm water discharges 
and authorized non-storm water discharges. 
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11. Best Management Practices (BMPs) to reduce or prevent 

pollutants associated with industrial activity in storm water 
discharges and authorized non-storm water discharges are 
appropriate where numeric effluent limitations are 
infeasible, and the implementation of BMPs is adequate to 
achieve compliance with BAT/BCT and with water quality 
standards. 

 
12. The State Water Board has adopted a Watershed Management 

Initiative that encourages watershed management throughout 
the State.  This General Permit recognizes the Watershed 
Management Initiative by supporting the development of 
watershed monitoring programs authorized by the Regional 
Water Boards. 

 
13. Following adoption of this General Permit, the Regional Water 

Boards shall enforce its provisions.  
 
14. Following public notice in accordance with State and Federal 

laws and regulations, the State Water Board held a public 
hearing on November 12, 1996 and heard and considered all 
comments pertaining to this General Permit.  A response to 
all significant comments has been prepared and is available 
for public review. 

 
 15. This Order is an NPDES General Permit in compliance with 

Section 402 of the CWA and shall take effect upon adoption by 
the State Water Board. 

 
16. All terms that are defined in the CWA, U.S. EPA storm water 

regulations and the Porter-Cologne Water Quality Control Act 
will have the same definition in this General Permit unless 
otherwise stated.  

 
IT IS HEREBY ORDERED that all facility operators required to be 
regulated by this General Permit shall comply with the following: 
 
A. DISCHARGE PROHIBITIONS: 
 
1.   Except as allowed in Special Conditions (D.1.) of this 

General Permit, materials other than storm water (non-storm 
water discharges) that discharge either directly or 
indirectly to waters of the United States are prohibited.  
Prohibited non-storm water discharges must be either 
eliminated or permitted by a separate NPDES permit. 

 
 2. Storm water discharges and authorized non-storm water 

discharges shall not cause or threaten to cause pollution, 
contamination, or nuisance. 

 
B.   EFFLUENT LIMITATIONS: 
 
 1. Storm water discharges from facilities subject to storm water 

effluent limitation guidelines in Federal regulations (40 CFR 
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Subchapter N) shall not exceed the specified effluent 
limitations. 

 
 2. Storm water discharges and authorized non-storm water 

discharges regulated by this General Permit shall not contain 
a hazardous substance equal to or in excess of a reportable 
quantity listed in 40 CFR Part 117 and/or 40 CFR Part 302. 

 
 3. Facility operators covered by this General Permit must reduce 

or prevent pollutants associated with industrial activity in 
storm water discharges and authorized non-storm water 
discharges through implementation of BAT for toxic and non-
conventional pollutants and BCT for conventional pollutants. 
Development and implementation of an SWPPP that complies with 
the requirements in Section A of the General Permit and that 
includes BMPs that achieve BAT/BCT constitutes compliance 
with this requirement. 

    
C. RECEIVING WATER LIMITATIONS: 
 
  1. Storm water discharges and authorized non-storm water 

discharges to any surface or ground water shall not 
adversely impact human health or the environment. 

 
  2. Storm water discharges and authorized non-storm water 

discharges shall not cause or contribute to an 
exceedance of any applicable water quality standards 
contained in a Statewide Water Quality Control Plan or 
the applicable Regional Water Board's Basin Plan. 

 
 3. A facility operator will not be in violation of 

Receiving Water Limitation C.2. as long as the facility 
operator has implemented BMPs that achieve BAT/BCT and   

   the following procedure is followed: 
 
    a. The facility operator shall submit a report to the 

appropriate Regional Water Board that describes the 
BMPs that are currently being implemented and 
additional BMPs that will be implemented to prevent 
or reduce any pollutants that are causing or 
contributing to the exceedance of water quality  

   standards.  The report shall include an 
implementation schedule.  The Regional Water Board 
may require modifications to the report. 

 
   b. Following approval of the report described above by 

the Regional Water Board, the facility operator 
shall revise its SWPPP and monitoring program to 
incorporate the additional BMPs that have been and 
will be implemented, the implementation schedule, 
and any additional monitoring required. 

  
  4. A facility operator shall be in violation of this General 

Permit if he/she fails to do any of the following: 
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    a. Submit the report described above within 60 days after 
either the facility operator or the Regional Water 
Board determines that discharges are causing or 
contributing to an exceedance of an applicable water 
quality standard; 

    
   b. Submit a report that is approved by the Regional 

 Water Board; or 
    
   c. Revise its SWPPP and monitoring program as  required  

by the approved report. 
 
D. SPECIAL CONDITIONS 
 
 1. Non-Storm Water Discharges 
 

 a.  The following non-storm water discharges are  
authorized by this General Permit provided that they 
satisfy the conditions specified in Paragraph b. 
below:  fire hydrant flushing; potable water 
sources, including potable water related to the 
operation, maintenance, or testing of potable water 
systems; drinking fountain water; atmospheric 
condensates including refrigeration, air 
conditioning, and compressor condensate; irrigation 
drainage; landscape watering; springs; ground water; 
foundation or footing drainage; and sea water 
infiltration where the sea waters are discharged 
back into the sea water source. 

 
   b.  The non-storm water discharges as provided in 

Paragraph a. above are authorized by this General 
Permit if all the following conditions are met: 

 
         i. The non-storm water discharges are in 

 compliance with Regional Water Board 
 requirements. 

 
      ii. The non-storm water discharges are in 

 compliance with local agency ordinances 
 and/or requirements. 

    iii. BMPs are specifically included in the SWPPP 
 to (1) prevent or reduce the contact of non-
 storm water discharges with significant 
 materials or equipment and (2) minimize, to 
 the extent practicable, the flow or volume of 
 non-storm water discharges. 

 
     iv. The non-storm water discharges do not contain 

 significant quantities of pollutants. 
 
      v. The monitoring program includes quarterly 

visual observations of each non-storm water 
discharge and its sources to ensure that BMPs 
are being implemented and are effective. 
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       vi. The non-storm water discharges are reported 

and described annually as part of the annual 
report. 

 
   c. The Regional Water Board or its designee may establish 

additional monitoring programs and reporting 
requirements for any non-storm water discharge 
authorized by this General Permit. 

 
   d. Discharges from firefighting activities are authorized 

by this General Permit and are not subject to the 
conditions of Paragraph b. above. 

 
E. PROVISIONS 
 
  1. All facility operators seeking coverage by this General 

Permit must submit an NOI for each of the facilities they 
operate.  Facility operators filing an NOI after the 
adoption of this General Permit shall use the NOI form and 
instructions (Attachment 3) attached to this General 
Permit.  Existing facility operators who have filed an NOI 
pursuant to State Water Board Order  

   No. 91-013-DWQ (as amended by Order No. 92-12-DWQ) or  
   San Francisco Bay Regional Water Board Order No. 92-11 (as 

amended by Order No. 92-116) shall submit an abbreviated 
NOI form provided by the State Water Board.  The 
abbreviated NOI form shall be submitted within 45 days of 
receipt. 

 
  2. Facility operators who have filed an NOI, pursuant to 

State Water Board Order No. 91-013-DWQ (as amended by 
Order No. 92-12-DWQ) or San Francisco Bay Regional Water 
Board Order No. 92-11 (as amended by Order No. 92-116), 
shall continue to implement their existing SWPPP and shall 
implement any necessary revisions to their SWPPP in 
accordance with Section A of this General Permit in a 
timely manner, but in no case later than August 1, 1997. 
Facility operators beginning industrial activities after 
adoption of this General Permit must develop and implement 
an SWPPP in accordance with Section A of this General 
Permit when the industrial activities begin.   

  
  3. Facility operators who have filed an NOI, pursuant to 

State Water Board Order No. 91-013-DWQ (as amended by 
Order No. 92-12-DWQ) or San Francisco Bay Regional Water 
Board Order No. 92-11 (as amended by Order No. 92-116), 
shall continue to implement their existing Monitoring 
Program and shall implement any necessary revisions to 
their Monitoring Program in accordance with Section B of 
the General Permit in a timely manner, but in no case 
later than August 1, 1997.  Facility operators beginning 
industrial activities after adoption of this General 
Permit must develop and implement a Monitoring Program in 
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accordance with Section B of this General Permit when 
industrial activities begin. 

 
  4. Facility operators of feedlots as defined in 40 CFR  Part 

412 that are in full compliance with Section 2560 to 
Section 2565, Title 23, California Code of Regulations 
(Chapter 15) will be in compliance with all effluent 
limitations and prohibitions contained in this General 
Permit.  Facility operators of feedlots that comply with 
Chapter 15, however, must perform monitoring in compliance 
with the requirements of Section B.4.d. and B.14. of this 
General Permit.  Facility operators of feedlots must also 
comply with any Regional Water Board WDRs or NPDES general 
permit regulating their storm water discharges.   

 
  5. All facility operators must comply with lawful 

requirements of municipalities, counties, drainage 
districts, and other local agencies regarding storm water 
discharges and non-storm water discharges entering  storm 
drain systems or other watercourses under their 
jurisdiction, including applicable requirements in 
municipal storm water management programs developed to 
comply with NPDES permits issued by the Regional Water 
Boards to local agencies. 

 
 6. All facility operators must comply with the standard 

provisions and reporting requirements for each facility 
covered by this General Permit contained in Section C,  
Standard Provisions. 

 
 7. Facility operators that operate facilities with        
   co-located industrial activities (facilities that have 

industrial activities that meet more than one of the 
descriptions in Attachment 1) that are  contiguous to  

   one another are authorized to file a single NOI to  
   comply with the General Permit.  Storm water discharges 

and authorized non-storm water discharges from the co-
located industrial activities are authorized if the SWPPP 
and Monitoring  Program addresses each co-located 
industrial activity. 

 
 8. Upon reissuance of a successor NPDES general permit by the 

State Water Board, the facility operators subject to this 
reissued General Permit may be required to file an NOI. 

 
 9. Facility operators may request to terminate their coverage 

under this General Permit by filing a Notice of 
Termination (NOT) with the Regional Water Board.  The NOT 
shall provide all documentation requested by the Regional 
Water Board.  The facility operator will be notified when 
the NOT has been approved.  Should the NOT be denied, 
facility operators are responsible for continued 
compliance with the requirements of this General Permit. 
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 10. Facility operators who have filed an NOI, pursuant to 
State Water Board Order No. 91-013-DWQ (as amended by 
Order No. 92-12) or San Francisco Bay Regional Water Board 
Order No. 92-11 (as amended by Order No. 92-116) shall: 

   
   a. Complete the 1996-97 activities required by those 

general permits.  These include, but are not limited 
to, conducting any remaining visual observations, 
sample collection, annual site inspection, annual 
report submittal, and (for group monitoring leaders) 
Group Evaluation Reports; and  

 
   b. Comply with the requirements of this General Permit 

no later than August 1, 1997. 
  
 11. If the Regional Water Board determines that a discharge 

may be causing or contributing to an exceedance of any 
applicable water quality standards contained in a 
Statewide Water Quality Control Plan or the applicable 
Regional Water Board's Basin Plan, the Regional Water 
Board may order the facility operator to comply with the 
requirements described in Receiving Water       

   Limitation C.3.  The facility operator shall comply with 
the requirements within the time schedule established by 
the Regional Water Board. 

 
 12. If the facility operator determines that its storm water 

discharges or authorized non-storm water discharges are 
causing or contributing to an exceedance of any 

   applicable water quality standards, the facility operator 
shall comply with the requirements described in Receiving 
Water Limitation C.3. 

 
 13. State Water Board Order No. 91-013-DWQ (as amended by 

Order No. 92-12-DWQ) and San Francisco Bay Regional Water 
Board Order No. 91-011 (as amended by Order  

   No. 92-116) are hereby rescinded. 
 
F. REGIONAL WATER BOARD AUTHORITIES 
 
 1. Following adoption of this General Permit, Regional Water 

Boards shall: 
 
   a. Implement the provisions of this General Permit, 

including, but not limited to, reviewing SWPPPs, 
reviewing annual reports, conducting compliance 
inspections, and taking enforcement actions. 

 
   b. Issue other NPDES general permits or individual NPDES 

storm water permits as they deem appropriate to 
individual facility operators, facility operators of 
specific categories of industrial activities, or 
facility operators in a watershed or geographic area. 
Upon issuance of such NPDES permits by a Regional Water 
Board, the affected facility operator shall no longer 
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be regulated by this General Permit.  Any new NPDES 
permit issued by the Regional Water Board may contain 
different requirements than the requirements of this 
General Permit. 

 
 2. Regional Water Boards may provide guidance to facility 

operators on the SWPPP and the Monitoring Program and 
reporting implementation. 

 
 3. Regional Water Boards may require facility operators to 

conduct additional SWPPP and Monitoring Program and 
reporting activities necessary to achieve compliance with 
this General Permit. 

 
 4. Regional Water Boards may approve requests from facility 

operators whose facilities include co-located industrial 
activities that are not contiguous within the facilities  
(e.g., some military bases) to comply with this General 
Permit under a single NOI.  Storm water discharges and 
authorized non-storm water discharges from the co-located 
industrial activities and from other sources within the 
facility that may generate significant quantities of 
pollutants are authorized provided the SWPPP and Monitoring 
Program addresses each co-located industrial activity and 
other sources that may generate significant quantities of 
pollutants. 

 
 

CERTIFICATION 
 
The undersigned, Administrative Assistant to the State Water 
Board, does hereby certify that the foregoing is a full, true, and 
correct copy of an order duly and regularly adopted at a meeting 
of the State Water Resources Control Board held on  
April 17, 1997. 
 
 
AYE:  John P. Caffrey 
   John W. Brown 
   James M. Stubchaer 
   Marc Del Piero 
   Mary Jane Forster 
 
 
NO:      None 
 
 
ABSENT:  None 
 
 
ABSTAIN: None 
 
 
                                                
          Maureen Marché 
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                 Administrative Assistant to the Board 
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SECTION A:  STORM WATER POLLUTION PREVENTION PLAN REQUIREMENTS 
 
 1. Implementation Schedule 
 
 A storm water pollution prevention plan (SWPPP) shall be 

developed and implemented for each facility covered by this 
General Permit in accordance with the following schedule. 

 
 a. Facility operators beginning industrial activities 

before October 1, 1992 shall develop and implement the 
SWPPP no later than October 1, 1992.  Facility operators 
beginning industrial activities after  October 1, 1992 
shall develop and implement the SWPPP when industrial 
activities begin.   

 
 b. Existing facility operators that submitted a Notice of 

Intent (NOI), pursuant to State Water Resources Control 
Board (State Water Board) Order No. 91-013-DWQ (as 
amended by Order No. 92-12) or San Francisco Bay 
Regional Water Quality Control Board (Regional Water 
Board) Order No. 92-11 (as amended by Order  

  No. 92-116), shall continue to implement their existing 
SWPPP and shall implement any necessary revisions to 
their SWPPP in a timely manner, but in no case later 
than August 1, 1997. 

 
 2. Objectives 
 
 The SWPPP has two major objectives:  (a) to identify and 

evaluate sources of pollutants associated with industrial 
activities that may affect the quality of storm water 
discharges and authorized non-storm water discharges from  

 the facility; and (b) to identify and implement site- 
specific best management practices (BMPs) to reduce or 
prevent pollutants associated with industrial activities in 
storm water discharges and authorized non-storm water 
discharges.  BMPs may include a variety of pollution 
prevention measures or other low-cost and pollution control 
measures.  They are generally categorized as non-structural 
BMPs (activity schedules, prohibitions of practices, 
maintenance procedures, and other low-cost measures) and as 
structural BMPs (treatment measures, run-off controls, over-
head coverage.)  To achieve these objectives, facility 
operators should consider the five phase process for SWPPP 
development and implementation as shown in Table A. 

 
 The SWPPP requirements are designed to be sufficiently 

flexible to meet the needs of various facilities.  SWPPP 
requirements that are not applicable to a facility should  

 not be included in the SWPPP. 
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 A facility's SWPPP is a written document that shall contain  
 a compliance activity schedule, a description of industrial 

activities and pollutant sources, descriptions of BMPs, 
drawings, maps, and relevant copies or references of parts of 
other plans.  The SWPPP shall be revised whenever appropriate 
and shall be readily available for review by facility 
employees or Regional Water Board inspectors. 

 
 3. Planning and Organization 
 
  a. Pollution Prevention Team 
 
   The SWPPP shall identify a specific individual or 

individuals and their positions within the facility 
organization as members of a storm water pollution 
prevention team responsible for developing the SWPPP, 
assisting the facility manager in SWPPP implementation and 
revision, and conducting all monitoring program activities 
required in Section B of this General Permit.  The SWPPP 
shall clearly identify the General Permit related 
responsibilities, duties, and activities of each team 
member.  For small facilities, storm water pollution 
prevention teams may consist of one individual where 
appropriate. 

 
  b. Review Other Requirements and Existing Facility Plans 
 
   The SWPPP may incorporate or reference the appropriate 

elements of other regulatory requirements.  Facility 
operators should review all local, State, and Federal 
requirements that impact, complement, or are consistent 
with the requirements of this General Permit.  Facility 
operators should identify any existing facility plans that 
contain storm water pollutant control measures or relate to 
the requirements of this General Permit.  As examples, 
facility operators whose facilities are subject to Federal 
Spill Prevention Control and Countermeasures' requirements 
should already have instituted a plan to control spills of 
certain hazardous materials.  Similarly, facility operators 
whose facilities are subject to air quality related permits 
and regulations may already have evaluated industrial 
activities that generate dust or particulates. 

 
4. Site Map 
 
  The SWPPP shall include a site map.  The site map shall be 

provided on an 8-½ x 11 inch or larger sheet and include 
notes, legends, and other data as appropriate to ensure that 
the site map is clear and understandable.  If necessary,  
facility operators may provide the required information on 
multiple site maps. 

  TABLE A 
 FIVE PHASES FOR DEVELOPING AND IMPLEMENTING INDUSTRIAL 
 STORM WATER POLLUTION PREVENTION PLANS 
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 PLANNING AND ORGANIZATION 
 
   *Form Pollution Prevention Team 
   *Review other plans 
 

 ↓ 

 ASSESSMENT PHASE 
 
      *Develop a site map 
      *Identify potential pollutant sources 
      *Inventory of materials and chemicals 
      *List significant spills and leaks 
      *Identify non-storm water discharges 
      *Assess pollutant Risks 
 

 ↓ 

 BEST MANAGEMENT PRACTICES IDENTIFICATION PHASE 
 
      *Non-structural BMPs 
      *Structural BMPs 
      *Select activity and site-specific BMPs 
 

                           ↓ 

          IMPLEMENTATION PHASE 
 
      *Train employees  
      *Implement BMPs 
      *Conduct recordkeeping and reporting 
           

 ↓ 

 EVALUATION / MONITORING 
 
  *Conduct annual site evaluation 
  *Review monitoring information 
  *Evaluate BMPs 
  *Review and revise SWPPP 

  
The following information shall be included on the site map: 
 
 a.   The facility boundaries; the outline of all storm water 

drainage areas within the facility boundaries; portions of 
the drainage area impacted by run-on from surrounding 
areas; and direction of flow of each drainage area,    on-
site surface water bodies, and areas of soil erosion. The 
map shall also identify nearby water bodies (such as 
rivers, lakes, and ponds) and municipal storm drain inlets 
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where the facility's storm water discharges and authorized 
non-storm water discharges may be received.   

 
 b.   The location of the storm water collection and conveyance 

system, associated points of discharge, and direction of 
flow.  Include any structural control measures that affect 
storm water discharges, authorized non-storm water 
discharges, and run-on.  Examples of structural control 
measures are catch basins, berms, detention ponds, 
secondary containment, oil/water separators, diversion 
barriers, etc. 

 
 c.   An outline of all impervious areas of the facility, 

including paved areas, buildings, covered storage areas, 
or other roofed structures. 

 
 d.   Locations where materials are directly exposed to 

precipitation and the locations where significant spills 
or leaks identified in Section A.6.a.iv. below have 
occurred. 

 
 e.   Areas of industrial activity.  This shall include the 

locations of all storage areas and storage tanks, shipping 
and receiving areas, fueling areas, vehicle and equipment 
storage/maintenance areas, material handling and 
processing areas, waste treatment and disposal areas, dust 
or particulate generating areas, cleaning and rinsing 
areas, and other areas of industrial activity which are 
potential pollutant sources. 

 
 5. List of Significant Materials  
 
 The SWPPP shall include a list of significant materials  

handled and stored at the site.  For each material on the 
list, describe the locations where the material is being 
stored, received, shipped, and handled, as well as the 
typical quantities and frequency.  Materials shall include 
raw materials, intermediate products, final or finished 
products, recycled materials, and waste or disposed 
materials.   

 
 
 
 6. Description of Potential Pollutant Sources 
 
  a. The SWPPP shall include a narrative description of the 

facility's industrial activities, as identified in Section 
A.4.e above, associated potential pollutant sources, and 
potential pollutants that could be discharged in storm 
water discharges or authorized non-storm water discharges. 
 At a minimum, the following items related to a facility's 
industrial activities shall be considered: 
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   i. Industrial Processes 
 
     Describe each industrial process, the type, 

characteristics, and quantity of significant  
   materials used in or resulting from the process, and  
   a description of the manufacturing, cleaning,  
   rinsing, recycling, disposal, or other activities 

related to the process.  Where applicable, areas 
protected by containment structures and the 
corresponding containment capacity shall be described. 

   
   ii. Material Handling and Storage Areas 
 
   Describe each handling and storage area, type, 

characteristics, and quantity of significant materials 
handled or stored, description of the shipping, 
receiving, and loading procedures, and the spill or 
leak prevention and response procedures.  Where 
applicable, areas protected by containment structures 
and the corresponding containment capacity shall be 
described. 

 
  iii. Dust and Particulate Generating Activities  
 
   Describe all industrial activities that generate dust 

or particulates that may be deposited within the 
facility's boundaries and identify their discharge 
locations; the characteristics of dust and particulate 
pollutants; the approximate quantity of  dust and 
particulate pollutants that may be deposited within 
the facility boundaries; and a description of the 
primary areas of the facility where dust and 
particulate pollutants would settle. 

 
   iv. Significant Spills and Leaks 
 
   Describe materials that have spilled or leaked in 

significant quantities in storm water discharges or 
non-storm water discharges since April 17, 1994.  
Include toxic chemicals (listed in 40 CFR, Part 302)  

   that have been discharged to storm water as reported 
on U.S. Environmental Protection Agency (U.S. EPA)   
Form R, and oil and hazardous substances in excess of 
reportable quantities (see 40 Code of Federal 
Regulations [CFR], Parts 110, 117, and 302).   

 
   The description shall include the type, 

characteristics, and approximate quantity of the 
material spilled or leaked, the cleanup or remedial 
actions that have occurred or are planned, the 
approximate remaining quantity of materials that may 
be exposed to storm water or non-storm water 
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discharges, and the preventative measures taken to 
ensure spill or leaks do not reoccur.  Such list  

   shall be updated as appropriate during the term of 
this General Permit. 

 
  v. Non-Storm Water Discharges 
 
   Facility operators shall investigate the facility to 

identify all non-storm water discharges and their 
sources.  As part of this investigation, all drains 
(inlets and outlets) shall be evaluated to identify  
whether they connect to the storm drain system. 

     
   All non-storm water discharges shall be described.  

This shall include the source, quantity, frequency, 
and characteristics of the non-storm water discharges 
and associated drainage area. 

 
   Non-storm water discharges that contain significant 

quantities of pollutants or that do not meet the 
conditions provided in Special Conditions D. are 
prohibited by this General Permit (Examples of 
prohibited non-storm water discharges are contact and 
non-contact cooling water, boiler blowdown, rinse 
water, wash water, etc.).  Non-storm water discharges 
that meet the conditions provided in Special  

   Condition D. are authorized by this General Permit.  
The SWPPP must include BMPs to prevent or reduce 
contact of non-storm water discharges with  

   significant materials or equipment.  
 
   vi. Soil Erosion 
 
   Describe the facility locations where soil erosion may 

occur as a result of industrial activity, storm water 
discharges associated with industrial activity, or 
authorized non-storm water discharges. 

 
 b. The SWPPP shall include a summary of all areas of 

industrial activities, potential pollutant sources, and 
potential pollutants.  This information should be 
summarized similar to Table B.  The last column of  

  Table B, "Control Practices", should be completed in   
  accordance with Section A.8. below. 
 
 7. Assessment of Potential Pollutant Sources 
 
  a. The SWPPP shall include a narrative assessment of all 

industrial activities and potential pollutant sources as 
described in A.6. above to determine: 

    
  i. Which areas of the facility are likely sources of  
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   pollutants in storm water discharges and authorized 
non-storm water discharges, and  

 
  ii. Which pollutants are likely to be present in storm 

water discharges and authorized non-storm water 
discharges.  Facility operators shall consider and 
evaluate various factors when performing this 
assessment such as current storm water BMPs; 
quantities of significant materials handled, 
produced, stored, or disposed of; likelihood of 
exposure to storm water or authorized non-storm water 
discharges; history of spill or leaks; and run-on 
from outside sources. 

 
 b. Facility operators shall summarize the areas of the 

facility that are likely sources of pollutants and the 
corresponding pollutants that are likely to be present in 
storm water discharges and authorized non-storm water 
discharges. 

 
  Facility operators are required to develop and implement 

additional BMPs as appropriate and necessary to prevent or 
reduce pollutants associated with each pollutant source.  
The BMPs will be narratively described in Section 8 below. 

 
  8. Storm Water Best Management Practices 
 
 The SWPPP shall include a narrative description of the storm 

water BMPs to be implemented at the facility for each 
potential pollutant and its source identified in the site 
assessment phase (Sections A.6. and 7. above).  The BMPs 
shall be developed and implemented to reduce or prevent 
pollutants in storm water discharges and authorized non-storm 
water discharges.  Each pollutant and its source may require 
one or more BMPs.  Some BMPs may be implemented for multiple 
pollutants and their sources, while other BMPs will be 
implemented for a very specific pollutant and its source. 
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TABLE B 
EXAMPLE 

ASSESSMENT OF POTENTIAL POLLUTION SOURCES AND 
CORRESPONDING BEST MANAGEMENT PRACTICES  

SUMMARY 
 

Area Activity Pollutant Source Pollutant Best Management Practices 

     

Vehicle & 
Equipment 
Fueling 

Fueling Spills and leaks 
during delivery 

fuel oil - Use spill and overflow protection 
 
- Minimize run-on of storm water into the 

fueling area 
 
- Cover fueling area 
 
- Use dry cleanup methods rather than 

hosing down area 
 
- Implement proper spill prevention 

control program 
 
- Implement adequate preventative 

maintenance program to preventive tank 
and line leaks 

 
- Inspect fueling areas regularly to 

detect problems before they occur 
- Train employees on proper fueling, 

cleanup, and spill response techniques. 

  Spills caused by 
topping off fuel tanks 

fuel oil   

  Hosing or washing down 
fuel area 

fuel oil   

  Leaking storage tanks fuel oil   

  Rainfall running off 
fueling area, and 
rainfall running onto 
and off fueling area 

fuel oil  
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 The description of the BMPs shall identify the BMPs as  
 (1) existing BMPs, (2) existing BMPs to be revised and 
implemented, or (3) new BMPs to be implemented.  The description 
shall also include a discussion on the effectiveness of each BMP 
to reduce or prevent pollutants in storm water discharges and 
authorized non-storm water discharges.  The SWPPP shall provide 
a summary of all BMPs implemented for each pollutant source.  
This information should be summarized similar to Table B. 
 
 Facility operators shall consider the following BMPs for 
implementation at the facility: 
   
 a. Non-Structural BMPs 
 
 Non-structural BMPs generally consist of processes, 

prohibitions, procedures, schedule of activities, etc., that 
prevent pollutants associated with industrial activity from 
contacting with storm water discharges and authorized non-
storm water discharges.  They are considered low technology, 
cost-effective measures.  Facility operators should consider 
all possible non-structural BMPs options before considering 
additional structural BMPs (see Section A.8.b. below). Below 
is a list of non-structural BMPs that should be considered: 

 
 i. Good Housekeeping 
  
  Good housekeeping generally consist of practical 

procedures to maintain a clean and orderly facility. 
 
    ii.  Preventive Maintenance 
 
   Preventive maintenance includes the regular  
   inspection and maintenance of structural storm water 

controls (catch basins, oil/water separators, etc.)  
   as well as other facility equipment and systems. 
 
   iii.  Spill Response 
 
  This includes spill clean-up procedures and necessary 

clean-up equipment based upon the quantities and 
locations of significant materials that may spill or 
leak. 

         
 iv.  Material Handling and Storage 
 
   This includes all procedures to minimize the  
   potential for spills and leaks and to minimize 

exposure of significant materials to storm water and 
authorized non-storm water discharges. 

 
 
 



 
 
 -20- 

  v.  Employee Training 
 
   This includes training of personnel who are 

responsible for (1) implementing activities  
   identified in the SWPPP, (2) conducting inspections, 

sampling, and visual observations, and (3) managing 
storm water. Training should address topics such as 
spill response, good housekeeping, and material 
handling procedures, and actions necessary to 
implement all BMPs identified in the SWPPP.  The  

   SWPPP shall identify periodic dates for such  
   training. Records shall be maintained of all  
   training sessions held. 
 
 vi.  Waste Handling/Recycling  
     
   This includes the procedures or processes to handle, 

store, or dispose of waste materials or recyclable 
materials. 

 
   vii.  Recordkeeping and Internal Reporting 
 
   This includes the procedures to ensure that all 

records of inspections, spills, maintenance 
activities, corrective actions, visual observations, 
etc., are developed, retained, and provided, as 
necessary, to the appropriate facility personnel. 

 
  viii.  Erosion Control and Site Stabilization 
 
   This includes a description of all sediment and 

erosion control activities.  This may include the 
planting and maintenance of vegetation, diversion of 
run-on and runoff, placement of sandbags, silt 
screens, or other sediment control devices, etc. 

 
    ix.  Inspections 
 
   This includes, in addition to the preventative 

maintenance inspections identified above, an 
inspection schedule of all potential pollutant 
sources.  Tracking and follow-up procedures shall be 
described to ensure adequate corrective actions are 
taken and SWPPPs are made. 

 
 x.  Quality Assurance 
 
   This includes the procedures to ensure that all 

elements of the SWPPP and Monitoring Program are 
adequately conducted. 
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b. Structural BMPs 
 

    Where non-structural BMPs as identified in Section A.8.a. 
above are not effective, structural BMPs shall be 
considered.  Structural BMPs generally consist of 
structural devices that reduce or prevent pollutants in 
storm water discharges and authorized non-storm water 
discharges.  Below is a list of structural BMPs that 
should be considered: 

   
  i.  Overhead Coverage 
 

     This includes structures that provide horizontal 
coverage of materials, chemicals, and pollutant 
sources from contact with storm water and authorized 
non-storm water discharges. 

 
  ii. Retention Ponds 
 

     This includes basins, ponds, surface impoundments, 
bermed areas, etc. that do not allow storm water to 
discharge from the facility. 

 
  iii. Control Devices 
 

     This includes berms or other devices that channel or 
route run-on and runoff away from pollutant sources. 

 
  iv. Secondary Containment Structures 
 

     This generally includes containment structures 
around storage tanks and other areas for the purpose 
of collecting any leaks or spills. 

 
   v. Treatment 
 

     This includes inlet controls, infiltration devices, 
oil/water separators, detention ponds, vegetative 
swales, etc. that reduce the pollutants in storm 
water discharges and authorized non-storm water 
discharges. 

 
9.   Annual Comprehensive Site Compliance Evaluation 
 
   The facility operator shall conduct one comprehensive site 

compliance evaluation (evaluation) in each reporting  
   period (July 1-June 30).  Evaluations shall be conducted 

within 8-16 months of each other.  The SWPPP shall be 
revised, as appropriate, and the revisions implemented 
within 90 days of the evaluation.  Evaluations shall  

   include the following: 
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   a. A review of all visual observation records, inspection 
records, and sampling and analysis results. 

 
   b. A visual inspection of all potential pollutant sources 

for evidence of, or the potential for, pollutants 
entering the drainage system.   

 
   c. A review and evaluation of all BMPs (both structural 

and non-structural) to determine whether the BMPs are 
adequate, properly implemented and maintained, or 
whether additional BMPs are needed.  A visual 
inspection of equipment needed to implement the SWPPP, 
such as spill response equipment, shall be included. 

 
   d. An evaluation report that includes, (i) identification 

of personnel performing the evaluation, (ii) the 
date(s) of the evaluation, (iii) necessary SWPPP 
revisions, (iv) schedule, as required in Section 
A.10.e, for implementing SWPPP revisions, (v) any 
incidents of non-compliance and the corrective actions 
taken, and (vi) a certification that the facility 
operator is in compliance with this General Permit.  If 
the above certification cannot be provided, explain in 
the evaluation report why the facility operator is not 
in compliance with this General Permit.  The evaluation 
report shall be submitted as part of the annual report, 
retained  for at least five years, and signed and 
certified in accordance with Standard Provisions 9. and 
10. of Section C. of this General Permit. 

 
10. SWPPP General Requirements 
 
  a. The SWPPP shall be retained on site and made available 

upon request of a representative of the Regional Water 
Board and/or local storm water management agency  

   (local agency) which receives the storm water 
discharges. 

 
 b. The Regional Water Board and/or local agency may   
  notify the facility operator when the SWPPP does not 

meet one or more of the minimum requirements of this 
Section.  As requested by the Regional Water Board 
and/or local agency, the facility operator shall  

  submit an SWPPP revision and implementation schedule 
that meets the minimum requirements of this section to 
the Regional Water Board and/or local agency that 
requested the SWPPP revisions.  Within 14 days after 
implementing the required SWPPP revisions, the  

  facility operator shall provide written certification 
to the Regional Water Board and/or local agency that 
the revisions have been implemented. 
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  c. The SWPPP shall be revised, as appropriate, and 
implemented prior to changes in industrial activities 
which (i) may significantly increase the quantities of 
pollutants in storm water discharge, (ii) cause a new 
area of industrial activity at the facility to be 
exposed to storm water, or (iii) begin an industrial 
activity which would introduce a new pollutant source 
at the facility.   

 
  d. Other than as provided in Provisions B.11, B.12, and 

E.2 of the General Permit, the SWPPP shall be revised 
and implemented in a timely manner, but in no case  

   more than 90 days after a facility operator determines 
that the SWPPP is in violation of any requirement(s)  

   of this General Permit. 
 
  e. When any part of the SWPPP is infeasible to implement 

by the deadlines specified in Provision E.2 or  
    Sections A.1, A.9, A.10.c, and A.10.d of this General 

Permit due to proposed significant structural changes, 
the facility operator shall submit a report to the 
Regional Water Board prior to the applicable deadline 
that (i) describes the portion of the SWPPP that is 
infeasible to implement by the deadline, (ii) provides 
justification for a time extension, (iii) provides a 
schedule for completing and implementing that portion 
of the SWPPP, and (iv) describes the BMPs that will be 
implemented in the interim period to reduce or prevent 
pollutants in storm water discharges and authorized 
non-storm water discharges.  Such reports are subject 
to Regional Water Board approval and/or modifications. 
Facility operators shall provide written notification 
to the Regional Water Board within 14 days after the 
SWPPP revisions are implemented. 

   
  f. The SWPPP shall be provided, upon request, to the 

Regional Water Board.  The SWPPP is considered a  
   report that shall be available to the public by the 

Regional Water Board under Section 308(b) of the Clean 
Water Act. 
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SECTION B.  MONITORING PROGRAM AND REPORTING REQUIREMENTS 
 
1. Implementation Schedule 
 
 Each facility operator shall develop a written monitoring 

program for each facility covered by this General Permit in 
accordance with the following schedule: 

 
 a. Facility operators beginning industrial activities before 

October 1, 1992 shall develop and implement a monitoring 
program no later than October 1, 1992.  Facility  

   operators beginning operations after October 1, 1992  
   shall develop and implement a monitoring program when the 

industrial activities begin. 
 
 b. Facility operators that submitted a Notice Of Intent  
   (NOI) pursuant to State Water Resources Control Board 

(State Water Board) Order No. 91-013-DWQ (as amended by 
Order No. 92-12) or San Francisco Bay Regional Water 
Quality Control Board (Regional Water Board) Order  

   No. 92-11 (as amended by Order No. 92-116), shall  
   continue to implement their existing monitoring program  
   and implement any necessary revisions to their monitoring 

program in a timely manner, but in no case later than 
August 1, 1997.  These facility operators may use the 
monitoring results conducted in accordance with those 
expired general permits to satisfy the  

   pollutant/parameter reduction requirements in Section 
B.5.c., Sampling and Analysis Exemptions and Reduction 
certifications in Section B.12., and Group Monitoring 
Sampling credits in B.15.k.  For facilities beginning 
industrial activities after the adoption of this General 
Permit, the monitoring program shall be developed and 
implemented when the facility begins the industrial 
activities. 

 
2. Objectives 
 
 The objectives of the monitoring program are to: 
 
 a. Ensure that storm water discharges are in compliance with 

the Discharge Prohibitions, Effluent Limitations, and 
Receiving Water Limitations specified in this General 
Permit. 

  
 b. Ensure practices at the facility to reduce or prevent 

pollutants in storm water discharges and authorized non-
storm water discharges are evaluated and revised to meet 
changing conditions. 

 
 c. Aid in the implementation and revision of the SWPPP 

required by Section A of this General Permit. 
 
 d. Measure the effectiveness of best management practices 

(BMPs) to prevent or reduce pollutants in storm water 
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discharges and authorized non-storm water discharges.  
Much of the information necessary to develop the 
monitoring program, such as discharge locations, drainage 
areas, pollutant sources, etc., should be found in the 
Storm Water Pollution Prevention Plan (SWPPP).  The 
facility's monitoring program shall be a written, site-
specific document that shall be revised whenever 
appropriate and be readily available for review by 
employees or Regional Water Board inspectors. 

 
3. Non-storm Water Discharge Visual Observations 
 
 a. Facility operators shall visually observe all drainage 

areas within their facilities for the presence of 
unauthorized non-storm water discharges;  

 
 b. Facility operators shall visually observe the 

facility's authorized non-storm water discharges and 
their sources; 

 
 c. The visual observations required above shall occur 

quarterly, during daylight hours, on days with no storm 
water discharges, and during scheduled facility 
operating hours1.  Quarterly visual observations shall 
be conducted in each of the following periods:  
January-March, April-June, July-September, and October-
December.  Facility operators shall conduct quarterly 
visual observations within 6-18 weeks of each other.   

 
 d. Visual observations shall document the presence of any 

discolorations, stains, odors, floating materials, 
etc., as well as the source of any discharge.  Records 
shall be maintained of the visual observation dates, 
locations observed, observations, and response taken to 
eliminate unauthorized non-storm water discharges and 
to reduce or prevent pollutants from contacting non-
storm water discharges.  The SWPPP shall be revised, as 
necessary, and implemented in accordance with Section A 
of this General Permit. 

 
 
 
4. Storm Water Discharge Visual Observations 
 
 a. With the exception of those facilities described in 

Section B.4.d. below, facility operators shall visually 
                     
    1  "Scheduled facility operating hours" are the time 

periods when the facility is staffed to conduct any 
function related to industrial activity, but excluding 
time periods where only routine maintenance, emergency 
response, security, and/or janitorial services are 
performed. 
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observe storm water discharges from one storm event per 
month during the wet season (October 1-May 30).  These 
visual observations shall occur during the first hour of 
discharge and at all discharge locations.  Visual 
observations of stored or contained storm water shall 
occur at the time of release. 

 
 b. Visual observations are only required of storm water 

discharges that occur during daylight hours that are 
preceded by at least three (3) working days2 without  

  storm water discharges and that occur during scheduled 
facility operating hours. 

 
 c. Visual observations shall document the presence of any 

floating and suspended material, oil and grease, 
discolorations, turbidity, odor, and source of any 
pollutants.  Records shall be maintained of observation 
dates, locations observed, observations, and response 
taken to reduce or prevent pollutants in storm water 
discharges.  The SWPPP shall be revised, as necessary, 
and implemented in accordance with Section A of this 
General Permit. 

 
 d. Feedlots (subject to Federal effluent limitations 

guidelines in 40 Code of Federal Regulations [CFR]     
Part 412) that are in compliance with Sections 2560 to 
2565, Article 6, Chapter 15, Title 23, California Code of 
Regulations, and facility operators with storm water 
containment facilities shall conduct monthly inspections 
of their containment areas to detect leaks and ensure 
maintenance of adequate freeboard.  Records shall be 
maintained of the inspection dates, observations, and any 
response taken to eliminate leaks and to maintain 
adequate freeboard. 

 
 5. Sampling and Analysis 
  
 a. Facility operators shall collect storm water samples 

during the first hour of discharge from (1) the first 
storm event of the wet season, and (2) at least one other 
storm event in the wet season.  All storm water discharge 
locations shall be sampled.  Sampling of stored or 
contained storm water shall occur at the time the stored 
or contained storm water is released.  Facility operators 
that do not collect samples from the first storm event of 
the wet season are still required to collect samples from 
two other storm events of the wet season and shall 
explain in the Annual Report why the first storm event 
was not sampled.  

                     
    2 Three (3) working days may be separated by non-working 

days such as weekends and holidays provided that no storm 
water discharges occur during the three (3) working days 
and the non-working days. 
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 b. Sample collection is only required of storm water 

discharges that occur during scheduled facility operating 
hours and that are preceded by at least (3) three working 
days without storm water discharge. 

  
 c. The samples shall be analyzed for: 
 
    i. Total suspended solids (TSS) pH, specific 

conductance, and total organic carbon (TOC).  Oil 
and grease (O&G) may be substituted for TOC; and 

 
    ii. Toxic chemicals and other pollutants that are likely 

to be present in storm water discharges in 
significant quantities.  If these pollutants are not 
detected in significant quantities after two 
consecutive sampling events, the facility operator 
may eliminate the pollutant from future sample 
analysis until the pollutant is likely to be present 
again; and 

 
    iii.  Other analytical parameters as listed in Table D 

(located at the end of this Section).  These 
parameters are dependent on the facility's standard 
industrial classification (SIC) code.  Facility 
operators are not required to analyze a parameter 
listed in Table D when the parameter is not already 
required to be analyzed pursuant to Section B.5.c.i. 
and ii. or B.6 of this General Permit, and either of 
the two following conditions are met: (1) the 
parameter has not been detected in significant 
quantities from the last two consecutive sampling 
events, or (2) the parameter is not likely to be 
present in storm water discharges and authorized 
non-storm water discharges in significant quantities 
based upon the facility operator's evaluation of the 
facilities industrial activities, potential 
pollutant sources, and SWPPP.  Facility operators 
that do not analyze for the applicable Table D 
parameters shall certify in the Annual Report that 
the above conditions have been satisfied. 

 
     iv. Other parameters as required by the Regional Water 

Board. 
 
 
 
 6. Facilities Subject to Federal Storm Water Effluent 

Limitation Guidelines 
 
   Facility operators with facilities subject to Federal storm 

water effluent limitation guidelines, in addition to the 
requirements in Section B.5. above, must complete the 
following: 
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   a. Collect and analyze two samples for any pollutant 
specified in the appropriate category of 40 CFR  
Subchapter N.  The sampling and analysis exemptions and 
reductions described in Section B.12. of this General 
Permit do not apply to these pollutants. 

 
   b.  Estimate or calculate the volume of storm water 

discharges from each drainage area; 
 
   c. Estimate or calculate the mass of each regulated        

pollutant as defined in the appropriate category of     
40 CFR Subchapter N; and 

 
   d. Identify the individual(s) performing the estimates or   

calculations in accordance with Subsections b. and c. 
above. 

 
 7. Sample Storm Water Discharge Locations 
 
     a. Facility operators shall visually observe and collect 

samples of storm water discharges from all drainage 
areas that represent the quality and quantity of the 
facility's storm water discharges from the storm event.  

 
 b. If the facility's storm water discharges are commingled 

with run-on from surrounding areas, the facility 
operator should identify  other visual observation and 
sample collection locations that have not been 
commingled by run-on and that represent the quality and 
quantity of the facility's storm water discharges from 
the storm event. 

  
 c. If visual observation and sample collection locations 

are difficult to observe or sample (e.g., sheet flow, 
submerged outfalls), facility operators shall identify 
and collect samples from other locations that represent 
the quality and quantity of the facility's storm water 
discharges from the storm event. 

 
 d. Facility operators that determine that the industrial 

activities and BMPs within two or more drainage areas 
are substantially identical may either (i) collect 
samples from a reduced number of substantially identical  

 
  drainage areas, or (ii) collect samples from each 

substantially identical drainage area and analyze a 
combined sample from each substantially identical 
drainage area.  Facility operators must document such a 
determination in the annual report. 

 
8. Visual Observation and Sample Collection Exceptions 
 
 Facility operators are required to be prepared to collect 

samples and conduct visual observations at the beginning of 
the wet season (October 1) and throughout the wet season 
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until the minimum requirements of Sections B.4. and B.5. are 
completed with the following exceptions:  

 
 a. A facility operator is not required to collect a sample 

and conduct visual observations in accordance with 
Section B.4 and Section B.5 due to dangerous weather 
conditions, such as flooding, electrical storm, etc., 
when storm water discharges begin after scheduled 
facility operating hours or when storm water discharges 
are not preceded by three working days without 
discharge.  Visual observations are only required  

  during daylight hours.  Facility operators that do not 
collect the required samples or visual observations 
during a wet season due to these exceptions shall 
include an explanation in the Annual Report why the 
sampling or visual observations could not be conducted. 

 
 b. A facility operator may conduct visual observations and 

sample collection more than one hour after discharge 
begins if the facility operator determines that the 
objectives of this Section will be better satisfied.  
The facility operator shall include an explanation in 
the Annual Report why the visual observations and sample 
collection should be conducted after the first  

  hour of discharge. 
 
9. Alternative Monitoring Procedures 
 
 Facility operators may propose an alternative monitoring 

program that meets Section B.2 monitoring program objectives 
for approval by the Regional Water Board.  Facility 
operators shall continue to comply with the monitoring 
requirements of this Section and may not implement an 
alternative monitoring plan until the alternative monitoring 
plan is approved by the Regional Water Board.  Alternative 
monitoring plans are subject to modification by the Regional 
Water Boards. 

 
 
 
 
 
10. Monitoring Methods 
 
 a. Facility operators shall explain how the facility's 

monitoring program will satisfy the monitoring program 
objectives of Section B.2.  This shall include: 

   
   i. Rationale and description of the visual observation 

methods, location, and frequency. 
 
   ii. Rationale and description of the sampling methods, 

location, and frequency; and 
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   iii. Identification of the analytical methods and 
corresponding method detection limits used to 
detect pollutants in storm water discharges.  This 
shall include justification that the method 
detection limits are adequate to satisfy the 
objectives of the monitoring program. 

 
 b. All sampling and sample preservation shall be in 

accordance with the current edition of "Standard Methods 
for the Examination of Water and Wastewater" (American 
Public Health Association).  All monitoring instruments 
and equipment (including a facility operator's own field 
instruments for measuring pH and Electro Conductivity) 
shall be calibrated and maintained in accordance with 
manufacturers' specifications to ensure accurate 
measurements.  All laboratory analyses must be conducted 
according to test procedures under 40 CFR Part 136, 
unless other test procedures have been specified in this 
General Permit or by the Regional Water Board.  All 
metals shall be reported as  total metals.  With the 
exception of analysis conducted by facility operators, 
all laboratory analyses shall be conducted at a 
laboratory certified for such analyses by the State 
Department of Health Services.  Facility operators may 
conduct their own sample analyses if the facility 
operator has sufficient capability (qualified employees, 
laboratory equipment, etc.) to adequately perform the 
test procedures. 
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11. Inactive Mining Operations 
 Inactive mining operations are defined in Attachment 1 of 

this General Permit.  Where comprehensive site compliance 
evaluations, non-storm water discharge visual observations, 
storm water discharge visual observations, and storm water 
sampling are impracticable, facility operators of inactive 
mining operations may instead obtain certification once 
every three years by a Registered Professional Engineer that 
an SWPPP has been prepared for the facility and is being 
implemented in accordance with the requirements of this 
General Permit.  By means of these certifications, the 

 Registered Professional Engineer having examined the 
facility and being familiar with the provisions of this 
General Permit shall attest that the SWPPP has been prepared 
in accordance with good engineering practices.  Facility 
operators of mining operations who cannot obtain a 
certification because of noncompliance must notify the 
appropriate Regional Water Board and, upon request, the 
local agency which receives the storm water discharge. 

 
12. Sampling and Analysis Exemptions and Reductions 
  
 A facility operator who qualifies for sampling and analysis 

exemptions, as described below in Section B.12.a.i., or who 
qualifies for reduced sampling and analysis, as described 
below in Section B.12.b., must submit the appropriate 
certifications and required documentation to the Regional 
Water Boards prior to the wet season (October 1) and 
recertify as part of the Annual Report submittal.  A 
facility operator that qualifies for either the Regional 
Water Board or local agency certification programs, as 
described below in Section B.12.a.ii. and iii., shall submit 
certification and documentation in accordance with the 
requirements of those programs.  Facility operators who 
provide certifications in accordance with this Section are 
still required to comply with all other monitoring program 
and reporting requirements.  Facility operators shall 
prepare and submit their certifications using forms and 
instructions provided by the State Water Board, Regional 
Water Board, or local agency or shall submit their 
information on a form that contains equivalent information. 
Facility operators whose facility no longer meets the 
certification conditions must notify the Regional Water 
Boards (and local agency) within 30 days and immediately 
comply with the Section B.5. sampling and analysis 
requirements.  Should a Regional Water Board (or local 
agency) determine that a certification does not meet the 
conditions set forth below, facility operators must 
immediately comply with the Section B.5. sampling and 
analysis requirements. 

 
  
a. Sampling and Analysis Exemptions 
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   A facility operator is not required to collect and 
analyze samples in accordance with Section B.5. if the  
facility operator meets all of the conditions of one of 
the following certification programs: 

 
    i. No Exposure Certification (NEC) 
 
      This exemption is designed primarily for those 

facilities where all industrial activities are 
conducted inside buildings and where all materials 
stored and handled are not exposed to storm water. 

      To qualify for this exemption, facility operators 
must certify that their facilities meet all of the 
following conditions: 

      
      (1) All prohibited non-storm water discharges have 

been eliminated or otherwise permitted. 
 
      (2)  All authorized non-storm water discharges have 

been identified and addressed in the SWPPP. 
 
      (3) All areas of past exposure have been inspected 

and cleaned, as appropriate. 
 
      (4) All significant materials related to industrial 

activity (including waste materials) are not 
exposed to storm water or authorized non-storm 
water discharges. 

 
      (5) All industrial activities and industrial 

equipment are not exposed to storm water or 
authorized non-storm water discharges. 

 
      (6) There is no exposure of storm water to 

significant materials associated with 
industrial activity through other direct or 
indirect pathways such as from industrial 
activities that generate dust and particulates. 

 
      (7)  There is periodic re-evaluation of the facility 

to ensure conditions (1), (2), (4), (5), and 
(6) above are continuously met.  At a minimum, 
re-evaluation shall be conducted once a year.  

 
    ii. Regional Water Board Certification Programs 
 
      The Regional Water Board may grant an exemption to 

the Section B.5. Sampling and Analysis Requirements 
if it determines a facility operator has met the 
conditions set forth in a Regional Water Board 
certification program.  Regional Water Board 
certification programs may include conditions to  

      (1) exempt facility operators whose facilities 
infrequently discharge storm water to waters of the 
United States, and (2) exempt facility operators 
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that demonstrate compliance with the terms and 
conditions of this General Permit. 

 
    iii. Local Agency Certifications 
 
      A local agency may develop a local agency 

certification program.  Such programs must be 
approved by the Regional Water Board.  An approved 
local agency program may either grant an exemption 

      
      from the Section B.5. Sampling and Analysis  
      Requirements or reduce the frequency of sampling if  
      it determines that a facility operator has  
      demonstrated compliance with the terms and  
      conditions of this General Permit. 
 
   b. Sampling and Analysis Reduction 
 
     i.  A facility operator may reduce the number of  
       sampling events required to be sampled for the remaining 

term of this General Permit if the  
       facility operator provides certification that the 

following conditions have been met: 
 
      (1) The facility operator has collected and  
       analyzed samples from a minimum of six storm events 

from all required drainage areas; 
 
       (2) All prohibited non-storm water discharges have been 

eliminated or otherwise permitted; 
 
       (3) The facility operator demonstrates compliance  
        with the terms and conditions of the General Permit 

for the previous two years (i.e.,  
        completed Annual Reports, performed visual 

observations, implemented appropriate BMPs,  
        etc.); 
 
       (4) The facility operator demonstrates that the 

facility's storm water discharges and  
        authorized non-storm water discharges do not 

contain significant quantities of pollutants;  
        and 
 
       (5) Conditions (2), (3), and (4) above are expected  
        to remain in effect for a minimum of one year after 

filing the certification. 
  
    ii. Unless otherwise instructed by the Regional Water Board, 

facility operators shall collect and analyze samples 
from two additional storm events (or one additional 
storm event when certification filed for the wet season 
beginning October 1, 2001) during the remaining term of 
this General Permit in accordance with Table C below.  
Facility operators shall collect samples of the first 
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storm event of the wet season.  Facility operators that 
do not collect samples from the first storm event of the 
wet season shall collect samples from another storm 
event during the same wet season.  Facility operators 
that do not collect a sample in a required wet season 
shall collect the sample from another storm event in the 
next wet season. Facility operators shall explain in the 
Annual Report why the first storm event of a wet season 
was not sampled or a sample was not taken from any storm 
event in accordance with the Table C schedule. 

 
 Table C 
 REDUCED MONITORING SAMPLING SCHEDULE 

Facility Operator 
Filing Sampling 
Reduction 
Certification By  

Samples Shall be Collected and Analyzed 
in These Wet Seasons 

 Sample 1 Sample 2 

Oct. 1, 1997 Oct. 1, 1997-May 31, 1998 Oct. 1, 1999-May 31, 2000 

Oct. 1, 1998 Oct. 1, 1998-May 31, 1999 Oct. 1, 2000-May 31, 2001 

Oct. 1, 1999 Oct. 1, 1999-May 31, 2000 Oct. 1, 2001-May 31, 2002 

Oct. 1, 2000 Oct. 1, 2000-May 31, 2001 Oct. 1, 2001-May 31, 2002 

Oct. 1, 2001 Oct. 1, 2001-May 31, 2002 - 

 
13. Records 
 
  Records of all storm water monitoring information and copies 

of all reports (including the Annual Reports) required by 
this General Permit shall be retained for a period of at 
least five years.  These records shall include: 

 
  a. The date, place, and time of site inspections, sampling, 

visual observations, and/or measurements; 
 
  b. The individual(s) who performed the site inspections, 

sampling, visual observations, and or measurements; 
 
  c. Flow measurements or estimates (if required by  
    Section B.6); 
 
  d. The date and approximate time of analyses; 
 
  e. The individual(s) who performed the analyses; 
 
  f. Analytical results, method detection limits, and the 

analytical techniques or methods used; 
  
  g. Quality assurance/quality control records and results; 
 



 
 
 -35- 

  h. Non-storm water discharge inspections and visual 
observations and storm water discharge visual observation 
records (see Sections B.3. and 4.); 

 
  i. Visual observation and sample collection exception records 

(see Section B.5.a, 7.d, 8, and 12.b.ii.); 
  j. All calibration and maintenance records of on-site 

instruments used;  
 
  k. All Sampling and Analysis Exemption and Reduction 

certifications and supporting documentation (see  
   Section B.12); 
 

   l. The records of any corrective actions and follow-up 
 activities that resulted from the visual observations. 

 
14.  Annual Report 
 
   All facility operators shall submit an Annual Report by   
  July 1 of each year to the Executive Officer of the Regional 

Water Board responsible for the area in which the facility 
is located and to the local agency (if requested). 

 
   The report shall include a summary of visual observations  
  and sampling results, an evaluation of the visual  
  observation and sampling and analysis results, laboratory 

reports, the Annual Comprehensive Site Compliance   
  Evaluation Report required in Section A.9., an explanation  
  of why a facility did not implement any activities required  
  by the General Permit (if not already included in the 

Evaluation Report), and records specified in Section B.13.i. 
The method detection limit of each analytical parameter  

  shall be included.  Analytical results that are less than  
  the method detection limit shall be reported as "less than 

the method detection limit."  The Annual Report shall be 
signed and certified in accordance with Standard   
Provisions 9. and 10. of Section C of this General Permit.  
Facility operators shall prepare and submit their Annual 
Reports using the annual report forms provided by the State 
Water Board or Regional Water Board or shall submit their 
information on a form that contains equivalent information. 

 
15.  Group Monitoring 
 
   Facility operators may participate in group monitoring as 

described below.  A facility operator that participates in 
group monitoring shall develop and implement a written site- 
specific SWPPP and monitoring program in accordance with the 
General Permit and must satisfy any group monitoring 
requirements.  Group monitoring shall be subject to the 
following requirements: 

 
   a.  A group monitoring plan (GMP) shall be developed and 

implemented by a group leader representing a group of 
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similar facility operators regulated by this General 
Permit or by a local agency which holds an NPDES permit 

    (local agency permittee) for a municipal separate storm 
sewer system.  GMPs with participants that discharge 
storm water within the boundaries of a single Regional  

    Water Board shall be approved by that Regional Water  
    Board. GMPs with participants that discharge storm water 

within the boundaries of multiple Regional Water Boards 
shall be approved by the State Water Board.  The State  

    Water Board and/or Regional Water Board(s) may disapprove  
    a facility's participation in a GMP or require a GMP 

participant to conduct additional monitoring activities. 
 
 b.  Each GMP participant shall collect and analyze samples 

from at least two storm events in accordance with Section 
B.5. over the five-year period of this General Permit.  
The two storm event minimum applies to new and existing 
members.  The group leader or local agency permittee 
shall schedule sampling to meet the following conditions: 
(i) to evenly distribute the sample collection over the 
five-year term of this General Permit, and (ii) to 
collect samples from the two storm events at each 
participant's facility in different and non-consecutive 
wet seasons.  New participants who join in Years 4 and 5 
of this General Permit are not subject to Condition (ii) 
above.  Group leaders shall explain in the annual Group 
Evaluation Report why any scheduled samples were not 
collected and reschedule the sampling so that all 
required samples are collected during the term of this 
General Permit. 

 
 c.   The group leader or local agency permittee must have the 

appropriate resources to develop and implement the GMP.   
    The group leader or local agency permittee must also have 

the authority to terminate any participant who is not 
complying with this General Permit and the GMP.  

 
 d.  The group leader or local agency permittee is responsible 

for: 
 
    i.  Developing, implementing, and revising the GMP; 
 
    ii. Developing and submitting an annual Group Evaluation 

Report to the State Water Board and/or Regional 
Water Board by August 1 of each year that includes: 

     
       (1) An evaluation and summary of all group         

monitoring data, 
 
       (2) An evaluation of the overall performance of the 

GMP participants in complying with this General 
Permit and the GMP, 
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(3) Recommended baseline and site-specific BMPs  
that should be considered by each participant 
based upon Items (1) and (2) above, and 

 
(4) A copy of each evaluation report and 

recommended BMPs as required in Section 
B.15.d.v. below. 

 
   iii. Recommending appropriate BMPs to reduce or prevent 

pollutants associated with industrial activities in 
storm water discharges and authorized non-storm 
water discharges; 

 
    iv. Assisting each participant in completing their 

Annual Comprehensive Site Compliance Evaluation and 
Annual Report; 

 
     v. Conducting a minimum of two on-site inspections of 

each participant's facility (it is recommended that 
these inspections be scheduled during the Annual 
Comprehensive Site Compliance Evaluation) during the 
term of this General Permit to evaluate the 
participant's compliance with this General Permit 
and the GMP, and to recommend any additional BMPs 
necessary to achieve compliance with this General 
Permit.  Participants that join in Years 4 and 5 
shall be scheduled for one evaluation.  A copy of 
the evaluation and recommended BMPs shall be 
provided to the participants; 

 
    vi. Submitting a GMP (or revisions, as necessary), to 

the appropriate Regional Water Board(s) and State 
Water Board no later than September 1, 1997 (or 
August 1 in subsequent years).  Once approved, a 
group leader or local agency permittee shall submit 
a letter of intent by August 1 of each year to 
continue the approved GMP.  The letter of intent 
must include a roster of participants, participant's 
Waste Discharge Identification number (WDID#), 
updated sampling schedules, and any other revisions 
to the GMP;  

 
   vii. Revising the GMP as instructed by the Regional Water 

Board or the State Water Board; and 
 
   viii. Providing the State Water Board and/or Regional 

Water Board with quarterly updates of any new or 
deleted participants and corresponding changes in 
the sampling and inspection schedule. 

 
  e.  The GMP shall: 
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     i. Identify the participants of the GMP by name, 
location, and WDID number; 

  
    ii. Include a narrative description summarizing the 

industrial activities of participants of the GMP and 
explain why the participants, as a whole, have 
sufficiently similar industrial activities and BMPs 
to be covered by a group monitoring plan; 

 
   iii. Include a list of typical potential pollutant 

sources associated with the group participant's 
facilities and recommended baseline BMPs to prevent 
or reduce pollutants associated with industrial 
activity in the storm water discharges and 
authorized non-storm water discharges; 

 
    iv. Provide a five-year sampling and inspection schedule 

in accordance with Subsections b. and d.v. above. 
 
     v. Identify the pollutants associated with industrial 

activity that shall be analyzed at each 
participant's facility in accordance with     
Section B.5.  The selection of these pollutants 
shall be based upon an assessment of each facility's 
potential pollutant sources and likelihood that 
pollutants associated with industrial activity will 
be present in storm water discharges and authorized 
non-storm water discharges in significant 
quantities.  

 
 f.  Sampling and analysis shall be conducted in accordance 

with the applicable requirements of this Section. 
  
 g.  Unless otherwise instructed by the Regional Water Board or 

the State Water Board Executive Director, the GMPs shall 
be implemented at the beginning of the wet season  

   (October 1). 
  
 h.  All participants in an approved GMP that have not been 

selected to sample in a particular wet season are required 
to comply with all other monitoring program and reporting 
requirements of this Section including the submittal of an 
Annual Report by July 1 of each year to the appropriate 
Regional Water Board. 

 
 i.  GMP participants subject to Federal storm water effluent 

limitation guidelines must perform the monitoring 
described in Section B.6. and submit the results of the 
monitoring to the appropriate Regional Water Board within 
the facility operator's Annual Report. 
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 j.  GMPs and Group Evaluation Reports should be prepared in 
accordance with State Water Board (or Regional Water 
Board) guidance. 

 
 k.  GMP participants may receive Sampling and Analysis 

Reduction sampling credit in accordance with the following 
conditions: 

 
   i. Current or prior participants (group participants) of 

approved GMPs, who have not collected and analyzed 
samples from six storm events as required in Section 
B.7.b.i.(1), may substitute credit earned through 
participation in a GMP for up to four of the six 
required storm events.  Credits for GMP participation 
shall be calculated as follows: 

      
      (1) Credit may only be earned in years of 

participation where the GMP participant was not 
scheduled to sample and the GMP was approved. 

 
      (2)  One credit will be earned for each year of valid 

GMP participation. 
 
      (3)  One additional credit may be earned for each year 

the overall GMP sample collection performance is 
greater than 75 percent. 

   
  ii.  GMP participants substituting credit as calculated 

above shall provide proof of GMP participation and 
certification that all the conditions in         
Section B.12.b.i. have been met.  GMP participants 
substituting credit in accordance with Section 
B.15.k.i.(3) shall also provide GMP sample collection 
performance documentation. 

   
  iii. GMP participants that qualify for Sampling and Analysis 

Reduction and have already sampled a storm event after 
October 1, 1997 shall only be required to sample one 
additional storm event during the remainder of this 
General Permit in accordance with the "Sample 2" 
schedule (or "Sample 1" schedule when certification 
filed for the wet season beginning October 1, 2001) in 
Table C of this Section. 

 
 n.  Group leaders shall furnish, within 60 days of receiving a 

request from the State Water Board or Regional Water 
Board, any GMP information and documentation necessary to 
verify the Section B.15.k. sampling credits.  Group 
leaders may also provide this information and 
documentation to the group participants. 

 
 
16. Watershed Monitoring Option 
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  Regional Water Boards may approve proposals to substitute   

watershed monitoring for some or all of the requirements of 
this Section if the Regional Water Board finds that the     
watershed monitoring will provide substantially similar     
monitoring information in evaluating facility operator 
compliance with the requirements of this General Permit. 
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 TABLE D 
 ADDITIONAL ANALYTICAL PARAMETERS 
  
Subsector   SIC  Activity Represented Parameters 
 
SECTOR A. TIMBER PRODUCTS 
A1    2421 General Sawmills and Planing Mills ....................................................................................... COD;TSS;Zn 
A2         2491 Wood Preserving ..................................................................................................................................As;Cu 
A3         2411 Log Storage and Handling........................................................................................................................TSS 
A4         2426 Hardwood Dimension and Flooring Mills..................................................................................... COD;TSS 
A4          2429 Special Product Sawmills, Not Elsewhere Classified.................................................................... COD;TSS 
A4          243X Millwork, Veneer, Plywood, and Structural Wood ....................................................................... COD;TSS 
A4               (except 2434--Wood Kitchen Cabinet Manufacturers) 
A4           244X Wood Containers ........................................................................................................................... COD;TSS 
A4          245X Wood Buildings and Mobile Homes ............................................................................................. COD;TSS 
A4         2493 Reconstituted Wood Products ....................................................................................................... COD;TSS 
A4          2499 Wood Products, Not Elsewhere Classified      
 
SECTOR B.  PAPER AND ALLIED PRODUCTS MANUFACTURING 
B1         261X Pulp Mills ........................................................................................................................................................ 
B2         262X  Paper Mills ...................................................................................................................................................... 
B3         263X  Paperboard Mills ....................................................................................................................................COD 
B4         265X  Paperboard Containers and Boxes................................................................................................................... 
B5         267X   Converted Paper and Paperboard Products, Except Containers and Boxes .................................................... 
 
SECTOR C. CHEMICAL AND ALLIED PRODUCTS MANUFACTURING 
C1         281X Industrial Inorganic Chemicals.....................................................................................................Al;Fe;N+N 
C2          282X Plastics Materials and Synthetic Resins, Synthetic Rubber, 
     Cellulosic, and Other Manmade Fibers Except Glass ................................................................................Zn 
C3    283X Drugs ............................................................................................................................................................... 
C4          284X Soaps, Detergents, and Cleaning Preparations; Perfumes, 
     Cosmetics, and Other Toilet Preparations .........................................................................................N+N;Zn 
C5          285X Paints, Varnishes, Lacquers, Enamels, and Allied Products 
C6         286X Industrial Organic Chemicals .......................................................................................................................... 
C7          287X Nitrogenous and Phosphatic Basic Fertilizers, Mixed  
     Fertilizer, Pesticides, and Other Agricultural Chemicals .................................................. Fe;N+N;Pb;Zn;P 
C8         289X Miscellaneous Chemical Products................................................................................................................... 
        3952 Inks and Paints, Including China Painting Enamels, India Ink, 
     (limited to list)   Drawing Ink, Platinum Paints for Burnt Wood or Leather Work,  
     Paints for China Painting, Artist's Paints, and Artist's  Watercolors ............................................................... 
 
SECTOR D. ASPHALT PAVING/ROOFING MATERIALS MANUFACTURERS AND LUBRICANT 
MANUFACTURERS 
D1           295X Asphalt Paving and Roofing Materials ....................................................................................................TSS 
D2           2992 Lubricating Oils and Greases.......................................................................................................................... 
----------------------------------------------------------------------------------------------------------------------------------------------------------- 
 Parameter Names 
Al - Aluminum  Cd - Cadmium    Cu - Copper  Mg - Magnesium  BOD - Biochemical Oxygen Demand 
As - Arsenic    CN - Cyanide    Fe - Iron   Ag - Silver   N + N - Nitrate & Nitrite Nitrogen 
NH3- Ammonia  Hg -  Mercury    P - Phosphorus  Se - Selenium   Pb -  Lead 
Zn -  Zinc    TSS -Total Suspended Solids COD - Chemical Oxygen Demand 
 

Subsector   SIC Activity Represented Parameters 
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SECTOR E.  GLASS, CLAY, CEMENT, CONCRETE, AND GYPSUM PRODUCT MANUFACTURING 
E1        3211    Flat Glass ......................................................................................................................................................... 
E1        322X    Glass and Glassware, Pressed or Blown ......................................................................................................... 
E1        323X    Glass Products Made of Purchased Glass ....................................................................................................... 
E2        3241    Hydraulic Cement ............................................................................................................................................ 
E3        325X    Structural Clay Products .............................................................................................................................Al 
E3        326X    Pottery and Related Products ......................................................................................................................Al 
E3        3297     Non-Clay Refractories ................................................................................................................................Al 
E4     327X    Concrete, Gypsum, and Plaster Products (Except Lime) ................................................................... TSS;Fe 
                 (except 3274). 
E4         3295     Minerals and Earths, Ground, or Otherwise Treated ........................................................................... TSS;Fe 
 
SECTOR F. PRIMARY METALS 
F1        331X    Steel Works, Blast Furnaces, Rolling & Finishing Mill .......................................................................Al;Zn 
F2        332X    Iron and Steel Foundries.................................................................................................. Al;TSS;Cu;Fe;Zn 
F3        333X    Primary Smelting and Refining of Nonferrous Metals................................................................................... 
F4        334X    Secondary Smelting and Refining of Nonferrous Metals............................................................................... 
F5        335X    Rolling, Drawing, and Extruding of Nonferrous Metals .................................................................... Cu;Zn 
F6        336X    Nonferrous Foundries (Castings)........................................................................................................ Cu;Zn 
F7        339X    Miscellaneous Primary Metal Products 
  
SECTOR G.  METAL MINING (ORE MINING AND DRESSING) EXCEPT INACTIVE METAL 
MINING ACTIVITIES ON FEDERAL LANDS WHERE AN OPERATOR CANNOT BE IDENTIFIED 
G1        101X    Iron Ores......................................................................................................................................................... 
G2        102X    Copper Ores......................................................................................................................... TSS;COD;N+N 
G3        103X    Lead and Zinc Ores......................................................................................................................................... 
G4        104X    Gold and Silver Ores ...................................................................................................................................... 
G5        106X    Ferroalloy Ores, Except Vanadium ................................................................................................................ 
G6        108X    Metal Mining Services.................................................................................................................................... 
G7        109X    Miscellaneous Metal Ores .............................................................................................................................. 
 
SECTOR H.  COAL MINES AND COAL MINING-RELATED FACILITIES 
NA       12XX   Coal Mines and Coal Mining-Related Facilities...........................................................................TSS;Al;Fe 
 
SECTOR I.  COAL MINES AND COAL MINING-RELATED FACILITIES 
I1        131X    Crude Petroleum and Natural Gas .................................................................................................................. 
I2        132X    Natural Gas Liquids........................................................................................................................................ 
I3           138X    Oil and Gas Field Services ............................................................................................................................ 
 
SECTOR J. MINERAL MINING AND DRESSING EXCEPT INACTIVE MINERAL MINING ACTIVITIES  
OCCURRING ON FEDERAL LANDS WHERE AN OPERATOR CANNOT BE IDENTIFIED 
J1        141X    Dimension Stone .....................................................................................................................................TSS 
J1  142X    Crushed and Broken Stone, Including Rip Rap.......................................................................................TSS 
J1         148X    Nonmetallic Minerals, Except Fuels........................................................................................................TSS 
J2        144X    Sand and Gravel ............................................................................................................................ TSS;N+N 
J3        145X    Clay, Ceramic, and Refractory Materials ....................................................................................................... 
J4        147X    Chemical and Fertilizer Mineral Mining ........................................................................................................ 
J4         149X    Miscellaneous Nonmetallic Minerals, Except Fuels....................................................................................... 
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Subsector   SIC Activity Represented       Parameters 
 
SECTOR K.  HAZARDOUS WASTE TREATMENT STORAGE OR DISPOSAL FACILITIES 
NA        4953    Hazardous Waste Treatment Storage or Disposal ............................................................ NH3;Mg;COD;As 
                                     Cd;CN;Pb 
                                                                             Hg;Se;Ag 
 
SECTOR L.  LANDFILLS AND LAND APPLICATION SITES 
NA        4953   Landfills and Land Application Sites That Receive or........................................................................ TSS;Fe 
                     Have Received Industrial Wastes, Except Inactive Landfills 
                     or Land Applications Sites Occurring on Federal Lands 
     Where an Operator Cannot be Identified 
 
SECTOR M.  AUTOMOBILE SALVAGE YARDS 
NA        5015   Facilities Engaged in Dismantling or Wrecking Used Motor ..................................................TSS;Fe;Pb;Al    
                           Vehicles for Parts Recycling or Resale and for Scrap 
 
SECTOR N.  SCRAP RECYCLING FACILITIES 
NA        5093    Processing, Reclaiming, and Wholesale Distribution of Scrap .................................................... TSS;Fe;Pb 
      and Waste Materials.............................................................................................................Al;Cu;Zn;COD 
 
SECTOR O.  STEAM ELECTRIC GENERATING FACILITIES 
NA        4911    Steam Electric Power Generating Facilities ............................................................................................... Fe 
 
SECTOR P.  LAND TRANSPORTATION FACILITIES THAT HAVE VEHICLE AND EQUIPMENT  
MAINTENANCE SHOPS AND/OR EQUIPMENT CLEANING OPERATIONS 
P1        40XX   Railroad Transportation .................................................................................................................................. 
P2        41XX   Local and Highway Passenger Transportation ............................................................................................... 
P3        42XX   Motor Freight Transportation and Warehousing ............................................................................................ 
P4        43XX   United States Postal Service ........................................................................................................................... 
P5        5171    Petroleum Bulk Stations and Terminals .......................................................................................................... 
 
SECTOR Q.  WATER TRANSPORTATION FACILITIES THAT HAVE VEHICLE (VESSEL) &  
EQUIPMENT MAINTENANCE SHOPS AND/OR EQUIPMENT CLEANING OPERATIONS 
NA        44XX   Water Transportation ................................................................................................................ Al;Fe;Pb;Zn 
 
SECTOR R.  SHIP AND BOAT BUILDING OR REPAIRING YARDS 
NA        373X    Ship and Boat Building or Repairing Yards................................................................................................... 
 
SECTOR S.  AIR TRANSPORTATION FACILITIES 
NA        45XX   Air Transportation Facilities That Have Vehicle .........................................................BOD;COD;NH3;pH 
                         Maintenance Ships, Material Handing Facilities, 
                      Equipment Cleaning Operations, or Airport and/or 
                      Aircraft Deicing/Anti-icing Operations 
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Subsector   SIC Activity Represented       Parameters 
 
SECTOR T.  TREATMENT WORKS 
NA       4952   Treatment Works Treating Domestic Sewage or Any Other 
                    Sewage Sludge or Wastewater Treatment Device or System 
        Used in the Storage, treatment, recycling, or Reclamation 
        of Municipal or Domestic Sewage with a Design Flow of  
   1.0 MGD or More or Required to Have an Approved Pretreatment 
                    Program........................................................................................................................................................... 
 
SECTOR U.  FOOD AND KINDRED PRODUCTS 
U1       201X    Meat Products ................................................................................................................................................. 
U2       202X    Dairy Products................................................................................................................................................. 
U3        203X    Canned, Frozen and Preserved Fruits, Vegetables and Food 
                      Specialties ...................................................................................................................................................... 
U4       204X    Grain Mill Products..................................................................................................................................TSS 
U5       205X    Bakery Products .............................................................................................................................................. 
U6        206X    Sugar and Confectionery Products 
U7       207X    Fats and Oils............................................................................................................... BOD;COD;TSS;N+N 
U8       208X    Beverages ........................................................................................................................................................ 
U9       209X    Miscellaneous Food Preparations and Kindred Products................................................................................ 
NA       21XX   Tobacco Products ............................................................................................................................................ 
 
SECTOR V.  TEXTILE MILLS, APPAREL, AND OTHER FABRIC PRODUCT MANUFACTURING  
V1       22XX    Textile Mill Products...................................................................................................................................... 
V2        23XX    Apparel and Other Finished Products Made From Fabrics and 
                       Similar Materials........................................................................................................................................... 
 
SECTOR W.  FURNITURE AND FIXTURES 
NA       25XX    Furniture and Fixtures .................................................................................................................................... 
NA       2434     Wood Kitchen Cabinets .................................................................................................................................. 
 
SECTOR X.  PRINTING AND PUBLISHING 
NA       2732     Book Printing.................................................................................................................................................. 
NA       2752     Commercial Printing, Lithographic ................................................................................................................ 
NA       2754     Commercial Printing, Gravure........................................................................................................................ 
NA       2759     Commercial Printing, Nor Elsewhere Classified ............................................................................................ 
NA       2796     Platemaking and Related Services .................................................................................................................. 
  
SECTOR Y.  RUBBER, MISCELLANEOUS PLASTIC PRODUCTS, AND MISC. MANUFACTURING INDUSTRIES 
Y1       301X    Tires and Inner Tubes ................................................................................................................................Zn 
Y1        302X    Rubber and Plastics Footwear ....................................................................................................................Zn 
Y1        305X    Gaskets, Packing, and Sealing Devices and Rubber and  Plastics ...........................................................   Zn 
                       Hose and Belting             
Y1        306X    Fabricated Rubber Products, Not Elsewhere Classified.............................................................................Zn 
Y2       308X    Miscellaneous Plastics Products ..................................................................................................................... 
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Subsector   SIC Activity Represented         Parameters 
 
Y2        393X    Musical Instruments ........................................................................................................................................ 
Y2           394X    Dolls, Toys, Games, and Sporting and Athletic Goods .................................................................................. 
Y2       395X    Pens, Pencils, and Other Artists' Materials ..................................................................................................... 
Y2         396X    Costume Jewelry, Costume Novelties, Buttons, and  
                       Miscellaneous Notions, Except Precious Metal............................................................................................. 
Y2        399X    Miscellaneous Manufacturing Industries ........................................................................................................ 
 
SECTOR Z.  LEATHER TANNING AND FINISHING 
NA       311X    Leather Tanning and Finishing ....................................................................................................................... 
NA        NA       Facilities that Make Fertilizer Solely From Leather Scraps 
                      and Leather Dust ............................................................................................................................................ 
 
SECTOR AA.  FABRICATED METAL PRODUCTS 
AA1      3429    Hardware, Not Elsewhere Classified ......................................................................................Zn;N+N;Fe;Al 
AA1       3441    Fabricated Structural Metal.....................................................................................................Zn;N+N;Fe;Al 
AA1       3442    Metal Doors, Sash, Frames, Molding, and Trim.....................................................................Zn;N+N;Fe;Al 
AA1       3443    Fabricated Plate Work (Boiler Shops) ....................................................................................Zn;N+N;Fe;Al 
AA1       3444    Sheet Metal Work ...................................................................................................................Zn;N+N;Fe;Al 
AA1       3451    Screw Machine Products.........................................................................................................Zn;N+N;Fe;Al 
AA1       3452    Bolts, Nuts, Screws, Rivets, and Washers ..............................................................................Zn;N+N;Fe;Al 
AA1       3462    Iron and Steel Forgings ...........................................................................................................Zn;N+N;Fe;Al 
AA1       3471    Electroplating, Plating, Polishing, Anodizing, and Coloring..................................................Zn;N+N;Fe;Al 
AA1          3494    Valves and Pipe Fittings, Not Elsewhere Classified ...............................................................Zn;N+N;Fe;Al 
AA1       3496    Miscellaneous Fabricated Wire Products................................................................................Zn;N+N;Fe;Al 
AA1       3499    Fabricated Metal Products, Not Elsewhere Classified ............................................................Zn;N+N;Fe;Al 
AA1          391X    Jewelry, Silverware, and Plated Ware....................................................................................Zn;N+N;Fe;Al 
AA2      3479    Coating, Engraving, and Allied Services ...........................................................................................Zn;N+N 
 
SECTOR AB.  TRANSPORTATION EQUIPMENT, INDUSTRIAL OR COMMERCIAL MACHINERY 
NA       35XX   Industrial and Commercial Machinery (except 357X Computer and 
             Office Equipment) ....................................................................................................................................................... 
NA       37XX   Transportation Equipment (except 373X Ship and Boat Building and 
      Repairing...................................................................................................................................................................... 
 
SECTOR AC.  ELECTRONIC, ELECTRICAL. PHOTOGRAPHIC, AND OPTICAL GOODS 
NA       36XX   Electronic and Other Electrical Equipment and Components,  
                 Except Computer Equipment ...................................................................................................................................... 
NA       38XX   Measuring, Analyzing, and Controlling Instruments;  
   Photographic, Medical, and Optical Goods; Watches and  Clocks............................................................................. 
NA         357X  Computer and Office Equipment .............................................................................................................................................................................................................................................. 
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Section C:  STANDARD PROVISIONS 
 
1. Duty to Comply 
 
 The facility operator must comply with all of the conditions 

of this General Permit.  Any General Permit noncompliance 
constitutes a violation of the Clean Water Act (CWA) and the 
Porter-Cologne Water Quality Control Act and is grounds for 
(a) enforcement action for (b) General Permit termination, 
revocation and reissuance, or modification or (c) denial of a 
General Permit renewal application. 

 
 The facility operator shall comply with effluent standards or 

prohibitions established under Section 307(a) of the CWA for 
toxic pollutants within the time provided in the regulations 
that establish these standards or prohibitions, even if this 
General Permit has not yet been modified to incorporate the 
requirement. 

 
2.  General Permit Actions 
 
 This General Permit may be modified, revoked and reissued, or 

terminated for cause.  The filing of a request by the  
facility operator for a General Permit modification, 
revocation and reissuance, or termination, or a notification 
of planned changes or anticipated noncompliance does not stay 
any General Permit condition. 

 
 If any toxic effluent standard or prohibition (including any 

schedule of compliance specified in such effluent standard or 
prohibition) is promulgated under Section 307(a) of the CWA 
for a toxic pollutant which is present in the discharge and 
that standard or prohibition is more stringent than any 
limitation on the pollutant in this General Permit, this 
General Permit shall be modified or revoked and reissued to 
conform to the toxic effluent standard or prohibition, and 
the facility operator so notified. 

 
3.  Need to Halt or Reduce Activity not a Defense 
 
 It shall not be a defense for a facility operator in an 

enforcement action that it would have been necessary to halt 
or reduce the general permitted activity in order to maintain 
compliance with the conditions of this General Permit. 

 
4.  Duty to Mitigate 
 
 The facility operator shall take all responsible steps to 

minimize or prevent any discharge in violation of this 
General Permit which has a reasonable likelihood of adversely 
affecting human health or the environment. 
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5. Proper Operation and Maintenance 
 
 The facility operator at all times shall properly operate and 

maintain any facilities and systems of treatment and control 
(and related appurtenances) which are installed or used by 
the facility operator to achieve compliance with the 
conditions of this General Permit and with the requirements 
of storm water pollution prevention plans (SWPPPs).  Proper 
operation and maintenance also include adequate laboratory 
controls and appropriate quality assurance procedures.  
Proper operation and maintenance may require the operation of 
backup or auxiliary facilities or similar systems installed 
by a facility operator when necessary to achieve compliance 
with the conditions of this General Permit. 

 
6. Property Rights 
 
 This General Permit does not convey any property rights of 

any sort, or any exclusive privileges, nor does it authorize 
any injury to private property or any invasion of personal 
rights, nor any infringement of Federal, State, or local laws 
or regulations. 

 
7. Duty to Provide Information 
 
 The facility operator shall furnish the Regional Water 

Quality Control Board (Regional Water Board), State Water 
Resources Control Board (State Water Board), 
U.S. Environmental Protection Agency (U.S. EPA), or local 
storm water management agency, within a reasonable time 
specified by the agencies, any requested information to 
determine compliance with this General Permit.  The facility 
operator shall also furnish, upon request, copies of records 
required to be kept by this General Permit. 

 
8. Inspection and Entry 
 
 The facility operator shall allow the Regional Water Board, 

State Water Board, U.S. EPA, and local storm water management 
agency, upon the presentation of credentials and other 
documents as may be required by law, to: 

 
 a. Enter upon the facility operator's premises where a 

regulated facility or activity is located or conducted 
or where records must be kept under the conditions of 
this General Permit; 

 
 b. Have access to and copy at reasonable times any records 

that must be kept under the conditions of this General 
Permit; 
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 c. Inspect at reasonable times any facilities or equipment 

(including monitoring and control equipment) that are 
related to or may impact storm water discharge or 
authorized non-storm water discharge; and 

 
 d. Conduct monitoring activities at reasonable times for 

the purpose of ensuring General Permit compliance. 
 
9. Signatory Requirements 
 
 a. All Notices of Intent (NOIs) submitted to the State 

Water Board shall be signed as follows: 
 
   (1) For a corporation:  by a responsible corporate 

officer.  For the purpose of this section, a 
responsible corporate officer means:  (a) a 
president, secretary, treasurer, or vice-president 
of the corporation in charge of a principal 
business function, or any other person who 
performs similar policy or decision-making 
functions for the corporation; or (b) the manager 
of the facility if authority to sign documents has 
been assigned or delegated to the manager in 
accordance with corporate procedures; 

 
   (2) For a partnership or sole proprietorship:  by a 

general partner or the proprietor, respectively; 
or 

 
   (3) For a municipality, State, Federal, or other 

public agency:  by either a principal executive 
officer or ranking elected official.  The 
principal executive officer of a Federal agency 
includes the chief executive officer of the agency 
or the senior executive officer having 
responsibility for the overall operations of a 
principal geographic unit of the agency (e.g., 
Regional Administrators of U.S. EPA). 

 
 b. All reports, certifications, or other information 

required by the General Permit or requested by the 
Regional Water Board, State Water Board, U.S. EPA, or 
local storm water management agency shall be signed by 
a person described above or by a duly authorized 
representative.  A person is a duly authorized 
representative only if: 

 
   (1) The authorization is made in writing by a person 

described above and retained as part of the SWPPP. 
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   (2) The authorization specifies either an individual 
or a position having responsibility for the 
overall operation of the regulated facility or 
activity, such as the position of manager, 
operator, superintendent, or position of 
equivalent responsibility or an individual or 
position having overall responsibility for     
named position.) 

 
   (3) If an authorization is no longer accurate because 

a different individual or position has 
responsibility for the overall operation of the 
facility, a new authorization must be attached to 
the SWPPP prior to submittal of any reports, 
certifications, or information signed by the 
authorized representative. 

 
10. Certification 
 
  Any person signing documents under Provision 9. above shall 

make the following certification: 
 
  "I certify under penalty of law that this document and all 

attachments were prepared under my direction or supervision 
in accordance with a system designed to ensure that 
qualified personnel properly gather and evaluate the 
information submitted.  Based on my inquiry of the person or 
persons who manage the system, or those persons directly 
responsible for gathering the information, the information 
submitted is to the best of my knowledge and belief, true, 
accurate, and complete.  I am aware that there are 
significant penalties for submitting false information, 
including the possibility of fine and imprisonment for 
knowing violations." 

 
11. Reporting Requirements 
 
  a. Planned changes:  The facility operator shall give 

advance notice to the Regional Water Board and local 
storm water management agency of any planned physical 
alteration or additions to the general permitted 
facility.  Notice is required under this provision only 
when the alteration or addition could significantly 
change the nature or increase the quantity of 
pollutants discharged. 

 
  b. Anticipated noncompliance:  The facility operator will 

give advance notice to the Regional Water Board and 
local storm water management agency of any planned 
changes at the permitted facility which may result in 
noncompliance with General Permit requirements. 
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  c. Compliance schedules:  Reports of compliance or 

noncompliance with or any progress reports on interim 
and final requirements contained in any compliance 
schedule of this General Permit shall be submitted no 
later than 14 days following each scheduled date. 

 
  d. Noncompliance reporting:  The facility operator shall 

report any noncompliance at the time monitoring reports 
are submitted.  The written submission shall contain 
(1) a description of the noncompliance and its cause; 
(2) the period of noncompliance, including exact dates 
and times, and if the noncompliance has not been 
corrected, the anticipated time it is expected to 
continue; and (3) steps taken or planned to reduce and 
prevent recurrence of the noncompliance. 

 
12.  Oil and Hazardous Substance Liability 
 
  Nothing in this General Permit shall be construed to 

preclude the institution of any legal action or relieve the 
facility operator from any responsibilities, liabilities, or 
penalties to which the facility operator is or may be 
subject under Section 311 of the CWA. 

 
13.  Severability 
 
  The provisions of this General Permit are severable; and if 

any provision of this General Permit or the application of 
any provision of this General Permit to any circumstance is 
held invalid, the application of such provision to other 
circumstances and the remainder of this General Permit shall 
not be affected thereby. 

 
14.  Reopener Clause  
 
  This General Permit may be modified, revoked, and reissued, 

or terminated for cause due to promulgation of amended 
regulations, receipt of U.S. EPA guidance concerning 
regulated activities, judicial decision, or in accordance 
with 40 CFR 122.62, 122.63, 122.64, and 124.5.  This General 
Permit may be reopened to modify the provisions regarding 
authorized non-storm water discharges specified in    
Section D. Special Conditions. 

 
15.  Penalties for Violations of General Permit Conditions. 
 
  a. Section 309 of the CWA provides significant penalties 

for any person who violates a General Permit condition 
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implementing Sections 301, 302, 306, 307 308, 318, or 
405 of the CWA, or any General Permit condition or 
limitation implementing any such section in a General 
Permit issued under Section 402.  Any person who 
violates any General Permit condition of this General 
Permit is subject to a civil penalty not to exceed 
$25,000 per day of such violation, as well as any other 
appropriate sanction provided by Section 309 of the 
CWA. 

 
  b. The Porter-Cologne Water Quality Control Act also 

provides for civil and criminal penalties in some cases 
greater than those under the CWA. 

 
16.  Availability 
 
  A copy of this General Permit shall be maintained at the    

facility and be available at all times to the appropriate 
facility personnel and to Regional Water Board and local 
agency inspectors. 

 
17.  Transfers 
 
  This General Permit is not transferable from one facility 

operator to another facility operator nor may it be 
transferred from one location to another location.  A new 
facility operator of an existing facility must submit an NOI 
in accordance with the requirements of this General Permit 
to be authorized to discharge under this General Permit. 

 
18.  Continuation of Expired General Permit 
 
  This General Permit continues in force and effect until a 

new general permit is issued or the State Water Board 
rescinds the General Permit.  Facility operators authorized 
to discharge under the expiring general permit are required 
to file an NOI to be covered by the reissued General Permit. 

 
19.  Penalties for Falsification of Reports 
 
  Section 309(c)(4) of the CWA provides that any person who  

knowingly makes any false material statement, 
representation, or certification in any record or other 
document submitted or required to be maintained under this 
General Permit, including reports of compliance or 
noncompliance shall, upon conviction, be punished by a fine 
of not more than $10,000 or by imprisonment for not more 
than two years, or by both. 



 
 Attachment 1 
 
 FACILITIES COVERED BY THIS GENERAL PERMIT 
 
Industrial facilities include Federal, State, municipally owned, 
and private facilities from the following categories: 
 
 1. FACILITIES SUBJECT TO STORM WATER EFFLUENT LIMITATIONS 

GUIDELINES, NEW SOURCE PERFORMANCE STANDARDS, OR TOXIC 
POLLUTANT EFFLUENT STANDARDS (40 Code of Federal Regulations 
(CFR) SUBCHAPTER N).  Currently, categories of facilities 
subject to storm water effluent limitations guidelines are 
Cement Manufacturing (40 CFR Part 411), Feedlots (40 CFR 
Part 412), Fertilizer Manufacturing (40 CFR Part 418), 
Petroleum Refining (40 CFR Part 419), Phosphate 
Manufacturing (40 CFR Part 422), Steam Electric (40 CFR  
Part 423), Coal Mining (40 CFR Part 434), Mineral Mining and 
Processing (40 CFR Part 436), Ore Mining and Dressing  

 (40 CFR Part 440), and Asphalt Emulsion (40 CFR Part 443). 
 
 2. MANUFACTURING FACILITIES:  Standard Industrial 

Classifications (SICs) 24 (except 2434), 26 (except 265 and 
267), 28 (except 283 and 285) 29, 311, 32 (except 323), 33, 
3441, and 373. 

 
 3. OIL AND GAS/MINING FACILITIES:  SICs 10 through 14 including 

active or inactive mining operations (except for areas of 
coal mining operations meeting the definition of a 
reclamation area under 40 CFR 434.11(l) because of 
performance bond issued to the facility by the appropriate 
Surface Mining Control and Reclamation Act (SMCRA) authority 
has been released, or except for area of non-coal mining 
operations which have been released from applicable State or 
Federal reclamation requirements after December 17, 1990);  
oil and gas exploration, production, processing, or 
treatment operations; or transmission facilities that 
discharge storm water contaminated by contact with or that 
has come into contact with any overburden, raw material, 
intermediate products, finished products, by-products, or 
waste products located on the site of such operations.  
Inactive mining operations are mined sites that are not 
being actively mined but which have an identifiable  
facility operator.  Inactive mining sites do not include 
sites where mining claims are being maintained prior to 
disturbances associated with the extraction, beneficiation, 
or processing of mined material; or sites where minimal 
activities are undertaken for the sole purpose of 
maintaining a mining claim. 

 
 4. HAZARDOUS WASTE TREATMENT, STORAGE, OR DISPOSAL FACILITIES: 

Includes those operating under interim status or a general 
permit under Subtitle C of the Federal Resource, 
Conservation, and Recovery Act (RCRA). 

 
 5. LANDFILLS, LAND APPLICATION SITES, AND OPEN DUMPS:  Sites 

that receive or have received industrial waste from any of 
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the facilities covered by this General Permit, sites subject 
to regulation under Subtitle D of RCRA, and sites that have 
accepted wastes from construction activities (construction 
activities include any clearing, grading, or excavation that 
results in disturbance of five acres or more). 

 
 6. RECYCLING FACILITIES:  SICs 5015 and 5093.  These codes 

include metal scrapyards, battery reclaimers, salvage yards, 
motor vehicle dismantlers and wreckers, and recycling 
facilities that are engaged in assembling, breaking up, 
sorting, and wholesale distribution of scrap and waste 
material such as bottles, wastepaper, textile wastes, oil 
waste, etc. 

 
 7. STEAM ELECTRIC POWER GENERATING FACILITIES:  Includes any 

facility that generates steam for electric power through the 
combustion of coal, oil, wood, etc. 

 
 8. TRANSPORTATION FACILITIES:  SICs 40, 41, 42 (except 
 4221-25), 43, 44, 45, and 5171 which have vehicle 

maintenance shops, equipment cleaning operations, or airport 
deicing operations.  Only those portions of the facility 
involved in vehicle maintenance (including vehicle 
rehabilitation, mechanical repairs, painting, fueling, and 
lubrication) or other operations identified herein that are 
associated with industrial activity. 

 
 9. SEWAGE OR WASTEWATER TREATMENT WORKS:  Facilities used in 

the storage, treatment, recycling, and reclamation of 
municipal or domestic sewage, including land dedicated to 
the disposal of sewage sludge that are located within the 
confines of the facility with a design flow of one million 
gallons per day or more or required to have an approved 
pretreatment program under 40 CFR Part 403.  Not included 
are farm lands, domestic gardens, or lands used for sludge 
management where sludge is beneficially reused and which are 
not physically located in the confines of the facility, or 
areas that are in compliance with Section 405 of the Clean 
Water Act. 

 
10. MANUFACTURING FACILITIES WHERE INDUSTRIAL MATERIALS, 

EQUIPMENT, OR ACTIVITIES ARE EXPOSED TO STORM WATER:     
SICs 20, 21, 22, 23, 2434, 25, 265, 267, 27, 283, 285, 30, 
31 (except 311), 323, 34 (except 3441), 35, 36, 37 (except 
373), 38, 39, and 4221-4225. 



 
 Attachment 2 
 
 STORM WATER CONTACTS FOR 
 THE STATE AND REGIONAL WATER BOARDS 

 
 
 

See Storm Water Contacts at: 
http://www.waterboards.ca.gov/stormwtr/contact.html 

 
 
 
 
 
 
 
 
 
  



 

 

 Attachment 3 
 

NOTICE OF INTENT (NOI) 
INSTRUCTIONS 

 
TO COMPLY WITH STATE WATER RESOURCES CONTROL BOARD  

WATER QUALITY ORDER NO. 97-03-DWQ  
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES)  

GENERAL PERMIT NO. CAS000001 
                                                                   

Who Must Submit 
 
The facility operator must submit an NOI for each industrial 
facility that is required by U.S. Environmental Protection Agency 
(U.S.EPA) regulations to obtain a storm water permit.  The 
required industrial facilities are listed in Attachment 1 of the 
General Permit and are also listed in 40 Code of Federal 
Regulations Section 122.26(b)(14).  
 
The facility operator is typically the owner of the business or 
operation where the industrial activities requiring a storm water 
permit occur.  The facility operator is responsible for all 
permit related activities at the facility. 
 
Where operations have discontinued and significant materials 
remain on site (such as at closed landfills), the landowner may 
be responsible for filing an NOI and complying with this General 
Permit.  Landowners may also file an NOI for a facility if the 
landowner, rather than the facility operator, is responsible for 
compliance with this General Permit. 
 
How and Where to Apply 
 
The completed NOI form, a site map, and appropriate fee must  
be mailed to the State Water Resources Control Board  
(State Water Board) at the following address: 
  
 State Water Resources Control Board 
 Division of Water Quality 
 P.O. Box 1977 
 Sacramento, CA  95812-1977 
 Attn:  Storm Water Permitting Unit  
 
Please Note:  Do not send the original or copies of the NOI 
submittal to the Regional Water Quality Control Board (Regional 
Water Board).  The original NOI will be forwarded to the Regional 
Water Board after processing. 
 
Do not send a copy of your Storm Water Pollution Prevention Plan 
(SWPPP) with your NOI submittal.  Your SWPPP is to be kept on 
site and made available for review upon request.
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When to Apply 
  
Facility operators of existing facilities must file an NOI in 
accordance with these instructions by March 30, 1992.  Facility  
 
operators of new facilities (those beginning operations after    
March 30, 1992) must file an NOI in accordance with these 
instructions at least 14 days prior to the beginning of operations. 
 
Once the completed NOI, site map, and appropriate fee have been 
submitted to the State Water Board, your NOI will be processed and 
you will be issued a receipt letter with a Waste Discharge 
Identification (WDID) Number.  Please refer to this number when you 
contact either the State or Regional Water Boards. 
 
Fees 
 
The total annual fee is $830.  Checks should be made payable to: 
SWRCB 
 
Change of Information 
 
If the information provided on the NOI or site map changes, you 
should report the changes to the State Water Board using an NOI 
form.  Section I of the line-by-line instructions includes 
information regarding changes to the NOI.  
 
Questions 
 
If you have any questions completing the NOI, please call the 
appropriate Regional Water Board (Attachment 2) or the  
State Water Board at (916) 341-5538. 
 
 NOI LINE-BY-LINE INSTRUCTIONS 
 
Please type or print your responses on the NOI.  Please complete 
the NOI form in its entirety and sign the certification. 
 
Section I--NOI STATUS 
 
Check box "A" if this is a new NOI registration.   
 
 
Check box "B" if you are reporting changes to the NOI (e.g., new 
contact person, phone number, mailing address).  Include the 
facility WDID #.  Highlight all the information that has been 
changed. 
 
Please note that a change of information does not apply to a change 
of facility operator or a change in the location of the  
facility.  These changes require a Notice of Termination (NOT) and 
submittal of a new NOI and annual fee.  Contact the State Water 
Board or Regional Water Boards for more information on the NOT Form 
and instructions. 
 
Regardless of whether you are submitting a new or revised NOI, you 
must complete the NOI in its entirety and the NOI must be signed. 
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Section II--Facility Operator Information 
 
Part A: The facility operator is the legal entity that is 

responsible for all permit related compliance 
activities at the facility.  In most cases, the 
facility operator is the owner of the business or 
operation where the industrial activity occurs.  
Give the legal name and the address of the person, 
firm, public organization, or any other entity that 
is responsible for complying with the General 
Permit.   

 
Part B: Check the box that indicates the type of operation. 
 
Section III--Facility Site Information 
 
Part A: Enter the facility's official or legal name and 

provide the address.  Facilities that do not have a 
street address must provide cross-streets or parcel 
numbers.  Do not include a P.O. Box address in Part 
A.   

 
Part B: Enter the mailing address of the facility if 

different than Part A.  This address may be a P.O. 
Box.   

 
  The contact person should be the plant or site 

manager who is familiar with the facility and 
responsible for overseeing compliance of the General 
Permit requirements. 

 
Part C: Enter the total size of the facility in either acres 

or square feet.  Also include the percentage 
  of the site that is impervious (areas that water 

cannot soak into the ground, such as concrete, 
asphalt, and rooftops). 

 
Part D: Determine the Standard Industrial Classification 

(SIC) code which best identifies the industrial 
activity that is taking place at the facility.  This 
information can be obtained by referring to the 
Standard Industrial Classification Manual prepared 
by the Federal Office of Management and Budget which 
is available at public libraries.  The code you 
determine should identify the industrial activity 
that requires you to submit the NOI.  (For example, 
if the business is high school education and the 
activity is school bus maintenance, the code you 
choose would be bus maintenance, not education.)  
Most facilities have only one code; however, 
additional spaces are provided for those facilities 
that have more than one activity.   

 
Part E: Identify the title of the industrial activity that 

requires you to submit the NOI (e.g., the title of 
SIC Code 2421 is Sawmills and Planing Mills, 
General).  If you cannot identify the title, provide 
a description of the regulated activity(s). 

 



-4- 
 

 

Section IV--Address for Correspondence 
 
Correspondence relative to the permit will be mailed occasionally. 
 Check the box which indicates where you would like such 
correspondence delivered.  If you want correspondence sent to 
another contact person or address different than indicated in 
Section II or Section III then include the information on an extra 
sheet of paper.  
 
Section V--Billing Address Information 
 
To continue coverage under the General Permit, the annual fee must 
be paid.  Use this section to indicate where the annual fee 
invoices should be mailed.  Enter the billing address if different 
than the address given in Sections II or III. 
 
Section VI--Receiving Water Information 
 
Provide the name of the receiving water where storm water discharge 
flows from your facility.  A description of each option is included 
below. 
 
1. Directly to waters of the United States:  Storm water    

discharges directly from the facility to a river, creek, lake, 
ocean, etc.  Enter the name of the receiving water (e.g., 
Boulder Creek). 

 
2.  Indirectly to waters of the United States:  Storm water       
 discharges over adjacent properties or right-of-ways          
 prior to discharging to waters of the United States.          
 Enter the name of the closest receiving water (e.g.,          
 Clear Creek). 
 
Section VII--Implementation of Permit Requirements 
 
Parts A and B:  Check the boxes that best describe the status 

of the Storm Water Pollution Prevention Plan 
(SWPPP) and the Monitoring Program. 

 
Part C:     Check yes or no to questions 1 through 4.  If 

you answer no to any question, you need to 
assign a person to these tasks immediately. 

 
As a permit holder you are required to have an SWPPP and Monitoring 
Program in place prior to the beginning of facility operations.  
Failure to do so is in direct violation of the General Permit.  Do 
not send a copy of your SWPPP with your NOI submittal. 
 
Please refer to Sections A and B of the General Permit for 
additional information regarding the SWPPP and Monitoring Program. 
 
 
Section VIII--Site Map 
 
Provide a "to scale" drawing of the facility and its immediate 
surroundings.  Include as much detail about the site as possible. 
At a minimum, indicate buildings, material handling and storage 
areas, roads, names of adjacent streets, storm water discharge 
points, sample collection points, and a north arrow.  Whenever 
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possible limit the map to a standard size sheet of paper     (8.5" 
x 11" or 11" x 17").  Do not send blueprints unless you are sending 
one page and it meets the size limits as defined above. 
 
A location map may also be included, especially in cases where the 
facility is difficult to find, but are not to be submitted as a 
substitute for the site map.  The location map can be created from 
local street maps and U.S. Geological Survey (USGS) quadrangle 
maps, etc. 
 
A revised site map must be submitted whenever there is a 
significant change in the facility layout (e.g., new building, 
change in storage locations, boundary change, etc.).  
 
Section IX--Certification 
 
This section should be read by the facility operator.  The 
certification provides assurances that the NOI and site map were 
completed by the facility operator in an accurate and complete 
fashion and with the knowledge that penalties exist for providing 
false information.  It also requires the Responsible Party to 
certify that the provisions in the General Permit will be complied 
with. 
 
The NOI must be signed by: 
 
 For a Corporation:  a responsible corporate officer (or 
 authorized individual). 
  
 For a Partnership or Sole Proprietorship:  a general partner 
 or the proprietor, respectively. 
  
 For a Municipality, State, or other non-Federal Public Agency: 

 either a principal executive officer or ranking elected 
official. 

  
 For a Federal Agency:  either the chief or senior executive 
 officer of the agency. 



State of California
State Water Resources Control Board

                 NOTICE OF INTENT
                              TO  COMPLY  WITH  THE  TERMS  OF  THE

                               GENERAL  PERMIT  TO  DISCHARGE  STORM  WATER
                         ASSOCIATED  WITH  INDUSTRIAL  ACTIVITY  (WQ  ORDER  No. 97-03-DWQ)

                              (Excluding  Construction  Activities)

SECTION I.  NOI STATUS  (please check only one box)

A.  [  ]  New Permittee                          B.  [  ]  Change of Information    WDID  #   l       l      l      l      l      l      l      l      l      l      l      l

SECTION II.  FACILITY OPERATOR INFORMATION            (See instructions)

A.  NAME:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

Phone:
l   l   l   l -- l   l   l   l -- l   l   l   l   l  

Mailing Address:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

City:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

State:
   l  

Zip Code:
l    l    l    l    l    l -- l    l    l    l    l

Contact Person:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

B.  OPERATOR TYPE:
             (check one)      1.[   ] Private Individual     2.[   ]Business     3.[   ]Municipal     4.[   ]State     5.[   ]Federal     6.[   ]Other    

SECTION III.  FACILITY SITE INFORMATION

A.  FACILITY NAME
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

Phone:
l   l   l   l -- l   l   l   l -- l   l   l   l   l

Facility Location:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

County:
l   l   l   l   l   l   l   l   l   l   l   l   l   l   l

City:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

State:
C l A

Zip Code:
l    l    l    l    l    l -- l    l    l    l    l

B.  MAILING ADDRESS:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

City:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

State:
    l   

Zip Code:
l    l    l    l    l    l -- l    l    l    l    l

Contact Person:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

C.  FACILITY INFORMATION                    ( check one)
Total Size of Site:                                   Acres              Sq. Ft.
                                                                 [   ]                   [   ]

  Percent of Site Impervious (including rooftops)
                            l              l   %

D.  SIC CODE(S) OF REGULATED ACTIVITY:              E.  REGULATED ACTIVITY (describe each SIC code):

1.  l    l    l    l    l                                                              l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l  

2.  l    l    l    l    l                                                              l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

3.  l    l    l    l    l                                                              l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

                                                           FOR STATE USE ONLY:



SECTION IV.  ADDRESS FOR CORRESPONDENCE

  l   l Facility Operator Mailing Address (Section II)                      l   l Facility Mailing Address (Section III, B.)                      l   l Both

                                                                                  
SECTION V.  BILLING ADDRESS INFORMATION

SEND BILL TO:          [  ]Facility Operator Mailing Address  (Section II)      [  ]Facility Mailing Address  (Section III, B.)        [  ]Other (enter information below)

Name:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

Phone:
l   l   l   l -- l   l   l   l -- l   l   l   l   l

Mailing Address:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

City:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

State:
    l   

Zip Code:
l    l    l    l    l    l -- l    l    l    l    l

Contact Person:
l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

SECTION VI.  RECEIVING WATER INFORMATION

Your facility's storm water discharges flow: (check one)            [  ] Directly               OR               [  ] Indirectly to waters of the United States. 

 
Name of receiving water:    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l    l

                                    (river, lake, stream, ocean, etc.)      

SECTION VII.  IMPLEMENTATION OF PERMIT REQUIREMENTS

A.  STORM WATER POLLUTION PREVENTION PLAN (SWPPP) (check one)
[  ] A SWPPP has been prepared for this facility and is available for review.
[  ] A SWPPP will be prepared and ready for review by (enter date):  ____/____/____.

B.  MONITORING PROGRAM (check one)
[  ] A Monitoring Program has been prepared for this facility and is available for review.
[  ] A Monitoring Program will be prepared and ready for review by (enter date):  ____/____/____.

C.  PERMIT COMPLIANCE RESPONSIBILITY
Has a person been assigned responsibility for:
1. Inspecting the facility throughout the year to identify any potential pollution problems? .........................................................................____YES   ____NO
2. Collecting storm water samples and having them analyzed?..................................................................................................................____YES   ____NO
3. Preparing and submitting an annual report by July 1 of each year? .......................................................................................................____YES   ____NO
4. Eliminating discharges other than storm water (such as equipment or vehicle wash-water) into the storm drain?................................____YES   ____NO

SECTION VIII.  SITE MAP

I HAVE ENCLOSED A SITE MAP              YES[    ]            A new NOI submitted without a site map will be rejected.

SECTION IX.  CERTIFICATION

"I certify under penalty of law that this document and all attachments were prepared under my direction and supervision in accordance with a system designed to
assure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system, or
those persons directly responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true, accurate and complete. 
I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment.  In addition, I certify that I have
read the entire General Permit, including all attachments, and agree to comply with and be bound by all of the provisions, requirements, and prohibitions of the 
permit, including the development and implementation of a Storm Water Pollution Pervention Plan and a Monitoring Program Plan will be complied with."

Printed Name:                                                                                                                                                                                                                      

Signature:                                                                                                                                                 Date                                                                    

Title:                                                                                                                                                                                                                                     



 

 

    
 
 
 DEFINITIONS 
 
1. "Best Management Practices" ("BMPs") means schedules of 

activities, prohibitions of practices, maintenance 
procedures, and other management practices to prevent or 
reduce the pollution of waters of the United States.  BMPs 
also include treatment measures, operating procedures, and 
practices to control facility site runoff, spillage or leaks, 
sludge or waste disposal, or drainage from raw material 
storage.  BMPs may include any type of pollution prevention 
and pollution control measure necessary to achieve compliance 
with this General Permit. 

 
2. Clean Water Act (CWA) means the Federal Water Pollution 

Control Act enacted by Public Law 92-500 as amended by Public 
Laws 95-217, 95-576, 96-483, and 97-117; 33 USC. 1251 et seq. 

 
3. "Facility" is a collection of industrial processes 

discharging storm water associated with industrial activity 
within the property boundary or operational unit. 

 
4. "Non-Storm Water Discharge" means any discharge to storm 

sewer systems that is not composed entirely of storm water.  
 
5. "Significant Materials" includes, but is not limited to:  raw 

materials; fuels; materials such as solvents, detergents, and 
plastic pellets; finished materials such as metallic 
products; raw materials used in food processing or 
production; hazardous substances designated under 
Section 101(14) of Comprehensive Environmental Response, 
Compensation, and Liability Act (CERLCA); any chemical the 
facility is required to report pursuant to Section 313 of 
Title III of Superfund Amendments and Reauthorization Act 
(SARA); fertilizers; pesticides; and waste products such as 
ashes, slag, and sludge that have the potential to be 
released with storm water discharges. 

 
6. "Significant Quantities" is the volume, concentrations, or 

mass of a pollutant that can cause or threaten to cause 
pollution, contamination, or nuisance; adversely impact human 
health or the environment; and/or cause or contribute to a 
violation of any applicable water quality standards for the 
receiving water. 

 
7. "Significant Spills" includes, but is not limited to: 

releases of oil or hazardous substances in excess of 
reportable quantities under Section 311 of the CWA (see 
40 CFR 110.10 and 117.21) or Section 102 of CERCLA (see     
40 CFR 302.4). 

 
8. "Storm water" means storm water runoff, snow melt runoff, and 

storm water surface runoff and drainage.  It excludes 
infiltration and runoff from agricultural land. 
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9. "Storm Water Associated with Industrial Activity" means the 

discharge from any conveyance which is used for collecting 
and conveying storm water and which is directly related to 
manufacturing, processing, or raw materials storage areas at 
an industrial plant.  The term does not include discharges 
from facilities or activities excluded from the NPDES 
program.  For the facilities identified in Categories 1 
through 9 of Attachment 1 of this General Permit, the term 
includes, but is not limited to, storm water discharges from 
industrial plant yards; immediate access roads and rail lines 
used or traveled by carriers of raw materials; manufactured 
products, waste material, or by-products used or created by 
the facility; material handling sites; refuse sites; sites 
used for the application or disposal of process wastewaters 
(as defined at 40 CFR Part 401); sites used for the storage 
and maintenance of material handling equipment; sites used 
for residual treatment, storage, or disposal; shipping and 
receiving areas; manufacturing buildings; storage areas 
(including tank farms) for raw materials, and intermediate 
and finished products; and areas where industrial activity 
has taken place in the past and significant materials remain 
and are exposed to storm water.   

 
  For the facilities identified in Category 10 of Attachment 1 

of this General Permit, the term only includes storm water 
discharges from all areas listed in the previous sentence 
where material handling equipment or activities, raw 
materials, intermediate products, final products, waste 
materials, by-products, or industrial machinery are exposed 
to storm water.   

 
  Material handling activities include the:  storage, loading 

and unloading, transportation, or conveyance of any raw 
material, intermediate product, finished product, by-product, 
or waste product.  The term excludes areas located on plant 
lands separate from the plant's industrial activities, such 
as office buildings and accompanying parking lots as long as 
the drainage from the excluded areas is not mixed with storm 
water drained from the above described areas.  Industrial 
facilities (including industrial facilities that are 
federally, State, or municipally owned or operated that meet 
the description of the facilities listed in this paragraph) 
include those facilities designated under 40 CFR 
122.26(a)(1)(v). 
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 ACRONYM LIST 
 
 
BAT Best Available Technology Economically    

   Achievable 
BCT Best Conventional Pollutant Control       

   Technology 
BMPs Best Management Practices 
CERCLA Comprehensive Environmental Response,     

   Compensation, and Liability Act of 1980 
   (Federal Superfund) 

CFR Code of Federal Regulations 
CWA Clean Water Act 
General Permit General Industrial Activities Storm Water 

   Permit 
GMP Group Monitoring Plan 
NEC No Exposure Certification 
NOI Notice of Intent 
NOT Notice of Termination 
NPDES National Pollutant Discharge Elimination  

   System 
O&G Oil and Grease 
RCRA Resource, Conservation, and Recovery Act 
Regional Water Board Regional Water Quality Control Board 
RQ Reportable Quantity 
SARA Superfund Amendments and Reauthorization  

   Act of 1986 
SIC Standard Industrial Classification 
SMCRA Surface Mining Control and Reclamation Act 
SPCC Spill Prevention Control and              
                          Countermeasures 
State Water Board State Water Resources Control Board 
SWPPP Storm Water Pollution Prevention Plan 
TOC Total Organic Carbon 
TSS Total Suspended Solids 
U.S. EPA U.S. Environmental Protection Agency 
WDID Waste Discharger Identification 
WDRs Waste Discharge Requirements 



Attachment O 
Water Pollution Control Cost Breakdown 

INSTRUCTIONS 

n The following Water Pollution Control Cost Breakdown form is provided for use by the 
Contractor for estimating the lump sum item for "Water Pollution Control."  Modify the table as 
follows: 

- Caution:  Do not use "Strike and Hide" to eliminate rows; delete rows.  Do not "underline" 
text in the table. 

- If a BMP is included as a separate bid item, such as Silt Fence, delete that Item from the 
table as it is not to be duplicated in the cost break down. 

- For all Items in the table, delete those that are not applicable for water pollution control for 
the specific project.  The Contractor will select from among the remaining items per the 
"Construction Site BMPs Consideration Checklist" and designate an Estimated Quantity, 
Value, and Amount for each Item selected on the cost break down submitted with the 
SWPPP. 



Attachment O 
Water Pollution Control Cost Breakdown 

 

Project Name: Gregory Canyon Landfill 

Project Number:   
 
 

ITEM ITEM DESCRIPTION UNIT ESTIMATED 
QUANTITY VALUE AMOUNT 

EC-3 Hydraulic Mulch FT2    

EC-4 Hydroseeding FT2    

EC-5 Soil Binders FT2    

EC-6 Straw Mulch FT2    

EC-7 Geotextiles & Mats FT2    

EC-8 Wood Mulching FT2    

EC-9 Earth Dikes & Drainage Swales FT    

EC-10 Velocity Dissipation Devices EA    

EC-11 Slope Drains EA    

EC-12 Streambank Protection LS    

EC-13 Polyacrylamide LS    

SE-1 Silt Fence FT    

SE-2 Sediment Basin EA    

SE-3 Sediment Trap EA    

SE-4 Check Dam EA    

SE-5 Fiber Rolls FT    

SE-6 Gravel Bag Berm FT    

SE-7 Street Sweeping and Vacuuming LS    

SE-8 Sandbag Barrier FT    

SE-9 Straw Bale Barrier FT    

SE-10 Storm Drain Inlet Protection EA    

WE-1 Wind Erosion Control LS    

TC-1 Stabilized Construction Entrance/Exit EA    

TC-2 Stabilized Construction Roadway EA    

TC-3 Entrance/Outlet Tire Wash EA    

NS-1 Water Conservation Practices LS    

NS-2 Dewatering Operations EA    

NS-3 Paving and Grinding Operations LS    
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Water Pollution Control Cost Breakdown 

ITEM ITEM DESCRIPTION UNIT ESTIMATED 
QUANTITY VALUE AMOUNT 

NS-4 Temporary Stream Crossing EA    

NS-5 Clear Water Diversion EA    

NS-6 Illicit Connection/ Discharge LS    

NS-7 Potable Water/Irrigation LS    

NS-8 Vehicle and Equipment Cleaning LS    

NS-9 Vehicle and Equipment Fueling LS    

NS-10 Vehicle and Equipment Maintenance LS    

NS-11 Pile Driving Operations LS    

NS-12 Concrete Curing LS    

NS-13 Material and Equipment Use Over Water LS    

NS-14 Concrete Finishing LS    

NS-15 Demolition Adjacent to Water LS    

NS-16 Temporary Batch Plants LS    

WM-1 Material Delivery and Storage LS    

WM-2 Material Use LS    

WM-3 Stockpile Management LS    

WM-4 Spill Prevention and Control LS    

WM-5 Solid Waste Management LS    

WM-6 Hazardous Waste Management LS    

WM-7 Contaminated Soil Management LS    

WM-8 Concrete Waste Management LS    

WM-9 Sanitary/Septic Waste Management LS    

WM-10 Liquid Waste Management LS    

 TOTAL  

 
 



Attachment P 
Notice of Termination 
 
INSTRUCTIONS 
 

n The Notice of Termination (NOT) of construction will be inserted at the end of the project. 



Attachment Q 
BMPs Selected for the Project 
 



Attachment R 
Sampling Activity Log 
 

RAIN EVENT GENERAL INFORMATION 

Project Name Gregory Canyon Landfill 

Project Number  

Contractor  

Sampler’s Name  

Signature  

Date of Sampling  
Season 
(Check Applicable)  r  Rainy r  Non-Rainy 

Storm Start Date & Time:  Storm Duration (hrs):  
Storm Data Time elapsed since last storm 

(Circle Applicable Units) 
 

Min.     Hr.     Days 
Approximate Rainfall 
Amount (inches)  

For rainfall information:  http://cdec.water.ca.gov/weather.html or http://www.wrh.noaa.gov/wrhq/nwspage.html  
 

SAMPLE LOG 

Sample Identification Sample Location Sample Collection 
Date and Time 

   

   

   

   

   

   
Specific sample locations descriptions may include:  100 ft upstream from discharge at eastern boundary, runoff from northern waste storage area, downgradient of inlet 
located near the intersection of A Street and B avenue, etc. 
 

FIELD ANALYSIS 

qYes   q No 

Sample Identification Test Result 
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Pollutant Testing Guidance Table 
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Pollutant Testing Guidance Table 

 

California Storm Water Quality Handbooks  
Construction Pollutant Testing Guidance Table 
January 2003 DRAFT 2 of 8 

Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Hot Asphalt 

Asphalt Emulsion 

Liquid Asphalt (tack coat) 

Cold Mix 

Yes - Rainbow Surface 
or Brown Suspension Visually Observable - No Testing Required 

Crumb Rubber Yes – Black, solid 
material Visually Observable - No Testing Required 

Asphalt Products 

Asphalt Concrete (Any 
Type) 

Yes - Rainbow Surface 
or Brown Suspension Visually Observable - No Testing Required 

EPA 150.1 (pH) 

SM 2310B (Acidity) Acids No 

pH 
Acidity 

Anions (acetic acid, 
phosphoric acid, sulfuric 

acid, nitric acid, 
hydrogen chloride) 

pH Meter 
Acidity Test Kit 

EPA 300.0 (Anion) 

Bleaches No Residual Chlorine Chlorine SM 4500-CL G (Res. 
Chlorine) 

Detergents Yes - Foam Visually Observable - No Testing Required 

TSP No Phosphate Phosphate EPA 365.3 (Phosphate) 

VOC None EPA 601/602 or 
EPA 624 (VOC) 

Cleaning Products 

Solvents No 
SVOC None EPA 625 (SVOC) 
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California Storm Water Quality Handbooks  
Construction Pollutant Testing Guidance Table 
January 2003 DRAFT 3 of 8 

Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Portland Cement (PCC) Yes - Milky Liquid Visually Observable - No Testing Required 

pH EPA 150.1 (pH) 
Masonry products No 

Alkalinity 

pH Meter 
Alkalinity or Acidity Test 

Kit SM 2320 (Alkalinity) 

Methyl Methacrylate EPA 625 (SVOC) 

Cobalt 
Sealant (Methyl 

Methacrylate - MMA) No 

Zinc 

None 
EPA 200.8 (Metal) 

Incinerator Bottom Ash 
Bottom Ash 
Steel Slag 

Foundry Sand 
Fly Ash 

Municipal Solid Waste 

No 

Aluminum 

Calcium 

Vanadium 

Zinc 

Calcium Test EPA 200.8 (Metal) 
EPA 200.7 (Calcium) 

Mortar Yes - Milky Liquid Visually Observable - No Testing Required 

Concrete Rinse Water Yes - Milky Liquid Visually Observable - No Testing Required 

Acidity SM 2310B (Acidity) 

Alkalinity SM 2320 (Alkalinity) 

pH EPA 150.1 (pH) 

VOC EPA 601/602 or 
EPA 624 (VOC) 

Portland Concrete 
Cement 

& 
Masonry Products 

Non-Pigmented Curing 
Compounds No 

SVOC 

pH Meter 
Alkalinity or Acidity Test 

Kit 

EPA 625 (SVOC) 
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Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Aluminum EPA 200.8 (Metal) 

TDS EPA 160.1 (TDS) Aluminum Sulfate No 

Sulfate 

TDS Meter 
Sulfate 

EPA 300.0 (Sulfate) 

Sulfur-Elemental No Sulfate Sulfate EPA 300.0 (Sulfate) 

Nitrate Nitrate EPA 300.0 (Nitrate) 

Phosphate Phosphate EPA 365.3 (Phosphate) 

Organic Nitrogen None EPA 351.3 (TKN) 
Fertilizers-Inorganic 4 No 

Potassium None EPA 200.8 (Metal) 

TOC EPA 415.1 (TOC) 

Nitrate EPA 300.0 (Nitrate) 

Organic Nitrogen EPA 351.3 (TKN) 
Fertilizers-Organic No 

COD 

Nitrate 

EPA 410.4 (COD) 

Natural Earth (Sand, 
Gravel, and Topsoil) 

Yes - Cloudiness and 
turbidity Visually Observable - No Testing Required 

Herbicide Herbicide 

Pesticide Pesticide 
None Check lab for specific 

herbicide or pesticide 

Alkalinity SM 2320 (Alkalinity) 

Landscaping and Other 
Products 

Lime 

No 

pH 

pH Meter 
Alkalinity or Acidity Test 

Kit EPA 150.1 (pH) 
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Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Paint Yes Visually Observable - No Testing Required 

VOC None EPA 601/602 or 
EPA 624 (VOC) Paint Strippers No 

SVOC None EPA 625 (SVOC) 

COD EPA 410.4 (COD) 
Resins No 

SVOC 
None 

EPA 625 (SVOC) 

Sealants No COD None EPA 410.4 (COD) 

COD EPA 410.4 (COD) 

VOC EPA 601/602 or 
EPA 624 (VOC) Solvents No 

SVOC 

None 

EPA 625 (SVOC) 

COD EPA 410.4 (COD) 

VOC EPA 601/602 or 
EPA 624 (VOC) 

Lacquers, Varnish, 
Enamels, and Turpentine No 

SVOC 

None 

EPA 625 (SVOC) 

VOC EPA 601/602 or 
EPA 624 (VOC) 

Painting Products 

Thinners No 
COD 

None 
EPA 410.4 (COD) 

Portable Toilet Waste 
Products Portable Toilet Waste Yes Visually Observable - No Testing Required 
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Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Aerially Deposited Lead3 No Lead None EPA 200.8 (Metal) 

Petroleum Yes – Rainbow Surface 
Sheen and Odor Visually Observable - No Testing Required Contaminated Soil 5 

Other No Contaminant Specific Contaminant Specific Contaminant Specific 

Line Flushing Products Chlorinated Water No Total chlorine Chlorine SM 4500-CL G (Res. 
Chlorine) 

COD None EPA 410.4 (COD) 

Phenols Phenol EPA 420.1 (Phenol) Adhesives Adhesives No 

SVOC None EPA 625 (SVOC) 

Chloride Chloride EPA 300.0 (Chloride) 

TDS TDS Meter EPA 160.1 (TDS) Dust Palliative Products 
Salts (Magnesium Chloride, 

Calcium Chloride, and 
Natural Brines) 

No 

Cations (Sodium, 
Magnesium, Calcium) None EPA 200.7 (Cations) 

Antifreeze and Other 
Vehicle Fluids Yes - Colored Liquid Visually Observable - No Testing Required 

Sulfuric Acid None EPA 300.0 (Sulfate) 

Lead None EPA 200.8 (Metal) Batteries No 

pH 
pH Meter 

Alkalinity or Acidity Test 
Kit 

EPA 150.1 (pH) 

Vehicle 

Fuels, Oils, Lubricants Yes - Rainbow Surface 
Sheen and Odor Visually Observable - No Testing Required 
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Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Organic Nitrogen None EPA 351.3 (TKN) 

BOD None EPA 405.1 (BOD) 

COD None EPA 410.4 (COD) 

DOC None EPA 415.1 (DOC) 

Nitrate Nitrate EPA 300.0 (Nitrate) 

Sulfate Sulfate EPA 300.0 (Sulfate) 

Polymer/Copolymer 6, 7 No 

Nickel None EPA 200.8 (Metal) 

Straw/Mulch Yes - Solids Visually Observable - No Testing Required 

Alkalinity Alkalinity SM 2320 (Alkalinity) 
Lignin Sulfonate No 

TDS TDS Meter EPA 160.1 (TDS) 

COD EPA 410.4 (COD) 
Psyllium No 

TOC 
None 

EPA 415.1 (TOC) 

COD EPA 410.4 (COD) 

TOC EPA 415.1 (TOC) Guar/Plant Gums No 

Nickel 

None 

EPA 200.8 (Metal) 

pH 
pH Meter 

Alkalinity or Acidity Test 
Kit 

EPA 150.1 (pH) 

Calcium Calcium EPA 200.7 (Calcium) 

Sulfate Sulfate EPA 300.0 (Sulfate) 

Aluminum 

Barium 

Manganese 

Soil 
Amendment/Stabilization 

Products 

Gypsum No 

Vanadium 

None EPA 200.8 (Metal) 
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Attachment S 
Pollutant Testing Guidance Table 1 

Category Construction Site Material Visually Observable? Pollutant Indicators 2 Suggested Analyses 
Field 3 Laboratory 

Arsenic 

Total Chromium 

Copper 

 
Ammoniacal-Copper-Zinc-

Arsenate (ACZA) 
 

Copper-Chromium-Arsenic 
(CCA) 

 
Ammoniacal-Copper-

Arsenate (ACA) 
 

Copper Naphthenate 
 

No 

Zinc 

Total Chromium EPA 200.8 (Metal) 
Treated Wood Products 

Creosote Yes - Rainbow Surface 
or Brown Suspension Visually Observable - No Testing Required 

 
 
Notes: 

1. 1 If specific pollutant is known, analyze only for that specific pollutant.  See MSDS to verify. 

2. For each construction material, test for one of the pollutant indicators.  Bolded pollutant indicates lowest analysis cost or best indicator.  However, the 
composition of the specific construction material, if known, is the first criterion for selecting which analysis to use. 

3. See www.hach.com, www.lamotte.com, www.ysi.com and www.chemetrics.com for some of the test kits  

4. If the type of inorganic fertilizer is unknown, analyze for all pollutant indicators listed. 

5. Only if special handling requirements are required in the contract documents for aerially deposited lead (ADL) 

6. If used with a dye or fiber matrix, it is considered visually observable and no testing is required. 

7. Based upon research conducted by the State of California Department of Transportation (Caltrans), the following copolymers/polymers do not discharge 
pollutants and water quality sampling and analysis is not required:  Super Tak™, M-Binder™, Fish Stik™, Pro40dc™, Fisch-Bond™, and Soil Master 
WR™. 

 



Attachment T 

Discharge Reporting Log 
 

Project Name: Gregory Canyon Landfill 

Project Number:  
 
 

Date Material(s) Discharged Estimated Quantity Observed By 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

 



 

 

Attachment U 
Operations Phase Monitoring Program and Reporting Requirements Plan 

(MPRR) Revision Form 



 
I certify that the following revisions were made to the MPRR in accordance with the pollution prevention 
committee. Revision explanations and descriptions have been sent to the MPRR record keeper 
 
Revision 
Number 

Date of 
Change 

Brief Description of Change Name of Person 
Entering Change 

Signature of Person Entering Change 

     

     

     

     

     

     

     

     

     

     

     

     

     

     

 



 

 

Attachment V 
Sample Chain of Custody Form 
 
 



Sample I.D. #:______________________________

Lab #
Date 

Sampled
Time 

Sampled
Comp 

or Grab

Type
**see 
below

No. 
Rec Preservatives Bottle Type

Date Time pH

Temperature

Initial Flow

Final Flow

** Type AQ = Aqueous  NA = Nonaqueous  SL = Sludge
               SO = Soil  PE = Petroleum  OT = Other

(2) Request Courier to complete "Signature, "Name", "Company", "Date", and "Time"

(3) Sampler to photo copy form and submit to 

Note:  Samples are discarded 30 days after results are reported, unless other 
arrangements are made.
Hazardous samples will be returned to client or disposed at the CLIENTS 
expense.

Sampler Instructions:  
(1) Sampler complete "Sampled by", "Date Sampled", "Time Sampled", "Sample Description", "Relinquished by", "Date", and "Time"

__________________

NA__________________

NA__________________
Relinquished by

Received by

Relinquished by

Laboratory Phone
Laboratory Fax

Laboratory Instructions:  (1) Equally combine and mix multiple bottles for the same sample; (2) split mixed sample into appropriate sample bottles; (3) filter (analyte dependent) and preserve; 
(4) perform analyses, QC, and report data in accordance with 

__________________

Received by

Laboratory Name

Address

CHAIN OF CUSTODY RECORD

Received by

Signature Print Name Company
Relinquished by

Report Attention  

Project Location  

Sampled by  

Required Tests

Customer Name  

Address  

City, State, Zip  

SAMPLE DESCRIPTION

P.O.#  

Phone#  
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Description and Purpose 
Wind erosion or dust control consists of applying water or other 
dust palliatives as necessary to prevent or alleviate dust 
nuisance generated by construction activities.  Covering small 
stockpiles or areas is an alternative to applying water or other 
dust palliatives. 

Suitable Applications 
Wind erosion control BMPs are suitable during the following 
construction activities: 

 Construction vehicle traffic on unpaved roads 

 Drilling and blasting activities 

 Sediment tracking onto paved roads 

 Soils and debris storage piles 

 Batch drop from front-end loaders 

 Areas with unstabilized soil 

 Final grading/site stabilization 

Limitations 
 Watering prevents dust only for a short period and should be 

applied daily (or more often) to be effective. 

 Over watering may cause erosion. 

Objectives 

EC Erosion Control 
SE Sediment Control 
TC Tracking Control 
WE Wind Erosion Control 

NS Non-Stormwater 
Management Control 

WM Waste Management and 
Materials Pollution Control 

Legend: 

 Primary Objective 

 Secondary Objective 

Targeted Constituents 

Sediment  
Nutrients  
Trash  
Metals  
Bacteria  
Oil and Grease  
Organics  
 

Potential Alternatives 

None 
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 Oil or oil-treated subgrade should not be used for dust control because the oil may migrate 
into drainageways and/or seep into the soil. 

 Effectiveness depends on soil, temperature, humidity, and wind velocity. 

 Chemically treated sub grades may make the soil water repellant, interfering with long-term 
infiltration and the vegetation/re-vegetation of the site.  Some chemical dust suppressants 
may be subject to freezing and may contain solvents and should be handled properly. 

 Asphalt, as a mulch tack or chemical mulch, requires a 24-hour curing time to avoid 
adherence to equipment, worker shoes, etc.  Application should be limited because asphalt 
surfacing may eventually migrate into the drainage system. 

 In compacted areas, watering and other liquid dust control measures may wash sediment or 
other constituents into the drainage system. 

Implementation 
General 
California’s Mediterranean climate, with short wet seasons and long hot dry seasons, allows the 
soils to thoroughly dry out.  During these dry seasons, construction activities are at their peak, 
and disturbed and exposed areas are increasingly subject to wind erosion, sediment tracking 
and dust generated by construction equipment. 

Dust control, as a BMP, is a practice that is already in place for many construction activities.  
Los Angeles, the North Coast, and Sacramento, among others, have enacted dust control 
ordinances for construction activities that cause dust to be transported beyond the construction 
project property line. 

Recently, the State Air Resources Control Board has, under the authority of the Clean Air Act, 
started to address air quality in relation to inhalable particulate matter less than 10 microns 
(PM-10).  Approximately 90 percent of these small particles are considered to be dust.  Existing 
dust control regulations by local agencies, municipal departments, public works department, 
and public health departments are in place in some regions within California. 

Many local agencies require dust control in order to comply with local nuisance laws, opacity 
laws (visibility impairment) and the requirements of the Clean Air Act.  The following are 
measures that local agencies may have already implemented as requirements for dust control 
from contractors: 

 Construction and Grading Permits:  Require provisions for dust control plans. 

 Opacity Emission Limits:  Enforce compliance with California air pollution control laws. 

 Increase Overall Enforcement Activities:  Priority given to cases involving citizen complaints. 

 Maintain Field Application Records:  Require records of dust control measures from 
contractor; 

 Stormwater Pollution Prevention Plan: (SWPPP): Integrate dust control measures into 
SWPPP. 
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Dust Control Practices 
Dust control BMPs generally stabilize exposed surfaces and minimize activities that suspend or 
track dust particles.  The following table shows dust control practices that can be applied to site 
conditions that cause dust.  For heavily traveled and disturbed areas, wet suppression 
(watering), chemical dust suppression, gravel asphalt surfacing, temporary gravel construction 
entrances, equipment wash-out areas, and haul truck covers can be employed as dust control 
applications.  Permanent or temporary vegetation and mulching can be employed for areas of 
occasional or no construction traffic.  Preventive measures would include minimizing surface 
areas to be disturbed, limiting onsite vehicle traffic to 15 mph, and controlling the number and 
activity of vehicles on a site at any given time. 

Additional preventive measures include: 

 Schedule construction activities to minimize exposed area (EC-1, Scheduling). 

 Quickly stabilize exposed soils using vegetation, mulching, spray-on adhesives, calcium 
chloride, sprinkling, and stone/gravel layering. 

 Identify and stabilize key access points prior to commencement of construction. 

 Minimize the impact of dust by anticipating the direction of prevailing winds. 

 Direct most construction traffic to stabilized roadways within the project site. 

 Water should be applied by means of pressure-type distributors or pipelines equipped with a 
spray system or hoses and nozzles that will ensure even distribution. 

 All distribution equipment should be equipped with a positive means of shutoff. 

 Unless water is applied by means of pipelines, at least one mobile unit should be available at 
all times to apply water or dust palliative to the project. 

DUST CONTROL PRACTICES 

SITE CONDITION   Permanent  
Vegetation   

Mulching   
Wet 

Suppression 
(Watering) 

Chemical 
Dust 

Suppression 

Gravel or 
Asphalt 

Silt   
Fences 

Temporary Gravel  
Construction  

Entrances/Equipment  
Wash Down   

Haul 
Truck 

Covers 

Minimize 
Extent of 
Disturbed 

Area 
Disturbed Areas  
not Subject to  
Traffic   

X   X   X X X     X 

Disturbed Areas  
Subject to Traffic       X X X   X  X 

Materi a l  Stock Pile   
Stabilization       X X  X    X 

Demolition       X    X   X  

Clearing/  
Excavation       X X   X    X 

Truck Traffic on  
Unpave d Roads       X X X   X X  

Mud/Dirt Carry - 
Out         X  X     
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 If reclaimed waste water is used, the sources and discharge must meet California 
Department of Health Services water reclamation criteria and the Regional Water Quality 
Control Board requirements.  Non-potable water should not be conveyed in tanks or drain 
pipes that will be used to convey potable water and there should be no connection between 
potable and non-potable supplies.  Non-potable tanks, pipes, and other conveyances should 
be marked, “NON-POTABLE WATER - DO NOT DRINK.” 

 Materials applied as temporary soil stabilizers and soil binders also generally provide wind 
erosion control benefits. 

 Pave or chemically stabilize access points where unpaved traffic surfaces adjoin paved roads. 

 Provide covers for haul trucks transporting materials that contribute to dust. 

 Provide for wet suppression or chemical stabilization of exposed soils. 

 Provide for rapid clean up of sediments deposited on paved roads.  Furnish stabilized 
construction road entrances and vehicle wash down areas. 

 Stabilize inactive construction sites using vegetation or chemical stabilization methods. 

 Limit the amount of areas disturbed by clearing and earth moving operations by scheduling 
these activities in phases. 

For chemical stabilization, there are many products available for chemically stabilizing gravel 
roadways and stockpiles.  If chemical stabilization is used, the chemicals should not create any 
adverse effects on stormwater, plant life, or groundwater. 

Costs 
Installation costs for water and chemical dust suppression are low, but annual costs may be 
quite high since these measures are effective for only a few hours to a few days. 

Inspection and Maintenance  
 Inspect and verify that activity-based BMPs are in place prior to the commencement of 

associated activities.  While activities associated with the BMP are under way, inspect weekly 
during the rainy season and at two-week intervals in the non-rainy season to verify 
continued BMP implementation. 

 Check areas protected to ensure coverage. 

 Most dust control measures require frequent, often daily, or multiple times per day 
attention. 

References 
Best Management Practices and Erosion Control Manual for Construction Sites, Flood Control 
District of Maricopa County, Arizona, September 1992. 

California Air Pollution Control Laws, California Air Resources Board, 1992. 
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Caltrans, Standard Specifications, Sections 10, “Dust Control”; Section 17, “Watering”; and 
Section 18, “Dust Palliative”. 

Prospects for Attaining the State Ambient Air Quality Standards for Suspended Particulate 
Matter (PM10), Visibility Reducing Particles, Sulfates, Lead, and Hydrogen Sulfide, California 
Air Resources Board, April 1991. 

Stormwater Quality Handbooks Construction Site Best Management Practices (BMPs) Manual, 
State of California Department of Transportation (Caltrans), November 2000. 



Extended Detention Basin TC-22 
Design Considerations 

 Tributary Area 

 Area Required 

 Hydraulic Head 

Targeted Constituents 

 Sediment ▲ 
 Nutrients  
 Trash  
 Metals ▲ 
 Bacteria ▲ 
 Oil and Grease ▲ 
 Organics ▲ 

Legend (Removal Effectiveness) 

Description 
Dry extended detention ponds (a.k.a. dry ponds, extended 
detention basins, detention ponds, extended detention p
are basins w

onds) 
hose outlets have been designed to detain the 

stormwater runoff from a water quality design storm for some 
e.g., 48 hours) to allow particles and associated 

a la d 
control by including additional flood detention storage. 

Ca
Caltrans constructed and monitored 5 extended detention basins 

 
of t tially 
bet red, than 
the
and this conventional technology.  The small 
headloss and few siting constraints suggest that these devices are 

 applicable technologies for stormwater 
a

Ad
 , extended detention basins are 

relatively easy and inexpensive to construct and operate. 

 
es. 

 Widespread application with sufficient capture volume can 

minimum time (
pollutants to settle. Unlike wet ponds, these facilities do not have 

rge permanent pool. They can also be used to provide floo

lifornia Experience 

 Low  High in southern California with design drain times of 72 hours. Four
he basins were earthen, less costly and had substan
ter load reduction because of infiltration that occur
 concrete basin.  The Caltrans study reaffirmed the flexibility 
 performance of 

▲ Medium 

one of the most
tre tment. 

vantages 
Due to the simplicity of design

Extended detention basins can provide substantial capture of 
sediment and the toxics fraction associated with particulat

provide significant control of channel erosion and 
enlargement caused by changes to flow frequency 

January 2003 California Stormwater BMP Handbook 1 of 10 
Errata 5-06 New Development and Redevelopment 
 www.cabmphandbook.com 



TC-22 Extended Detention Basin 

relationships resulting from the increase of impervious cover in a watershed. 

ds of less than 5 acres (would require an orifice with a diameter of less than 0.5 
inches that would be prone to clogging). 

 Dry extended detention ponds have only moderate pollutant removal when compared to 
 are relatively ineffective at removing 

soluble pollutants. 

 Although wet ponds can increase property values, dry ponds can actually detract from the 

 runoff 

 

 

ntrol. 

wn time of 48 hours in most areas of California.  Draw down times in excess of 

o 
ing 

am fisheries. 

has 

ction should 
verify that flow through additional openings such as bolt holes does not occur. 

sins can easily be designed for flood control, and this is actually the primary 
purpose of most detention ponds. 

Limitations 
 Limitation of the diameter of the orifice may not allow use of extended detention in 

watershe

some other structural stormwater practices, and they

value of a home due to the adverse aesthetics of dry, bare areas and inlet and outlet 
structures. 

Design and Sizing Guidelines 
Capture volume determined by local requirements or sized to treat 85% of the annual 
volume. 

Outlet designed to discharge the capture volume over a period of hours. 

Length to width ratio of at least 1.5:1 where feasible. 

 Basin depths optimally range from 2 to 5 feet. 

 Include energy dissipation in the inlet design to reduce resuspension of accumulated 
sediment. 

 A maintenance ramp and perimeter access should be included in the design to facilitate 
access to the basin for maintenance activities and for vector surveillance and co

 Use a draw do
48 hours may result in vector breeding, and should be used only after coordination with 
local vector control authorities.  Draw down times of less than 48 hours should be limited t
BMP drainage areas with coarse soils that readily settle and to watersheds where warm
may be determined to downstre

Construction/Inspection Considerations 
 Inspect facility after first large to storm to determine whether the desired residence time 

been achieved. 

 When constructed with small tributary area, orifice sizing is critical and inspe

Performance 
One objective of stormwater management practices can be to reduce the flood hazard associated 
with large storm events by reducing the peak flow associated with these storms. Dry extended 
detention ba
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Extended Detention Basin TC-22 

Dry extended detention basins provide moderate pollutant removal, provided that the 
recommended design features are incorporated. Although they can be effective at removing 
some pollutants through settling, they are less effective at removing soluble pollutants because 
of the absence of a permanent pool. Several studies are available on the effectiveness of dry 
extended detention ponds including one recently concluded by Caltrans (2002). 

The load reduction is greater than the concentration reduction because of the substantial 
infiltration that occurs.  Although the infiltration of stormwater is clearly beneficial to surface 
receiving waters, there is the potential for groundwater contamination. Previous research on the 
effects of incidental infiltration on groundwater quality indicated that the risk of contamination 

age, approximately 40 percent of the runoff 
entering the unlined basins infiltrated and was not discharged.  The percentage ranged from a 

rcent to a low of only about 8 percent for the different facilities.  Climatic 

asin 

. 

 
 

en basins, where the vegetation 

constraints of the existing storm drain system. In 
addition, many communities have detention basins designed for flood control. It is possible to 

 
s 

basic guidelines for siting dry extended detention ponds. 

 storms becomes very small and 
thus prone to clogging. In addition, it is generally more cost-effective to control larger drainage 

n 

eed an impermeable liner to prevent ground water contamination. 

is minimal. 

There were substantial differences in the amount of infiltration that were observed in the 
earthen basins during the Caltrans study.  On aver

high of about 60 pe
conditions and local water table elevation are likely the principal causes of this difference.  The 
least infiltration occurred at a site located on the coast where humidity is higher and the b
invert is within a few meters of sea level.  Conversely, the most infiltration occurred at a facility 
located well inland in Los Angeles County where the climate is much warmer and the humidity 
is less, resulting in lower soil moisture content in the basin floor at the beginning of storms

Vegetated detention basins appear to have greater pollutant removal than concrete basins. In
the Caltrans study, the concrete basin exported sediment and associated pollutants during a
number of storms. Export was not as common in the earth
appeared to help stabilize the retained sediment. 

Siting Criteria 
Dry extended detention ponds are among the most widely applicable stormwater management 
practices and are especially useful in retrofit situations where their low hydraulic head 
requirements allow them to be sited within the 

modify these facilities to incorporate features that provide water quality treatment and/or 
channel protection. Although dry extended detention ponds can be applied rather broadly,
designers need to ensure that they are feasible at the site in question.  This section provide

In general, dry extended detention ponds should be used on sites with a minimum area of 5 
acres. With this size catchment area, the orifice size can be on the order of 0.5 inches. On 
smaller sites, it can be challenging to provide channel or water quality control because the 
orifice diameter at the outlet needed to control relatively small

areas due to the economies of scale. 

Extended detention basins can be used with almost all soils and geology, with minor desig
adjustments for regions of rapidly percolating soils such as sand. In these areas, extended 
detention ponds may n
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TC-22 Extended Detention Basin 

The base of the extended detention facility should not intersect the water table. A permanently 

n 

sed 
ds should be designed to detain 

reas of 
o promote settling and to attain an appealing environment, the design of the basin 

should consider the length to width ratio, cross-sectional areas, basin slopes and pond 

ld be included for the basin inlet to prevent resuspension of 
e of stilling basins for this purpose should be avoided because the 
ding area for 

Extended detention facilities should 
inclusion in the design and one is shown in the schematic 

 pools greatly increase the potential for mosquito breeding and 
es; consequently, they are not recommended for use in 

ove the performance of detention basins; consequently, the outlets 
he flowpath through the facility.  The ratio of flowpath length to 

 
) 

used an outlet riser with orifices 

wet bottom may become a mosquito breeding ground. Research in Southwest Florida (Santana 
et al., 1994) demonstrated that intermittently flooded systems, such as dry extended detentio
ponds, produce more mosquitoes than other pond systems, particularly when the facilities 
remained wet for more than 3 days following heavy rainfall. 

A study in Prince George's County, Maryland, found that stormwater management practices can 
increase stream temperatures (Galli, 1990). Overall, dry extended detention ponds increa
temperature by about 5°F. In cold water streams, dry pon
stormwater for a relatively short time (i.e., 24 hours) to minimize the amount of warming that 
occurs in the basin. 

Additional Design Guidelines 
In order to enhance the effectiveness of extended detention basins, the dimensions of the basin 
must be sized appropriately.  Merely providing the required storage volume will not ensure 
maximum constituent removal.  By effectively configuring the basin, the designer will create a 
long flow path, promote the establishment of low velocities, and avoid having stagnant a
the basin.  T

configuration, and aesthetics (Young et al., 1996). 

Energy dissipation structures shou
accumulated sediment. The us
standing water provides a bree mosquitoes. 

be sized to completely capture the water quality volume. A 
micropool is often recommended for 
diagram.  These small permanent
complicate maintenance activiti
California. 

A large aspect ratio may impr
should be placed to maximize t
width from the inlet to the outlet
should be at least 1.5:1 (L:W
where feasible.  Basin depths 
optimally range from 2 to 5 feet. 

The facility’s drawdown time 
should be regulated by an orifice 
or weir. In general, the outflow 
structure should have a trash 
rack or other acceptable means 
of preventing clogging at the 
entrance to the outflow pipes. 
The outlet design implemented 
by Caltrans in the facilities 
constructed in San Diego County 

Figure 1 
Example of Extended Detention Outlet Structure 
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sized to discharge the water quality volume, and the riser overflow height was set to the design 
sto
orifices wo d 
weir for ov let is 
presented in Figure 1.  

The outflow
volume in 
facility wit
discharge f

Summary
(1) Facility Sizing - The required water quality volume is determined by local regulations 

onfiguration – A high aspect ratio may improve the performance of detention 
basins; consequently, the outlets should be placed to maximize the flowpath through 

d 

e width is defined as the mean width of 
the basin.  Basin depths optimally range from 2 to 5 feet.  The basin may include a 

A micropool should not be incorporated in the design because of vector concerns. For 

 100-year 
storm. 

(2) 

appropriate slope stabilization practice. 

(3) 

(4) n 
educe the tendency for short-circuiting. 

(5)  regulated by a gate valve 
or orifice plate. In general, the outflow structure should have a trash rack or other 
accepta ing clogging at the entrance to the outflow pipes. 

The ou uct  allow for complete drawdown of the water 
quality volume in n 50% of the water quality volume should 
drain from the fac s.  The outflow structure should be 
fitted with a valve an be halted in case of an 
accidental spill in lso can be used to regulate the 
rate of discharge fr

rm elevation.  A stainless steel screen was placed around the outlet riser to ensure that the 
uld not become clogged with debris. Sites either used a separate riser or broad creste
erflow of runoff for the 25 and greater year storms.  A picture of a typical out

 structure should be sized to allow for complete drawdown of the water quality 
72 hours.  No more than 50% of the water quality volume should drain from the 
hin the first 24 hours.  The outflow structure can be fitted with a valve so that 
rom the basin can be halted in case of an accidental spill in the watershed. 

 of Design Recommendations 

or the basin should be sized to capture and treat 85% of the annual runoff volume.  
See Section 5.5.1 of the handbook for a discussion of volume-based design. 

Basin C

the facility.  The ratio of flowpath length to width from the inlet to the outlet shoul
be at least 1.5:1 (L:W).  The flowpath length is defined as the distance from the inlet 
to the outlet as measured at the surface. Th

sediment forebay to provide the opportunity for larger particles to settle out. 

online facilities, the principal and emergency spillways must be sized to provide 1.0 
foot of freeboard during the 25-year event and to safely pass the flow from

Pond Side Slopes - Side slopes of the pond should be 3:1 (H:V) or flatter for grass 
stabilized slopes. Slopes steeper than 3:1 (H:V)  must be stabilized with an 

Basin Lining – Basins must be constructed to prevent possible contamination of 
groundwater below the facility. 

Basin Inlet – Energy dissipation is required at the basin inlet to reduce resuspensio
of accumulated sediment and to r

Outflow Structure - The facility’s drawdown time should be

ble means of prevent

tflow str ure should be sized to
72 hours.  No more tha
ility within the first 24 hour
so that discharge from the basin c
the watershed.  This same valve a
om the basin. 
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The discharge through a control orifice is calculated from: 

Q = CA(2g(H-H0))0.5

where: Q = discharge (ft3/s) 
C = orifice coefficient 
A = area of the orifice (ft2) 
g = gravitational constant (32.2) 
H = water surface elevation (ft) 
H0= orifice elevation (ft) 

s 

quality volume. Calculate 

s 

(6) er structure is 
g 

(7) 

erred.  The channel immediately below the pond 
 should be modified to conform to natural dimensions, and lined with large 

ce 

ed 

ation management, routine mowing.  The largest absolute number of 
hours was associated with vector control because of mosquito breeding that occurred in the 
stilling basins (example of standing water to be avoided) installed as energy dissipaters.  In most 
cases, basic housekeeping practices such as removal of debris accumulations and vegetation 

Recommended values for C are 0.66 for thin materials and 0.80 when the material i
thicker than the orifice diameter.  This equation can be implemented in spreadsheet 
form with the pond stage/volume relationship to calculate drain time.  To do this, use 
the initial height of the water above the orifice for the water 
the discharge and assume that it remains constant for approximately 10 minutes. 
Based on that discharge, estimate the total discharge during that interval and the 
new elevation based on the stage volume relationship.  Continue to iterate until H is 
approximately equal to H0.  When using multiple orifices the discharge from each i
summed. 

Splitter Box - When the pond is designed as an offline facility, a splitt
used to isolate the water quality volume.  The splitter box, or other flow divertin
approach, should be designed to convey the 25-year storm event while providing at 
least 1.0 foot of freeboard along pond side slopes. 

Erosion Protection at the Outfall - For online facilities, special consideration should 
be given to the facility’s outfall location.  Flared pipe end sections that discharge at or 
near the stream invert are pref
outfall
stone riprap placed over filter cloth.  Energy dissipation may be required to redu
flow velocities from the primary spillway to non-erosive velocities. 

(8) Safety Considerations - Safety is provided either by fencing of the facility or by 
managing the contours of the pond to eliminate dropoffs and other hazards. Earthen 
side slopes should not exceed 3:1 (H:V) and should terminate on a flat safety bench 
area.  Landscaping can be used to impede access to the facility.  The primary spillway 
opening must not permit access by small children.  Outfall pipes above 48 inches in 
diameter should be fenced. 

Maintenance 
Routine maintenance activity is often thought to consist mostly of sediment and trash and 
debris removal; however, these activities often constitute only a small fraction of the 
maintenance hours.  During a recent study by Caltrans, 72 hours of maintenance was perform
annually, but only a little over 7 hours was spent on sediment and trash removal.  The largest 
recurring activity was veget
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management to ensure that the basin dewaters completely in 48-72 hours is sufficient to prevent 
creating mosquito and other vector habitats. 

Con cy 
and the time required.  Mowing should be done at least annually to avoid establishment of 

imp

Typical activities and frequencies include: 

 son for standing 
water, slope stability, sediment accumulation, trash and debris, and presence of burrows. 

 
quency of this activity may be altered to meet specific site 

conditions. 

 the beginning and end of the wet season and inspect monthly to prevent 

ulated 
or 

accumulated s e. 

Cost 
Construction Cost 
The construction costs associated with extended detention basins vary considerably. One recent 

 and Schueler, 1997).  Adjusting for 
inflation, the cost of dry extended detention ponds can be estimated with the equation: 

C = 12.4V0.760

where: C = Construction, design, and permitting cost, and 
me (ft3). 

$ 239,000 for a 10 acre-foot pond  

ese costs are generally slightly higher than the predicted cost of wet ponds 
(according to Brown and Schueler, 1997) on a cost per total volume basis, which highlights the 

 reasonably accurate construction estimates. In addition, a typical facility 

sequently, maintenance costs should be estimated based primarily on the mowing frequen

woody vegetation, but may need to be performed much more frequently if aesthetics are an 
ortant consideration. 

Schedule semiannual inspection for the beginning and end of the wet sea

Remove accumulated trash and debris in the basin and around the riser pipe during the 
semiannual inspections.  The fre

 Trim vegetation at
establishment of woody vegetation and for aesthetic and vector reasons. 

 Remove accumulated sediment and re-grade about every 10 years or when the accum
sediment volume exceeds 10 percent of the basin volume.  Inspect the basin each year f

ediment volum

study evaluated the cost of all pond systems (Brown

V = Volu

Using this equation, typical construction costs are: 

$ 41,600 for a 1 acre-foot pond  

$ 1,380,000 for a 100 acre-foot pond  

Interestingly, th

difficulty of developing
constructed by Caltrans cost about $160,000 with a capture volume of only 0.3 ac-ft. 

An economic concern associated with dry ponds is that they might detract slightly from the 
value of adjacent properties. One study found that dry ponds can actually detract from the 
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perceived value of homes adjacent to a dry pond by between 3 and 10 percent (Emmerlin
Dinovo, 1995). 

g-

Maint ost 
For pon nnual cost of ro nce is t ated at abo  5 percent 
of the construction cost (EPA website). Alternatively, a can estimate the cost of the 
mainte ities outlined in th aintenance section. ble 1 presents the intenance 
costs estimated by Caltrans based on their experience with five basins located in southern 
California. Again, it should be emphasized that the vast ma are re  to 
vegetati nt (mowing). 

Estimated Average Annual Main ance Effort 

enance C
ds, the a utine maintena ypically estim

 community 
ut 3 to

nance activ e m  Ta  ma

jority of hours lated
on manageme

Table 1 ten

Activity Labor ours 
Equipment & 
Mat  ($) 

 H
erial

Cost 

Inspections 4 7 183 

Maintenance 49 126 2282 

0 

- 535 535 

Vector Control 0 0 

Administration 3 0 132 

Materials 

Total 56 $668 $3,132 
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Schematic of an Extended Detention Basin (MDE, 2000) 
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