ATTACHMENT B


CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARDPRIVATE 


SAN FRANCISCO BAY REGION


REPORT OF WASTE DISCHARGE  - SUPPLEMENTAL INFORMATION NEEDED for 


CONFINED ANIMAL FACILITIES
The Report of Waste Discharge (ROWD shall include at least the information identified below. It should be noted that this list does not necessarily identify all of the information needed for a complete ROWD. Additional information may be needed, as determined by project staff, based on review of the information submitted.

(
A completed ROWD application form (Form 200).  This form include basic information such as name and location of facility; name, address and telephone number of legal owner and operator; type of facility operation (use) and waste; dated signature of applicant or agent, and status of CEQA process for the project.


(Blank copy available on internet at www.swrcb.ca.gov/sbforms/index.html)

(
Descriptions of the confined animal populations normally at your facility, delineating the numbers of milking cows, dry cows, heifers, calves and other livestock. 

(
A scaled facility map including: property perimeter, buildings, roadways, land use designations (crops, grazed areas, woodlands, dairy facilities, pastures, confined areas, feeding areas, etc.), topography, creeks, drainages, livestock crossings, waste collection and disposal system (waste conveyances, ponds, pumps, pipes, irrigation/disposal areas, etc.). 

(
Calculations of average daily volume of manure and wastewater generated (liquids and solids), including storm water runoff contacting areas that may contain animal waste that would: a) be generated during a 25-year, 24-hour storm event, and b) be likely to accumulate in the wettest winter that may occur in a ten-year period. (Information on the 25-year, 24-hour storm event and the wettest winter in a ten-year period in your facility’s vicinity should be available from the National Weather Service or from local flood control agencies.)

(
A description of confined areas that are scraped or flushed (including corrals and areas covered by roofs), the scraping/flushing frequency, and the average daily volumes of solid and liquid wastes generated in each area.

(
Calculation of existing and required storage capacity. An evaluation of collection system including the use of any sumps, pumps, scraping pits, settling ponds, solids separators, wastewater recycling facilities, waste ponds or other waste containment areas or facilities. Capacity shall be defined in terms of both volume and animal capacity. Indicate whether pumps are activated manually or automatically.

(
If any wastes are disposed off-site, indicate the volume disposed, disposal frequency, the disposal site, and the name of the contractor hauling the wastes.

