







































































































































































February 25, 2008
Project No. 100-1.95

Mr. Vic Pal, Water Resources Control Engineer
California Regional Water Quality Control Board,
San Francisco Bay Region
1515 Clay Street, Suite 1400
Oakland, CA. 94612

Re:  Tentative Waste Discharge Requirements,
Hillside Landfill '

Dear Mr. Pal:

I have reviewed the Tentative Waste Discharge Requirements and have the following comments-
regarding background information, and implementation requirements. -

SITE DESCRIPTIONS, 6. Waste Placement, Parcel 1 (page 2). As further information,
improved final cover including 5 foot thickness of clay and 5 foot minimum thickness of soil
cover was installed in 2000/2002 as additional corrective action measures.

CLOSURE PLAN S, 21. (page 8) In the last sentence of this section it describes the final cover

layers in general, however it does not include the clay or GCL material under the 60-mil HDPE

flexible membrane and the geocomposite drainage layer and geonet layers over the side slope
areas. ‘

ORDER - A. PROHIBITIONS, 10. (page 11). States “For landfill closure construction
activities, the Discharger is required to apply for coverage under the appropriate State Water
Resources Control Board Storm Water NPDES General Permit.” We understood that by
CALCO (the permitted landfill operator) providing all construction except for the liner materials
installation that the current NOI, Storm Water NPDES General Permit would be acceptable and
there was no need to pursue a new NOI, Storm Water NPDES General Permit.

ORDER - D. PROVISIONS, 8. Lysimeters and Leachate Monitoring Wells Destruction
(page 14). This section has listed a Due Date of May 15, 2008. This is 2 months prior to the
July 15, 2008 due date requirement for completing Leachate Monitoring Well Installation in D.
Provision, 2. There is need to use a drill rig to properly destroy leachate monitoring wells, by
removing well casing well below the final cover subgrade to avoid any casing impacts on final
cover system resulting from future landfill settlement. We would like to have the same drill rig







that drills the new leachate monitoring well be used to remove casing of the leachate monitoring
wells being destroyed. As a result, we respectfully request a change in the compliance date from
May 15, 2008 to July 15, 2008 for D. Provision, Section 8.

Please advise if you have any questions about these comments.

Respectfully submitted,

Pacific Waste Services, Inc.

James Wyse, P.E.

President

Enclosure

CC:  Jeff Terry, Manager CALCO






