[bookmark: _DV_C5][bookmark: _DV_C6]MAY 2021 DRAFT	ATTACHMENT A 
MARCH 2022	ATTACHMENT E

[bookmark: _DV_C1] MAY 2021 DRAFT	ATTACHMENT A
MARCH 2022	ATTACHMENT E
[bookmark: _DV_C9][bookmark: _DV_M0][bookmark: _DV_C10][bookmark: _DV_C11][bookmark: _DV_C12][bookmark: _Toc29370844][bookmark: _Toc57015630][bookmark: _DV_M1]DRAFT ATTACHMENT A E 

LINEAR UNDERGROUND AND OVERHEAD PROJECT REQUIREMENTS
[bookmark: _DV_M2][bookmark: _DV_C13][bookmark: _DV_M3][bookmark: _DV_C14][bookmark: _DV_M4][bookmark: _DV_C15]NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES)
GENERAL PERMIT FOR STORMWATER DISCHARGES
ASSOCIATED WITH CONSTRUCTION AND LAND DISTURBANCE ACTIVITIES
(GENERAL PERMIT)
[bookmark: _DV_M5]LINEAR UNDERGROUND AND OVERHEAD PROJECT BASELINE REQUIREMENTS
[bookmark: _DV_M6][bookmark: _DV_C16][bookmark: _DV_C17][bookmark: _DV_M7][bookmark: _DV_C18]LUPs are identified as one of three types of risk (Type 1, 2, and 3) based on the LUP area or segment’s threat to water quality. LUP Types are determined through SMARTS and clarified in Attachment A E.1 when obtaining permit coverage. LUP Type 1, 2, and 3 dischargers shall implement the following minimum best management practices to reduce or prevent pollutants in construction stormwater discharges, monitoring requirements, and reporting requirements. If a requirement in this attachment does not specify a specific LUP Type, then the requirement applies to LUP Type 1, 2, and 3 dischargers.
[bookmark: _DV_M8][bookmark: _DV_M14]All LUP dischargers shall comply with the following requirements:
a. [bookmark: _DV_M9]Construction areas, where 70 percent or more of the construction activity occurs on a paved surface, shall be returned to preconstruction conditions or equivalent protection established at the end of the construction activities for the day; 
[bookmark: _DV_M10]or
b. [bookmark: _DV_M11][bookmark: _DV_C19]Construction areas where greater than 30 percent of construction activities occur within the non-paved shoulders or land immediately adjacent to paved surfaces, or where construction occurs on unpaved improved roads, including their shoulders or land immediately adjacent to them:
[bookmark: _DV_C20][bookmark: _DV_C21][bookmark: _DV_C22]1.	Shall be returned to preconstruction conditions or equivalent protection established at the end of the construction activities for the day to minimize the potential for erosion and sediment deposition; and, 
[bookmark: _DV_C23][bookmark: _DV_M13]2.	Shall stabilize and re-vegetate existing vegetated areas disturbed by construction activities by the end of project. When required, adequate temporary stabilization BMPs will be installed and maintained until vegetation is established to meet minimum cover requirements established in this General Permit for final stabilization.
LUP MINIMUM BEST MANAGEMENT PRACTICES
[bookmark: _DV_C24]LUP dischargers shall implement and maintain all of the following minimum BMPs, to the extent feasible, to reduce or prevent pollutants in construction stormwater discharges.
1. [bookmark: _Toc236020307][bookmark: _Toc236020308][bookmark: _DV_M15]Good Site Management "Housekeeping"
1. [bookmark: _DV_C25][bookmark: _DV_C26][bookmark: _DV_M16][bookmark: _DV_C27][bookmark: _DV_M17]The discharger LUP dischargers shall implement good site management measures (i.e., "housekeeping") for construction materials that could potentially be a threat to water quality if discharged or exposed to stormwater. At a minimum, to the extent feasible, LUP dischargers shall implement the following good housekeeping measures:
a. [bookmark: _DV_M18][bookmark: _DV_C28][bookmark: _DV_C29]Identify and protect the products used and/or expected to be used and the end products that are produced and/or expected to be produced from exposure to stormwater. This does not include materials and equipment that are designed to be outdoors and exposed to environmental conditions (e.g., poles, equipment pads, cabinets, conductors, insulators, bricks, etc.).;
b. [bookmark: _DV_M20][bookmark: _DV_C30][bookmark: _DV_M21][bookmark: _DV_C31][bookmark: _DV_M22][bookmark: _DV_C32][bookmark: _DV_C33][bookmark: _DV_M23]Apply appropriate BMPs to erodible stockpiled construction materials (e.g., soil, spoils, aggregate, fly-ash, stucco, hydrated lime, etc.) to prevent erosion. and pollutant transport; 
c. [bookmark: _DV_M24][bookmark: _DV_C34][bookmark: _DV_M25][bookmark: _DV_C35][bookmark: _DV_M26][bookmark: _DV_C36][bookmark: _DV_C37]Store chemicals in watertight containers with appropriate secondary containment to prevent any spillage or leakage or store in a complete enclosed storage shed. area;
d. [bookmark: _DV_M27][bookmark: _DV_C38][bookmark: _DV_C39]Minimize exposure of construction materials to precipitation. This does not include materials and equipment that are designed to be outdoors and exposed to environmental conditions (e.g., poles, equipment pads, cabinets, conductors, insulators, bricks, etc.).;
e. [bookmark: _DV_M28][bookmark: _DV_C40][bookmark: _DV_M29][bookmark: _DV_C41][bookmark: _DV_C42]Implement BMPs to control the off-site tracking of sediment and loose construction and landscape materials.; and,
f. [bookmark: _DV_C43][bookmark: _DV_C44][bookmark: _DV_M30][bookmark: _DV_C45][bookmark: _DV_M31][bookmark: _DV_C46][bookmark: _DV_C47][bookmark: _DV_M32][bookmark: _DV_C48][bookmark: _DV_M33]Prevent Implement BMPs to control the discharge of plastic materials and limit the use of plastic materials when more sustainable, environmentally -friendly alternatives exist. Where plastic materials are deemed necessary, the discharger Dischargers shall consider the use of plastic materials resistant to solar degradation where plastic materials are deemed necessary.
2. [bookmark: _DV_C49][bookmark: _DV_C50][bookmark: _DV_M34]Discharger LUP dischargers shall implement good housekeeping measures for waste management, which, at a minimum to the extent feasible, shall consist of the following:
a. [bookmark: _DV_M35][bookmark: _DV_C51][bookmark: _DV_C52][bookmark: _DV_M36][bookmark: _DV_C53][bookmark: _DV_C54]Minimize the discharge of pollutants from equipment and vehicle washing, wheel wash water, masonry wash waters, and other wash waters. Wash waters must shall be captured and treated prior to discharge or disposed of at a permitted facility that can accept that waste, to mitigate impacts to water quality.;
b. [bookmark: _DV_M37][bookmark: _DV_C55][bookmark: _DV_C56]Provide containment (e.g., secondary containment) of sanitation facilities (e.g., portable toilets) to prevent discharges of pollutants to the stormwater drainage system or receiving water.;
c. [bookmark: _DV_M38][bookmark: _DV_C57][bookmark: _DV_C58]Clean or replace sanitation facilities and inspecting them regularly for leaks and spills.;
d. [bookmark: _DV_M39][bookmark: _DV_C59][bookmark: _DV_C60][bookmark: _DV_M40]Keep debris or trash in waste containers if it is subject to transport from the site by wind or runoff.; 
e. [bookmark: _DV_M41][bookmark: _DV_C61][bookmark: _DV_C62]Cover waste disposal containers at the end of every business day and during a precipitation event.;
f. [bookmark: _DV_M42][bookmark: _DV_C63][bookmark: _DV_C64][bookmark: _DV_M43]Prevent discharges from waste disposal containers to the stormwater drainage system or receiving water (e.g., containers with solid bottoms and regular maintenance).; 
g. [bookmark: _DV_M44][bookmark: _DV_C65][bookmark: _DV_M45]Contain and securely protect stockpiled waste material from wind and precipitation at all times unless actively being used; and,
h. [bookmark: _DV_M46][bookmark: _DV_C66][bookmark: _DV_C67][bookmark: _DV_M47][bookmark: _DV_C68][bookmark: _DV_C69][bookmark: _DV_M48]Secure and contain concrete washout areas and other washout areas that may contain additional pollutants so there is no to minimize discharge into the underlying soil and onto the surrounding areas. Washout areas shall be covered at the end of every business day prior to and during a precipitation event.
3. [bookmark: _DV_C70][bookmark: _DV_C71][bookmark: _DV_M49][bookmark: _DV_C72][bookmark: _DV_M50]Dischargers LUP dischargers shall implement good housekeeping for vehicle/equipment storage and maintenance, which, at a minimum to the extent feasible, shall consist of the following:
a. [bookmark: _DV_C73][bookmark: _DV_C74][bookmark: _DV_M51]Containment Contain fuel, grease, and oil to prevent them from leaking into the ground, storm drains or surface waters; 
b. [bookmark: _DV_M52][bookmark: _DV_C75][bookmark: _DV_M53][bookmark: _DV_C76][bookmark: _DV_M54][bookmark: _DV_C77][bookmark: _DV_M55]Place all equipment or vehicles, which are to be fueled, maintained and stored in a designated area fitted with appropriate BMPs installed; and,
c. [bookmark: _DV_M56][bookmark: _DV_C78][bookmark: _DV_M57]Clean leaks immediately and dispose of leaked materials properly in accordance with the law.
4. [bookmark: _DV_C79][bookmark: _DV_C80][bookmark: _DV_M58]Dischargers LUP dischargers shall implement good housekeeping for landscape materials, which, at a minimum, shall consist of the following:
a. [bookmark: _DV_M59][bookmark: _DV_C81][bookmark: _DV_M60]Contain and protect stockpiled materials such as mulches and topsoil, or other erodible landscape materials, from wind and precipitations at all times unless being actively used;
b. [bookmark: _DV_M61]Contain packaged landscape materials (e.g. fertilizers) when they are not being actively used;
c. [bookmark: _DV_M62][bookmark: _DV_C82][bookmark: _DV_C83][bookmark: _DV_M63]Discontinue the application of any erodible landscape material at least 2 days before a forecasted precipitation event as defined in Appendix 2 Attachment B or during periods of precipitation; and,
d. [bookmark: _DV_M64][bookmark: _DV_C84][bookmark: _DV_C85][bookmark: _DV_M65]Apply erodible landscape material at quantities and rates according to manufacture manufacturer recommendations or based on written specifications by knowledgeable and experienced field personnel.
5. [bookmark: _DV_M66][bookmark: _DV_C86][bookmark: _DV_M67][bookmark: _DV_C87][bookmark: _DV_M68][bookmark: _DV_C88][bookmark: _DV_M69][bookmark: _DV_C89][bookmark: _DV_M70]LUP dischargers shall implement good housekeeping measures on the construction site to control aerial deposition of site materials and from site operations, to the extent feasible. Such particulates can include, but are not limited to, bacteria, metals, nutrients, oil and grease, organics, sediment, other particulates, and trash.
6. [bookmark: _DV_M71][bookmark: _DV_C90][bookmark: _DV_C91][bookmark: _DV_M72]LUP dischargers shall document all housekeeping BMPs in the SWPPP in accordance with that correspond to the nature and phase of the construction activities.
[bookmark: _DV_M73]Non-Stormwater Management 
1. [bookmark: _DV_C92][bookmark: _DV_C93][bookmark: _DV_M74]Dischargers LUP dischargers shall implement the following measures to control all non-stormwater discharges during construction, to the extent feasible:
a. [bookmark: _DV_M75][bookmark: _DV_C94][bookmark: _DV_C95][bookmark: _DV_M76]Wash vehicles in such a manner as to prevent non-stormwater discharges to surface waters or MS4 municipal separate storm sewer system drainage systems;
b. [bookmark: _DV_M77][bookmark: _DV_C96][bookmark: _DV_C97][bookmark: _DV_M78]Clean streets in such a manner as to prevent unauthorized non-stormwater discharges from reaching surface water or MS4 municipal separate storm sewer system drainage systems; and,
c. [bookmark: _DV_M79]Eliminate any non-stormwater discharges that are not specified in Section IV.A of this General Permit’s Order, Authorized Non-Stormwater Discharges.
[bookmark: _DV_M80]Preserve of Existing Topsoil 
1. [bookmark: _DV_C98][bookmark: _DV_C99][bookmark: _DV_M81][bookmark: _DV_C100][bookmark: _DV_M82][bookmark: _DV_C101][bookmark: _DV_C102][bookmark: _DV_M83]Dischargers LUP dischargers shall implement the following practices to preserve existing topsoil, to the extent feasible unless infeasible, through the following practices:
a. [bookmark: _DV_C103][bookmark: _DV_C104][bookmark: _DV_M84][bookmark: _DV_C105][bookmark: _DV_C106][bookmark: _DV_M85][bookmark: _DV_C107][bookmark: _DV_C108][bookmark: _DV_M86][bookmark: _DV_C109][bookmark: _DV_M87]Stockpile Stockpiling existing topsoil during construction and, or transferring topsoil to other locations, to deploy when feasible to and reestablish native vegetation prior to termination of coverage; and;
b. [bookmark: _DV_C110][bookmark: _DV_C111][bookmark: _DV_M88][bookmark: _DV_C112][bookmark: _DV_M89][bookmark: _DV_C113]Stabilize Stabilizing disturbed topsoil during construction and as part of final stabilization Notice of Termination requirements. 
9. [bookmark: _DV_C114]Preserving existing topsoil is not required where the intended function of a specific area of the site dictates that the topsoil be disturbed or removed.[footnoteRef:2]1 [2: 1 Examples may include the removal of topsoil containing invasive seedbanks, lack of space to stockpile topsoil, and sites that are designed to be highly impervious after construction with little to no vegetation intended to remain.] 

[bookmark: _DV_M90]Erosion Control
1. [bookmark: _DV_C116][bookmark: _DV_C117][bookmark: _DV_M91][bookmark: _DV_C118][bookmark: _DV_M92]Dischargers LUP dischargers shall implement the following practices to eliminate or minimize site erosion, to the extent feasible:
a. [bookmark: _DV_M93]Implement effective wind erosion controls;
b. [bookmark: _DV_M94][bookmark: _DV_C119]Preserve existing vegetation;
c. [bookmark: _DV_C120][bookmark: _DV_C121]Minimize the amount of soil exposed during construction activity;
d. [bookmark: _DV_C122][bookmark: _DV_C123]Minimize the disturbance of steep slopes;
e. [bookmark: _DV_C124][bookmark: _DV_M95][bookmark: _DV_C125][bookmark: _DV_M96]c. Schedule earthwork to minimize the amount of disturbed area during periods of high rainfall potential when feasible; 
[bookmark: _DV_C126][bookmark: _DV_C127]d.	Stabilize exposed soils disturbed by construction activities by designing, installing, and maintaining BMPs that minimize erosion. Temporary or permanent BMPs shall be applied within 14 days of completing earthwork in a specific area or prior to a forecasted precipitation event whichever is sooner; 
f. [bookmark: _DV_C128][bookmark: _DV_C130]Immediately initiate stabilization for disturbed areas whenever earth disturbing have permanently ceased on any portion of the site, or temporarily ceased on any portion of the site and will not resume for a period exceeding 14 calendar days;[footnoteRef:3]2  [3: 2 In arid, semiarid, and drought-stricken areas where initiating vegetative stabilization measures immediately is infeasible, alternative stabilization measures shall be employed as specified by the Regional Water Board. Stabilization shall be completed within a period of time determined by the Regional Water Board. In limited circumstances stabilization may not be required if the intended function of a specific area of the site necessitates that it remains disturbed.] 

g. [bookmark: _DV_C131][bookmark: _DV_C132]Minimize soil compaction in areas other than where the intended function of a specific area dictates that it be compacted;
h. [bookmark: _DV_C133][bookmark: _DV_C134][bookmark: _DV_C135][bookmark: _DV_M98][bookmark: _DV_C136][bookmark: _DV_M99][bookmark: _DV_C137][bookmark: _DV_C138][bookmark: _DV_M101][bookmark: _DV_C139][bookmark: _DV_C140][bookmark: _DV_M102][bookmark: _DV_C141]e. Erosion control BMPs must (with the exception of sprayed products) shall be available on-site, or at a nearby location (e.g., common lay-down yard), year-round with trained staff persons able to deploy the product under the direction of the QSP Qualified SWPPP Practitioner;  
i. [bookmark: _DV_C142][bookmark: _DV_M104][bookmark: _DV_C143]f. Reestablish vegetation or non-vegetative erosion controls as soon as practicable;
j. [bookmark: _DV_C144][bookmark: _DV_C145][bookmark: _DV_M105][bookmark: _DV_C146]g. Divert If feasible, divert up gradient run-on water from contacting areas of exposed soils disturbed by construction activities or convey run-on through the site in a manner that prevents erosion from areas of construction and does not compromise the effectiveness of erosion, sediment, and perimeter controls; 
k. [bookmark: _DV_C147][bookmark: _DV_M106][bookmark: _DV_C148][bookmark: _DV_M107][bookmark: _DV_C149]h. Run-on water flowing onto a managed site from off-site areas may be separated from a site’s stormwater discharge to eliminate commingled contribution. Run-on diversion shall occur prior to entering an area affected by construction activity. Run-on flow diversion shall be conveyed through or around the construction activity in plastic pipe or an engineered conveyance channel in a manner that will not cause erosion due to flow diversion. Run-on combined with a site’s stormwater discharge is considered a stormwater discharge.
l. [bookmark: _DV_C150][bookmark: _DV_M108][bookmark: _DV_C151]i. Limit the use of plastic materials when more sustainable, environmentally friendly alternatives exist. Where plastic materials are deemed necessary, the discharger shall consider the use of plastic materials resistant to solar degradation;
m. [bookmark: _DV_C152][bookmark: _DV_M109][bookmark: _DV_C153]j. Control stormwater and non-stormwater discharges to minimize downstream channel and bank erosion; and,
n. [bookmark: _DV_C154][bookmark: _DV_M110]k. Control peak flowrates and total volume of stormwater and authorized non-stormwater discharges to minimize channel and streambank erosion and scour in the immediate vicinity of discharge points.
11. [bookmark: _DV_M111][bookmark: _DV_C155][bookmark: _DV_M112]LUP dischargers that stabilize soil using bonded-fiber matrices, hydromulches, spray tackifiers, or other land-applied products containing anionic or nonionic treatment chemicals shall:
a. [bookmark: _DV_M113]Apply the product according to the manufacturer’s instructions and guidance; and,
b. [bookmark: _DV_M114][bookmark: _DV_C156][bookmark: _DV_M115][bookmark: _DV_C157][bookmark: _DV_M116]Apply the product 48 hours prior to a forecasted precipitation event or according to the manufacturer’s guidance, whichever is longer, to allow for ample cure time and to prevent treatment chemicals from being transported by runoff. 
[bookmark: _DV_M117]Sediment Controls
1. [bookmark: _DV_C158][bookmark: _DV_C159][bookmark: _DV_M118][bookmark: _DV_C160][bookmark: _DV_M119][bookmark: _DV_C161][bookmark: _DV_M120]Dischargers LUP dischargers shall implement the following on-site sediment controls, to the extent feasible:
a. [bookmark: _DV_M121]Establish and maintain effective perimeter controls;
b. [bookmark: _DV_M122]Stabilize all construction entrances and exits to sufficiently control erosion and sediment discharges from the site;
c. [bookmark: _DV_M123][bookmark: _DV_C162][bookmark: _DV_M124]Design, install, and maintain effective sediment controls to minimize the discharge of pollutants utilizing site-specific BMPs. Dischargers utilizing sediment basins shall complete installation prior to other land disturbing activities, when feasible; and,
d. [bookmark: _DV_M125][bookmark: _DV_C163][bookmark: _DV_M126][bookmark: _DV_C164][bookmark: _DV_C167][bookmark: _DV_M127]At a minimum, design sediment basins and impoundments according to the CASQA’s current Construction BMP Guidance Handbook and utilize outlet structures that withdraw water from the surface, unless infeasible.[footnoteRef:4]3 LUP dischargers utilizing sediment basins shall complete installation prior to other land disturbing activities unless infeasible. [4: 3 California Stormwater Quality Association (CASQA), Construction BMP Handbook (January 2015), <https://www.casqa.org/sites/default/files/casqa-handbook-construction/master_hanbook_file_2015_sec.pdf> [as of May 20, 2021] (CASQA Construction BMP Handbook)] 

[bookmark: _DV_M128]Additional LUP Type 2 and 3 Requirements:  
1. [bookmark: _DV_M129][bookmark: _DV_C168][bookmark: _DV_C169][bookmark: _DV_M130][bookmark: _DV_C170]At LUP Type 2 and 3 sites, dischargers shall implement the following additional erosion and sediment control BMPs, to the extent feasible for areas under active construction:  [footnoteRef:5]4 [5: 4 Active areas of construction are areas undergoing land surface disturbance and associated site areas included in the SWPPP. This includes construction activity during the preliminary phase, mass grading phase, streets and utilities phase, and the vertical construction phase.] 

a. [bookmark: _DV_M131]Design and construct cut and fill slopes in a manner to ensure slope stability and to minimize erosion including, but not limited to, these practices: 
i. [bookmark: _DV_M132]Reduce continuous slope length using terracing and diversions; 
ii. [bookmark: _DV_M133]Reduce slope steepness; and, 
iii. [bookmark: _DV_M134]Roughen slope surfaces with large cobble or track walking. 
b. [bookmark: _DV_M135][bookmark: _DV_C172][bookmark: _DV_C173][bookmark: _DV_M136][bookmark: _DV_C174][bookmark: _DV_C175][bookmark: _DV_M137]Install linear sediment controls along the toe of the slope, face of the slope, and at the grade breaks of exposed slopes according to sheet flow lengths as shown in Table 2 1 until slope has reached Notice of Termination conditions for erosion protection. When infeasible to comply with Table 2 1 due to site-specific geology or topography, the QSD shall include in the SWPPP a justification for the use of an alternative method to protect slopes from erosion and sediment loss.
[bookmark: _DV_M138]Table 1 - Critical Slope and Sheet Flow Length Combinations for Linear Sediment Reduction Barrier
	Slope Ratio (Vertical to Horizontal)
	Sheet flow length not to exceed

	≤ 1:20
	Per QSDs specification.

	> 1:20 to ≤ 1:4
	35 feet

	> 1:4 to ≤ 1:3
	20 feet

	> 1:3 to ≤ 1:2
	15 feet

	> 1:2
	10 feet



14. [bookmark: _DV_M139]Limit construction activity traffic to and from the project to entrances and exits that employ effective controls to prevent off-site tracking of sediment. 
15. [bookmark: _DV_M140][bookmark: _DV_C176][bookmark: _DV_C177][bookmark: _DV_M141][bookmark: _DV_C178][bookmark: _DV_C179][bookmark: _DV_M142][bookmark: _DV_C180][bookmark: _DV_M143][bookmark: _DV_C181][bookmark: _DV_M144]Maintain and protect all storm drain inlets and, perimeter controls, runoff control and BMPs, and pollutant controls at entrances and exits (e.g. tire wash off locations) from activities that reduce their effectiveness.  
16. [bookmark: _DV_M145]Remove any excess sediment or other construction activity-related materials that are deposited on the impervious roads by vacuuming or sweeping prior to any precipitation event. 
17. [bookmark: _DV_M146]Implement additional site-specific sediment controls upon written request by the Regional Water Boards when the implementation of the other requirements in this Section are determined to inadequately protect the site’s receiving water(s). 
[bookmark: _DV_M147][bookmark: _DV_C182]Surface Water Buffer[footnoteRef:6]5 [6: 5 The surface water buffer requirements apply to work above the top-of-bank or high-water level of waters of the United States. Work within a channel or streambed (water body-dependent construction), Clean Water Act section 404 projects with section 401 certification, and projects where no natural surface buffer exists (e.g. concrete channelization) are exempt from the requirements. All types of in-channel work may be regulated under Section 401 (Clean Water Act - Regional Boards), Section 404 (Clean Water Act - Army Corps of Engineers) or Section 1602 (California Fish and Game Code).] 

1. [bookmark: _DV_C184][bookmark: _DV_C185][bookmark: _DV_M148][bookmark: _DV_C186][bookmark: _DV_M149]Provide LUP dischargers shall provide and maintain natural buffers and/or equivalent erosion and sediment controls when a water of the United States is located within 50 feet of the site’s earth disturbances, unless infeasible. 
2. [bookmark: _DV_C187][bookmark: _DV_C188][bookmark: _DV_M150]The discharger must LUP dischargers shall comply with one of the following alternatives for any discharges to Waters of the United States located within 50 feet of a site’s earth disturbances: 
a. [bookmark: _DV_M151]Provide and maintain a 50-foot undisturbed natural buffer, from the edge of the disturbed area to the top of bank; or  
b. [bookmark: _DV_M152][bookmark: _DV_C189][bookmark: _DV_M153]Provide and maintain an undisturbed natural buffer that is less than 50 feet and is supplemented by erosion and sediment controls that achieve, in combination, the sediment load reduction equivalent to a 50-foot undisturbed natural buffer. The equivalent sediment load may be calculated using RUSLE2 or another method approved by the Regional Water Board; or, 
c. [bookmark: _DV_M155][bookmark: _DV_C190]Implement erosion and sediment controls to achieve the sediment load reduction equivalent to a 50-foot undisturbed natural buffer when it is infeasible to provide and maintain an undisturbed natural buffer of any size. The equivalent sediment load may be calculated using RUSLE2 or another method approved by the Regional Water Board.
[bookmark: _DV_M156]Pesticide Application
1. [bookmark: _DV_M157][bookmark: _DV_C191][bookmark: _DV_C192][bookmark: _DV_M158]LUP dischargers shall only apply pesticides that have been authorized for use through California Department of Pesticide Regulation. The application of pesticides must shall follow manufacturer’s guidance. 
[bookmark: _DV_C193]2.	LUP dischargers are prohibited from exposing pesticide treated soil to a precipitation event. All areas treated with pesticide including but not limited to pre-construction application of pesticide for termites must be covered with an impermeable barrier such as concrete or plastic sheeting prior to a precipitation event.
[bookmark: _DV_M159][bookmark: _DV_C194][bookmark: _DV_C195]Demolition of existing structure Existing Structure
1. [bookmark: _DV_M160][bookmark: _DV_C196][bookmark: _DV_M161][bookmark: _DV_C197][bookmark: _DV_M162][bookmark: _DV_C198][bookmark: _DV_M163][bookmark: _DV_C199][bookmark: _DV_C201][bookmark: _DV_C202][bookmark: _DV_M164]LUP dischargers shall prevent demolition materials from being exposed to precipitation when feasible. Demolition materials should be covered with an impermeable barrier such as, but not limited to, plastic sheeting prior to precipitation to prevent known contaminants from being mobilized. Dischargers unable to cover demolished material that were not previously investigated or found to be absent of applicable pollutants in reportable quantities shall sample for any non-visible pollutants that may be in stormwater discharges that may be present such as, but not limited to, asbestos, leaded paint, or PCBs when the demolished structure[footnoteRef:7]1 was built or renovated between January 1, 1950 and January 1, 1980[footnoteRef:8]6.  [7: 1 “Structure”, in this instance, must have been constructed with floor space (such as a building).]  [8: 6 PCBs were used between January 1, 1950 and January 1, 1980 and should be considered to be potentially present in structures built during that timeframe. “Structure”, in this instance, shall have been constructed with floor space (such as a building).] 

[bookmark: _DV_M165]Maintenance and Repair
1. [bookmark: _DV_C204][bookmark: _DV_C205][bookmark: _DV_M166][bookmark: _DV_C206][bookmark: _DV_C207][bookmark: _DV_M167][bookmark: _DV_C208][bookmark: _DV_M169][bookmark: _DV_C209][bookmark: _DV_C210][bookmark: _DV_M170][bookmark: _DV_C211][bookmark: _DV_C212][bookmark: _DV_M171][bookmark: _DV_C213][bookmark: _DV_M172]The discharger LUP dischargers shall maintain, repair begin maintaining, repairing, and/or implement implementing design changes (review reviewing alternatives that have not been used yet) to BMPs within 72 hours of identification of failures or other short comings, and complete the changes as soon as possible, prior to the next forecasted precipitation event. 
2. [bookmark: _DV_C214][bookmark: _DV_C215][bookmark: _DV_M173][bookmark: _DV_C216][bookmark: _DV_M174][bookmark: _DV_C217][bookmark: _DV_C218][bookmark: _DV_M175][bookmark: _DV_C219][bookmark: _DV_M176][bookmark: _DV_C220][bookmark: _DV_C221][bookmark: _DV_M177][bookmark: _DV_C222][bookmark: _DV_C223][bookmark: _DV_M178]The discharger LUP dischargers shall have all BMP maintenance and repairs be performed or supervised by a Qualified SWPPP Practitioner (QSP) representing the discharger verify all BMP maintenance and repairs were appropriately implemented during the next visual inspection following completion. The QSP may delegate BMP maintenance and repair activities to personnel under their supervision verification to an appropriately trained to do the task(s) delegate.
[bookmark: _DV_M179]MONITORING REQUIREMENTS
1. [bookmark: _DV_M180][bookmark: _Toc16085702]General Requirements
1. [bookmark: _DV_M181]The monitoring requirements of this section are issued pursuant to Water Code section 13383 and specifies monitoring requirements for LUP dischargers subject to this Order.
[bookmark: _DV_C224][bookmark: _DV_C225]2.	The LUP discharger shall sample at all locations where stormwater or authorized non-stormwater associated with construction activity is discharged off-site or enters any on-site waters of the United States (e.g., a creek running through a site).
20. [bookmark: _DV_C226][bookmark: _DV_C227][bookmark: _DV_C228][bookmark: _DV_M182]3. The LUP discharger dischargers shall implement the Construction Site Monitoring Program in compliance with this section at the time of the commencement of construction activity and shall continue implementation until the project is complete and the project site is stabilized as defined in Section III.H in the Order.
[bookmark: _DV_M183][bookmark: _Hlk71892462]Monitoring Exceptions
1. [bookmark: _DV_C229][bookmark: _DV_M184][bookmark: _DV_C230][bookmark: _DV_C231][bookmark: _DV_M185][bookmark: _DV_C232][bookmark: _DV_C233][bookmark: _DV_M186]The LUP discharger dischargers shall conduct visual inspections and collect samples to meet the requirements of this Attachment. The discharger is Dischargers are not required to physically conduct visual inspections or collect samples under the following conditions:
a. [bookmark: _DV_M187][bookmark: _DV_C234][bookmark: _DV_M188][bookmark: _DV_C235][bookmark: _DV_M189][bookmark: _DV_C236][bookmark: _DV_C237][bookmark: _DV_M190][bookmark: _DV_C238][bookmark: _DV_M191]During dangerous weather conditions such as electrical storms, flooding, and high winds above 35 40 miles per hour, and electrical storms;
b. [bookmark: _DV_M192][bookmark: _DV_M193]Outside of scheduled site operating hours ; or,
c. [bookmark: _DV_M194]When the LUP site is not accessible to personnel.
22. [bookmark: _DV_M195]LUP sites that are inactive may reduce the visual inspection frequency and suspend sampling per Section III.G of the Order.
23. [bookmark: _DV_C239][bookmark: _DV_C240][bookmark: _DV_M196][bookmark: _DV_C241][bookmark: _DV_M197][bookmark: _DV_C242][bookmark: _DV_M198]The discharger LUP dischargers shall provide photo documentation and an explanation with supporting information for all missed visual inspections or sampling required by this Attachment, to be included in the Annual Report. 
[bookmark: _DV_M199][bookmark: _DV_M200][bookmark: _Toc16085704]Visual Inspection Requirements
1. [bookmark: _DV_C243][bookmark: _DV_C244][bookmark: _DV_M201][bookmark: _DV_C245][bookmark: _DV_M202]The discharger LUP dischargers shall perform visual inspections, based on their LUP Type, in accordance with Table 2 below. The purpose of the visual inspections is to identify and record BMPs that need maintenance to operate effectively, that have failed, or that could fail to operate as intended. Inspectors shall be the QSD, QSP, or be trained by the QSP.
[bookmark: _DV_M203][bookmark: _DV_C246]Table 2 – Visual Inspection Schedule[footnoteRef:9]7 [9: 7 This table is limited to routine weekly inspections and Qualifying Precipitation Event related inspections. Other visual inspections may be required under this Permit and are described in the applicable Sections.] 

	LUP Type
	Weekly
	[bookmark: _DV_C248]Pre-Precipitation Event
	[bookmark: _DV_C249][bookmark: _DV_C250][bookmark: _DV_M204]Daily Pre-Qualifying Precipitation Event
	[bookmark: _DV_C251]During Qualifying Precipitation Event
	[bookmark: _DV_C252][bookmark: _DV_M205]Post-Qualifying Precipitation Event

	1
	[bookmark: _DV_C253][bookmark: _DV_C255]Not Applicable X
	[bookmark: _DV_C254]X
	X
	[bookmark: _DV_C256]X
	Not Applicable

	2
	X
	[bookmark: _DV_C257]X
	X
	[bookmark: _DV_C258]X
	X

	3
	X
	[bookmark: _DV_C259]X
	X
	[bookmark: _DV_C260]X
	X



[bookmark: _DV_C261][bookmark: _DV_M206][bookmark: _DV_C262][bookmark: _DV_C263][bookmark: _DV_M207]The LUP discharger dischargers shall conduct weekly visual inspections to ensure that BMPs are properly installed and maintained.
[bookmark: _DV_C264][bookmark: _DV_M208][bookmark: _DV_C265][bookmark: _DV_C266][bookmark: _DV_M209][bookmark: _DV_C267][bookmark: _DV_C268][bookmark: _DV_M210][bookmark: _DV_C269][bookmark: _DV_M211][bookmark: _DV_C270][bookmark: _DV_C271][bookmark: _DV_M212][bookmark: _DV_C272][bookmark: _DV_M213][bookmark: _DV_M214][bookmark: _DV_M215][bookmark: _DV_C273][bookmark: _DV_C274][bookmark: _DV_M216][bookmark: _DV_C275][bookmark: _DV_C276][bookmark: _DV_C277][bookmark: _DV_M217]The LUP discharger dischargers shall have a QSP conduct a pre-precipitation event Qualifying Precipitation Event inspection within 72 hours prior to any weather pattern that is forecasted precipitation event to have a 50% chance (Probability of Precipitation (PoP) of 0.5 inches or more in a 24-hour period (Quantitative Precipitation Forecast). Precipitation forecast information shall be obtained from the National Weather Service Forecast Office (e.g. by entering the zip code of the project’s location at https://www.weather.gov/) and must shall be included as part of the inspection checklist weather information. The If extended forecast precipitation data (greater than three days) is available from the National Weather Service, the pre-precipitation event inspection may be done up to 120 hours in advance. The pre-Qualifying Precipitation Event inspection shall include an inspection of the following: 
a. [bookmark: _DV_M218]All stormwater drainage areas to identify leaks, spills, or uncontrolled pollutant sources and when necessary implement appropriate corrective actions to control pollutant sources.
b. [bookmark: _DV_M219]All BMPs to identify whether they have been properly implemented in accordance with the SWPPP and when necessary implement appropriate corrective actions to control pollutant sources.
c. [bookmark: _DV_M220]All stormwater storage and containment areas to detect leaks and check for available capacity to prevent overflow.
[bookmark: _DV_C278][bookmark: _DV_M221][bookmark: _DV_C279][bookmark: _DV_C280][bookmark: _DV_M222][bookmark: _DV_C281][bookmark: _DV_C282][bookmark: _DV_M223][bookmark: _DV_C283][bookmark: _DV_C284][bookmark: _DV_M224][bookmark: _DV_C285][bookmark: _DV_C286][bookmark: _DV_M225][bookmark: _DV_C287][bookmark: _DV_C288][bookmark: _DV_M226][bookmark: _DV_C289][bookmark: _DV_M227][bookmark: _DV_C290][bookmark: _DV_C291][bookmark: _DV_M228][bookmark: _DV_C292][bookmark: _DV_C293]The LUP discharger dischargers shall conduct daily visual inspections at least once every 24-hour period during qualifying precipitation events, a precipitation event that results in at least 0.5 inches within a 24-hour period Qualifying Precipitation Events.. Qualifying precipitation events Precipitation Events are extended for each subsequent 24-hour period resulting in forecast to have at least 0.25 inches of precipitation. The qualifying precipitation event Qualifying Precipitation Event ends when there are two consecutive 24-hour periods of less than 0.25 inches of precipitation forecast. Daily precipitation event visual inspections are not required on days that result in less than 0.25 inches of precipitation.5.	The QSP shall check the National Weather Service forecast at least once per day during the entire Qualifying Precipitation Event.
1. [bookmark: _DV_M229][bookmark: _DV_C294][bookmark: _DV_C295][bookmark: _DV_M230][bookmark: _DV_C296][bookmark: _DV_C297][bookmark: _DV_M231][bookmark: _DV_C298][bookmark: _DV_C299][bookmark: _DV_M232][bookmark: _DV_C300][bookmark: _DV_M233][bookmark: _DV_C301][bookmark: _DV_M234]LUP discharger Type 2 and 3 dischargers shall conduct post-precipitation event Qualifying Precipitation Event visual inspections within two business days (48 96 hours) after each qualifying precipitation event. The 96-hour time frame may include the two consecutive 24-hour periods with less than 0.25 inches forecast, which mark the end of the precipitation event. The inspection is to:
a. [bookmark: _DV_M235]Identify if BMPs were adequately designed, implemented, and effective;
b. [bookmark: _DV_M236]Identify BMPs that require repair or replacement due to damage; and,
c. [bookmark: _DV_M237]Identify any additional BMPs that need to be implemented and revise the SWPPP accordingly.
[bookmark: _DV_C302][bookmark: _DV_C303][bookmark: _DV_M238]The Risk Level 2 discharger LUP dischargers shall conduct all visual inspections during scheduled site operating hours.
[bookmark: _DV_M239][bookmark: _DV_C304][bookmark: _DV_C305][bookmark: _DV_M240]For each required inspection, the discharger LUP dischargers shall develop and complete an inspection checklist that, at a minimum includes: 
d. [bookmark: _DV_M241]Inspection type (weekly, pre-precipitation, daily precipitation, or post-precipitation event);
e. [bookmark: _DV_M242][bookmark: _DV_C306][bookmark: _DV_M243][bookmark: _DV_C307][bookmark: _DV_C308][bookmark: _DV_M244]Inspection date and time the inspection report was written conducted;
f. [bookmark: _DV_M245][bookmark: _DV_C309][bookmark: _DV_C310][bookmark: _DV_M246][bookmark: _DV_C311][bookmark: _DV_C312][bookmark: _DV_M247]Weather information, including the presence or absence of precipitation, an estimate of the beginning of the precipitation event Qualifying Precipitation Event, duration of the event, time elapsed since the last storm date of the Qualifying Precipitation Event, and the approximate amount of precipitation in inches (using an on-site measurement device or gauge);
g. [bookmark: _DV_M248][bookmark: _DV_C313][bookmark: _DV_M249]Site information, including stage of construction, activities completed since last inspection, and approximate area of the site exposed; 
h. [bookmark: _DV_M250]A description of any BMPs evaluated and any deficiencies noted, including those that may have resulted in the release of non-visible pollutants; 
i. [bookmark: _DV_M251][bookmark: _DV_C314][bookmark: _DV_M252][bookmark: _DV_C315]A list of the inspections of all BMPs inspected, including erosion controls, sediment controls, chemical and waste controls, and non-stormwater controls. 
[bookmark: _DV_C316][bookmark: _DV_M253][bookmark: _DV_C317]g.	A list of the results of visual inspections at all relevant outfalls, discharge points, downstream locations, and any projected maintenance activities;
j. [bookmark: _DV_C318][bookmark: _DV_M254][bookmark: _DV_C319][bookmark: _DV_M255][bookmark: _DV_C320][bookmark: _DV_M256][bookmark: _DV_C321]h. Report of the presence or absence of any floating and suspended materials, odors, discolorations, turbidity, visible sheens, and any sources of pollutants in discharges and contained stormwater;
k. [bookmark: _DV_C322][bookmark: _DV_M257][bookmark: _DV_C323]i. Any corrective actions required, including any necessary changes to the SWPPP and the associated implementation dates;
l. [bookmark: _DV_C324][bookmark: _DV_M258][bookmark: _DV_C325]j. Photographs of areas of concern and the QSP’s description of the problem, if any; and,
m. [bookmark: _DV_C326][bookmark: _DV_M259][bookmark: _DV_C327][bookmark: _DV_M260]k. Inspector’s name, title, and certification, if any.
[bookmark: _DV_M261][bookmark: _Toc16085705]Water Quality Monitoring Requirements 
[bookmark: _DV_C328][bookmark: _DV_C329][bookmark: _DV_M262][bookmark: _DV_C330][bookmark: _DV_M263]The discharger LUP dischargers shall collect samples of discharges, based on their LUP Type, in accordance with Table 3 below, to monitor water quality and assess compliance with the requirements of this General Permit. Samplers shall be the QSD, QSP, or be trained by the QSP.
[bookmark: _DV_C331]

[bookmark: _DV_M264]Table 3 – Sample Collection Schedule 
	LUP Type
	[bookmark: _DV_C332]Stormwater Discharge Sample Collection 
(when applicable)
	[bookmark: _DV_C333]Receiving Water Sample Collection (when applicable)
	Non-Visible Sample Collection (when applicable)

	1
	Not Applicable
	Not Applicable
	X

	2
	X
	Not Applicable
	X

	3
	X
	[bookmark: _DV_C334]X
(Post-exceedance)
	X



[bookmark: _DV_C335][bookmark: _DV_M265]LUP Type 2 and 3 Stormwater Discharge Monitoring Requirements
1. [bookmark: _DV_C336][bookmark: _DV_C337][bookmark: _DV_M266][bookmark: _DV_C338][bookmark: _DV_M267][bookmark: _DV_C339][bookmark: _DV_M268][bookmark: _DV_C340][bookmark: _DV_C341][bookmark: _DV_M269][bookmark: _DV_C342][bookmark: _DV_C343][bookmark: _DV_M270][bookmark: _DV_C344][bookmark: _DV_C345][bookmark: _DV_M271][bookmark: _DV_C346][bookmark: _DV_M272]The discharger LUP Type 2 and 3 dischargers shall collect stormwater grab samples from all sampling locations characterizing discharges associated with activity from at one or more locations representative of the disturbed project’s construction site areas activities, during discharge and within site operating hours. The grab samples shall be representative of the discharge flow and characteristics. 
o. [bookmark: _DV_C347][bookmark: _DV_M273][bookmark: _DV_C348][bookmark: _DV_C349][bookmark: _DV_M274][bookmark: _DV_C350][bookmark: _DV_C351][bookmark: _DV_M275][bookmark: _DV_C352][bookmark: _DV_C353][bookmark: _DV_M276][bookmark: _DV_C354][bookmark: _DV_C355][bookmark: _DV_M277]The LUP discharger Type 2 and 3 dischargers shall obtain a minimum of 3 samples per sampling from each discharge location per day 24-hour period of each qualifying precipitation event, with at least 15 minutes between samples. The discharger shall record time the discharge ends in the monitoring report. The first sample must be taken within the first two hours of discharge during site operating hours if possible; otherwise, as close in time to the beginning of the storm event as practicable during active discharge. 
p. [bookmark: _DV_C356][bookmark: _DV_M278][bookmark: _DV_C357][bookmark: _DV_C358][bookmark: _DV_M279][bookmark: _DV_C359][bookmark: _DV_C360][bookmark: _DV_M280][bookmark: _DV_C361]The LUP discharger Type 2 and 3 dischargers shall collect samples of stored or contained stormwater that is discharged subsequent to a precipitation event during discharge from the impoundment, in accordance with Attachment J.
i. [bookmark: _DV_C362][bookmark: _DV_M281][bookmark: _DV_C363][bookmark: _DV_C364][bookmark: _DV_M282][bookmark: _DV_C365][bookmark: _DV_M283][bookmark: _DV_C366][bookmark: _DV_M284][bookmark: _DV_C367][bookmark: _DV_M285]d. The LUP discharger Type 2 and 3 dischargers shall analyze all their effluent samples for: i.	pH and turbidity (refer to Order, Section IV.C.3.c and d); and,
ii. [bookmark: _DV_M286][bookmark: _DV_C368]Any additional parameter required by the Regional Water Board.
q. [bookmark: _DV_C369][bookmark: _DV_M287][bookmark: _DV_C370][bookmark: _DV_C371][bookmark: _DV_M288]e. The LUP discharger Type 2 and 3 dischargers may sample run-on from surrounding areas if there is reason to believe run-on may contribute to exceedance of numeric action levels and/or numeric effluent limits.
[bookmark: _DV_C372][bookmark: _DV_M289]LUP Type 3 Receiving Water Monitoring Requirements
a. [bookmark: _DV_M290]LUP Type 3 dischargers who discharge directly into receiving waters are required to monitor that receiving water if sampling results from the discharge monitoring location meets either of the following conditions:
i. [bookmark: _DV_M291]pH value falls outside of the range of 6.0 and 9.0 pH units or
ii. [bookmark: _DV_M292]Turbidity exceeds 500 NTU.
b. [bookmark: _DV_M293]Receiving water monitoring does not apply if run-on from a forest fire or any other natural disaster caused the stormwater results to fall outside the pH range or exceed the turbidity value. 
c. [bookmark: _DV_M294]LUP Type 3 dischargers required to conduct receiving water monitoring shall collect samples as follows: 
i. [bookmark: _DV_M295][bookmark: _DV_C373][bookmark: _DV_M296]Collect, at minimum, one upstream or up-gradient receiving water sample from an accessible and safe location that is:
1. [bookmark: _DV_M297]Representative of the receiving water;
2. [bookmark: _DV_M298]As close as possible to the discharge location; and,
3. [bookmark: _DV_M299]Upstream from the discharge location.
ii. [bookmark: _DV_M300][bookmark: _DV_C374][bookmark: _DV_M301]Collect, at minimum, one downstream or down-gradient receiving water sample from an accessible and safe location that is:
1. [bookmark: _DV_M302]Representative of the receiving water;
2. [bookmark: _DV_M303]As close as possible to the discharge location; and,
3. [bookmark: _DV_M304][bookmark: _DV_C375]Downstream from the discharge location.
d. [bookmark: _DV_C376][bookmark: _DV_M305][bookmark: _DV_C377]iii. LUP Type 3 dischargers may sample the receiving water at a single upstream location and a single downstream location that encompasses all discharge locations when two or more discharge locations discharge to the same receiving water.
[bookmark: _DV_C378][bookmark: _DV_M306][bookmark: _DV_C379][bookmark: _DV_C380][bookmark: _DV_M307][bookmark: _DV_C381][bookmark: _DV_M308][bookmark: _DV_C382][bookmark: _DV_M309][bookmark: _DV_C383][bookmark: _DV_M310]d.	LUP Type 3 dischargers shall analyze the samples for the parameter that required triggered this monitoring (either pH and/or turbidity, or both).
[bookmark: _DV_C384][bookmark: _DV_C385]e.	LUP Type 3 dischargers
e. [bookmark: _DV_C386][bookmark: _DV_M312]LUP Type 3 dischargers shall collect the samples once every 24-hour period of the qualifying precipitation event.
f. [bookmark: _DV_M313][bookmark: _DV_C387][bookmark: _DV_C388][bookmark: _DV_M314]The LUP Type 3 discharger shall specify the name of the receiving water on monitoring documentation specific locations where samples were collected, date and time of sample collection, as well as constituents analyzed.
g. [bookmark: _DV_M315][bookmark: _DV_C389][bookmark: _DV_C390][bookmark: _DV_M316]The Regional Water Board delegate may request require, in writing, that the discharger continue to sample the receiving water for the parameter that required this monitoring (pH and/or turbidity) after the qualifying precipitation event ends.  
[bookmark: _DV_M317]Non-Visible Pollutant Monitoring Requirements
1. [bookmark: _DV_C391][bookmark: _DV_M318][bookmark: _DV_C392][bookmark: _DV_C393][bookmark: _DV_M319]The LUP discharger dischargers shall implement sampling and analysis requirements to monitor non-visible pollutants associated with: 
i. [bookmark: _DV_C394][bookmark: _DV_C395][bookmark: _DV_M320]Activities producing pollutants Evidence of pollutant releases that are not visually detectable in stormwater discharges; and,
ii. [bookmark: _DV_C396][bookmark: _DV_C397][bookmark: _DV_M321]Activities Releases of substances which could cause or contribute to an exceedance of water quality objectives in the receiving waters.
s. [bookmark: _DV_C398][bookmark: _DV_M322][bookmark: _DV_C399][bookmark: _DV_C400][bookmark: _DV_M323][bookmark: _DV_C401][bookmark: _DV_M324][bookmark: _DV_C402][bookmark: _DV_M325][bookmark: _DV_C403][bookmark: _DV_C404][bookmark: _DV_M326][bookmark: _DV_C405][bookmark: _DV_M327][bookmark: _DV_C406][bookmark: _DV_M328][bookmark: _DV_C407][bookmark: _DV_M329][bookmark: _DV_C408][bookmark: _DV_C409][bookmark: _DV_M330][bookmark: _DV_C410][bookmark: _DV_M331][bookmark: _DV_C411][bookmark: _DV_C412][bookmark: _DV_C413]The LUP discharger shall dischargers are required to conduct sampling and analysis for non-visible pollutants identified in the SWPPP or otherwise known to be on site, only when the pollutants associated with construction activities have the potential to may be discharged with stormwater runoff due to a failure to implement BMPs, a container spill, or leak, or a BMP breach, failure, leak, or malfunction, failure, and/or any BMP leak. The discharger is.
t. [bookmark: _DV_C414][bookmark: _DV_C415]LUP dischargers shall collect at least one sample, within 8 hours, from each discharge location hydraulically downgradient the observed triggering event or condition.
u. [bookmark: _DV_C416][bookmark: _DV_C417]LUP dischargers shall continue to collect at least one sample per applicable discharge location for each 24-hour period that there is discharge, until the necessary corrective actions are completed to control further discharge of the pollutant.
v. [bookmark: _DV_C418][bookmark: _DV_M332][bookmark: _DV_C419][bookmark: _DV_M333][bookmark: _DV_C420][bookmark: _DV_C421][bookmark: _DV_M334][bookmark: _DV_C422][bookmark: _DV_C423][bookmark: _DV_M335][bookmark: _DV_C424][bookmark: _DV_M336][bookmark: _DV_C425][bookmark: _DV_C426][bookmark: _DV_C427]LUP dischargers are not required to sample if one of the conditions described in Section III.D.3.b above (e.g., breach or spill) occurs and is immediately cleaned of, prior to discharge, the material and pollutants and/or containing the pollutant is fully remediated or removed; and BMPs to control the pollutant are implemented prior to the next precipitation or snowmelt event maintained, or replaced.
w. [bookmark: _DV_C428][bookmark: _DV_M337][bookmark: _DV_C429]LUP dischargers shall analyze samples in the field or submit them to a laboratory as specified in Section III.F of this Attachment for all non-visible pollutant anticipated to be present in the discharge, including applicable TMDL-specific pollutants listed in Table H-2 in Attachment H.
x. [bookmark: _DV_C430][bookmark: _DV_M338][bookmark: _DV_C431]c. The LUP discharger shall collect at least one sample from each discharge location downgradient where the visual inspections triggered the monitoring.
2. [bookmark: _DV_C432][bookmark: _DV_M339][bookmark: _DV_C433]d. The discharger shall collect samples during the first two hours of discharge that occurs during site operating hours if possible; otherwise as close in time to the beginning of the storm event as practicable.
3. [bookmark: _DV_C434][bookmark: _DV_M340][bookmark: _Hlk94602495][bookmark: _DV_C435][bookmark: _DV_C436][bookmark: _DV_M341][bookmark: _DV_C437]e. The discharger LUP dischargers shall collect and analyze representative discharge samples in the field or by a laboratory as specified in Section III.F of this Attachment for the following:
4. [bookmark: _DV_C438][bookmark: _DV_M342][bookmark: _DV_C439][bookmark: _DV_M343][bookmark: _DV_M344]i. All identified non-visible pollutant parameters anticipated to be present in the discharge, including applicable TMDL-related pollutants listed in Table H-2 in Attachment H; and or, 
[bookmark: _DV_C440][bookmark: _DV_M345]ii.	Indicator parameters including, but not limited to pH, specific conductance, dissolved oxygen, conductivity, salinity, and Total Dissolved Solids (TDS). 
[bookmark: _DV_M346]Sample Collection and Handling Instructions
1. [bookmark: _DV_C441][bookmark: _DV_M347][bookmark: _DV_C442][bookmark: _DV_C443][bookmark: _DV_M348]The LUP discharger dischargers shall:
a. [bookmark: _DV_M349][bookmark: _DV_C444][bookmark: _DV_C445][bookmark: _DV_M350][bookmark: _DV_C446][bookmark: _DV_M351][bookmark: _DV_C447][bookmark: _DV_M352]Identify all the applicable parameters that require laboratory analysis to be tested for each stormwater discharge location (pH and turbidity are typically analyzed with field meters). 
b. [bookmark: _DV_M353]Request the laboratory provide the appropriate number of sample containers, types of containers, sample container labels, blank Chain of Custody forms, and sample preservation instructions.  
c. [bookmark: _DV_M354][bookmark: _DV_C448][bookmark: _DV_M355]Use the appropriate sample shipping method to the laboratory. The laboratory should receive samples within 48 hours of the physical sampling (unless otherwise required by the laboratory to meet all method hold times). The options are to either deliver the samples to the laboratory, arrange to have the laboratory pick them up, or ship them overnight to the laboratory. 
d. [bookmark: _DV_M356]Use only the sample containers provided/specified by the laboratory to collect and store samples. Use of any other type of containers could cause sample contamination. 
e. [bookmark: _DV_M357]Prevent sample contamination by not touching or putting anything into the sample containers before collecting stormwater samples.
f. [bookmark: _DV_M358]Not overfill sample containers. Overfilling can change the analytical results. 
g. [bookmark: _DV_M359]Secure each sample container cap is tightly secured without stripping the cap threads.
h. [bookmark: _DV_M360]Label each sample container. The label shall identify the date and time of sample collection, the person taking the sample, and the sample collection location or discharge point. The label should also identify any sample containers that have been preserved. 
i. [bookmark: _DV_M361]Carefully pack sample container into an ice chest or refrigerator to prevent breakage and maintain temperature during shipment; frozen ice packs or ice is placed into the shipping container to keep sample close to 4° C (39° F) until arriving at the laboratory (do not freeze samples). 
j. [bookmark: _DV_M362]Complete a Chain of Custody form is with each set of samples. The Chain of Custody form shall include the discharger’s name, address, and phone number, identification of each sample container and sample collection point, person collecting the samples, the date and time each sample container was filled, the analysis that is required for each sample container, and both the signatures of the persons relinquishing and receiving the sample containers.
26. [bookmark: _DV_M363]Personnel shall be designated and trained for the collection, maintenance, and shipment of samples in accordance with the above sample protocols and laboratory-specific practices.
27. [bookmark: _DV_M364][bookmark: _DV_C449][bookmark: _DV_C450][bookmark: _DV_M365]LUP dischargers shall perform all sampling and preservation protocols in accordance with the 40 Code of Federal Regulations Part 136 and the current edition of "Standard Methods for the Examination of Water and Wastewater" (American Public Health Association).2[footnoteRef:10]8   [10: 28 Unless other test procedures have been specified in this General Permit or by the Water Boards.] 

28. [bookmark: _DV_C453][bookmark: _DV_C454][bookmark: _DV_M366][bookmark: _DV_C455][bookmark: _DV_C456]The discharger LUP dischargers may refer to Surface Water Ambient Monitoring Program’s (SWAMP) Quality Assurance Program Plan (QAPrP) more information on sampling collection and analysis.3[footnoteRef:11]9 [11: 39 Additional information regarding SWAMP’s QAPrP can be found at:  <https://www.waterboards.ca.gov/water_issues/programs/swamp/quality_assurance.html#qaprp>. [as of October 20, 2020]] 

[bookmark: _DV_M367]Analytical Methods Requirements
1. [bookmark: _DV_C459][bookmark: _DV_C460][bookmark: _DV_M368]The discharger LUP dischargers shall refer to Table 4 for applicable test methods, detection limits, and reporting units.
[bookmark: _DV_M369]Table 4 - Test Methods, Detection Limits, and Reporting Units
	Parameter
	Test Method
	Discharger Type
	Method. Detection Limit
	Reporting Units

	pH
	Field test with calibrated portable instrument using U.S. EPA approved procedures
	Type 2 and 3
	0.2
	pH units

	[bookmark: _DV_M370][bookmark: _Hlk71818369]Turbidity
	U.S. EPA 0180.1 and/or field test with calibrated portable instrument
	Type 2 and 3
	1
	NTU

	[bookmark: _DV_M371]Non-Visible Pollutant Parameter(s)
	U.S. EPA-approved test method for the specific pollutant parameter
	All Types
	Dependent on the test method
	Dependent on the test method



1. [bookmark: _DV_M372][bookmark: _DV_C461]All monitoring instruments and equipment shall be calibrated and maintained in accordance with manufacturers' specifications to ensure accurate measurements.  Additionally, records of calibration shall be retained for at least 3 years and made available upon request.
1. [bookmark: _DV_C462][bookmark: _DV_C463][bookmark: _DV_M374]The discharger LUP Type 2 and 3 dischargers shall perform pH analysis on-site with a calibrated pH meter using a U.S. EPA acceptable test method. 
1. [bookmark: _DV_C464][bookmark: _DV_C465][bookmark: _DV_M375]The LUP Type 2 and 3 dischargers shall perform turbidity analysis using a calibrated turbidity meter (turbidimeter), either on-site or at a State Water Board Environmental Laboratory Accreditation Program (ELAP) laboratory. Acceptable test methods include Standard Method 2130 or U.S. EPA Method 180.1. 
1. [bookmark: _DV_M376][bookmark: _DV_C466][bookmark: _DV_M377][bookmark: _DV_C467][bookmark: _DV_C468][bookmark: _DV_M378]All analyses of laboratory-analyzed parameters shall be sent to and conducted at a laboratory certified for such analyses recognized by the State Water Board Environmental Laboratory Accreditation Program (ELAP), with the exception of field analysis conducted by the discharger for turbidity and pH.  
1. [bookmark: _DV_C469][bookmark: _DV_C470][bookmark: _DV_M379]The discharger LUP dischargers shall assign a value of (0) for all non-visible pollutant analytical results less than the minimum level (reporting limit), as reported by the laboratory, used in calculations required by this permit (e.g., numeric action level and numeric effluent limitation exceedance determinations), so long as a sufficiently sensitive test method was used as evidenced by the reported method detection limit and minimum level.
[bookmark: _DV_M380][bookmark: _DV_C471][bookmark: _DV_C472]Exceedance Response Requirements41[footnoteRef:12]0 [12: 410 Terms including, but not limited to, numeric action level and exceedances are defined in Appendix 2 Attachment B of this General Permit.] 

1. [bookmark: _DV_C477][bookmark: _DV_M381][bookmark: _DV_C478][bookmark: _DV_C479][bookmark: _DV_M382][bookmark: _DV_C480][bookmark: _DV_M383]The LUP discharger is are subject to the applicable numeric action levels (NAL)  and/or numeric effluent limitations (NELs) based on their LUP Type as shown in Table 5 below.
[bookmark: _DV_M384]Table 5 - Numeric Action Levels and Numeric Limitations
	Parameter
	Discharger Type
	Numeric Action Level 
	Numeric Effluent Limitation

	pH
	LUP Type 2 and 3
	Lower NAL = 6.5

Upper NAL = 8.5
	Not Applicable

	Turbidity
	LUP Type 2 and 3
	250 NTU
	Not Applicable

	TMDL-related Pollutant
	[bookmark: _DV_C481][bookmark: _DV_M385]All LUP Types that are Responsible Dischargers
	Refer to Table H-2 in Attachment H
	Refer to Table H-2 in Attachment H



1. [bookmark: _DV_M386][bookmark: _DV_C482][bookmark: _DV_M387][bookmark: _DV_C483][bookmark: _DV_C484][bookmark: _DV_M388][bookmark: _DV_C485][bookmark: _DV_C486][bookmark: _DV_M389][bookmark: _DV_C487][bookmark: _DV_M390]For pH and turbidity, the reportable value to determine an exceedance shall be the daily average of at least three all discrete samples per sampling obtained from each discharge location per day, with a required minimum of three samples. Averages shall be calculated separately for each discharge location; averaging all discharge locations on a site is not allowed. Since the pH scale is logarithmic, a simple mean arithmetical average of the values would be inaccurate. To resolve this, dischargers may either report the median value to two decimal places or use an online pH averaging calculator, available on the Water Board Construction General Permit website, or any equivalent online calculator. NTU values may be averaged arithmetically.
1. [bookmark: _DV_M391]Whenever analytical results indicate that the discharge is below the lower NAL for pH, above the upper NAL for pH, exceeds the turbidity NAL, or exceeds an applicable TMDL-related NAL, the discharger shall determine the source(s) of the pollutant and implement corrective actions to:
a. [bookmark: _DV_M392]Meet BAT and BCT requirements;
b. [bookmark: _DV_M393][bookmark: _DV_C488]Reduce or prevent pollutants in stormwater and authorized non-stormwater discharges from causing exceedances or receiving water.
38. [bookmark: _DV_C489][bookmark: _DV_C490]LUP dischargers shall iterate corrective actions until the discharge is in compliance with the applicable NAL(s). 
39. [bookmark: _DV_C491][bookmark: _DV_M394]4. The source evaluation shall be kept with the SWPPP and specifically address what corrective actions were taken or will be taken and provide a schedule for their completion.
[bookmark: _DV_M395][bookmark: _Toc9934378][bookmark: _Toc16085716][bookmark: _Toc57015647]LUP REPORTING REQUIREMENTS
1. [bookmark: _DV_M396]Visual Inspections 
1. [bookmark: _DV_C492][bookmark: _DV_M397][bookmark: _DV_C493][bookmark: _DV_C494][bookmark: _DV_M398]The LUP discharger dischargers shall keep all completed inspection checklists and related documentation with the SWPPP on-site or electronically.
1. [bookmark: _DV_M399]Water Quality Monitoring
1. [bookmark: _DV_C495][bookmark: _DV_M400][bookmark: _DV_C496][bookmark: _DV_C497]LUP Type 2 and 3 Stormwater Discharge Monitoring Reporting51[footnoteRef:13]1 [13: 511 Terms including, but not limited to, numeric action level and exceedances are defined in Appendix 2Attachment B of this General Permit.] 

a. [bookmark: _DV_M401][bookmark: _DV_C502][bookmark: _DV_C503][bookmark: _DV_M402]Type 2 and 3 LUPs LUP dischargers shall electronically submit through SMARTS all field sampling results within 30 days of the completion of the precipitation event or within 10 days if the field sampling results demonstrate the exceedance of  the pH and/or turbidity numeric action levels.  
b. [bookmark: _DV_M403][bookmark: _DV_C504][bookmark: _DV_C505][bookmark: _DV_M404]Types 2 and 3 LUPs LUP dischargers that exceeded the pH and/or turbidity numeric action levels shall prepare a Numeric Action Level Exceedance Report when requested, in writing, from a Regional Water Board delegate and shall submit and certify each Numeric Action Level Exceedance Report through SMARTS within 30 days of receiving the written request, in accordance with Section IV of this General Permit’s Order.  
c. [bookmark: _DV_M405]The Numeric Action Level Exceedance Report shall include:
i. [bookmark: _DV_M406]The analytical method(s), method reporting unit(s), and method detection limit(s) of each parameter.
ii. [bookmark: _DV_M407]The date, place, time of sampling, visual inspections, and/or measurements, including precipitation.
iii. [bookmark: _DV_M408]An assessment of the existing BMPs associated with the sample that exceeded the numeric action level, a description of each corrective action taken including photographs, and date of implementation.
d. [bookmark: _DV_M409]Types 2 and 3 LUPs that prepared a Numeric Action Level Exceedance Report shall retain a copy of the report for a minimum of three years after the date the exceedance report is certified and submitted.
[bookmark: _DV_C506][bookmark: _DV_M410]LUP Type 3 Receiving Water Monitoring Reporting
a. [bookmark: _DV_M411]LUP Type 3 dischargers conducting receiving water monitoring shall electronically submit through SMARTS all receiving water samples within 10 days after completion of the precipitation event.
[bookmark: _DV_M412][bookmark: _DV_C507][bookmark: _DV_C508]Non-Visible Pollutant Monitoring Reporting61[footnoteRef:14]2 [14: 612 Terms including, but not limited to, numeric action level, numeric effluent limitations, and exceedances are defined in Appendix 2 Attachment B of this General Permit.] 

a. [bookmark: _DV_M413][bookmark: _Toc9934379][bookmark: _Toc16085717][bookmark: _DV_C513][bookmark: _DV_M414][bookmark: _DV_C514]All LUP dischargers that conducted non-visible pollutant monitoring shall electronically submit through SMARTS all field and/or analytical sampling results within 30 days after obtaining the analytical result or within 10 days if the analytical results demonstrate the exceedance of an applicable TMDL-related numeric action level or numeric effluent limitation or Basin Plan parameter.
b. [bookmark: _DV_M415][bookmark: _DV_C515][bookmark: _DV_M416]All LUP dischargers that exceeded an applicable TMDL-related numeric action level shall prepare a Numeric Action Level Exceedance Report when requested, in writing, from a Regional Water Board delegate and shall submit and certify each Numeric Action Level Exceedance Report through SMARTS within 30 days of receiving the written request, in accordance with Section IV of this General Permit’s Order.  
c. [bookmark: _DV_M417]The Numeric Action Level Exceedance Report shall include:
i. [bookmark: _DV_M418]The analytical method(s), method reporting unit(s), and method detection limit(s) for each parameter;
ii. [bookmark: _DV_M419]The date, place, time of sampling, visual inspections, and/or measurements, including precipitation; and,
iii. [bookmark: _DV_M420]An assessment of the existing BMPs associated with the sample that exceeded the numeric action level, a description of each proposed corrective action taken, including photographs, and date of implementation.
d. [bookmark: _DV_M421][bookmark: _DV_C516][bookmark: _DV_M422]All LUP dischargers that prepared a Numeric Action Level Exceedance Report shall retain a copy of the report for a minimum of three years after the date the exceedance report is certified and submitted. 
e. [bookmark: _DV_M423][bookmark: _DV_C517][bookmark: _DV_M424][bookmark: _DV_C518][bookmark: _DV_C519][bookmark: _DV_M425]All LUP dischargers that exceed an applicable TMDL-related numeric effluent limitation must shall comply with the water quality based corrective action requirements in Section VI.R of the Order.
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