303(d) Fact Sheet—Del Dios Creek
905.  – No Listing
Summary of Proposed Action

Due to lack of sufficient data, no significant listing is necessary for Del Dios Creek.  The data submitted by the City of San Diego to SDRWQCB is limited in scope because there is only one sampling station identified.  Additionally, very few data points (<5) for each water quality parameter are provided.  Although no listing of this waterbody can be justified at this time, exceedences are described below.  Data for more stations needs to be assessed to better obtain an idea of the status of water quality of this creek.
303(d) Listing / TMDL Information

· Waterbody Name  Del Dios Creek


· Hydrologic Unit  905.??


· Total Waterbody Size??


· Pollutants / Stressors  N/A


· Suspected Sources N/A
· Extent of Impairment


· Further Location Descriptors


· TMDL Priority  
· Notes  Notes Data collected and compiled by City of San Diego Water Quality Laboratory.  Lab is EPA certified and follows pertinent QA/QC procedures.

· References City of San Diego, Water Quality Laboratory.

Jeffrey Pasek, Senior Biologist  (619) 668-3240

Ron Coss, Source Water Biologist III, (619) 668-3241

Electronic data files described in item “Information Sources”

Water Quality Control Plan for the San Diego Basin
California Code of Regulations (CCR), Title 22, Div 4, Ch15, Art. 16, 64449 (Secondary MCLs)

Watershed Characteristics

San Dieguito Hydrologic Unit (HU 905.00) is a rectangular-shaped area of about 350 square miles.  It includes the San Dieguito River and its tributaries, including Santa Ysabel and Santa Maria Creeks.  The HU contains two major reservoirs, Lake Hodges and Sutherland Reservoir.  The San Dieguito Lagoon is located at the mouth of the San Dieguito River.  The lagoon forms the northerly boundary of the City of Del Mar.  The lagoon is normally closed off from the ocean by a sandbar.
Water Quality Objectives Not Attained (or Objectives being Attained for Delisting)

As stated above, there is no need for listing of this waterbody at this time because the volume of data was not sufficient enough to draw any strong conclusions.  However, there were some water quality objective violations within the available data.  The water quality standard, or criteria used in the data assessment came from two primary sources, the California Code of Regulations, standards for Secondary MCLs, and the Basin Plan.  The water quality objectives for both TDS and sulfate are site-specific values found in the Basin Plan.  For creeks listed in HU 905, the water quality objective for TDS is listed as 500 mg/L, and the water quality objective for sulfate is listed as 250 mg/L.  The objective for conductivity, provided in CCR, is 900 (mho/cm.
Evidence of Impairment

TDS:  100% of data points (3/3) were in exceedence of the Basin Plan objective of 500 mg/L .  Data points were sampled for April, May and June of 1999.  The average value of these points was 1387 mg/L.  
Sulfate:  100% of data points (3/3) were in exceedence of the Basin Plan objective of 250 mg/L .  Data points were sampled for April, May and June of 1999.  The average value of these points was 390 mg/L.  

Conductivity:  100% of data points (3/3) were in exceedence of the CCR secondary MCL of 900 (mho/cm.  Data points were sampled for April and May of 1999.  The average value of these points was 1950 mg/L.  

Extent of Impairment (or Extent of Attainment)

The sampling station is identified as “road crossing res at entra.”  Due to lack of data, it is unknown if the violations described above are evidence of impairment.  Therefore extent of impairment is unknown.

Potential Sources

Unknown
TMDL Priority

N/A

Information Sources
Data submitted to SDRWQCB by City of San Diego.  Files can be found on local network server at the following location:

S:\wqs\303d\City of San Diego\Del Dios Creek

Files used for this assessment: DDC3icpms2000, DDC3solids2000


















PAGE  
2
Arias
08/21/01

