RECENTLY LISTED EQUIPMENT AND METHODS
(Revised Date: May 1, 2002)

LIQUID-PHASE INTERSTITIAL DETECTOR

VENDOR
EQUIPMENT NAME
LOWER DETECTION LIMIT
COMMENTS

Pneumercator

Company, Inc.
TMS 2000, TMS 3000 with ES825-100(F) Non-Discriminating
Unleaded Gasoline - 0.520 (in)

Diesel - 0.477 (in)

Water - 0.511 (in)
Manufacturer claims sensors will respond to any liquid after sensor’s threshold is exceeded.

Pneumercator

Company, Inc.
TMS 2000, TMS 3000 with ES825-200(F) Discriminating Liquid Sensor
Unleaded Gasoline - 0.401 (in)

Diesel - 0.365 (in)

Water - 0.416 (in)
Manufacturer claims sensors will respond to any liquid after sensor’s threshold is exceeded. (see notes on page 12 of this document regarding discriminating sensors)

S Bravo Systems, Inc.
Model B-2000 Shallow Steel Dispenser Containment System

Responds to any liquid in sufficient quantities to raise the float.

Veeder-Root
TLS-350,350R Series, Red Jacket ProMax with Micro Sensor 794380-344
Unleaded Gasoline -0.1 (in)

Diesel - 0.1 (in)

Water - 0.1 (in)
Sensor is reported to respond to any liquid after the sensor threshold is exceeded.

Veeder-Root
TLS-350,350R Series, Red Jacket ProMax with Discriminating Sensor 794380-343
Unleaded Gasoline -0.1 (in)

Diesel - 0.1 (in)

Water - 0.1 (in)
Sensor is reported to respond to any liquid after the sensor threshold is exceeded, separate alarms are designed to be triggered for product and water. (see notes on page 12 of this document regarding discriminating sensors)

VOLUMETRIC TANK TIGHTNESS TEST METHOD (UNDERFILL)

VENDOR
EQUIPMENT NAME
LEAK RATE
COMMENTS

Sound Products Manufacturing, Inc.
UST 2001/P (Ultrasonic Probe)
0.1 gph

PD = 98.5

PFA = 1.5
Maximum of 20,000 gallons, tanks must be between 65% and 95% full. Not evaluated using manifolded tank systems, tests only portion of tank containing product.

AUTOMATIC TANK GAUGING METHOD 
VENDOR
EQUIPMENT NAME
LEAK RATE/

LEAK THRESHOLD
COMMENTS

Endress+Hauser Systems and  Gauging
Leak Manager with MTS Magnetostrictive Probe
0.2 gph, PD = 95.1,

PFA = 2.7/ 0.13 gph (gain or loss)
Maximum of 75,000 gallons, tanks must be between 50% and 95% full. 







1
Appearance on this list is not to be construed as an endorsement by any regulatory agency nor is it any guarantee of the performance of the method or equipment.  Equipment should be installed and operated in accordance with all applicable laws and regulations.


