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GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12 / 06,07 / 2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

MEN - MW1A 2" POST 9.90 NO GOOD NONE NONE 17.10 17.66 0.56 100.00

MEN - MW1B 2" POST 9.78 NO GOOD NONE NONE 30.85 31.17 0.32 140.00

MEN - MW2A 2" POST 9.72 NO GOOD NONE NONE 18.05 17.48 -0.57 100.00

MEN - MW2B 2" POST 9.63 NO GOOD NONE NONE 31.10 31.57 0.47 160.00

MEN - MW3A 2" POST 9.56 NO GOOD NONE NONE 15.10 17.85 2.75 110.00

MEN - MW3B 2" POST 9.51 NO GOOD NONE NONE 30.20 31.13 0.93 155.00

MEN - MW4A 2" POST 9.25 NO GOOD NONE NONE 17.50 17.76 0.26 110.00

MEN - MW4B 2" POST 9.22 NO GOOD NONE NONE 30.40 30.73 0.33 140.00

MEN - MW5A 2" POST 10.00 NO GOOD NONE NONE 13.20 17.21 4.01 115.00

MEN - MW5B 2" POST 9.95 NO GOOD NONE NONE 30.60 30.95 0.35 145.00

MEN - MW6A 2" POST 9.30 NO GOOD NONE NONE 24.00 24.34 0.34 90.00

MEN - MW6B 2" POST 9.22 NO GOOD NONE NONE 37.95 39.04 1.09 135.00

MEN - MW7A 2" POST 8.16 NO GOOD NONE NONE 20.20 23.20 3.00 100.00

MEN - MW7B 2" POST 8.00 NO GOOD NONE NONE 40.16 41.31 1.15 160.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Mendes Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/ 6 & 7 /2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

6-Dec MEN- MW1A 12.39 17.66 6.93 6171 19.6 247 1000+ BROWN
6-Dec MEN- MW1B 10.30 31.17 7.08 4312 18.6 251 78 LT. BRN.

6-Dec MEN - MW2A 11.37 17.48 7.23 4152 19.1 -29 186 LT. BROWN
6-Dec MEN - MW2B 9.78 31.57 7.25 3947 18.7 30 197 LT. BROWN

6-Dec MEN - MW3A 9.79 17.85 6.85 2898 19.1 270 29 CLEAR
6-Dec MEN - MW3B 9.56 31.13 7.06 2759 17.9 250 10 CLEAR

7-Dec MEN- MW4A 9.54 17.76 7.07 2541 18.1 286 455 CLEAR
7-Dec MEN- MW4B 9.62 30.73 7.15 2545 18.1 271 34 CLEAR

7-Dec MEN - MW5A 11.06 17.21 7.17 1715 20.1 241 112 CLEAR
7-Dec MEN - MW5B 10.00 30.95 7.13 1586 19.3 232 4.3 CLEAR

7-Dec MEN - MW6A 9.54 24.34 7.10 3153 16.5 236 30 CLEAR
7-Dec MEN - MW6B 9.34 39.04 7.22 2967 16.9 228 16 CLEAR

7-Dec MEN - MW7A 8.30 23.20 7.13 2640 18.2 228 17 CLEAR
7-Dec MEN - MW7B 8.11 41.31 7.37 2874 17.9 222 33 CLEAR

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

MENDES DAIRY

MENDES DAIRY
1100 RUBLE ROAD

CROWS LANDING, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/8/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

ANC - MW5A 2" POST 14.91 NO POOR NONE NONE 27.15 28.30 1.15 80.00

ANC - MW5B 2" POST 15.33 NO GOOD NONE NONE 45.30 46.29 0.99 100.00

ANC - MW6A 2" POST 13.20 NO GOOD NONE NONE 26.30 27.83 1.53 100.00

ANC - MW6B 2" POST 13.10 NO GOOD NONE NONE 46.20 46.85 0.65 120.00

ANC - MW7A 2" POST 12.97 NO GOOD NONE NONE 27.70 27.70 0.00 100.00

ANC - MW7B 2" POST 12.90 NO GOOD NONE NONE 45.70 46.45 0.75 130.00

ALL MEASUREANCTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERANCANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                        (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Anchor Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPANCT LOCATION -   DATE: 12/8/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUANCT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

8-Dec ANC- MW5A 26.70 28.30 8.26 2508 18.9 176 1000+ LT. BRN.
8-Dec ANC- MW5B 15.49 46.29 7.80 1668 19.6 186 19 CLEAR

8-Dec ANC - MW6A 13.27 27.83 7.15 2176 20.3 189 3 CLEAR
8-Dec ANC - MW6B 13.17 46.85 7.02 2539 19.8 190 11 CLEAR

8-Dec ANC - MW7A 13.10 27.70 7.60 1473 19.6 217 128 CLEAR
8-Dec ANC - MW7B 12.97 46.45 7.33 1500 19.5 183 2.2 CLEAR

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMANCTS ON DEVELOPANCT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINANCT: NONE

   INSTRUANCTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

ANCHOR DAIRY

ANCHOR DAIRY
24507 FIRST AVENUE
STEVENSVILLE, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/23/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

BET 1 - MW1A 2" POST 9.43 NO GOOD NONE NONE 22.56 22.58 0.02 80.00

BET 1 - MW1B 2" POST 8.91 NO GOOD NONE NONE 35.46 35.50 0.04 120.00

BET 1 - MW2A 2" POST 11.05 NO GOOD NONE NONE 17.14 17.34 0.20 70.00

BET 1 - MW2B 2" POST 10.75 NO GOOD NONE NONE 30.92 30.92 0.00 100.00

BET 1 - MW3A 2" POST 9.89 NO GOOD NONE NONE 17.75 17.77 0.02 100.00

BET 1 - MW3B 2" POST 9.69 NO GOOD NONE NONE 30.33 30.35 0.02 130.00

BET 1 - MW4A 2" POST 7.52 NO GOOD NONE NONE 22.93 23.20 0.27 110.00

BET 1 - MW4B 2" POST 6.82 NO GOOD NONE NONE 40.81 40.82 0.01 150.00

BET 1 - MW5A 2" FLUSH 10.51 NO GOOD NONE NONE 27.76 27.70 -0.06 110.00

BET 1 - MW5B 2" FLUSH 10.31 NO GOOD NONE NONE 46.84 46.85 0.01 160.00

BET 1 - MW6A 2" POST 10.95 NO GOOD NONE NONE 27.25 26.98 -0.27 110.00

BET 1 - MW6B 2" POST 10.71 NO GOOD NONE NONE 46.98 46.92 -0.06 150.00

BET 1 - MW7A 2" POST 11.57 NO GOOD NONE NONE 27.21 27.20 -0.01 100.00

BET 1 - MW7B 2" POST 11.35 NO GOOD NONE NONE 47.38 47.40 0.02 140.00

BET 1 - MW8A 2" POST 12.19 NO GOOD NONE NONE 27.31 27.30 -0.01 100.00

BET 1 - MW8B 2" POST 11.97 NO GOOD NONE NONE 47.38 47.35 -0.03 120.00

ALL MEASUREBET 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERBET 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

BETTENCOURT & MARSON DAIRY

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/23/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

23-Dec BET-MW1A 9.76 22.39 7.30 661 17.6 144 5 CLEAR
23-Dec BET-MW1B 8.93 35.29 7.16 531 18.4 147 3 CLEAR

23-Dec BET-MW2A 11.70 17.34 6.72 957 18.5 175 12 CLEAR
23-Dec BET-MW2B 10.80 30.92 7.03 563 19.4 164 2 CLEAR

23-Dec BET-MW3A 11.55 17.70 7.09 942 17.4 149 77 CLEAR
23-Dec BET-MW3B 9.74 30.35 6.98 549 18.5 147 3 CLEAR

23-Dec BET-MW4A 10.70 23.20 6.92 1587 19.1 179 157 CLEAR
23-Dec BET-MW4B 6.85 40.82 7.15 594 18.6 165 2 CLEAR

23-Dec BET-MW5A 10.54 27.70 7.09 884 18.1 178 5 CLEAR
23-Dec BET-MW5B 10.32 46.85 7.16 595 18.0 173 2 CLEAR

23-Dec BET-MW6A 10.97 26.98 6.74 545 17.6 187 5 CLEAR
23-Dec BET-MW6B 10.74 46.92 6.71 362 18.5 182 3 CLEAR

23-Dec BET-MW7A 11.60 27.20 6.45 434 18.0 188 30 CLEAR
23-Dec BET-MW7B 11.40 47.40 6.45 473 18.6 189 7 CLEAR

23-Dec BET-MW8A 12.92 27.30 6.90 528 17.1 190 22 CLEAR
23-Dec BET-MW8B 11.97 47.35 6.84 459 18.0 187 10 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

BETTENCOURT DAIRY

BETTENCOURT & MARSON
18128 AMERICAN AVE.

HILMAR, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12 / 8,9 / 2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

GOM 1 - MW1A 2" POST 14.82 NO GOOD NONE NONE 17.10 17.80 0.70 100.00

GOM 1 - MW1B 2" POST 14.35 NO GOOD NONE NONE 29.90 30.39 0.49 140.00

GOM 1 - MW2A 2" POST DRY NO GOOD NONE NONE 17.20 17.20 0.00 100.00

GOM 1 - MW2B 2" POST 18.45 NO GOOD NONE NONE 30.05 30.36 0.31 160.00

GOM 1 - MW3A 2" POST DRY NO GOOD NONE NONE 16.80 16.80 0.00 110.00

GOM 1 - MW3B 2" POST 16.12 NO GOOD NONE NONE 28.55 30.35 1.80 155.00

GOM 1 - MW4A 2" POST 15.38 NO GOOD NONE NONE 22.20 22.78 0.58 110.00

GOM 1 - MW4B 2" POST 15.02 NO GOOD NONE NONE 39.85 40.45 0.60 140.00

GOM 1 - MW5A 2" POST 15.62 NO GOOD NONE NONE 23.05 23.34 0.29 115.00

GOM 1 - MW5B 2" POST 15.41 NO GOOD NONE NONE 40.06 40.60 0.54 145.00

GOM 1 - MW6A 2" POST 17.75 NO GOOD NONE NONE 22.10 22.46 0.36 90.00

GOM 1 - MW6B 2" POST 17.37 NO GOOD NONE NONE 40.35 40.65 0.30 135.00

GOM 1 - MW7A 2" POST 17.38 NO GOOD NONE NONE 26.50 27.13 0.63 100.00

GOM 1 - MW7B 2" POST 17.10 NO GOOD NONE NONE 45.00 45.40 0.40 160.00

GOM 1 - MW8A 2" POST 17.60 NO GOOD NONE NONE 21.40 22.20 0.80 100.00

GOM 1 - MW8B 2" POST 17.30 NO GOOD NONE NONE 40.10 40.40 0.30 160.00

GOM 1 - MW9A 2" POST 18.30 NO GOOD NONE NONE 21.90 23.26 1.36 100.00

GOM 1 - MW9B 2" POST 16.48 NO GOOD NONE NONE 40.80 41.21 0.41 160.00

ALL MEASUREGOM 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERGOM 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Gomes # 1 Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/ 08 & 09 /2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

8-Dec FG1-MW1A 15.20 17.80 7.55 1682 18.7 168 133 CLEAR
8-Dec FG1-MW1B 14.45 30.39 7.25 1638 18.2 165 2 "

8-Dec FG1-MW2A DRY
8-Dec FG1-MW2B 18.54 30.36 7.27 1262 18.2 175 12 CLEAR

8-Dec FG1-MW3A DRY
8-Dec FG1-MW3B 24.45 30.35 7.24 2122 19.7 199 95 CLEAR

9-Dec FG1-MW4A 15.51 40.45 6.71 796 20.4 186 5 CLEAR
9-Dec FG1-MW4B 15.15 40.45 6.71 796 20.4 186 5 CLEAR

9-Dec FG1-MW5A 15.72 23.34 7.59 500 19.7 167 35 CLEAR
9-Dec FG1-MW5B 15.47 40.06 6.98 1232 19.0 110 5 CLEAR

9-Dec FG1-MW6A 17.87 22.46 7.96 353 22.8 143 12 CLEAR
9-Dec FG1-MW6B 17.44 40.65 7.07 680 21.9 157 9 CLEAR

9-Dec FG1-MW7A 17.52 27.13 6.90 641 20.0 181 225 CLEAR
9-Dec FG1-MW7B 17.17 45.40 6.78 1094 20.0 187 5 CLEAR

9-Dec FG1-MW8A 17.66 22.20 7.60 926 17.4 151 47 CLEAR
9-Dec FG1-MW8B 17.35 40.40 6.87 1199 18.0 167 28 CLEAR

9-Dec FG1-MW9A 17.30 23.26 7.72 839 15.4 157 1000+ BROWN
9-Dec FG1-MW9B 16.61 41.21 7.44 1259 15.6 197 365 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

GOMES # 1 DAIRY

FRANK GOMES DAIRY # 1
5301 N. DEANGELIS ROAD

STEVINSON, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/11/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

BEA-MW1A 2" POST 21.55 NO GOOD NONE NONE 26.60 27.67 1.07 120.00

BEA-MW1B 2" POST 22.10 NO GOOD NONE NONE 40.00 40.22 0.22 150.00

BEA-MW2A 2" POST 17.25 NO GOOD NONE NONE 27.10 27.15 0.05 110.00

BEA-MW2B 2" POST 18.37 NO GOOD NONE NONE 40.00 45.05 5.05 145.00

BEA-MW3A 2" POST 18.52 NO GOOD NONE NONE 27.20 27.20 0.00 100.00

BEA-MW3B 2" POST 18.50 NO GOOD NONE NONE 40.10 40.10 0.00 140.00

BEA-MW4A 2" POST 20.88 NO GOOD NONE NONE 34.05 39.27 5.22 110.00

BEA-MW4B 2" POST 20.75 NO GOOD NONE NONE 56.45 56.50 0.05 150.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Gallo - Bear Creek Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/11/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

11-Dec BEA-MW1A 21.58 27.67 7.15 3672 19.2 111 400 LT. BROWN
11-Dec BEA-MW1B 22.43 40.22 6.96 3484 18.3 108 130 CLEAR

11-Dec BEA-MW2A 18.40 27.15 7.95 453 21.5 194 440 LT. BRN.
11-Dec BEA-MW2B 18.42 45.05 7.65 368 21.3 210 140 CLEAR

11-Dec BEA-MW3A 18.65 27.20 7.20 5205 19.0 208 74 CLEAR
11-Dec BEA-MW3B 19.03 40.10 7.28 3765 18.8 180 160 CLEAR

11-Dec BEA-MW4A 20.90 39.27 7.71 1859 18.7 180 344 LT. BROWN
11-Dec BEA-MW4B 20.80 56.50 7.65 1318 18.8 170 121 CLEAR

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN RE 

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

GALLO CATTLE / BEAR

GALLO BEAR CREEK
15751 W. HWY. 140
LIVINGSTON, CA.

TILL ANGERMANN
LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/17/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

COT-MW11A 2" POST 22.68 NO GOOD NONE NONE 26.70 26.80 0.10 80.00

COT-MW11B 2" POST 22.47 NO GOOD NONE NONE 40.04 40.40 0.36 100.00

COT-MW12A 2" POST 23.80 NO GOOD NONE NONE 30.30 31.20 0.90 80.00

COT-MW12B 2" POST 23.90 NO GOOD NONE NONE 48.47 49.70 1.23 100.00

COT-MW13A 2" POST 24.90 NO GOOD NONE NONE 32.50 33.10 0.60 90.00

COT-MW13B 2" POST 24.80 NO GOOD NONE NONE 50.26 51.46 1.20 110.00

COT-MW14A 2" POST 24.58 NO GOOD NONE NONE 32.00 32.38 0.38 70.00

COT-MW14B 2" POST 23.40 NO GOOD NONE NONE 49.17 50.56 1.39 100.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Gallo - Cottonwood Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/17/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

17-Dec COT-MW11A 24.76 31.20 7.54 1338 20.2 210 1000+ BROWN
17-Dec COT-MW11B 22.60 40.40 6.91 1724 19.2 197 46 CLEAR

17-Dec COT-MW12A 24.06 31.20 7.54 1338 20.2 210 141 LT. BRN.
17-Dec COT-MW12B 24.00 49.70 7.02 1542 19.7 274 10 CLEAR

17-Dec COT-MW13A 24.93 33.10 7.44 1926 20.7 238 29 CLEAR
17-Dec COT-MW13B 24.82 51.46 7.00 1497 20.6 239 18 CLEAR

17-Dec COT-MW14A 24.58 32.38 7.50 1379 18.3 250 1000+ BROWN
17-Dec COT-MW14B 23.46 50.56 7.76 1618 19.3 250 11 CLEAR

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN RE 

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

GALLO / COTTON

GALLO COTTONWOOD
10561 HWY. 140
ATWATER, CA.

TILL ANGERMANN
LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12 / 18, 19 / 2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

SAN - MW1A 2" POST 23.02 NO GOOD NONE NONE 23.15 25.83 2.68 80.00

SAN - MW1B 2" POST 21.00 NO GOOD NONE NONE 44.89 45.23 0.34 120.00

SAN - MW2A 2" POST DRY NO GOOD NONE NONE 27.45 28.60 1.15 80.00

SAN - MW2B 2" POST 29.50 NO GOOD NONE NONE 44.53 45.01 0.48 120.00

SAN - MW3A 2" POST DRY NO GOOD NONE NONE 27.90 28.55 0.65 100.00

SAN - MW3B 2" POST 30.00 NO GOOD NONE NONE 44.10 45.20 1.10 130.00

SAN - MW4A 2" POST 30.30 NO GOOD NONE NONE 32.05 32.79 0.74 80.00

SAN - MW4B 2" POST 29.88 NO GOOD NONE NONE 53.87 55.10 1.23 110.00

SAN - MW5A 2" POST 27.90 NO GOOD NONE NONE 30.83 32.80 1.97 100.00

SAN - MW5B 2" POST 23.10 NO GOOD NONE NONE 50.67 53.24 2.57 140.00

SAN - MW6A 2" POST 15.00 NO GOOD NONE NONE 27.11 28.57 1.46 80.00

SAN - MW6B 2" POST 13.10 NO GOOD NONE NONE 44.93 46.04 1.11 100.00

SAN - MW7A 2" FLUSH 16.55 NO GOOD NONE NONE 27.89 30.22 2.33 110.00

SAN - MW7B 2" FLUSH 12.23 NO GOOD NONE NONE 50.33 52.55 2.22 130.00

SAN - MW8A 2" FLUSH 18.75 NO GOOD NONE NONE 22.79 25.34 2.55 110.00

SAN - MW8B 2" FLUSH 14.05 NO GOOD NONE NONE 40.10 42.70 2.60 150.00

ALL MEASURESAN 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERSAN 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Gallo Santa Rita - Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/ 18 & 19 /2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSU SAN - MW1A  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

18-Dec SAN-MW1A 23.12 25.83 7.97 1887 15.7 210 1000+ BROWN
18-Dec SAN-MW1B 21.09 45.32 7.70 1925 15.5 210 320 "

18-Dec SAN-MW2A DRY 28.50
18-Dec SAN-MW2B 29.54 45.01 7.56 1899 15.6 187 210 CLEAR

18-Dec SAN-MW3A DRY
18-Dec SAN-MW3B 30.03 45.20 7.42 1805 18.5 220 140 CLEAR

18-Dec SAN-MW4A 30.34 32.79 7.36 1652 17.4 207 470 CLEAR
18-Dec SAN-MW4B 29.91 55.10 7.38 1714 17.6 194 180 CLEAR

19-Dec SAN-MW5A 27.97 32.80 6.96 3252 17.3 351 1000+ BROWN
19-Dec SAN-MW5B 23.19 53.24 7.25 1802 16.6 268 199 CLEAR

19-Dec SAN-MW6A 15.11 28.57 7.35 1833 17.8 265 1000+ BROWN
19-Dec SAN-MW6B 13.15 46.04 7.30 1691 18.4 261 46 CLEAR

19-Dec SAN-MW7A 16.56 30.22 7.17 1593 19.3 210 464 CLEAR
19-Dec SAN-MW7B 12.30 52.55 7.26 1682 18.2 206 52 CLEAR

19-Dec SAN-MW8A 20.21 25.34 8.04 1297 19.0 178 1000+ BROWN
19-Dec SAN-MW8B 14.24 42.70 7.53 1641 18.7 189 82 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

GALLO SANTA RITA

GALLO SANTA RITA
91 S. BERT CRANE

ATWATER, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/22/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

PLS 1 - MW1A 2" POST 9.75 NO GOOD NONE NONE 16.80 16.88 0.08 80.00

PLS 1 - MW1B 2" POST 9.50 NO GOOD NONE NONE 29.60 29.64 0.04 120.00

PLS 1 - MW2A 2" POST 8.45 NO GOOD NONE NONE 16.45 16.50 0.05 100.00

PLS 1 - MW2B 2" POST 8.27 NO GOOD NONE NONE 29.30 29.32 0.02 140.00

PLS 1 - MW3A 2" FLUSH 7.75 NO GOOD NONE NONE 15.40 15.70 0.30 100.00

PLS 1 - MW3B 2" FLUSH 7.62 NO GOOD NONE NONE 28.30 28.60 0.30 120.00

PLS 1 - MW4A 2" POST 9.32 NO GOOD NONE NONE 23.15 23.20 0.05 110.00

PLS 1 - MW4B 2" POST 8.90 NO GOOD NONE NONE 32.95 32.99 0.04 150.00

PLS 1 - MW5A 2" FLUSH 7.85 NO GOOD NONE NONE 15.25 15.30 0.05 110.00

PLS 1 - MW5B 2" FLUSH 7.74 NO GOOD NONE NONE 28.80 28.88 0.08 150.00

PLS 1 - MW6A 2" POST 7.25 NO GOOD NONE NONE 22.05 22.11 0.06 120.00

PLS 1 - MW6B 2" POST 7.95 NO GOOD NONE NONE 42.10 42.66 0.56 150.00

PLS 1 - MW7A 2" POST 8.50 NO GOOD NONE NONE 21.95 22.54 0.59 100.00

PLS 1 - MW7B 2" POST 8.48 NO GOOD NONE NONE 39.75 40.14 0.39 140.00

ALL MEASUREPLS 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERPLS 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

P & L DAIRY

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/22&23/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

23-Dec PLS-MW1A 9.83 16.88 7.92 2234 17.8 180 450 BROWN
23-Dec PLS-MW1B 9.52 29.64 7.09 3056 17.4 171 140 LT. BRN.

23-Dec PLS-MW2A 8.50 16.50 7.40 2355 17.1 256 850 BROWN
23-Dec PLS-MW2B 9.52 29.32 7.36 2042 16.9 261 210 CLEAR

22-Dec PLS-MW3A 11.30 15.70 7.34 1336 17.0 199 349 CLEAR
22-Dec PLS-MW3B 9.26 28.60 7.57 1335 15.8 181 491 CLEAR

23-Dec PLS-MW4A 9.36 23.15 7.05 4560 21.3 187 680 LT. BRN.
23-Dec PLS-MW4B 9.00 32.95 6.84 2593 22.2 182 270 CLEAR

23-Dec PLS-MW5A 7.88 15.25 7.88 2253 19.2 249 600 LT. BRN.
23-Dec PLS-MW5B 7.89 28.80 7.85 1720 17.9 235 145 CLEAR

22-Dec PLS-MW6A 8.12 22.11 7.61 2220 18.0 195 345 CLEAR
22-Dec PLS-MW6B 8.14 42.66 7.53 1946 17.6 199 349 CLEAR

23-Dec PLS-MW7A 8.85 22.54 7.33 2468 15.2 161 491 CLEAR
23-Dec PLS-MW7B 9.36 40.14 7.25 2332 17.3 160 300 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

P & L DAIRY

P & L DAIRY
20633 CRANE AVE.

HILMAR, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/23/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

CAE 1 - MW1A 2" POST 10.72 NO GOOD NONE NONE 16.91 16.92 0.01 80.00

CAE 1 - MW1B 2" POST 10.30 NO GOOD NONE NONE 29.40 29.60 0.20 120.00

CAE 1 - MW2A 2" POST 10.80 NO GOOD NONE NONE 17.62 17.64 0.02 100.00

CAE 1 - MW2B 2" POST 10.59 NO GOOD NONE NONE 30.23 30.23 0.00 140.00

CAE 1 - MW3A 2" POST 10.32 NO GOOD NONE NONE 17.20 17.20 0.00 100.00

CAE 1 - MW3B 2" POST 10.20 NO GOOD NONE NONE 30.21 30.21 0.00 120.00

CAE 1 - MW4A 2" POST 11.50 NO GOOD NONE NONE 23.30 23.30 0.00 110.00

CAE 1 - MW4B 2" POST 11.27 NO GOOD NONE NONE 41.82 41.82 0.00 150.00

CAE 1 - MW5A 2" POST 8.55 NO GOOD NONE NONE 22.70 22.72 0.02 110.00

CAE 1 - MW5B 2" POST 8.12 NO GOOD NONE NONE 40.40 40.44 0.04 150.00

CAE 1 - MW6A 2" POST 9.93 NO GOOD NONE NONE 20.48 20.50 0.02 110.00

CAE 1 - MW6B 2" POST 9.82 NO GOOD NONE NONE 39.80 40.05 0.25 150.00

ALL MEASURECAE 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERCAE 1CAE MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

CAETANO DAIRY

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/23/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTCAE:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

23-Dec CAE-MW1A 12.76 16.92 6.94 4167 18.8 -15 1000 BROWN
23-Dec CAE-MW1B 10.54 29.60 7.03 3805 16.4 206 81 CLEAR

23-Dec CAE-MW2A 12.90 17.64 7.02 2509 17.2 198 134 CLEAR
23-Dec CAE-MW2B 10.67 30.22 6.72 1803 18.6 207 4 CLEAR

23-Dec CAE-MW3A 11.06 17.20 6.95 2358 17.6 179 38 CLEAR
23-Dec CAE-MW3B 10.34 30.20 6.84 2315 18.5 182 3 CLEAR

23-Dec CAE-MW4A 11.91 23.30 6.74 1598 17.0 70 9 CLEAR
23-Dec CAE-MW4B 11.31 41.81 6.56 1239 17.6 74 2 CLEAR

23-Dec CAE-MW5A 8.57 22.72 7.41 1022 16.5 284 330 LT. BRN.
23-Dec CAE-MW5B 8.20 40.44 7.80 897 17.1 270 130 LT. BRN.

23-Dec CAE-MW6A 9.98 20.50 7.64 1940 17.6 245 190 LT. BRN.
23-Dec CAE-MW6B 9.90 40.05 7.22 1367 18.1 261 86 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

CAETANO DAIRY

CAETANO DAIRY
9436 N. GRIFFITH ROAD

DELHI, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12 / 02, 03 / 2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

ROB 1 - MW1A 2" POST 9.80 NO SLOW NONE NONE 17.95 18.33 0.38 100.00

ROB 1 - MW1B 2" POST 6.46 NO GOOD NONE NONE 49.80 49.89 0.09 150.00

ROB 1 - MW2A 2" POST 10.18 NO GOOD NONE NONE 17.65 17.90 0.25 110.00

ROB 1 - MW2B 2" POST 10.00 NO GOOD NONE NONE 29.95 30.32 0.37 150.00

ROB 1 - MW3A 2" POST 9.65 NO GOOD NONE NONE 18.10 18.82 0.72 120.00

ROB 1 - MW3B 2" POST 9.50 NO GOOD NONE NONE 28.85 30.35 1.50 180.00

ROB 1 - MW4A 2" POST 9.02 NO GOOD NONE NONE 17.40 17.93 0.53 100.00

ROB 1 - MW4B 2" POST 8.80 NO GOOD NONE NONE 30.05 30.33 0.28 160.00

ROB 1 - MW5A 2" FLUSH 10.02 NO GOOD NONE NONE 14.77 15.00 0.23 120.00

ROB 1 - MW5B 2" FLUSH 9.42 NO GOOD NONE NONE 27.50 27.95 0.45 180.00

ROB 1 - MW6A 2" POST 11.55 NO GOOD NONE NONE 27.40 28.20 0.80 120.00

ROB 1 - MW6B 2" POST 11.40 NO GOOD NONE NONE 45.28 46.00 0.72 160.00

ROB 1 - MW7A 2" POST 9.80 NO GOOD NONE NONE 27.10 28.29 1.19 120.00

ROB 1 - MW7B 2" POST 9.90 NO GOOD NONE NONE 45.48 46.02 0.54 150.00

ROB 1 - MW8A 2" POST 10.02 NO GOOD NONE NONE 26.80 27.93 1.13 120.00

ROB 1 - MW8B 2" POST 9.85 NO GOOD NONE NONE 46.05 46.45 0.40 160.00

ALL MEASUREROB 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERROB 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Giolleti Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's

MW6B: SMALL AMOUNT OF SAND PACK IN WELL



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12 / 02 & 03 / 2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

2-Dec ROB-MW1A 14.76 18.33 6.53 2911 19.6 242 905 BROWN
2-Dec ROB-MW1B 9.59 29.49 6.83 3165 18.2 246 90 CLEAR

2-Dec ROB-MW2A 12.59 17.90 6.75 38704 19.5 247 1000 BROWN
2-Dec ROB-MW2B 10.46 30.32 6.92 2574 18.6 239 54 CLEAR

2-Dec ROB-MW3A 9.90 18.82 7.12 1729 18.7 230 25 CLEAR
2-Dec ROB-MW3B 9.62 30.35 7.18 1766 18.3 213 14 CLEAR

2-Dec ROB-MW4A 9.81 17.93 6.88 3186 20.2 237 34 CLEAR
2-Dec ROB-MW4B 9.01 30.33 7.22 1690 19.3 226 79 CLEAR

2-Dec ROB-MW5A 10.06 15.04 7.04 2267 18.5 240 774 BROWN
2-Dec ROB-MW5B 9.49 2195.00 7.00 2272 17.2 242 100 CLEAR

3-Dec ROB-MW6A 11.70 28.20 7.01 2561 18.6 228 19 CLEAR
3-Dec ROB-MW6B 11.47 46.00 7.02 2318 18.3 235 21 CLEAR

3-Dec ROB-MW7A 9.97 28.29 6.91 1542 20.6 320 30 CLEAR
3-Dec ROB-MW7B 10.02 46.02 7.34 1536 19.7 236 32 CLEAR

3-Dec ROB-MW8A 10.37 27.93 7.04 2166 19.7 234 22 CLEAR
3-Dec ROB-MW8B 9.98 46.45 6.96 2322 18.9 237 66 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

GIOLETTI DAIRY

GIOLETTI DAIRY
118 N. BLAKER ROAD

TURLOCK, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/ 21&22 /2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

ANT 1 - MW1A 2" POST 18.65 NO GOOD NONE NONE 20.97 21.15 0.18 80.00

ANT 1 - MW1B 2" POST 18.60 NO GOOD NONE NONE 36.12 36.30 0.18 120.00

ANT 1 - MW2A 2" POST 19.08 NO GOOD NONE NONE 32.90 33.09 0.19 100.00

ANT 1 - MW2B 2" POST 18.87 NO GOOD NONE NONE 51.10 51.42 0.32 140.00

ANT 1 - MW3A 2" POST 17.95 NO GOOD NONE NONE 33.05 33.43 0.38 100.00

ANT 1 - MW3B 2" POST 19.10 NO GOOD NONE NONE 50.90 51.15 0.25 120.00

ANT 1 - MW4A 2" POST 18.70 NO GOOD NONE NONE 33.40 33.75 0.35 110.00

ANT 1 - MW4B 2" POST 18.90 NO GOOD NONE NONE 45.90 46.00 0.10 150.00

ANT 1 - MW5A 2" POST 22.16 NO GOOD NONE NONE 33.50 33.55 0.05 110.00

ANT 1 - MW5B 2" POST 22.00 NO GOOD NONE NONE 56.15 56.27 0.12 150.00

ANT 1 - MW6A 2" POST 16.62 NO GOOD NONE NONE 32.95 33.10 0.15 110.00

ANT 1 - MW6B 2" POST 16.67 NO GOOD NONE NONE 55.85 56.10 0.25 150.00

ALL MEASUREANT 1TS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERANT 1ANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

ANTONE GOMES DAIRY

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12 / 21 & 22 / 2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

21-Dec ANT-MW1A 18.69 21.15 7.37 2009 19.3 256 4 CLEAR
21-Dec ANT-MW1B 18.53 36.30 7.06 2085 19.8 249 33 CLEAR

21-Dec ANT-MW2A 20.55 33.09 7.31 2867 20.0 167 1000 BROWN
21-Dec ANT-MW2B 18.93 51.42 7.35 2045 19.3 163 22 CLEAR

22-Dec ANT-MW3A 22.56 33.43 7.37 1625 19.3 185 1000 BROWN
22-Dec ANT-MW3B 19.34 51.15 7.26 1786 19.3 185 28 CLEAR

22-Dec ANT-MW4A 26.40 33.75 7.48 2498 20.0 214 1000 BROWN
22-Dec ANT-MW4B 19.31 46.00 7.23 2354 20.4 214 26 CLEAR

22-Dec ANT-MW5A 22.20 33.55 7.93 1648 19.4 179 550 LT. BRN.
22-Dec ANT-MW5B 22.12 56.27 8.09 1352 20.3 180 370 LT. BRN.

21-Dec ANT-MW6A 16.80 33.10 7.51 1457 18.1 176 151 CLEAR
21-Dec ANT-MW6B 16.85 56.10 7.34 1765 18.9 181 10 CLEAR

   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

ANTONE GOMES

ANTONE GOMES DAIRY
515 EAST STUHRS RAOAD

NEWMAN, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/12/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

COR-MW1A 2" POST 7.30 NO SLOW NONE NONE 18.00 18.06 0.06 80.00

COR-MW1B 2" POST 7.11 NO GOOD NONE NONE 30.88 30.94 0.06 120.00

COR-MW2A 2" POST 5.50 NO GOOD NONE NONE 17.00 17.05 0.05 100.00

COR-MW2B 2" POST 5.16 NO GOOD NONE NONE 30.20 30.25 0.05 155.00

COR-MW3A 2" POST 7.27 NO GOOD NONE NONE 17.64 17.70 0.06 100.00

COR-MW3B 2" POST 6.78 NO GOOD NONE NONE 30.18 30.27 0.09 175.00

COR-MW4A 2" POST 6.33 NO GOOD NONE NONE 17.15 17.21 0.06 125.00

COR-MW4B 2" POST 6.20 NO GOOD NONE NONE 30.15 30.24 0.09 180.00

COR-MW5A 2" POST 6.90 NO SLOW NONE NONE 17.70 17.78 0.08 100.00

COR-MW5B 2" POST 6.86 NO GOOD NONE NONE 30.52 30.59 0.07 170.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Correia Family Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 11/12/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

TIME MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

12-Nov COR-MW1A 9.60 18.06 7.21 3321 19.0 254 1000+ BROWN
12-Nov COR-MW1B 7.20 30.94 7.24 2672 17.9 262 58 CLEAR

12-Nov COR-MW2A 5.50 17.05 7.06 1715 19.9 293 55 CLEAR
12-Nov COR-MW2B 5.19 30.25 7.13 1570 19.8 253 50 CLEAR

12-Nov COR-MW3A 7.29 17.70 7.37 1595 20.2 216 168 LT. BROWN
12-Nov COR-MW3B 6.90 30.27 7.36 1466 20.0 210 113 LT. BROWN

12-Nov COR-MW4A 6.47 17.21 7.37 1974 20.2 249 199 BROWN
12-Nov COR-MW4B 6.30 30.24 7.33 1828 19.2 355 79 CLEAR

12-Nov COR-MW5A 10.20 17.78 7.29 2287 20.4 174 1000 BROWN
12-Nov COR-MW5B 6.96 30.59 7.41 1427 19.7 220 404 BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: OVERCAST / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.

DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

CORREIA FAMILY DAIRY

CORREIA FAMILY DAIRY FARMS
26380 W. FAHEY ROAD

GUSTINE, CA
TILL ANGERMANN



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/10/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

FG2-MW1A 2" POST 3.62 NO GOOD NONE NONE 21.60 22.00 0.40 80.00

FG2-MW1B 2" POST 3.60 NO GOOD NONE NONE 35.52 35.83 0.31 120.00

FG2-MW2A 2" POST 8.50 NO GOOD NONE NONE 21.70 23.33 1.63 110.00

FG2-MW2B 2" POST 8.34 NO GOOD NONE NONE 41.00 41.30 0.30 130.00

FG2-MW3A 2" POST 8.90 NO GOOD NONE NONE 27.40 27.68 0.28 100.00

FG2-MW3B 2" POST 9.04 NO GOOD NONE NONE 45.25 45.63 0.38 120.00

FG2-MW4A 2" POST 9.35 NO GOOD NONE NONE 28.88 29.00 0.12 90.00

FG2-MW4B 2" POST 8.85 NO GOOD NONE NONE 46.50 46.60 0.10 120.00

FG2-MW5A 2" FLUSH 5.60 NO GOOD NONE NONE 20.00 20.80 0.80 100.00

FG2-MW5B 2" FLUSH 5.60 NO GOOD NONE NONE 38.52 38.84 0.32 140.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Frank Gomes # 2 -  Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/10/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

10-Dec FG2-MW1A 7.16 22.00 7.61 4410 19.2 131 437 LT. BROWN
10-Dec FG2-MW1B 11.63 35.83 7.52 7799 17.6 124 243 CLEAR

10-Dec FG2-MW2A 10.72 23.33 7.51 3491 17.5 122 634 LT. BRN.
10-Dec FG2-MW2B 8.79 41.30 7.52 3864 18.7 127 200 CLEAR

10-Dec FG2-MW3A 9.60 27.68 7.40 5311 17.8 138 72 CLEAR
10-Dec FG2-MW3B 9.80 45.63 7.29 5420 19.4 141 348 CLEAR

10-Dec FG2-MW4A 13.50 29.00 7.32 4111 20.0 255 1000+ BROWN
10-Dec FG2-MW4B 11.20 46.60 7.29 4618 20.6 255 1000+ BROWN

10-Dec FG2-MW5A 5.69 20.80 7.26 4521 18.3 186 74 CLEAR
10-Dec FG2-MW5B 5.80 38.83 7.39 5408 17.4 186 83 CLEAR

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN RE 

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

FRANK GOMES # 2

FRANK GOMES # 2 
890 KNIEBES ROAD

GUSTINE, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/16 & 12/01/11 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

GOD-MW1A 2" POST 8.60 NO GOOD NONE NONE 23.00 23.25 0.25 100.00

GOD-MW1B 2" POST 8.50 NO GOOD NONE NONE 37.35 37.40 0.05 180.00

GOD-MW2A 2" POST 10.80 NO GOOD NONE NONE 27.45 27.53 0.08 120.00

GOD-MW2B 2" POST 10.72 NO GOOD NONE NONE 45.45 45.46 0.01 160.00

GOD-MW3A 2" POST 11.50 NO GOOD NONE NONE 22.50 22.73 0.23 120.00

GOD-MW3B 2" POST 11.42 NO GOOD NONE NONE 36.30 36.36 0.06 180.00

GOD-MW4A 2" POST 11.80 NO GOOD NONE NONE 23.15 23.21 0.06 100.00

GOD-MW4B 2" POST 11.50 NO GOOD NONE NONE 35.68 35.81 0.13 160.00

GOD-MW5A 2" POST 5.72 NO GOOD NONE NONE 27.25 27.40 0.15 110.00

GOD-MW5B 2" POST 5.48 NO GOOD NONE NONE 45.30 45.37 0.07 150.00

GOD-MW6A 2" POST 6.52 NO GOOD NONE NONE 24.70 24.74 0.04 120.00

GOD-MW6B 2" POST 6.60 NO GOOD NONE NONE 42.40 44.33 1.93 180.00

GOD-MW7A 2" POST 5.30 NO GOOD NONE NONE 25.10 25.15 0.05 110.00

GOD-MW7B 2" POST 5.52 NO GOOD NONE NONE 39.50 43.66 4.16 170.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Godinho Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 11/16 & 12/01/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST & FLUSH
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

16-Nov GOD-MW1A 10.87 23.25 7.57 3054 19.0 207 803 BROWN
16-Nov GOD-MW1B 10.12 37.40 7.60 3006 18.7 218 1000+ BROWN

16-Nov GOD-MW2A 10.84 27.53 7.81 3953 20.2 197 37 CLEAR
16-Nov GOD-MW2B 11.57 45.56 7.85 3394 19.8 194 162 LT. BROWN

16-Nov GOD-MW3A 11.87 22.73 7.62 1706 20.0 206 66 CLEAR
16-Nov GOD-MW3B 11.55 36.36 7.53 1640 19.7 212 119 BROWN

16-Nov GOD-MW4A 11.86 23.21 7.63 3158 20.8 201 473 LT. BROWN
16-Nov GOD-MW4B 11.64 35.81 7.78 3543 20.1 198 512 LT. BROWN

1-Dec GOD-MW5A 5.81 27.40 7.07 2026 20.2 296 60 CLEAR
1-Dec GOD-MW5B 5.53 45.37 7.55 1473 20.0 208 57 CLEAR

1-Dec GOD-MW6A 7.10 24.74 7.60 3973 20.8 197 124 CLEAR
1-Dec GOD-MW6B 7.08 44.33 7.68 2525 19.7 195 65 CLEAR

1-Dec GOD-MW7A 5.98 25.15 7.57 4113 20.9 190 78 CLEAR
1-Dec GOD-MW7B 5.80 43.66 7.63 3846 19.9 187 652 BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.

DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

GODINHO DAIRY

GODINHO DAIRY
12710 S. WILSON ROAD

LOS BANOS, CA
TILL ANGERMANN

LUHDORFF & SCALMANINI



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/15 & 20/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

MAC-MW1A 2" POST 7.32 NO GOOD NONE NONE 17.50 17.55 0.05 130.00

MAC-MW1B 2" POST 7.20 NO GOOD NONE NONE 30.70 30.76 0.06 190.00

MAC-MW2A 2" POST 6.24 NO GOOD NONE NONE 17.60 17.69 0.09 120.00

MAC-MW2B 2" POST 6.07 NO GOOD NONE NONE 29.60 30.55 0.95 220.00

MAC-MW3A 2" POST 6.11 NO GOOD NONE NONE 27.95 27.96 0.01 125.00

MAC-MW3B 2" POST 5.87 NO GOOD NONE NONE 44.80 44.80 0.00 200.00

MAC-MW4A 2" POST 6.45 NO GOOD NONE NONE 27.45 27.47 0.02 100.00

MAC-MW4B 2" POST 6.37 NO GOOD NONE NONE 41.90 41.93 0.03 200.00

MAC-MW5A 2" POST 5.75 NO GOOD NONE NONE 27.10 27.10 0.00 120.00

MAC-MW5B 2" POST 5.50 NO GOOD NONE NONE 45.10 45.12 0.02 210.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

John Machado Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 11/15 & 20/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

15-Nov MAC-MW1A 7.50 17.55 7.47 2358 20.0 170 88 CLEAR
15-Nov MAC-MW1B 7.34 30.76 7.60 2594 19.2 167 261 LT. BROWN

15-Nov MAC-MW2A 6.35 17.69 7.32 2877 19.8 170 214 LT. BROWN
15-Nov MAC-MW2B 6.15 30.55 6.97 2796 19.4 264 28 CLEAR

15-Nov MAC-MW3A 5.93 27.96 7.42 12 18.7 189 235 LT. BROWN
15-Nov MAC-MW3B 6.20 44.80 7.31 12 18.5 183 177 LT. BROWN

20-Nov MAC-MW4A 6.47 27.47 8.01 3536 19.6 228 234 LT. BROWN
20-Nov MAC-MW4B 6.40 41.93 7.94 3303 18.8 230 301 LT. BROWN

20-Nov MAC-MW5A 5.80 27.10 8.09 3188 18.6 187 240 LT. BROWN
20-Nov MAC-MW5B 5.59 45.12 8.06 3570 16.4 191 260 LT. BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN RE 

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.

DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

JOHN MACHADO DAIRY

JOHN MACHADO DAIRY
22495 W. CHINA CAMP

LOS BANOS, CA
TILL ANGERMANN



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/13/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

NUN-MW1A 2" POST 7.22 NO GOOD NONE NONE 17.25 17.32 0.07 115.00

NUN-MW1B 2" POST 6.87 NO GOOD NONE NONE 30.18 30.27 0.09 155.00

NUN-MW2A 2" POST 8.08 NO GOOD NONE NONE 27.90 27.92 0.02 110.00

NUN-MW2B 2" POST 7.88 NO GOOD NONE NONE 44.80 45.00 0.20 175.00

NUN-MW3A 2" FLUSH 5.28 NO SLOW NONE NONE 14.95 15.00 0.05 100.00

NUN-MW3B 2" FLUSH 5.21 NO GOOD NONE NONE 27.70 27.77 0.07 150.00

NUN-MW4A 2" FLUSH 6.75 NO SLOW NONE NONE 14.85 14.90 0.05 115.00

NUN-MW4B 2" FLUSH 6.62 NO GOOD NONE NONE 28.20 28.26 0.06 155.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Jose Nunes Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

MW-4A: VERY SLOW RECHARGE.  

TOTAL DEPTH - FEET.10TH's

MW-2B: SMALL AMOUNT OF SAND PACK IN WELL.



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 11/13/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST & FLUSH
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

TIME MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

13-Nov NUN-MW1A 7.37 17.32 7.32 7153 20.3 65 527 LT. BROWN
13-Nov NUN-MW1B 7.07 30.27 7.31 6666 19.4 40 413 BROWN

13-Nov NUN-MW2A 8.30 27.92 7.32 3783 19.4 132 48 LT. BROWN
13-Nov NUN-MW2B 8.20 45.00 7.43 3905 18.7 124 283 LT. BROWN

13-Nov NUN-MW3A 10.25 15.00 7.18 6973 20.5 81 1000+ BROWN
13-Nov NUN-MW3B 12.60 27.77 7.43 8771 19.2 138 1000 LT. BROWN

13-Nov NUN-MW4A 10.57 14.90 7.16 103 20.3 110 1000+ BROWN
13-Nov NUN-MW4B 8.69 28.26 7.20 87 20.4 146 1000 LT. BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: OVERCAST / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.

DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

JOSE NUNES DAIRY

JOSE NUNES DAIRY
22484 W. CHINA CAMP

LOS BANOS, CA
TILL ANGERMANN



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

12/6/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

MOON-MW5A 2" POST 11.50 NO GOOD NONE NONE 32.00 32.54 0.54 80.00

MOON-MW5B 2" POST 12.76 NO GOOD NONE NONE 49.80 51.45 1.65 120.00

MOON-MW6A 2" POST 19.23 NO GOOD NONE NONE 29.80 33.57 3.77 75.00

MOON-MW6B 2" POST 21.26 NO GOOD NONE NONE 49.75 51.40 1.65 100.00

MOON-MW7A 2" POST 16.36 NO GOOD NONE NONE 27.10 28.26 1.16 100.00

MOON-MW7B 2" POST 16.25 NO GOOD NONE NONE 41.50 41.79 0.29 140.00

MOON-MW8A 2" POST 17.25 NO GOOD NONE NONE 23.90 26.82 2.92 80.00

MOON-MW8B 2" POST 16.77 NO GOOD NONE NONE 40.15 41.39 1.24 120.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

TOTAL DEPTH - FEET.10TH's

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Moonshine Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 12/6/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST & FLUSH
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

6-Dec MOON- MW5A 12.49 32.54 7.37 2201 19.1 243 459 BROWN
6-Dec MOON- MW5B 13.89 51.45 7.37 2134 19.3 237 230 BROWN

6-Dec MOON - MW6A 21.67 33.57 7.10 2207 19.0 311 1000 BROWN
6-Dec MOON - MW6B 21.29 51.40 7.15 2650 18.3 250 227 LT. BROWN

6-Dec MOON - MW7A 15.69 28.26 7.41 3442 19.0 244 271 LT. BROWN
6-Dec MOON - MW7B 17.98 41.79 7.31 3321 18.8 241 982 BROWN

6-Dec MOON - MW8A 17.30 26.82 7.35 2453 18.2 221 129 LT. BROWN
6-Dec MOON - MW8B 16.72 41.39 7.28 2805 18.6 225 230 LT. BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: CLEAR / WINDY.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

MOONSHINE DAIRY

MOONSHINE DAIRY
22922 KILBURN RD.

CROWS LANDING, CA.
TILL ANGERMANN

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI
DEL-TECH / DON LIGHT

GROUNDWATER

FIELD PARAMETERS

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/8-10/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

TON-MW1A 2" POST 8.42 NO GOOD NONE NONE 23.85 23.87 0.02 120.00

TON-MW1B 2" POST 8.56 NO GOOD NONE NONE 36.40 36.45 0.05 200.00

TON-MW2A 2" POST 7.14 NO GOOD NONE NONE 23.10 23.43 0.33 115.00

TON-MW2B 2" POST 6.52 NO GOOD NONE NONE 35.90 35.97 0.07 220.00

TON-MW3A 2" POST 8.28 NO GOOD NONE NONE 23.40 23.53 0.13 100.00

TON-MW3B 2" POST 8.15 NO GOOD NONE NONE 41.60 41.72 0.12 180.00

TON-MW4A 2" POST 10.05 NO GOOD NONE NONE 22.80 22.82 0.02 120.00

TON-MW4B 2" POST 9.54 NO GOOD NONE NONE 39.95 39.98 0.03 220.00

TON-MW5A 2" POST 7.50 NO GOOD NONE NONE 22.60 22.77 0.17 125.00

TON-MW5B 2" POST 7.40 NO GOOD NONE NONE 40.85 40.95 0.10 190.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Tony L. Lopes Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

TOTAL DEPTH - FEET.10TH's



GROUT

DATE WELL CASING MONUMENT D.T.W. SEAL RECHARGE ODOR SHEEN SURGING SURGING TOTAL TOTAL VOL.

11/8-10/2011 DIAMETER TYPE FEET. INCH DROPPED BEFORE AFTER DIFF. PURGED ( GAL. )

LOCATION

TON-MW6A 2" POST 10.05 NO GOOD NONE NONE 28.14 28.17 0.03 130.00

TON-MW6B 2" POST 9.35 NO GOOD NONE NONE 45.25 45.26 0.01 220.00

TON-MW7A 2" POST 8.12 NO GOOD NONE NONE 28.15 28.16 0.01 110.00

TON-MW7B 2" POST 7.77 NO GOOD NONE NONE 45.28 45.28 0.00 200.00

TON-MW8A 2" POST 9.20 NO GOOD NONE NONE 27.70 27.70 0.00 125.00

TON-MW8B 2" POST 8.98 NO GOOD NONE NONE 46.22 46.22 0.00 220.00

ALL MEASUREMENTS ARE MADE FROM THE NORTH SIDE AND TOP EDGE OF THE WELL
CASING.  THE TOP OF CASING WITH A NOTCH OR PERMENANT MARKINGS, WHICH EVER ONE 
CONDITION IS APPROPRIATE.

           DEL-TECH GEOTECHNICAL SUPPORT, INC.  
                       (209) 847-8757  (OFFICE)  *  (209) 847-7744  (FAX)  *  deltech1@pacbell.net  (Email)

Tony L. Lopes Dairy

MONITORING WELL FIELD SUMMARY LOG 2011
NEW WELL DEVELOPMENT 

TOTAL DEPTH - FEET.10TH's



           DEL-TECH GEOTECHNICAL SUPPORT SERVICES, INC.

    WELL DEVELOPMENT FIELD LOG 2011

  WELL DEVELOPMENT LOCATION -   DATE: 11/8-10/2011

  PROJECT NAME:   ANALYSIS PERFORMED: N/A
  ADDRESS:   SAMPLE TIME: NO SAMPLE TAKEN
  CITY, STATE:   SAMPLE CONTAINERS: N/A
  SITE CONTACT:   PRESERVATIVES: N/A
  CONSULTANT:  LAB. ANALYSIS BY: N/A

  PROJECT MANAGER:   MONUMENT: POST
  WELL DEVELOPER:  WELL CASING MATERIAL : PVC
  SIGNED:   WELL CASING DIA. : 2"  / 0.1632
  SAMPLE MEDIA:  P.I.D. READING / ODOR: N/A NONE

DATE MONITORING DEPTH TOTAL pH E. C. TEMP. O.R.P. TURBIDITY COLOR
WELL TO WATER DEPTH

AFTER PURGE AFTER PURGE (units) (UsMHOS) (Celsius) (Mvolts) (N.T.U.)

9-Nov TON-MW1A 9.10 23.87 7.04 3713 20.2 162 1000+ BROWN
9-Nov TON-MW1B 9.30 36.45 7.69 3282 19.4 143 1000+ BROWN

10-Nov TON-MW2A 6.96 23.43 7.10 4445 21.3 170 124 LT. BROWN
10-Nov TON-MW2B 6.83 35.97 7.02 3873 20.5 180 75 CLEAR

10-Nov TON-MW3A 8.14 23.53 7.08 2627 19.5 179 32 CLEAR
10-Nov TON-MW3B 8.15 41.72 7.07 2456 19.1 190 126 BROWN

9-Nov TON-MW4A 10.17 22.82 7.68 3211 19.8 251 1000+ BROWN
9-Nov TON-MW4B 9.58 39.98 7.27 3373 21.9 197 1000+ BROWN

10-Nov TON-MW5A 7.52 22.77 7.05 3156 21.6 204 665 BROWN
10-Nov TON-MW5B 7.51 40.95 6.98 3065 22.4 179 127 CLEAR

9-Nov TON-MW6A 10.35 28.17 7.63 2780 19.4 178 1000+ BROWN
9-Nov TON-MW6B 13.70 45.26 8.20 869 18.5 164 1000+ BROWN

8-Nov TON-MW7A 8.26 28.16 7.45 1558 20.8 163 1000+ BROWN
8-Nov TON-MW7B 7.98 45.28 7.49 2153 20.3 162 1000+ BROWN

8-Nov TON-MW8A 9.35 27.70 7.29 5639 17.3 177 1000+ BROWN
8-Nov TON-MW8B 9.42 46.22 7.18 6753 17.3 195 1000+ BROWN

   PURGE METHOD:
   SAMPLE METHOD: N/A
   D. T. W. AFTER PURGE: N/A    D. T. W. AT SAMPLE TIME: N/A
   WELL INTEGRITY: SEE COMMENTS ON DEVELOPMENT SUMMARY.
   WELL LOCATION: SEE SITE MAP.
   REMARKS: "A" IN THE MONITORING WELL COLUMN REFERS TO THE SHALLOW WELL.

"B" IN THE MONITORING WELL COLUMN REFERS TO THE DEEP WELL.
   WEATHER: OVERCAST / COOL.    WIND: NW 15
   QUALITY CONTROL: NEW NITRILE GLOVES AT EACH SAMPLE POINT. 

   CONTAINMENT: NONE

   INSTRUMENTATION: MYRON ULTRAMETER II HACH 2100P TURBIDIMETER

SOLINIST DEPTH TO WATER METER

LUHDORFF & SCALMANINI

LUHDORFF & SCALMANINI

STAINLESS STEEL BAILERS, SURGE BLOCKS, WATERRA INERTIA PUMP, AIR LIFT & CENTRIFUGAL PUMP.

TONY LOPES DAIRY

FIELD PARAMETERS

TILL ANGERMANN

TONY L. LOPES DAIRY LP
27500 BUNKER ROAD

GUSTINE, CA

DEL-TECH / DON LIGHT

GROUNDWATER



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




