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CERTIFIED MAIL NO. 7009 0820 0001 6812 0837 
RETURN RECEIPT REQUESTED 

Ms. Myriam Cardenas 
City of Santa Monica 
Water Resources Division 
1228 S. Bundy Drive 
Los Angeles, CA 90025 

COVERAGE UNDER GENERAL NATIONAL POLLUTANT DISCHARGE ELIMINATION 
SYSTEM AND WASTE DISCHARGE REQUIREMENTS-CITY OF SANTA MONICA, SANTA 
MONICA WELL #3, OLYMPIC BOULEVARD AT CENTINELA AVENUE, SANTA MONICA, 
CALIFORNIA (NPDES NO. CAG914001, CI-10055) 

Dear Ms. Cardenas 

We have completed our review of your application for a permit to discharge waste under the 
National Pollutant Discharge Elimination System (NPDES). Based on the information provided, 
the proposed groundwater discharge meets the conditions to be regulated under Order No. R4- 
20 1 3-0043, General National Pollutant Discharge Elimination System and Waste Discharge 
Requirements for Discharges of Treated Groundwater from Investigation and/or Cleanup of 
Volatile Organic Compounds-Contaminated Sites to Surface Waters in Coastal Watersheds of 
Los Angeles and Ventura Counties, adopted by this Board on March 7, 201 3. 

Enclosed are your Waste Discharge Requirements, which also serve as your NPDES permit, 
consisting of Order No. R4-2013-0043 and Monitoring and Reporting Program No. CI-10055. 
The discharge limitations in Part V.A.I. Tables I and 5 of the Effluent Limitations Order No. R4- 
2013-0043 for the specific constituents listed in Table 1 with the enclosed Fact Sheet are 
applicable to your discharge. The groundwater discharge from the project flows into Ballona 
Creek therefore, the mineral limitations in Attachment 8 of the Order are not applicable to your 
discharge. In addition, the' Ballona Creek metals Total Maximum Daily Load (TMDL) effluent 
limitations are applicable to your discharge. All parts of the Order applies, including but not 
limited to narrative effluent and receiving water limitations. Prior to starting discharge, a 
representative sample of the effluent shall be obtained and analyzed to determine compliance 
with the discharge limitations. 

The Monitoring and Reporting Program requires you to implement the monitoring program on 
the effective date of coverage under this permit. All monitoring reports should be sent to the 
Regional Board, electronicallv by e-mail to losanneles@waterboards.ca.sov. When submitting 
monitoring or technical reports to the Regional Board per these requirements, please include a 
reference to "Compliance File No. CI-10055 and NPDES No. CAG914001", which will assure 
that the reports are directed to the appropriate file and staff. Also, please do not combine other 
reports with your monitoring reports. Submit each type of report as a separate document. . - 
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Ms. Myriam Cardenas 
City of Santa Monica 
CI-10055 

June 3, 2014 

The Regional Board is implementing a paperless office system to reduce paper use, increase 
efficiency and provide a more effective way for our staff, the public and interested parties to 
view water quality documents. Therefore, please convert all regulatory documents, submissions, 
data and correspondence that you would normally submit to us as hard copies to a searchable 
Portable Document Format (PDF). Documents that are less than 10 MB should be emailed to 
losangeles@waterboards.ca.gov. Documents that are 10 MB or larger should be transferred to 
a disk and mailed to the address listed above. If you need additional information regarding 
electronic submittal of documents please visit the Regional Board's website listed above and 
navigate to Papertess Office. 

To avoid future annual fees, please submit written request for termination of your enrollment 
under the general permit in a separate letter, when the project has been completed and the 
permit is no longer needed. 

We are sending a copy of Order No. R4-2013-0043 only to the applicant. For those on the 
mailing list, please refer to the Board Order previously sent to you. A copy of the Order will be 
furnished to anyone who requests it, or it can be obtained at our web site address: 
htt~:llwww.waterboards.ca.aovllosanqeles/board decisionsladopted orders/. 

If you have any questions, please contact Alex Carlos at 21 3-576-6726. 

Sincerely, 

SL 
Samuel Unger, P.E. 
Executive Officer 

Enclosures: 

Order No. R4-2013-0043 
Monitoring and Reporting Program No. CI-10055 
Fact Sheet 



Ms. Myriam Cardenas 
City of Santa Monica 
CI-10055 

June 3,2014 

cc: Environmental Protection Agency, Region 9, Permit Section (WTR-5) 
State Water Resources Control Board, npdes-wastewater@waterboards.ca.gov 
U.S. Army Corps of Engineers 
U.S. Fish and Wildlife Services, Division of Ecological Services 
NOAA, National Marine Fisheries Service 
California Department of Fish and Game, Marine Resources, Region 5 
Los Angeles County, Department of Public Works, Environmental Programs Division 
Los Angeles County, Department of Public Works, Flood Maintenance Division 
Jae Kim. Tetratech 



STATE OF CALIFORNIA 
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD 

LOS ANGELES REGION 
320 west 4'h Street, Suite 200, Los Angeles, California 9001 3 

FACT SHEET 
WASTE DISCHARGE REQUIREMENTS 

FOR 

CITY OF SANTA MONICA 
(SANTA MONICA WELL #3) 

ORDER NO. R4-2013-0043 
NPDES NO. CAG914001, SERIES NO. 033 

CI-10055 

FACILITY ADDRESS 
Olympic Blvd at Centinela Ave (in the median) 
Santa Monica, CA 90404 

FACILITY MAILING ADDRESS 
1228 S. Bundy Drive 
Los Angeles, CA 90025 

PROJECT DESCRIPTION: 

City of Santa Monica (Discharger) proposes to discharge groundwater associated with the 
rehabilitation of Santa Monica Well #3, a potable water source for the City of Santa Monica. 
The well is located in the median of Olympic Boulevard at Centinela Avenue, Santa Monica. On 
May 15, 2014, the Discharger submitted a Notice of Intent (NOI) form to enroll under the general 
NPDES permit to pump and discharge groundwater generated during the well rehabilitation 
activities at the site. The Discharger proposes to treat the pumped groundwater using air- 
stripping to remove volatile organic compounds prior to discharge to the storm drain. The 
groundwater discharge is expected to last approximately 2 months. 

VOLUME AND DESCRIPTION OF DISCHARGE: 

Up to 3 million gallons per day (mgd) of groundwater will be discharged to a nearby storm drain 
system located at the northwest corner of Centinela Avenue and Olympic Boulevard, approximately 
150 feet northeast of Santa Monica Well #3 at Discharge Point M-001 (Latitude: N34" 01' 52.09, 
Longitude: W118" 27' 36.73") which flows into Ballona Creek, a water of the United States. The 
high rate of discharge is necessary to properly develop and test the well. The site location map 
is shown in Figures 1 and 2. 

APPLICABLE EFFLUENT LIMITATIONS 

Based on the information provided in the NPDES Application Supplemental Requirements the 
Regional Board has determined that the constituents listed in Table 1 below, show reasonable 
potential to exist in the discharge. Therefore, effluent [imitations contained in Part V. Tables 1 
and 5 of Order No. R4-2013-0043 are applicable to the discharge, as listed in Table 1 below. 
The discharge flows to the Ballona Creek therefore, the mineral effluent limitations in 
Attachment B of Order No. R4-2013-0043 are not applicable to the discharge. In addition, the 
Ballona Creek metals Total Maximum Daily Load (TMDL) effluent limitations are applicable to 
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City of Santa Monica 
Santa Monica Well #3 
Fact Sheet 

the discharge. The Discharger must comply with all other parts of the Order, including, but not 
limited, to narrative effluent and receiving water limitations. 

Table I: The Discharger is required to comply with these effluent limitations during its 
enrollment under Order No. R4-2013-0043. 

1 Far purpose of this General Permit, discharges occurring from April 15 '~  through November 1 4 ' ~  are considered dry 
weather discharges. 

2 For purposes of this General Permit, discharges occurring from November 15th through April 1 4 ~  are considered 
wet weather discharges. 

3 Total Recoverable 

Constituents 
Total Suspended Solids 

Turbidity 

BOD, 20°C 

Oil and Grease 

Settleable Solids 

Sulfides 

Phenols 

Residual Chlorine 

I, 7-Dichloroethylene 

Tetrachloroethylene 

Trichloroethylene 

1 ,4-Dioxane 

FREQUENCY OF DISCHARGE: 

The discharge of groundwater will be intermittent and is estimated to last 2 months. 

Units 
mg lL 

NTU 

mg lL  

mglL 

m llL 

mglL 

mglL 

mglL 

IJglL 

IJglL 

~ g l L  
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Ballona Creek Metals TMDL Effluent Limitations 

Discharge 
Daily Maximum 

75 

150 

30 

15 

0.3 

4 -0 

1 .O 

0.1 

0.057 

0.8 

2.7 

3 

Constituents 

Copper, T R ~  

Lead, T R ~  

selenium3 TR 

Zinc, T R ~  

Limitations 
Monthly Average 

50 

50 

20 

10 

0.1 

--- 
--- 
--- 

--- 

-- 
-- 
-- 

Units 

I-IS~L 

I-IS~L 

IJS~L 

Dry weather' 

Daily 
Maximum 

39 

21 

8.2 

304 

Wet weathe8 

Monthly 
Average 

20 

11 

4.1 

151 

Daily 
Maximum 

18 

59 

5 

119 

Monthly 
Average 

9 

29 

2.5 

59 



City of Santa Monica 
Santa Monica Well #3 
Fact Sheet 

REUSE OF WATER: 

The discharger submitted a feasibility study to the Regional Board analyzing the water 
conservation re-use, andlor alternative disposal options for the discharge. There are no 
landscape areas in the vicinity of the project area that can accommodate the amount of flow for 
irrigation purpose. Sanitary sewer connections are not accessible to the project area as it is 
located in the median of a busy street. The discharger proposes to divert up to 200 gallons per 
minute to the City of Santa Monica's runoff recycling facility. The remainder of the groundwater 
will be discharged to a nearby storm drain that discharges to the Ballona Creek in compliance 
with the requirements of the attached Order R4-2013-0043. 
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City of Santa Monica 
Santa Monica Well #3 
Fact Sheet 

E i r  

Figure 1. Site location map 
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City of Santa Monica 
Santa Monica Well #3 
Fact Sheet 

Figure 2. Site location map 
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STATE OF CALIFORNIA 
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD 

LOS ANGELES REGION 

MONlTORlNG AND REPORT1NG PROGRAM NO. CI-10055 

FOR 
DISCHARGES OF TREATED GROUNDWATER FROM INVESTIGATION 

AND/OR CLEANUP OF VOLATILE ORGANIC COMPOUNDS-CONTAMINATED SITES 
TO SURFACE WATERS 

IN 
COASTAL WATERSHEDS OF LOS ANGELES AND VENTURA COUNTIES 

(GENERAL NPDES PERMIT NO. CAG914001, SERIES N0.033) 

Ordered by: S d  (3- 
Samuel Unger, P.@ 

This Order was adopted by the Regional Water Board on: 

Enrollment to this Order shall become effective on: 

This Order shall expire on: 

Executive Officer 

March 7,2013 

June 3,2014 

March 7,2018 

Date: 

The U.S. Environmental Protection Agency and the Regional Water Quality Control Board 
have classified discharges covered under this General Permit as a minor discharge. 
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City of Santa Monica 
Santa Monica Well #3 
Monitoring and Reporting Program CI-10055 

ORDER NO . R4-2013-0043 
NPDES NO . CAG914001 
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City of Santa Monica 
Santa Monica Well #3 
Monitoring and Reporting Program CI-10055 

ORDER NO. R4-2013-0043 
NPDES NO. CAG914001 

Monitoring and Reporting Program (MRP) 

40 CFR section 122.48 requires that all NPDES permits specify monitoring and reporting requirements. 
Sections 13267 and 13383 of the CWC also authorize the Regional Water Board to require technical 
and monitoring reports. This MRP establishes monitoring and reporting requirements which implement 
the federal and California regulations. 

GENERAL MONITORING PROVISIONS 

A. An effluent sampling station shall be established for Discharge Point M-001 and shall be 
located where representative samples of that effluent can be obtained. 

B. This Regional Water Board shall be notified in writing of any change in the sampling stations 
once established or in the methods for determining the quantities of pollutants in the individual 
waste streams. 

C. Pollutants shall be analyzed using the analytical methods described in 40 CFR section Sections 
136.3, 136.4, and 136.5 (revised March 12, 2007); or, where no methods are specified for a 
given pollutant, by methods approved by this Regional Water Board or the State Water Board. 

D. For any analyses perFormed for which no procedure is specified in the USEPA guidelines or in 
the MRP, the constituent or parameter analyzed and the method or procedure used must be 
specified in the monitoring report. 

E. Laboratories analyzing effluent samples and receiving water samples shall be certified by the 
California Department of Health Services Environmental Laboratory Approval Program (ELAP) 
or approved by the Executive Officer and must include QAlQC data in their reports. A copy of 
the laboratory certification shall be provided each time a new certification andlor renewal of the 
certification is obtained from ELAP. 

F. Each monitoring report must affirm in writing that 'all analyses were conducted at a laboratory 
certified for such analyses by the Department of Health Services or approved by the Executive 
Officer and in accordance with current USEPA guideline procedures or as specified in this 
Monitoring and Reporting Programn. 

. The monitoring reports shall specify the analytical method, the Method Detection Limit (MDL), 
and the State Water Board Minimum Level (ML) for each pollutant. For the purpose of 
reporting compliance with numerical limitations, performance goals, and receiving water 
limitations, analytical data shall be reported by one of the following methods, as appropriate: 

1. An actual numerical value for sample results greater than or equal to the ML; or 

2. "Detected, but Not Quantified (DNQ)" if results are greater than or equal to the laboratory's 
MDL but less than the ML; or 

3. "Not Detected (ND)" for sample results less than the laboratory's MDL with the MDL 
indicated for the analytical method used. 






















