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 PROJECT DESCRIPTION 
  
 Maguire Partners proposes to construct a four-story office building with four levels of 

subterranean parking on a 0.785 acre lot.  Groundwater dewatering activity will be conducted 
during and after the completion of the construction. 

 
 VOLUME AND DESCRIPTION OF DISCHARGE 
 
 Up to 8,000 gallons per day of desilted groundwater will be discharged to an existing storm 

water catch basin (Latitude 34° 00’ 36” N, Longitude 118° 29’ 31" W), located in the alley 
to the rear and East of the Northeast corner of the facility.  The discharge will then flow to 
a miscellaneous Los Angeles coastal stream.  During a construction, a 40 cubic-yard 
plastic lined construction bin or equivalent will be used and after the construction, a 
permanent multi-compartment clarifier will be used for prior to discharge.  See Figure 1 for 
the site location.  

 
 FREQUENCY OF DISCHARGE 
 
 Dewatering activity is scheduled to begin in August 2001.  The dewatering activity will be 

intermittent during the construction and continuous after the completion of the 
construction. 
 
REUSE OF WATER 
 
Several options for reuse of water were considered, such as utilizing of water for construction 
purposes, dust control, and application to an agricultural field.  However, either the cost of 
pipelines, storage of water, and permits were prohibitive, making the reuse of the 
groundwater infeasible.  Therefore, the wastewater will be discharged to the stream. 


