[bookmark: _GoBack][image: ]
image1.png
"PLACER COUNTY DEPARTMENT OF FACLITY SERVICES ORDERNO. R52010:0082
"PLACER COUNTY SEWER MAINTENANGE DISTRICT | WASTEWATER TREATMENT PLANT NFDES No. CABO7E31e.

Il. MONITORING LOCATIONS

The Discharger shall establish the following monitoring locations to demonstrate
compliance with the effluent limitations, discharge specifications, and other requirements in
this Order

Table E-1._Monitoring Station Locations

Discharge Paint | Monitoring Location
rge ! o Monitoring Location Description

— INF001 A location where a representalive sample of the infuent into the
Facilty can be collected.
Downstrea from the last connection ITough which wastes can

oot EFF001 be admitted into the outtal
“Approximately 200 feet upstream of EFF-001
002 EFF-002 (This discharge location is only to be sed when Chlorine Contact

Basin No_3 i offine for maintenance )

= RSW-001 in Rock Creek, 50 feet upsiream from both discharge locations.

- RSW002 n Rock Creak, downsiream of both discharge locations and Just
prior to the confiuence of Rock Creek and Dry Creek

- RSW003 In Dry Crek,jus i the confuenc of Rock ek and D
n Dry Creek, 150 fest downstream of e confluence of Rock

- Rew-004 Creek and Dry Creek.
A location where a representalive sample of biosoids can be

- Blo001 obtained

- — A location where a representative sample of the municipal water
supply can be obtained

- UVS001 Uliraviolet liht (UV) disinfection system.

Ill. INFLUENT MONITORING REQUIREMENTS
A. Monitoring Location INF-001

1. The Discharger shall monitor influent to the facility at INF-001 as follows:

Table E-2. _Influent Monitoring
‘Minimum Sampling Required Analytical
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7 22-hour flow proportioned compose.
2 Pollutants shall be analyzed using the analytical methods descrived in 40 CFR Part 136.
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